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DEPARTMENT OF THE AIR FORCE 
27TH SPECIAL OPERATIONS CIVIL ENGINEER SQUADRON (AFSOC) 

CANNON AIR FORCE BASE NEW MEXICO 

Mr. Michael A. Poston 
Deputy Base Civil Engineer 
506 N DL Ingram Blvd. 
Cannon AFB NM 88103-5003 

Mr. James Bearzi 
Chief Hazardous Waste Bureau 
New Mexico Environmental Department 
2905 Rodeo Park Drive East Building 1 
Santa Fe, NM 87505-5003 

Dear Mr. Bearzi: 

JUL 1 4 2008 

JUL 2008 
NMED Hazardous 

[?.r_~f33U 

Cannon Air Force Base (AFB) herby submits the attached Final Letter Report for the Voluntary 
Corrective Action, Aerospace Ground Equipment Maintenance Facility Shop Pad (SWMU 31) 
and POL Wash Pad (SWMU 127) at Cannon AFB, New Mexico. 

If you have any questions regarding this information, please contact Mr. Jerry Pelfrey, 
Environmental Flight, at (505) 784-6391 or email gerald.pelfrey@cannon.af.mil. 

cc: 
NMED HWB Bureau (C. Frischkom) 
NMED HWB Bureau (D. Cobrain) 
EPA Region VI (B. Sturdivant) 

Sincerely 

~~ 
MICHAEL A. POSTON 



'II 

Ill Will 

July 2, 2008 

Mr. Hector Santiago 
ATTN: CENWO-PM-HA 
U.S. Army Corps of Engineers 
Omaha District 
1616 Capital A venue 
Omaha, NE 68102-4909 

RE: SWMU 31/127 Final Letter Report 
Cannon Air Force Base, NM 

Dear Mr. Santiago: 

Bay West Inc. 
5 Empire Drive, St. Paul, MN 55103 
651-291..()456 ' FAX 651-291..()099 

www.baywest.com ' info@baywest.com 

Enclosed is the Final Letter Report for the SWMU 311127 project, USACE Contract Number 
W9l28F-04-D-004, Task Order 0003 located at Cannon Air Force Base, NM. Please feel free to 
call me with any questions. 

Sincerely, 

Rick Ellis, PG 
Senior Project Manager 
651-291-3434- direct 
651-785-5618- cell 
ricke@ baywest.com 

Enclosure 

cc: Mr. Jerry Pelfrey, Cannon AFB 
Ms. Carol Rieger, TtEC 
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1.0 INTRODUCTION AND PROJECT BACKGROUND 
The objective of this project was to delineate the extent of soil contamination at two solid waste 
management units (SWMUs) at Cannon Air Force Base (AFB) (Figure 1-1) that require 
remediation under a future voluntary corrective action (VCA) and site closure. This VCA letter 
report describes the activities conducted by Bay West, Inc. (Bay West) and its subcontractor 
Tetra Tech EC, Inc. (TtEC) for the sampling program at the SWMUs indicated below: 

• SWMU 31—Aerospace Ground Equipment (AGE) Maintenance Shop Pad 

• SWMU 127—Oil/Water Separator 4095, Sand Trap, and Leach Fields at the Petroleum, 
Oil, and Lubricants (POL) Wash Pad 

The locations of these two SWMUs at Cannon AFB are shown on Figure 1-2. 

All work was conducted under the direction of the U.S. Army Corps of Engineers (USACE) 
Omaha District and Cannon AFB. This letter report provides a narrative of the field work 
completed in February 2008, a summary of sampling results, the waste management activities 
completed, and recommendations for future action at each site. 

1.1 Project Background 
SWMUs 31 and 127 both have soil containing total petroleum hydrocarbons (TPH) and other 
contaminants at concentrations that pose a potential risk to human health through direct 
exposure. To support the future VCA, characterization of the extent of soil contamination is 
required to quantify the amount of soil requiring remediation. Supporting information on current 
site conditions and previous investigations is derived from the Corrective Measures Study (CMS) 
at SWMUs 31, 48A, 77, and 127, Cannon AFB, New Mexico (CMS Report) (URS Greiner 
Woodward-Clyde, 2000). The rationale and methodology for the sampling program is presented 
in the October 2007 Technical Memorandum (Bay West, 2007a), November 2007 SWMU 127 
Risk Screening Evaluation (Bay West, 2007b), and the February 2008 Work Plan (Bay West, 
2008).  

1.2 Site Investigation History 

1.2.1 SWMU 31 
During the Remedial Investigations (RIs) conducted at SWMU 31, TPH was detected in soil at 
six of the seven locations sampled (Figure 1-3).  Regulatory exceedances occurred in four 
samples collected outside of the wash pad area; however, no soil sample had been collected 
within the wash pad area to comprehensively characterize releases due to operations at the wash 
pad.  During a visit to the site on July 25, 2007, the wash pad area appeared heavily stained and 
oily sludge was observed in one of the drains within the wash pad. It is likely that this wash pad 
was in use at the AGE facility until May 2007, when operations moved to the new facility. 
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1.2.2 SWMU 127 
During the RIs conducted at SWMU 127, TPH was detected in soil at 16 of the 17 locations 
sampled (Figure 1-4). TPH exceeded the regulatory residential screening guideline of 520 
milligrams per kilogram (mg/kg) in two soil samples.  One of the samples was collected beneath 
the concrete inside of the wash pad (Soil Boring 12710), and one was collected at 50 feet (ft) 
below ground surface (bgs) at the eastern end of the current leach field (Soil Boring 12716). The 
four sample locations within the wash pad were proximal to the drains near the center of the 
wash pad. No other soil samples had been collected within the wash pad to comprehensively 
determine whether any contamination existed below the concrete. During a visit to the site on 
August 6, 2007, the wash pad was inspected and an interview with Base personnel indicated that 
the wash pad had recently been in use.  

1.3 Voluntary Corrective Action at SWMUS 31 AND 127 
Based on the corrective measures alternative evaluation presented in the CMS Report (URS, 
2000), the preferred corrective measures alternative for both SWMUs 31 and 127 was No 
Further Action (NFA). This alternative was selected because the earlier risk assessments for each 
site indicated that there was no unacceptable risk to human health and the environment. The risk 
assessments addressed volatile organic compounds (VOCs), semivolatile organic compounds 
(SVOCs), and metals detected in soil, but did not address petroleum hydrocarbons detected at 
each site. 

The approach for future investigation and subsequent remedial action at SWMUs 31 and 127 was 
to  determine the extent of contamination in the shallow subsurface soil less than 15 feet bgs 
because of risk due to direct exposure to contaminated soil (Bay West, 2007a, 2007b, and 2008). 
Soil at a depth of 15 ft and shallower is considered “potentially accessible” to workers because 
direct exposure is possible through excavation, drilling, or construction that brings it to the 
surface (MADEP, 1995). Soil deeper than 15 ft is considered “isolated” and is not of significant 
concern (MADEP, 1995) from an industrial or residential exposure standpoint. Thus, to 
characterize soil within the top 15 ft of each SWMU, exploratory soil borings were 
recommended to be sampled to confirm known contamination and determine the lateral and 
vertical extent of contaminated soil requiring remediation.  

In the work plan, the analytical data collected during the Phase I (1993) and Phase II (1994) RIs 
were used to select the remedial alternatives for both SWMUs. In order to define the current 
extent of petroleum contamination, additional characterization of TPH in soil at SWMUs 31 and 
127 was conducted in accordance with the work plan in February 2008. Results from the 
February 2008 sampling program were used to confirm the levels of TPH in soil at locations 
where previous investigations indicated contamination. These results were also used to identify 
locations where it was expected that contamination could be present. In addition, associated 
polycyclic aromatic hydrocarbon (PAH) contamination in soil was investigated at SWMU 127. 

1.4 Regulatory Framework 
The New Mexico Environment Department (NMED) is authorized by the U.S. Environmental 
Protection Agency (EPA) to implement the federal Resource Conservation and Recovery Act 
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(RCRA) hazardous waste program and oversee the corrective action program activities 
conducted in accordance with Cannon AFB’s Hazardous Waste Facility Permit (Permit). NMED 
issued a RCRA Permit to Cannon AFB on December 17, 1989, with a subsequent update in 
2006. Cannon AFB’s RCRA Part B Permit Application (Operations Plan) refers to the status of 
various assessment, investigation, and remediation projects for a number of SWMUs on the 
Base. According to the Operations Plan, SWMUs 31, 48A, 77, and 127 were addressed together 
in the Phase I and Phase II RIs. 

Previous investigations indicated that the primary chemicals of concern associated with the 
former operations at these sites are VOCs, PAHs, metals, and petroleum hydrocarbons. Risk 
assessments were conducted as part of the CMS to evaluate risk to human and ecological 
receptors from exposure to site contaminants other than TPH (URS, 2000). The risk assessments 
for SWMUs 31 and 127 concluded that human health and ecological risks associated with 
exposure to contamination are negligible under current conditions. 

Based on comments received from NMED on the CMS, a screening-level evaluation of human 
health risk was performed in November 2007 to support a sampling approach for 
characterization of existing contamination in soil at SWMU 127 that may require remediation. 
The primary objective of the screening-level risk evaluation (Bay West, 2008) was to determine 
the analyte list for the characterization field program at SWMU 127. Besides TPH, PAHs were 
the only contaminants identified as risk drivers in soil at SWMU 127. A screening-level risk 
evaluation was not conducted for SWMU 31 since TPH is the only contaminant requiring 
corrective action at this regulated unit. 

NMED requires standards for TPH to be met. In June 2003, the NMED Hazardous Waste Bureau 
issued Total Petroleum Hydrocarbon (TPH) Screening Guidelines, guidance for RCRA units on 
the evaluation and determination of cleanup levels for sites impacted by releases of petroleum 
hydrocarbons. Since the 2003 draft of the TPH guidelines, NMED issued updated guidelines in 
October 2006 (NMED, 2006), which were used in the October 2007 Technical Memorandum 
(Bay West, 2008) to address residual petroleum hydrocarbon contamination at SWMUs 31 and 
127. 

NMED provided a TPH screening guideline for each type of petroleum product based on the 
assumed composition of the products and the direct soil standards from the Massachusetts 
Department of Environmental Protection (MADEP) guidance document Implementation of the 
MADEP VPH/EPH Approach Final Draft  (MADEP, 2001). NMED’s TPH screening guidelines 
(NMED, 2006) are presented in Table 1-1. 

Based on the fact that jet fuel, gasoline, diesel, and motor oil were likely washed from vehicles in 
the wash pads at SWMUs 31 and 127, the conservative residential screening for direct exposure 
to diesel of 520 mg/kg was used to determine the extent of contaminated soil requiring 
remediation at the two SWMUs.  

2.0 PROJECT FIELD ACTIVITIES 
Field sampling was performed to (1) identify the vertical and horizontal extent of TPH 
contamination in soil at SWMU 31 and TPH and associated PAH contamination in soil at 
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SWMU 127 and (2) characterize soil generated during sampling activities to determine 
appropriate management and disposition. 

Bay West performed the field work in accordance with the Work Plan (Bay West, 2008). The 
activities conducted at each SWMU are summarized in the following subsections.  

2.1 Direct-Push Technology (DPT) Soil Sampling 
Exploratory soil borings were drilled to a maximum depth of 15 ft using DPT  at SWMUs 31 and 
127 across the wash pad areas along a 20-ft grid. Field investigation also took place at the leach 
field associated with SWMU 127 based on previous releases. The field geologist implemented a 
phased approach in the field to delineate the extent of petroleum contamination. Boreholes were 
first placed at locations on the grid, with additional step-out boreholes drilled in visibly 
contaminated areas.  Schematic diagrams of SWMUs 31 and 127 with sampling locations are 
presented on Figures 2-1 and 2-2, respectively. Hazardous and Toxic Waste (HTW) boring logs 
of the locations drilled and sampled are presented in Appendix A. 

Based on visible staining and/or headspace screening of soil, samples were collected from each 
soil boring and analyzed for the following parameters: 

• SWMU 31—TPH as diesel-range organics (DRO), gasoline-range organics (GRO), and 
residual-range organics (RRO) using EPA Method Modified 8015M. 

• SWMU 127—TPH as DRO, GRO, and RRO using EPA Method Modified 8015M and 
PAHs using EPA Method 8310. 

Laboratory analyses were performed in general accordance with USACE Chemistry Scope of 
Services and the Department of Defense Quality Systems Manual (DOD QSM). The 
subcontractor laboratory EMAX Laboratories, Inc. (EMAX) (Torrance, California) provided 
analytical support in accordance with the guidance documents.  

The soil borings drilled, soil staining observations, headspace screening results, and samples 
collected at SWMUs 31 and 127 are summarized in Tables 2-1 and 2-2, respectively. 

Following sampling, the boreholes were abandoned by hydrating bentonite pellets (or bentonite 
chips) in 2-ft increments to the surface. A concrete patch was constructed in areas that required 
coring of concrete or asphalt prior to drilling. Borehole abandonment materials and quantities 
and method for abandonment were documented in the field logbook and on the HTW boring logs 
(Appendix A). 

The analytical parameters for the field screening, confirmation, and waste characterization soil 
samples were selected based on the results of the Phase I and Phase II RIs (1993–1994) for 
SWMUs 31 and 127 and described in the CMS (URS, 2000), which identified TPH as 
contaminants at the two SWMUs. As described in the October 2007 Technical Memorandum 
(Bay West, 2007a) and November 2007 Risk Evaluation (Bay West, 2007b) in Appendix A to 
the Work Plan (Bay West, 2008), PAHs were identified as chemicals of potential concern at 
SWMU 127. Up to three soil samples were collected from each soil boring based on visual 
observation and field screening results, and analyzed by the off-site laboratory to confirm 
contamination requiring remediation. 
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2.2 Investigation-Derived Waste (IDW) Management and Disposal 
Used personal protective equipment and trash were placed in garbage bags and disposed in a 
designated Base dumpster. One drum of soil cuttings was generated at each SWMU. The cuttings 
were retained in a 55-gallon steel drum labeled with the appropriate collection and contact 
information and stored in a designated location at each SWMU indicated by the Base Restoration 
Program Manager. Decontamination fluids were allowed to evaporate. Residual solids from the 
decontamination fluid were combined with the IDW soil solids.  

One sample was collected from each drum and analyzed for the following parameters for the 
purposes of waste characterization and disposal: 

• TPH as DRO, GRO, and RRO using EPA Method Modified 8015M. 

• TCLP VOCs using EPA Method 1311/8260B. 

• TCLP RCRA Metals using EPA Method 1311/6010/7471. 

• Ignitability using EPA Method 1020. 

The analytical results for the waste characterization samples are summarized in Table 3-1 
(SWMU 31) and Table 3-2 (SWMU 127).  The complete analytical results are contained in 
Appendix B.  The results indicated that the soil was RCRA nonhazardous and was suitable for 
disposal in a New Mexico-regulated special waste landfill.  The waste manifests for disposal are 
contained in Appendix C. 

3.0 RESULTS AND RECOMMENDATIONS 

3.1 SWMU 31 
The analytical results for TPH shown in Table 3-1 indicate exceedances of the TPH guideline of 
520 mg/kg occurred at four soil boring locations: 031SB01, 031SB06, 031SB07, and 031SB14. 
The complete analytical results are contained in Appendix B.  Based on observations made on 
the HTW boring logs and in notes from the field geologist regarding soil staining and headspace 
screening results, an area of approximately 3,000 square feet (sq ft) requires excavation. After 
removing the concrete pad, the 3,000-sq ft area shown on Figure 3-1 should be excavated to a 
depth of 2 ft below ground surface. An additional 2 ft of soil should be excavated from an 
approximately 900-sq ft area within the central portion of the site. The total volume of excavated 
soil is approximately 300 cubic yards (cy).  

The entire volume of soil excavated at SWMU 31 should be disposed off site, but soil that 
appears clean can be segregated and stockpiled separately during excavation activities. Sampling 
of the stockpiles should be conducted to verify that the soil is appropriate for disposal at a 
permitted New Mexico special waste landfill than can accept petroleum-contaminated soil. 
Stockpiled soil should be sampled at a frequency of one sample per 100 cy.  Stockpile soil 
analyses required for disposal should include TPH as DRO, GRO, and ORO (EPA Method 
8015M); RCRA Ignitability (EPA Method 1020); and TCLP VOCs (EPA Methods 1311/8260B). 
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Once the excavation is completed, confirmation soil samples will be collected from the sidewalls 
and floor of the excavation. In order to comprehensively evaluate the potential for risk due to soil 
remaining at the site, confirmation soil samples will be analyzed for TPH as DRO, GRO, and 
ORO (EPA Method 8015M); VOCs (EPA Method 8260B); SVOCs (EPA Method 8270C); and 
Target Analyte List metals (EPA Methods 6010/7471). Confirmation soil samples will be 
collected from the excavation floor at a frequency of one per 400 sq ft and at a frequency of one 
per 50 linear ft of wall for sidewalls. Based on confirmation sampling frequencies, up to 30 total 
confirmation samples should be collected. 

3.2 SWMU 127 
Based on the analytical results for TPH as shown in Table 3-2, there are no exceedances of the 
TPH guideline at SWMU 127. The complete analytical results are contained in Appendix B. 
PAHs were detected at the site, but the risk screening evaluation (Table 3-3) indicates there is no 
carcinogenic risk or non-carcinogenic hazard that exists at the site that could impact human 
health and the environment. Comparison of recent data to the results for samples collected within 
the central portion of the wash pad to those collected during the Phase I and II RIs conducted in 
1993 and 1994 indicate that levels of TPH have decreased. SWMU 127 should be considered for 
clean closure and proposed for NFA to NMED. 

4.0 REFERENCES 
Bay West (Bay West, Inc.) 
2007a Technical Memorandum.  Characterization at SWMUs 31 and 127. Cannon Air Force Base, New 

Mexico, October 8, 2008. 
2007b. SWMU 127 Risk Screening Evaluation, November 2007. 
2008. Voluntary Corrective Action Characterization Work Plan AGE Maintenance Facility Shop Pad 

(SWMU 31) and POL Wash Rack (SWMU 127), Cannon Air Force Base, New Mexico. February. 

MADEP (Massachusetts Department of Environmental Protection) 
1995. Guidance for Disposal Site Risk Characterization. In support of the Massachusetts Contingency 

Plan. WSC/ORS-95-141. July 1995. 
2001. Implementation of the VPH/EPH Approach Final Draft, June 2001. 

NMED (New Mexico Environment Department) 
2003. Total Petroleum Hydrocarbon (TPH) Screening Guidelines, June 24, 2003. 
2006. Total Petroleum Hydrocarbon (TPH) Screening Guidelines, October 2006 update. 

URS (URS Greiner Woodward-Clyde) 
2000. Corrective Measures Study Report at SWMUs 31, 48A, 77, and 127, Cannon AFB, New Mexico, 

June. 
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Table 1-1  
NMED TPH Soil Screening Guidelines 

 

Petroleum Product 
Residential Direct 
Exposure (mg/kg) 

Industrial Direct 
Exposure (mg/kg) 

Diesel #2/Crankcase Oil 520 1,120 
#3 and #6 Fuel Oil 440 890 
Kerosene and Jet Fuel 760 1,810 
Mineral Oil Dielectric Fluid 1,440 3,040 
Unknown Oil 200 200 
Waste Oil 2,500 5,000 
Gasoline  Not applicable Not applicable 

 
mg/kg – milligrams per kilogram 
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Table 2-1 
SWMU 31 Borehole and Sampling Summary 

 

Borehole ID 

Borehole 
Depth  
(ft bgs) Sample ID 

HTW Log 
Sample Depth 

(ft bgs) 

Headspace 
Results 
(ppm) Comments 

031SB01 15 031SB0101 0–2.5 73.1 Staining observed at 1 ft bgs 
  031SB0102 2.5–5.0 59 No staining observed 
  031SB0105 5.0–7.5 13.1 No staining observed 
031SB02 15 031SB0200 0–2.5 15 Staining observed 0–3.5 ft bgs 
  031SB0202 2.5–5.0 2.8 Staining observed 0–3.5 ft bgs 
031SB03 8 031SB0300 0–2.5 8.4 Staining observed 0–2.5 ft bgs 
  031SB0302 2.5–5.0 1.7 No staining observed 
031SB04 15 031SB0402 2.5–5.0 1.4 No staining observed 
031SB05 9 031SB0500 0–2.5 1.0 No staining observed 
031SB06 15 031SB0600 0–3.0 946 Staining observed 0–3.0 ft bgs 
031SB07 15 031SB0700 0–3.0 5 No staining observed 
031SB08 15 031SB0800 0–2.5 3.1 Staining observed 0–2.0 ft bgs 
031SB09 15 031SB0900 0–3.0 0 Possible sewer stain/odor 
031SB10 15 031SB1000 0–2.0 3.3 Staining observed 1 ft bgs 
031SB11 15 031SB1100 0–2.0 110 Staining observed 0–2.0 ft bgs 
031SB12 15 031SB1200 0–3.0 2 No staining observed 
031SB13 7 031SB1300 0–2.5 4.1 Staining observed 0–2.0 ft bgs 
031SB14 15 031SB1400 0–2.5 889 Staining observed 0–2.0 ft bgs 
  031SB1402 2.5–5.0 25.4 No staining observed 
031SB15 15 031SB1500 0–2.0 10.4 Staining observed 0–2.0 ft bgs 
031SB16 15 031SB1600 0–2.5 81 Staining observed 0–1.0 ft bgs 
031SB17 8 031SB1700 0–2.5 2 No staining observed 
031SB18 7 031SB1800 0–2.0 37.4 Staining observed 0–1.0 ft bgs 
031SB19 15 031SB1900 0–2.5 0 Staining observed 0–2.5 ft bgs 
031SB20 6 031SB2000 0–3.0 2.3 No staining observed 

 
bgs         below ground surface 
ft             foot/feet   
HTW      Hazardous and Toxic Waste 
ID   identification 
ppm        parts per million 
 
  
 
 



  July 2008 

Table 2-2 
SWMU 127 Borehole and Sampling Summary 

 

Borehole ID 

Borehole 
Depth  
(ft bgs) Sample ID 

HTW Log 
Sample Depth 

(ft bgs) 

Headspace 
Results 
(ppm) Comments 

127SB01 15 127SB0100 0–3.0 2.0 No staining observed 
127SB02 15 127SB0200 0–2.5 48.2 Staining observed 0–6 inches 
127SB03 15 127SB0300 0–2.5 1.2 Staining observed 0–6 inches 
1271SB04 15 127SB0400 0–2.5 1.2 No staining observed 
127SB05 15 127SB0500 0–3.0 3.4 Staining observed 0–4 inches 
127SB06 15 127SB0600 0–3.0 3.0 No staining observed 
127SB07 15 127SB0700 0–3.0 1.2 No staining observed 
127SB08 15 127SB0800 0–3.0 0 No staining observed 
127SB09 15 127SB0900 0–3.0 0 No staining observed 
127SB10 15 031SB1000 0–3.0 0 No staining observed 
127SB11 15 127SB1100 0–3.0 1.5 No staining observed 
127SB12 15 127SB1200 0–3.0 1.3 No staining observed 
127SB13 15 127SB1300 0–3.0 1.3 No staining observed 
127SB14 15 127SB1400 0–3.0 2.0 No staining observed 
127SB15 15 127SB1500 0–3.0 2.0 No staining observed 
127SB16 15 127SB1600 0–3.0 2.8 No staining observed 
127SB17 15 127SB1700 0–3.0 0 No staining observed 
127SB18 15 127SB1800 0–3.0 1.6 No staining observed 

 
bgs         below ground surface 
ft             foot/feet   
HTW      Hazardous and Toxic Waste 
ID   identification 
ppm        parts per million 
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Table 3-1 
SWMU 31 TPH and Waste Characterization Data 

 
Sample ID GRO DRO  Motor Oil Total TPH TCLP VOCs Ignitability 

Reporting Limit (1.0 mg/kg) (10 mg/kg) (20 mg/kg)  (50 μg/L) (60 deg C) 
031SB0100 ND 310 340 650 na na 
031SB0102 ND 69 15J 84 na na 
031SB0102D ND 100 15J 115 na na 
031SB0105 ND ND ND ND na na 
031SB0200 ND 120 72 192 na na 
031SB0202 ND ND ND ND na na 
031SB0300 ND 160 64 224 na na 
031SB0302 ND ND ND ND na na 
031SB0402 ND ND ND ND na na 
031SB0402M ND ND ND ND na na 
031SB0500 ND 31 170 201 na na 
031SB0600 110 1,700 410 2220 na na 
031SB0600D 160 2,000 240 2400 na na 
031SB0603 ND 10J ND 10J na na 
031SB0700 0.71J ND 1,200J 1200.71 na na 
031SB0800 ND ND 130J 130 na na 
031SB0900 ND ND 21J 21 na na 
031SB1000 ND 7.5J 14J 21.5 na na 
031SB1100 9 170 ND 179 na na 
031SB1100D 2.5 38 ND 40.5 na na 
031SB1200 ND ND 13J 13 na na 
031SB1300 ND ND 31 31 na na 
031SB1400 150 1,200 140 1490 na na 
031SB1402 ND ND ND ND na na 
031SB1500 ND ND ND ND na na 
031SB1600 66 190 170 426 na na 
031SB1700 ND ND ND ND na na 
031SB1800 15 110 ND 125 na na 
031SB1900 ND ND 16J 16 na na 
031SB2000 ND ND ND ND na na 
031WC01 na na na na ND >60C 

Note: Concentrations in bold exceed the TPH screening guideline of 520 mg/kg. 
deg C degrees Celsius 
DRO diesel-range organics 
GRO gasoline range organics 
J concentration reported below the method reporting limit 
μg/L micrograms per liter 
mg/kg milligrams per kilogram 
na not analyzed 
ND not detected 
TPH total petroleum hydrocarbons 
VOCs volatile organic compounds 
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Table 3-2 
SWMU 127 TPH and Waste Characterization Data 

 
Sample ID GRO DRO  Motor Oil TCLP VOCs Ignitability 

Reporting limit (1.0 mg/kg) (10 mg/kg) (20 mg/kg) (50 μg/L) (60 deg C) 
127SB0100 ND ND ND na na 
127SB0200 ND 26 17J na na 
127SB0300 ND ND ND na na 
127SB0400 ND ND ND na na 
127SB0500 ND ND ND na na 
127SB0600 ND ND ND na na 
127SB0700 ND ND ND na na 
127SB0800 ND ND ND na na 
127SB0900 ND ND ND na na 
127SB1000 ND ND ND na na 
127SB1100 ND ND ND na na 
127SB1200 ND ND ND na na 
127SB1300 ND ND ND na na 
127SB1300M ND ND 8.5J na na 
127SB1300D ND ND 11J na na 
127SB1400 ND ND ND na na 
127SB1500 ND ND ND na na 
127SB1600 ND ND 5.4J na na 
127SB1700 ND ND 9.8J na na 
127SB1800 ND ND 16J na na 
127SB1810 ND ND ND na na 
127WC01 na na na ND >60C 

Note:  No detections of TPH exceed the TPH screening guideline of 520 μg/kg. 
deg C  degrees Celsius 
DRO  diesel-range organics   
GRO  gasoline range organics 
J  Concentration reported below the method reporting limit 
ND  not detected 
μg/L  micrograms per liter 
mg/kg  milligrams per kilogram 
TCLP  Toxicity Characteristic Leaching Procedure 
VOCs  Volatile Organic Compounds 
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Table 3-3 
SWMU 127 PAH Risk Screening Evaluation 

 

 Acenaphthylene Phenanthrene Anthracene Fluoranthene Pyrene 
Benzo(a) 

Anthracene Chrysene 
Benzo(b 

Anthracene 
Benzo(k) 

Anthracene 
Benzo(a) 
Pyrene 

Dibenzo(ah)
Anthracene 

Benzo(ghi) 
Perylene 

Indeno(123cd)
Pyrene 

Reporting Limit (0.220 mg/kg) (0.010 mg/kg) (0.010 mg/kg) 0.020 mg/kg) (0.010 mg/kg) (0.010 mg/kg) (0.010 mg/kg) (0.020 mg/kg) (0.010 mg/kg) (0.010 mg/kg) (0.020 mg/kg) (0.020 mg/kg) (0.010 mg/kg) 
Sample ID                    
127SB0100 ND  ND  ND  ND  ND  0.002 J 0.0033 J ND  0.0023  0.0037 J ND  0.0025 J 0.0031 J 
127SB0200 ND  0.0006 J ND  0.058  0.057  0.007 J 0.029  0.042  0.018  0.025  0.041  0.065  0.062  
127SB0300 ND  ND  ND  ND  0.0054 J 0.0024 J 0.004 J ND  0.0041  0.0073 J ND  0.009 J 0.0099 J 
127SB0400 ND  ND  ND  ND  ND  ND  ND  ND  ND  ND  ND  ND  ND  
127SB0500 ND  ND  ND  ND  ND  ND  0.0017 J ND  ND  ND  ND  ND  ND  
127SB0600 ND  0.016  ND  0.033  0.025  0.0063 J 0.0084 J ND  0.0033  0.005 J ND  0.0034 J 0.0042 J 
127SB0700 ND  ND  ND  ND  ND  ND  ND  ND  ND  ND  ND  ND  ND  
127SB0800 ND  0.0029 J ND  ND  ND  ND  ND  ND  ND  ND  ND  ND  ND  
127SB0900 ND  0.0088 J ND  0.032  0.017  0.0063 J 0.0086 J 0.0086 J 0.0034  0.0067 J ND  0.005 J 0.0062 J 
127SB1000 ND  0.0089 J ND  0.042  0.032  0.0095 J 0.015  0.013 J 0.005  0.0095 J ND  0.0075 J 0.012  
127SB1100 0.025 J 0.052  ND  0.25  0.17  0.053  0.089  0.084  0.033  0.068  0.045  0.083  0.078  
127SB1200 0.036 J ND  ND  0.014 J 0.0068 J 0.0026 J 0.005 J ND  0.0022  0.0036 J ND  0.004 J 0.0043 J 
127SB1300 ND  0.091  ND  0.47  0.33  0.082  0.15  0.17  0.078  0.13  0.098  0.17  0.16  
127SB1300M  ND  0.12  ND  0.51  0.35  0.11  0.18  0.17  0.065  0.14  0.094  0.17  0.16  
127SB1300D ND  0.12  ND  0.62  0.44  0.12  0.21  0.23  0.088  0.19  0.14  0.23  0.22  
127SB1400 ND  0.0092 J ND  0.03  0.025  0.0058 J 0.01 J 0.011 J 0.0045  0.0091 J ND  ND  0.011  
127SB1500 0.027 J 0.04  ND  0.16  0.12  0.029  0.054  0.056  0.031  0.044  0.031  0.059  0.052  
127SB1600 0.047 J 0.062  ND  0.2  0.17  0.04  0.077  0.081  0.031  0.067  0.047  0.081  0.079  
127SB1700 ND  0.035  ND  0.17  0.12  0.028  0.053  0.063  0.039  0.051  0.036  0.066  0.06  
127SB1800 0.078 J ND  0.0036 J 0.35  0.26  0.061  0.11  0.14  0.047  0.11  0.11  0.16  0.16  
127SB1810 ND  ND  ND  ND  ND  ND  0.003 J ND  0.002  0.0026 J ND  ND  0.007 J 
Maximum Detected Value 0.078 J 0.12  0.0036 J 0.62  0.44  0.12  0.21  0.23  0.088  0.19  0.14  0.23  0.22  
NMED Soil Screening Level 3730  1830  22000  2290  2290  6.2  615  6.21  N/A  0.621  0.621  N/A  6.21  
Toxicity Endpoint nc  nc  nc  nc  nc  ca  ca  ca  --  ca  ca  --  ca  

Risk Ratio 2.09E-05  
6.56E-

05  
1.64E-

07  2.71E-04  1.92E-04  1.94E-02  3.41E-04  3.70E-02  --  3.06E-01  2.25E-01  --  3.54E-02  
 

Carcinogenic Risk Ratio Sum 6.24E-01  Less than 1.0, therefore no Carcinogenic risk exists at site for PAHs 
Noncarcinogenic Hazard Index 5.50E-04  Less than 1.0, therefore no Noncarcinogenic hazard (risk) exists at site for PAHs 
Note: Concentrations in milligrams per kilogram with the exception of the Risk Ratio, Carcinogenic Risk Ratio, and Non-carcinogenic Hazard Index which are unitless. 
ca Carcinogenic toxicity endpoint 
J concentration reported below the method reporting limit 
N/A  NMED Soil Screening Level not available 
nc Non-carcinogenic toxicity endpoint 
ND not detected 
* MS/MSD sample not considered in risk evaluation 
mg/kg milligrams per kilogram 
 
Table from Bay West, 2007b 
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HTW Boring Logs



DISTRICT

1. COMPANY NAME

MONITORING WELLBACKFILLED

Cuttings drummed

22. DISPOSITION OF HOLE

13. DEPTH DRILLED INTO ROCK 16. DEPTH TO WATER AND ELAPSED TIME AFTER DRILLING COMPLETED

%
RECOVERY
21. TOTAL COREOTHER (SPECIFY)

SEE FIGURE

SEE LOG

1311.2'

3,807,038.6 North  654,367.0 East

11. DATE COMPLETED

None

5. NAME OF DRILLER

2/11/2008

17. OTHER WATER LEVEL MEASUREMENTS (SPECIFY)14. TOTAL DEPTH OF HOLE

SCALE:  1" = '

OTHER (SPECIFY)

Cannon Air Force Base
3. PROJECT

Vista GeoscienceBay West, Inc

23. SIGNATURE OF INSPECTOR

Truck mounted Geoprobe

---TPH------

2. DRILLING CONTRACTOR

19. TOTAL NUMBER OF CORE BOXES

LOCATION SKETCH/COMMENTS

---

Grouted

Omaha District

------ ---

031SB01

Clovis, NM
4. LOCATION

15.0 FT

AND SAMPLING EQUIPMENT
7. SIZES AND TYPES OF DRILLING

OTHER (SPECIFY)OTHER (SPECIFY)METALS

Cannon Air Force Base  Clovis, NM

HTRW DRILLING LOG

ENG FORM 5056-R, AUG 94

21

(Proponent:  CECW-EG)
031SB01

---

6. MANUFACTURER'S DESIGNATION OF DRILL

PROJECT

SHEETS

OF

SHEET

HOLE NO

DISTURBED18. GEOTECHNICAL SAMPLES

VOC

12. OVERBURDEN THICKNESS 15. DEPTH GROUNDWATER ENCOUNTERED

HOLE NUMBER

C. Grubbs

20. SAMPLES FOR CHEMICAL ANALYSIS

2/11/2008

2" Diameter Macrocore
PID (in ppm)

10. DATE STARTED

9. SURFACE ELEVATION

8. HOLE LOCATION

UNDISTURBED

Geoprobe



73.1CONCRETE
FILL - Sand and gravel fill, brown, staining and
odor at 1 ft

SILTY CLAY (CL-ML) - reddish-brown, moist

CALICHE - tan/light pink, dry

SILTY CLAY/CALICHE - reddish-brown,
moist

SANDY SILT (MLS) - reddish-brown, moist

SANDY SILT (MLS) with CALICHE

CALICHE - rock fragments
END OF BORING at 15 ft bgs.  Soil samples
collected from 0-2.5 ft, 2.5-5 ft and 5-7.5 ft
intervals for TPH.

031SB0102

031SB0100
(f)

BLOW COUNT

59

13.1

8.1

7.7

6.3

031SB0105

(a)

PROJECT

GEOTECH SAMPLE
OR CORE BOX NO.

ANALYTICAL
SAMPLE NO.

Cannon Air Force Base
Clovis, NM

REMARKS

031SB01
SHEET

OF

SHEETS

(h)

1311.2

Cannon Air Force Base  Clovis, NM
HOLE NO

031SB01
(Proponent:  CECW-EG)

2 2

ENG FORM 5056A-R, AUG 94

HTRW DRILLING LOG

(d)

HOLE NUMBER

(e)

DEPTH

1310.2

1309.2

1308.2

1307.2

1306.2

1305.2

1304.2

1303.2

1302.2

1301.2

1300.2

1299.2

1298.2

1297.2

1296.2

1295.2

1294.2

1293.2

1292.2

1291.2

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

19

20

FIELD SCREENING
RESULTS

(g)

0
(b)

DESCRIPTION OF MATERIALS

(c)

(CONTINUATION SHEET)

PROJECT INSPECTOR

ELEV.



DISTRICT

1. COMPANY NAME

MONITORING WELLBACKFILLED

Cuttings drummed

22. DISPOSITION OF HOLE

13. DEPTH DRILLED INTO ROCK 16. DEPTH TO WATER AND ELAPSED TIME AFTER DRILLING COMPLETED

%
RECOVERY
21. TOTAL COREOTHER (SPECIFY)

SEE FIGURE

SEE LOG

1311.2'

3,807,042.5 North  654,371.3 East

11. DATE COMPLETED

None

5. NAME OF DRILLER

2/11/2008

17. OTHER WATER LEVEL MEASUREMENTS (SPECIFY)14. TOTAL DEPTH OF HOLE

SCALE:  1" = '

OTHER (SPECIFY)

Cannon Air Force Base
3. PROJECT

Vista GeoscienceBay West, Inc

23. SIGNATURE OF INSPECTOR

Truck mounted Geoprobe

---TPH------

2. DRILLING CONTRACTOR

19. TOTAL NUMBER OF CORE BOXES

LOCATION SKETCH/COMMENTS

---

Grouted

Omaha District

------ ---

031SB02

Clovis, NM
4. LOCATION

15.0 FT

AND SAMPLING EQUIPMENT
7. SIZES AND TYPES OF DRILLING

OTHER (SPECIFY)OTHER (SPECIFY)METALS

Cannon Air Force Base  Clovis, NM

HTRW DRILLING LOG

ENG FORM 5056-R, AUG 94

21

(Proponent:  CECW-EG)
031SB02

---

6. MANUFACTURER'S DESIGNATION OF DRILL

PROJECT

SHEETS

OF

SHEET

HOLE NO

DISTURBED18. GEOTECHNICAL SAMPLES

VOC

12. OVERBURDEN THICKNESS 15. DEPTH GROUNDWATER ENCOUNTERED

HOLE NUMBER

C. Grubbs

20. SAMPLES FOR CHEMICAL ANALYSIS

2/11/2008

2" Diameter Macrocore

10. DATE STARTED

9. SURFACE ELEVATION

8. HOLE LOCATION

UNDISTURBED

Geoprobe



ELEV.

SILTY CLAY (CL-ML)/CALICHE -
reddish-brown, moist-wet

CALICHE - light tan, dry

SILTY CLAY (CL-ML)/CALICHE - light tan,
dry

CALICHE - rock fragments

SANDY SILT (MLS) - reddish brown

SILTY CLAY (CL-ML) /CALICHE - light tan,
dry

END OF BORING at 15 ft bgs.  Soil samples
collected from 0-2.5 ft and 2.5-5 ft intervals for
TPH.

FILL - Sand, clay, and gravel fill, dark brown,
staining and odor

CONCRETE
(f)

BLOW COUNT

15

2.8

2.1

2.1

1.7

0.7

SANDY SILT (MLS) - reddish-brown, moist

(a)

031SB0200

031SB0202

PROJECT

(h)

ANALYTICAL
SAMPLE NO.

Cannon Air Force Base
Clovis, NM

REMARKS

031SB02
SHEET

OF

SHEETS

FIELD SCREENING
RESULTS

0

Cannon Air Force Base  Clovis, NM
HOLE NO

031SB02
(Proponent:  CECW-EG)

2 2

ENG FORM 5056A-R, AUG 94

HTRW DRILLING LOG

(b) (e)

DEPTH

1310.2

1309.2

1308.2

1307.2

1306.2

1305.2

1304.2

1303.2

1302.2

1301.2

1300.2

1299.2

1298.2

1297.2

1296.2

1295.2

1294.2

1293.2

1292.2

1291.2

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

19

20

GEOTECH SAMPLE
OR CORE BOX NO.

(d)

HOLE NUMBER

DESCRIPTION OF MATERIALS

(c)

(CONTINUATION SHEET)

PROJECT INSPECTOR

1311.2
(g)



DISTRICT

1. COMPANY NAME

MONITORING WELLBACKFILLED

Cuttings drummed

22. DISPOSITION OF HOLE

13. DEPTH DRILLED INTO ROCK 16. DEPTH TO WATER AND ELAPSED TIME AFTER DRILLING COMPLETED

%
RECOVERY
21. TOTAL COREOTHER (SPECIFY)

SEE FIGURE

SEE LOG

1311.2'

3,807,046.9 North  654,375.3 East

11. DATE COMPLETED

None

5. NAME OF DRILLER

2/11/2008

17. OTHER WATER LEVEL MEASUREMENTS (SPECIFY)14. TOTAL DEPTH OF HOLE

SCALE:  1" = '

OTHER (SPECIFY)

Cannon Air Force Base
3. PROJECT

Vista GeoscienceBay West, Inc

23. SIGNATURE OF INSPECTOR

Truck mounted Geoprobe

---TPH------

2. DRILLING CONTRACTOR

19. TOTAL NUMBER OF CORE BOXES

LOCATION SKETCH/COMMENTS

---

Grouted

Omaha District

------ ---

031SB03

Clovis, NM
4. LOCATION

8.0 FT

AND SAMPLING EQUIPMENT
7. SIZES AND TYPES OF DRILLING

OTHER (SPECIFY)OTHER (SPECIFY)METALS

Cannon Air Force Base  Clovis, NM

HTRW DRILLING LOG

ENG FORM 5056-R, AUG 94

21

(Proponent:  CECW-EG)
031SB03

---

6. MANUFACTURER'S DESIGNATION OF DRILL

PROJECT

SHEETS

OF

SHEET

HOLE NO

DISTURBED18. GEOTECHNICAL SAMPLES

VOC

12. OVERBURDEN THICKNESS 15. DEPTH GROUNDWATER ENCOUNTERED

HOLE NUMBER

C. Grubbs

20. SAMPLES FOR CHEMICAL ANALYSIS

2/11/2008

2" Diameter Macrocore

10. DATE STARTED

9. SURFACE ELEVATION

8. HOLE LOCATION

UNDISTURBED

Geoprobe



(h)

REFUSAL at 8 ft bgs.  Soil samples collected
from 0-2.5 ft and 2.5-5 ft intervals for TPH.

BLOW COUNT

CALICHE - light tan, dry

ELEV.

(a) (e)

DEPTH

1310.2

1309.2

1308.2

1307.2

1306.2

1305.2

1304.2

1303.2

1302.2

1301.2

1300.2

1299.2

1298.2

1297.2

1296.2

1295.2

1294.2

1293.2

1292.2

1291.2

8.4
(f)

1.7

1.4

031SB0300

031SB0302

CONCRETE
FILL - Sand, clay, and gravel fill, dark brown,
staining and odor

SILTY CLAY (CL-ML) /CALICHE -
reddish-brown, moist

CALICHE - light tan, dry

SILTY CLAY (CL-ML) /CALICHE -
reddish-brown, wet

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

19

20

SHEET

OF

SHEETS

REMARKS

Cannon Air Force Base  Clovis, NM

Cannon Air Force Base
Clovis, NM

HOLE NO
031SB03

(Proponent:  CECW-EG)

2 2

ENG FORM 5056A-R, AUG 94

HTRW DRILLING LOG

PROJECT

INSPECTOR

(g)(d)(b)

DESCRIPTION OF MATERIALS

(c)

(CONTINUATION SHEET) 031SB03
HOLE NUMBER

1311.2 0

FIELD SCREENING
RESULTS

GEOTECH SAMPLE
OR CORE BOX NO.

ANALYTICAL
SAMPLE NO.

PROJECT



DISTRICT

1. COMPANY NAME

MONITORING WELLBACKFILLED

Cuttings drummed

22. DISPOSITION OF HOLE

13. DEPTH DRILLED INTO ROCK 16. DEPTH TO WATER AND ELAPSED TIME AFTER DRILLING COMPLETED

%
RECOVERY
21. TOTAL COREOTHER (SPECIFY)

SEE FIGURE

SEE LOG

1311.3'

3,807,050.9 North  654,379.0 East

11. DATE COMPLETED

None

5. NAME OF DRILLER

2/11/2008

17. OTHER WATER LEVEL MEASUREMENTS (SPECIFY)14. TOTAL DEPTH OF HOLE

SCALE:  1" = '

OTHER (SPECIFY)

Cannon Air Force Base
3. PROJECT

Vista GeoscienceBay West, Inc

23. SIGNATURE OF INSPECTOR

Truck mounted Geoprobe

---TPH------

2. DRILLING CONTRACTOR

19. TOTAL NUMBER OF CORE BOXES

LOCATION SKETCH/COMMENTS

---

Grouted

Omaha District

------ ---

031SB04

Clovis, NM
4. LOCATION

15.0 FT

AND SAMPLING EQUIPMENT
7. SIZES AND TYPES OF DRILLING

OTHER (SPECIFY)OTHER (SPECIFY)METALS

Cannon Air Force Base  Clovis, NM

HTRW DRILLING LOG

ENG FORM 5056-R, AUG 94

21

(Proponent:  CECW-EG)
031SB04

---

6. MANUFACTURER'S DESIGNATION OF DRILL

PROJECT

SHEETS

OF

SHEET

HOLE NO

DISTURBED18. GEOTECHNICAL SAMPLES

VOC

12. OVERBURDEN THICKNESS 15. DEPTH GROUNDWATER ENCOUNTERED

HOLE NUMBER

C. Grubbs

20. SAMPLES FOR CHEMICAL ANALYSIS

2/11/2008

2" Diameter Macrocore

10. DATE STARTED

9. SURFACE ELEVATION

8. HOLE LOCATION

UNDISTURBED

Geoprobe



SANDY SILT (MLS)  - reddish brown

SILTY CLAY (CL-ML) /CALICHE - light
tan/pink, moist, medium-stiff

CALICHE - rock fragments

END OF BORING at 15 ft bgs.  Soil sample
collected from  2.5-5 ft interval for TPH.

1.7FILL - Sand, clay, and gravel fill, dark brown,
no staining orodor

(f)

BLOW COUNT

(h)

ELEV.

(a) (e)

DEPTH

1.4

1.4

1.4

1

1

SILTY CLAY (CL-ML) /CALICHE - light
tan/pink, moist, medium-stiff

SILTY CLAY (CL-ML) - reddish-brown, moist
031SB0402

Cannon Air Force Base  Clovis, NM

1310.3

1309.3

1308.3

1307.3

1306.3

1305.3

1304.3

1303.3

1302.3

1301.3

1300.3

1299.3

1298.3

1297.3

1296.3

1295.3

1294.3

1293.3

1292.3

1291.3

REMARKS

031SB04
SHEET

OF

SHEETS

ANALYTICAL
SAMPLE NO.

PROJECT

GEOTECH SAMPLE
OR CORE BOX NO.

HOLE NO
031SB04

(Proponent:  CECW-EG)

2 2

ENG FORM 5056A-R, AUG 94

HTRW DRILLING LOG (CONTINUATION SHEET)
HOLE NUMBER

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

19

20

(g)(d)(b)

Cannon Air Force Base
Clovis, NM

(c)

PROJECT INSPECTOR

1311.3 0

FIELD SCREENING
RESULTSDESCRIPTION OF MATERIALS



DISTRICT

1. COMPANY NAME

MONITORING WELLBACKFILLED

Cuttings drummed

22. DISPOSITION OF HOLE

13. DEPTH DRILLED INTO ROCK 16. DEPTH TO WATER AND ELAPSED TIME AFTER DRILLING COMPLETED

%
RECOVERY
21. TOTAL COREOTHER (SPECIFY)

SEE FIGURE

SEE LOG

1311.3'

3,807,046.9 North  654,383.8 East

11. DATE COMPLETED

None

5. NAME OF DRILLER

2/11/2008

17. OTHER WATER LEVEL MEASUREMENTS (SPECIFY)14. TOTAL DEPTH OF HOLE

SCALE:  1" = '

OTHER (SPECIFY)

Cannon Air Force Base
3. PROJECT

Vista GeoscienceBay West, Inc

23. SIGNATURE OF INSPECTOR

Truck mounted Geoprobe

---TPH------

2. DRILLING CONTRACTOR

19. TOTAL NUMBER OF CORE BOXES

LOCATION SKETCH/COMMENTS

---

Grouted

Omaha District

------ ---

031SB05

Clovis, NM
4. LOCATION

9.0 FT

AND SAMPLING EQUIPMENT
7. SIZES AND TYPES OF DRILLING

OTHER (SPECIFY)OTHER (SPECIFY)METALS

Cannon Air Force Base  Clovis, NM

HTRW DRILLING LOG

ENG FORM 5056-R, AUG 94

21

(Proponent:  CECW-EG)
031SB05

---

6. MANUFACTURER'S DESIGNATION OF DRILL

PROJECT

SHEETS

OF

SHEET

HOLE NO

DISTURBED18. GEOTECHNICAL SAMPLES

VOC

12. OVERBURDEN THICKNESS 15. DEPTH GROUNDWATER ENCOUNTERED

HOLE NUMBER

C. Grubbs

20. SAMPLES FOR CHEMICAL ANALYSIS

2/11/2008

2" Diameter Macrocore

10. DATE STARTED

9. SURFACE ELEVATION

8. HOLE LOCATION

UNDISTURBED

Geoprobe



(h)

1

BLOW COUNT

SILTY CLAY (CL-ML) /CALICHE - light
tan/pink, saturated 5 to 7 ft

ELEV.

(a) (e)

DEPTH

1310.3

1309.3

1308.3

1307.3

1306.3

1305.3

1304.3

1303.3

1302.3

1301.3

1300.3

1299.3

1298.3

1297.3

1296.3

1295.3

1294.3

1293.3

1292.3

1291.3

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

19

20

(f)

1

1

1

REFUSAL at 9 ft bgs.  Soil sample collected
from 0-2.5 ft  interval for TPH.

CALICHE - tight, dry, tan

031SB0500CONCRETE
SANDY CLAY (CL-ML), dark brown, moist, no
staining or odor

- with gravel 3-3.5 ft
- reddish brown 3.5-4.5 ft

SHEET

OF

SHEETS

REMARKS

Cannon Air Force Base  Clovis, NM

Cannon Air Force Base
Clovis, NM

HOLE NO
031SB05

(Proponent:  CECW-EG)

2 2

ENG FORM 5056A-R, AUG 94

HTRW DRILLING LOG

PROJECT

INSPECTOR

HOLE NUMBER

(g)(d)(b)

DESCRIPTION OF MATERIALS

(c)

(CONTINUATION SHEET) 031SB05

1311.3 0

FIELD SCREENING
RESULTS

GEOTECH SAMPLE
OR CORE BOX NO.

ANALYTICAL
SAMPLE NO.

PROJECT



DISTRICT

1. COMPANY NAME

MONITORING WELLBACKFILLED

Cuttings drummed

22. DISPOSITION OF HOLE

13. DEPTH DRILLED INTO ROCK 16. DEPTH TO WATER AND ELAPSED TIME AFTER DRILLING COMPLETED

%
RECOVERY
21. TOTAL COREOTHER (SPECIFY)

SEE FIGURE

SEE LOG

1311.3'

3,807,042.8 North  654,379.7 East

11. DATE COMPLETED

None

5. NAME OF DRILLER

2/11/2008

17. OTHER WATER LEVEL MEASUREMENTS (SPECIFY)14. TOTAL DEPTH OF HOLE

SCALE:  1" = '

OTHER (SPECIFY)

Cannon Air Force Base
3. PROJECT

Vista GeoscienceBay West, Inc

23. SIGNATURE OF INSPECTOR

Truck mounted Geoprobe

---TPH------

2. DRILLING CONTRACTOR

19. TOTAL NUMBER OF CORE BOXES

LOCATION SKETCH/COMMENTS

---

Grouted

Omaha District

------ ---

031SB06

Clovis, NM
4. LOCATION

15.0 FT

AND SAMPLING EQUIPMENT
7. SIZES AND TYPES OF DRILLING

OTHER (SPECIFY)OTHER (SPECIFY)METALS

Cannon Air Force Base  Clovis, NM

HTRW DRILLING LOG

ENG FORM 5056-R, AUG 94

21

(Proponent:  CECW-EG)
031SB06

---

6. MANUFACTURER'S DESIGNATION OF DRILL

PROJECT

SHEETS

OF

SHEET

HOLE NO

DISTURBED18. GEOTECHNICAL SAMPLES

VOC

12. OVERBURDEN THICKNESS 15. DEPTH GROUNDWATER ENCOUNTERED

HOLE NUMBER

C. Grubbs

20. SAMPLES FOR CHEMICAL ANALYSIS

2/11/2008

2" Diameter Macrocore

10. DATE STARTED

9. SURFACE ELEVATION

8. HOLE LOCATION

UNDISTURBED

Geoprobe



CALICHE - tight, dry, tan

END OF BORING at 15 ft bgs.  Soil sample
collected from 0-3 ft interval for TPH.

SANDY CLAY (CLS) - reddish brown, moist,
medium-stiff

(f)

BLOW COUNT

(h)

ELEV.

(a) (e)

DEPTH

946

17

3

2.1

SILTY CLAY (CL-ML) - saturated

CALICHE - light tan, dry

031SB0300

031SB0303

CONCRETE
FILL - Sand and gravel fill, brown, staining and
odor

SILTY CLAY (CL-ML) - dark brown, staining,
petro odor, medium-stiff

Cannon Air Force Base  Clovis, NM

REMARKS

031SB06
SHEET

OF

SHEETS

1310.3

1309.3

1308.3

1307.3

1306.3

1305.3

1304.3

1303.3

1302.3

1301.3

1300.3

1299.3

1298.3

1297.3

1296.3

1295.3

1294.3

1293.3

1292.3

1291.3
PROJECT

GEOTECH SAMPLE
OR CORE BOX NO.

HOLE NO
031SB06

(Proponent:  CECW-EG)

2 2

ENG FORM 5056A-R, AUG 94

HTRW DRILLING LOG
PROJECT

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

19

20

(g)(d)(b)

DESCRIPTION OF MATERIALS

Cannon Air Force Base
Clovis, NM

(CONTINUATION SHEET)

ANALYTICAL
SAMPLE NO.

INSPECTOR

1311.3 0

FIELD SCREENING
RESULTS

HOLE NUMBER

(c)



DISTRICT

1. COMPANY NAME

MONITORING WELLBACKFILLED

Cuttings drummed

22. DISPOSITION OF HOLE

13. DEPTH DRILLED INTO ROCK 16. DEPTH TO WATER AND ELAPSED TIME AFTER DRILLING COMPLETED

%
RECOVERY
21. TOTAL COREOTHER (SPECIFY)

SEE FIGURE

SEE LOG

1311.3'

3,807,038.4 North  654,375.4 East

11. DATE COMPLETED

None

5. NAME OF DRILLER

2/11/2008

17. OTHER WATER LEVEL MEASUREMENTS (SPECIFY)14. TOTAL DEPTH OF HOLE

SCALE:  1" = '

OTHER (SPECIFY)

Cannon Air Force Base
3. PROJECT

Vista GeoscienceBay West, Inc

23. SIGNATURE OF INSPECTOR

Truck mounted Geoprobe

---TPH------

2. DRILLING CONTRACTOR

19. TOTAL NUMBER OF CORE BOXES

LOCATION SKETCH/COMMENTS

---

Grouted

Omaha District

------ ---

031SB07

Clovis, NM
4. LOCATION

15.0 FT

AND SAMPLING EQUIPMENT
7. SIZES AND TYPES OF DRILLING

OTHER (SPECIFY)OTHER (SPECIFY)METALS

Cannon Air Force Base  Clovis, NM

HTRW DRILLING LOG

ENG FORM 5056-R, AUG 94

21

(Proponent:  CECW-EG)
031SB07

---

6. MANUFACTURER'S DESIGNATION OF DRILL

PROJECT

SHEETS

OF

SHEET

HOLE NO

DISTURBED18. GEOTECHNICAL SAMPLES

VOC

12. OVERBURDEN THICKNESS 15. DEPTH GROUNDWATER ENCOUNTERED

HOLE NUMBER

C. Grubbs

20. SAMPLES FOR CHEMICAL ANALYSIS

2/11/2008

2" Diameter Macrocore

10. DATE STARTED

9. SURFACE ELEVATION

8. HOLE LOCATION

UNDISTURBED

Geoprobe



CALICHE - light tan, dry

SILTY CLAY (CL-ML) /CALICHE - moist,
light tan, medium-stiff

CALICHE - tight, dry, tan

SANDY CLAY (CLS) - reddish brown, moist

CALICHE
END OF BORING at 15 ft bgs.  Soil sample
collected from 0-3 ft interval for TPH.

FILL - Sand and gravel fill, brown, no staining
or odor

(f)

BLOW COUNT

(h)

ELEV.

(a) (e)

DEPTH

5

1

0

0

SILTY CLAY (CL-ML) /CALICHE - moist,
light tan

CALICHE - light tan, dry

031SB0700CONCRETE

Cannon Air Force Base  Clovis, NM

1310.3

1309.3

1308.3

1307.3

1306.3

1305.3

1304.3

1303.3

1302.3

1301.3

1300.3

1299.3

1298.3

1297.3

1296.3

1295.3

1294.3

1293.3

1292.3

1291.3

REMARKS

031SB07
SHEET

OF

SHEETS

ANALYTICAL
SAMPLE NO.

PROJECT

GEOTECH SAMPLE
OR CORE BOX NO.

HOLE NO
031SB07

(Proponent:  CECW-EG)

2 2

ENG FORM 5056A-R, AUG 94

HTRW DRILLING LOG (CONTINUATION SHEET)
HOLE NUMBER

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

19

20

(g)(d)(b)

Cannon Air Force Base
Clovis, NM

(c)

PROJECT INSPECTOR

1311.3 0

FIELD SCREENING
RESULTSDESCRIPTION OF MATERIALS



DISTRICT

1. COMPANY NAME

MONITORING WELLBACKFILLED

Cuttings drummed

22. DISPOSITION OF HOLE

13. DEPTH DRILLED INTO ROCK 16. DEPTH TO WATER AND ELAPSED TIME AFTER DRILLING COMPLETED

%
RECOVERY
21. TOTAL COREOTHER (SPECIFY)

SEE FIGURE

SEE LOG

1311.0'

3,807,032.5 North  654,369.7 East

11. DATE COMPLETED

None

5. NAME OF DRILLER

2/12/2008

17. OTHER WATER LEVEL MEASUREMENTS (SPECIFY)14. TOTAL DEPTH OF HOLE

SCALE:  1" = '

OTHER (SPECIFY)

Cannon Air Force Base
3. PROJECT

Vista GeoscienceBay West, Inc

23. SIGNATURE OF INSPECTOR

Truck mounted Geoprobe

---TPH------

2. DRILLING CONTRACTOR

19. TOTAL NUMBER OF CORE BOXES

LOCATION SKETCH/COMMENTS

---

Grouted

Omaha District

------ ---

031SB08

Clovis, NM
4. LOCATION

15.0 FT

AND SAMPLING EQUIPMENT
7. SIZES AND TYPES OF DRILLING

OTHER (SPECIFY)OTHER (SPECIFY)METALS

Cannon Air Force Base  Clovis, NM

HTRW DRILLING LOG

ENG FORM 5056-R, AUG 94

21

(Proponent:  CECW-EG)
031SB08

---

6. MANUFACTURER'S DESIGNATION OF DRILL

PROJECT

SHEETS

OF

SHEET

HOLE NO

DISTURBED18. GEOTECHNICAL SAMPLES

VOC

12. OVERBURDEN THICKNESS 15. DEPTH GROUNDWATER ENCOUNTERED

HOLE NUMBER

C. Grubbs

20. SAMPLES FOR CHEMICAL ANALYSIS

2/12/2008

2" Diameter Macrocore

10. DATE STARTED

9. SURFACE ELEVATION

8. HOLE LOCATION

UNDISTURBED

Geoprobe



(a) (f)

BLOW COUNTELEV.

(e)

DEPTH

1310.0

1309.0

1308.0

1307.0

1306.0

1305.0

1304.0

1303.0

1302.0

1301.0

1300.0

1299.0

1298.0

1297.0

1296.0

1295.0

1294.0

1293.0

1292.0

1291.0

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

19

20

3.1
(h)

0

0

031SB0800ASPHALT
FILL - Sand and gravel fill, brown, slight odor
1-2 ft

SILTY CLAY (CL-ML) /CALICHE - reddish
brown, moist, medium-stiff

SILTY CLAY (CL-ML) /CALICHE -pink-light
tan, moist, with caliche nodules

SILTY SAND (MLS) - pink-light tan, fine
grained, moist

END OF BORING at 15 ft bgs.  Soil sample
collected from 0-2.5 ft interval for TPH.

SHEET

OF

SHEETS
031SB08

Cannon Air Force Base  Clovis, NM

REMARKS

HOLE NO
031SB08

(Proponent:  CECW-EG)

2 2

ENG FORM 5056A-R, AUG 94

HTRW DRILLING LOG

PROJECT

(g)(d)(b)

DESCRIPTION OF MATERIALS

(c)

(CONTINUATION SHEET)

PROJECT INSPECTOR

HOLE NUMBER

1311.0 0

FIELD SCREENING
RESULTS

GEOTECH SAMPLE
OR CORE BOX NO.

ANALYTICAL
SAMPLE NO.

Cannon Air Force Base
Clovis, NM



DISTRICT

1. COMPANY NAME

MONITORING WELLBACKFILLED

Cuttings drummed

22. DISPOSITION OF HOLE

13. DEPTH DRILLED INTO ROCK 16. DEPTH TO WATER AND ELAPSED TIME AFTER DRILLING COMPLETED

%
RECOVERY
21. TOTAL COREOTHER (SPECIFY)

SEE FIGURE

SEE LOG

1311.1'

3,807,032.2 North  654,364.3 East

11. DATE COMPLETED

None

5. NAME OF DRILLER

2/12/2008

17. OTHER WATER LEVEL MEASUREMENTS (SPECIFY)14. TOTAL DEPTH OF HOLE

SCALE:  1" = '

OTHER (SPECIFY)

Cannon Air Force Base
3. PROJECT

Vista GeoscienceBay West, Inc

23. SIGNATURE OF INSPECTOR

Truck mounted Geoprobe

---TPH------

2. DRILLING CONTRACTOR

19. TOTAL NUMBER OF CORE BOXES

LOCATION SKETCH/COMMENTS

---

Grouted

Omaha District

------ ---

031SB09

Clovis, NM
4. LOCATION

15.0 FT

AND SAMPLING EQUIPMENT
7. SIZES AND TYPES OF DRILLING

OTHER (SPECIFY)OTHER (SPECIFY)METALS

Cannon Air Force Base  Clovis, NM

HTRW DRILLING LOG

ENG FORM 5056-R, AUG 94

21

(Proponent:  CECW-EG)
031SB09

---

6. MANUFACTURER'S DESIGNATION OF DRILL

PROJECT

SHEETS

OF

SHEET

HOLE NO

DISTURBED18. GEOTECHNICAL SAMPLES

VOC

12. OVERBURDEN THICKNESS 15. DEPTH GROUNDWATER ENCOUNTERED

HOLE NUMBER

C. Grubbs

20. SAMPLES FOR CHEMICAL ANALYSIS

2/12/2008

2" Diameter Macrocore

10. DATE STARTED

9. SURFACE ELEVATION

8. HOLE LOCATION

UNDISTURBED

Geoprobe



DEPTH

(f)

BLOW COUNT

(h)

ELEV.

(e)

1310.1

1309.1

1308.1

1307.1

1306.1

1305.1

1304.1

1303.1

1302.1

1301.1

1300.1

1299.1

1298.1

1297.1

1296.1

1295.1

1294.1

1293.1

1292.1

1291.1

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

19

20

0
(a)

SILTY CLAY (CL-ML) - dark gray, moist,
medium-stiff, no petroleum odor, possible
sewer odor, possible staining

0

ASPHALT

- limestone rocks, 0.3 ft thick layer
SILTY CLAY (CL-ML) /CALICHE - pink-tan,
moist-wet

CALICHE - pink-light tan

SILTY SAND (MLS) - pink-light tan, fine
grained, moist

END OF BORING at 15 ft bgs.  Soil sample
collected from 0-3 ft interval for TPH.

(g)

031SB0900

HOLE NO

SHEET

OF

SHEETS

PROJECT

REMARKS

031SB09
(Proponent:  CECW-EG)

2 2

ENG FORM 5056A-R, AUG 94

HTRW DRILLING LOG

Cannon Air Force Base  Clovis, NM

(d)(b)

DESCRIPTION OF MATERIALS

(c)

(CONTINUATION SHEET)

PROJECT
031SB09

1311.1 0

FIELD SCREENING
RESULTS

GEOTECH SAMPLE
OR CORE BOX NO.

ANALYTICAL
SAMPLE NO.

Cannon Air Force Base
Clovis, NM

HOLE NUMBER

INSPECTOR



1. COMPANY NAME

---

Grouted

LOCATION SKETCH/COMMENTS SCALE:  1" = '

OTHER (SPECIFY)

Cannon Air Force Base
3. PROJECT

Vista Geoscience

1311.1'

3,807,037.9 North  654,358.5 East

11. DATE COMPLETED

RECOVERY

BACKFILLED

Cuttings drummed

22. DISPOSITION OF HOLE

2. DRILLING CONTRACTOR

%

13. DEPTH DRILLED INTO ROCK

21. TOTAL COREOTHER (SPECIFY)

SEE FIGURE

DISTRICT

19. TOTAL NUMBER OF CORE BOXES

23. SIGNATURE OF INSPECTOR

Truck mounted Geoprobe

---TPH---
MONITORING WELL

SEE LOG

None

5. NAME OF DRILLER

2/12/2008

17. OTHER WATER LEVEL MEASUREMENTS (SPECIFY)14. TOTAL DEPTH OF HOLE

16. DEPTH TO WATER AND ELAPSED TIME AFTER DRILLING COMPLETED

Bay West, Inc

---

Omaha District

------ ---

031SB10

Clovis, NM
4. LOCATION

15.0 FT

AND SAMPLING EQUIPMENT
7. SIZES AND TYPES OF DRILLING

OTHER (SPECIFY)OTHER (SPECIFY)METALS

Cannon Air Force Base  Clovis, NM

HTRW DRILLING LOG

ENG FORM 5056-R, AUG 94

21

(Proponent:  CECW-EG)
031SB10

---

6. MANUFACTURER'S DESIGNATION OF DRILL

PROJECT

SHEETS

OF

SHEET

HOLE NO

DISTURBED18. GEOTECHNICAL SAMPLES

VOC

12. OVERBURDEN THICKNESS 15. DEPTH GROUNDWATER ENCOUNTERED

HOLE NUMBER

C. Grubbs

20. SAMPLES FOR CHEMICAL ANALYSIS

2/12/2008

2" Diameter Macrocore

10. DATE STARTED

9. SURFACE ELEVATION

8. HOLE LOCATION

UNDISTURBED

Geoprobe



DEPTH

3.3
(f)

BLOW COUNT

(h)

ELEV.

(e)

1310.1

1309.1

1308.1

1307.1

1306.1

1305.1

1304.1

1303.1

1302.1

1301.1

1300.1

1299.1

1298.1

1297.1

1296.1

1295.1

1294.1

1293.1

1292.1

1291.1

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

19

20

(a)

FILL - Sand, clay, and gravel fill, brown,
staining and slight odor top 1 ft

0

CONCRETE
(d)

SILTY CLAY (CL-ML)/CALICHE - reddish
brown, medium-stiff, moist

SILTY CLAY (CL-ML)/CALICHE - pink-light
tan, caliche top 6"

SILTY SAND (MLS) - pink-light tan, fine
grained, moist

END OF BORING at 15 ft bgs.  Soil sample
collected from 0-2 ft interval for TPH.

031SB1000

HOLE NO

SHEET

OF

SHEETS

PROJECT

REMARKS

031SB10
(Proponent:  CECW-EG)

2 2

ENG FORM 5056A-R, AUG 94

HTRW DRILLING LOG

Cannon Air Force Base  Clovis, NM

HOLE NUMBER

(b)

DESCRIPTION OF MATERIALS

(c)

(CONTINUATION SHEET)

PROJECT
031SB10

1311.1 0

FIELD SCREENING
RESULTS

GEOTECH SAMPLE
OR CORE BOX NO.

ANALYTICAL
SAMPLE NO.

Cannon Air Force Base
Clovis, NM

(g)

INSPECTOR



DISTRICT

1. COMPANY NAME

MONITORING WELLBACKFILLED

Cuttings drummed

22. DISPOSITION OF HOLE

13. DEPTH DRILLED INTO ROCK 16. DEPTH TO WATER AND ELAPSED TIME AFTER DRILLING COMPLETED

%
RECOVERY
21. TOTAL COREOTHER (SPECIFY)

SEE FIGURE

SEE LOG

1311.2'

3,807,042.2 North  654,362.5 East

11. DATE COMPLETED

None

5. NAME OF DRILLER

2/12/2008

17. OTHER WATER LEVEL MEASUREMENTS (SPECIFY)14. TOTAL DEPTH OF HOLE

SCALE:  1" = '

OTHER (SPECIFY)

Cannon Air Force Base
3. PROJECT

Vista GeoscienceBay West, Inc

23. SIGNATURE OF INSPECTOR

Truck mounted Geoprobe

---TPH------

2. DRILLING CONTRACTOR

19. TOTAL NUMBER OF CORE BOXES

LOCATION SKETCH/COMMENTS

---

Grouted

Omaha District

------ ---

031SB11

Clovis, NM
4. LOCATION

15.0 FT

AND SAMPLING EQUIPMENT
7. SIZES AND TYPES OF DRILLING

OTHER (SPECIFY)OTHER (SPECIFY)METALS

Cannon Air Force Base  Clovis, NM

HTRW DRILLING LOG

ENG FORM 5056-R, AUG 94

21

(Proponent:  CECW-EG)
031SB11

---

6. MANUFACTURER'S DESIGNATION OF DRILL

PROJECT

SHEETS

OF

SHEET

HOLE NO

DISTURBED18. GEOTECHNICAL SAMPLES

VOC

12. OVERBURDEN THICKNESS 15. DEPTH GROUNDWATER ENCOUNTERED

HOLE NUMBER

C. Grubbs

20. SAMPLES FOR CHEMICAL ANALYSIS

2/12/2008

2" Diameter Macrocore

10. DATE STARTED

9. SURFACE ELEVATION

8. HOLE LOCATION

UNDISTURBED

Geoprobe



(e) (f)

BLOW COUNT

(h)

110
(a)

DEPTH

1310.2

1309.2

1308.2

1307.2

1306.2

1305.2

1304.2

1303.2

1302.2

1301.2

1300.2

1299.2

1298.2

1297.2

1296.2

1295.2

1294.2

1293.2

1292.2

1291.2

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

19

20

ELEV.

SILTY CLAY  (CL-ML) - dark gray, staining
and odor

2

CONCRETE

SILTY CLAY  (CL-ML) - reddish brown
grading to brown, no odor

CALICHE - pink-light tan

CALICHE/SILTY CLAY  (CL-ML)- pink-light
tan, medium-stiff, moist

SILTY SAND (MLS) - light tan, fine grained,
moist

END OF BORING at 15 ft bgs.  Soil sample
collected from 0-2 ft interval for TPH.

(g)

031SB1100

SHEET

OF

SHEETS
031SB11

Cannon Air Force Base  Clovis, NM

REMARKS

HOLE NO
031SB11

(Proponent:  CECW-EG)

2 2

ENG FORM 5056A-R, AUG 94

HTRW DRILLING LOG

PROJECT

HOLE NUMBER

(d)(b)

DESCRIPTION OF MATERIALS

(c)

(CONTINUATION SHEET)

PROJECT INSPECTOR

1311.2 0

FIELD SCREENING
RESULTS

GEOTECH SAMPLE
OR CORE BOX NO.

ANALYTICAL
SAMPLE NO.

Cannon Air Force Base
Clovis, NM



DISTRICT

1. COMPANY NAME

MONITORING WELLBACKFILLED

Cuttings drummed

22. DISPOSITION OF HOLE

13. DEPTH DRILLED INTO ROCK 16. DEPTH TO WATER AND ELAPSED TIME AFTER DRILLING COMPLETED

%
RECOVERY
21. TOTAL COREOTHER (SPECIFY)

SEE FIGURE

SEE LOG

1311.2'

3,807,046.9 North  654,366.8 East

11. DATE COMPLETED

None

5. NAME OF DRILLER

2/12/2008

17. OTHER WATER LEVEL MEASUREMENTS (SPECIFY)14. TOTAL DEPTH OF HOLE

SCALE:  1" = '

OTHER (SPECIFY)

Cannon Air Force Base
3. PROJECT

Vista GeoscienceBay West, Inc

23. SIGNATURE OF INSPECTOR

Truck mounted Geoprobe

---TPH------

2. DRILLING CONTRACTOR

19. TOTAL NUMBER OF CORE BOXES

LOCATION SKETCH/COMMENTS

---

Grouted

Omaha District

------ ---

031SB12

Clovis, NM
4. LOCATION

15.0 FT

AND SAMPLING EQUIPMENT
7. SIZES AND TYPES OF DRILLING

OTHER (SPECIFY)OTHER (SPECIFY)METALS

Cannon Air Force Base  Clovis, NM

HTRW DRILLING LOG

ENG FORM 5056-R, AUG 94

21

(Proponent:  CECW-EG)
031SB12

---

6. MANUFACTURER'S DESIGNATION OF DRILL

PROJECT

SHEETS

OF

SHEET

HOLE NO

DISTURBED18. GEOTECHNICAL SAMPLES

VOC

12. OVERBURDEN THICKNESS 15. DEPTH GROUNDWATER ENCOUNTERED

HOLE NUMBER

C. Grubbs

20. SAMPLES FOR CHEMICAL ANALYSIS

2/12/2008

2" Diameter Macrocore

10. DATE STARTED

9. SURFACE ELEVATION

8. HOLE LOCATION

UNDISTURBED

Geoprobe



(e) (f)

BLOW COUNT

(h)

2
(a)

DEPTH

1310.2

1309.2

1308.2

1307.2

1306.2

1305.2

1304.2

1303.2

1302.2

1301.2

1300.2

1299.2

1298.2

1297.2

1296.2

1295.2

1294.2

1293.2

1292.2

1291.2

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

19

20

ELEV.

CLAY AND GRAVEL - dark gray, no odor,
stiff, moist

0

CONCRETE

SILTY CLAY  (CL-ML) -  brown, medium-stiff,
moist

CALICHE - pink-light tan

CALICHE/SILTY CLAY  (CL-ML) - pink-light
tan, medium-stiff, moist

CALICHE - dry, tan

END OF BORING at 15 ft bgs.  Soil sample
collected from 0-3 ft interval for TPH.

(g)

031SB1200

SHEET

OF

SHEETS
031SB12

Cannon Air Force Base  Clovis, NM

REMARKS

HOLE NO
031SB12

(Proponent:  CECW-EG)

2 2

ENG FORM 5056A-R, AUG 94

HTRW DRILLING LOG

PROJECT

HOLE NUMBER

(d)(b)

DESCRIPTION OF MATERIALS

(c)

(CONTINUATION SHEET)

PROJECT INSPECTOR

1311.2 0

FIELD SCREENING
RESULTS

GEOTECH SAMPLE
OR CORE BOX NO.

ANALYTICAL
SAMPLE NO.

Cannon Air Force Base
Clovis, NM



Grouted

LOCATION SKETCH/COMMENTS SCALE:  1" = '

OTHER (SPECIFY)

Cannon Air Force Base
3. PROJECT

%
RECOVERY
21. TOTAL COREOTHER (SPECIFY)

SEE FIGURE

---

Bay West, Inc Vista Geoscience

18. GEOTECHNICAL SAMPLES

8. HOLE LOCATION

12. OVERBURDEN THICKNESS

DISTURBED

SEE LOG
23. SIGNATURE OF INSPECTOR

Truck mounted Geoprobe

---TPH---
20. SAMPLES FOR CHEMICAL ANALYSIS

2/12/2008

Geoprobe

2" Diameter Macrocore

15. DEPTH GROUNDWATER ENCOUNTERED

10. DATE STARTED

9. SURFACE ELEVATION

2. DRILLING CONTRACTOR

---

DISTRICT

------ ---

031SB13

Clovis, NM
4. LOCATION

7.0 FT

AND SAMPLING EQUIPMENT
7. SIZES AND TYPES OF DRILLING

OTHER (SPECIFY)OTHER (SPECIFY)METALS

Cannon Air Force Base  Clovis, NM

HTRW DRILLING LOG

ENG FORM 5056-R, AUG 94

21

(Proponent:  CECW-EG)
031SB13

---

6. MANUFACTURER'S DESIGNATION OF DRILL

PROJECT

SHEETS

OF

SHEET

HOLE NO

16. DEPTH TO WATER AND ELAPSED TIME AFTER DRILLING COMPLETED

5. NAME OF DRILLER

2/12/2008

VOC

14. TOTAL DEPTH OF HOLE

13. DEPTH DRILLED INTO ROCK
None

MONITORING WELLBACKFILLED

Cuttings drummed

22. DISPOSITION OF HOLE

17. OTHER WATER LEVEL MEASUREMENTS (SPECIFY)

19. TOTAL NUMBER OF CORE BOXES

HOLE NUMBER

C. Grubbs

1. COMPANY NAME
Omaha District

1311.2'

3,807,051.1 North  654,371.0 East

11. DATE COMPLETED

UNDISTURBED



1310.2

1309.2

1308.2

1307.2

1306.2

1305.2

1304.2

1303.2

1302.2

1301.2

1300.2

1299.2

1298.2

1297.2

1296.2

1295.2

1294.2

1293.2

1292.2

1291.2

(f)

BLOW COUNT

(h)

ELEV.

(a)

4.1

DEPTH

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

19

20

(e)

CLAY AND GRAVEL (CLG) - dark gray,
slight odor 0-2 ft, medium-stiff to stiff, moist

1.2

CONCRETE

CALICHE/SILTY CLAY (CL-ML) - light tan,
moist

CALICHE - dry, tan, rocky

REFUSAL at 7 ft bgs.  Soil sample collected
from 0-2.5 ft interval for TPH.

(b)

031SB1300

HOLE NO

(g)

SHEET

OF

SHEETS

PROJECT

031SB13

031SB13
(Proponent:  CECW-EG)

2 2

ENG FORM 5056A-R, AUG 94

HTRW DRILLING LOG

Cannon Air Force Base  Clovis, NM

HOLE NUMBER

DESCRIPTION OF MATERIALS

(c)

(CONTINUATION SHEET)

PROJECT INSPECTOR

(d)

1311.2 0

FIELD SCREENING
RESULTS

GEOTECH SAMPLE
OR CORE BOX NO.

ANALYTICAL
SAMPLE NO.

Cannon Air Force Base
Clovis, NM

REMARKS



DISTRICT

1. COMPANY NAME

MONITORING WELLBACKFILLED

Cuttings drummed

22. DISPOSITION OF HOLE

13. DEPTH DRILLED INTO ROCK 16. DEPTH TO WATER AND ELAPSED TIME AFTER DRILLING COMPLETED

%
RECOVERY
21. TOTAL COREOTHER (SPECIFY)

SEE FIGURE

SEE LOG

1311.3'

3,807,055.4 North  654,375.3 East

11. DATE COMPLETED

None

5. NAME OF DRILLER

2/12/2008

17. OTHER WATER LEVEL MEASUREMENTS (SPECIFY)14. TOTAL DEPTH OF HOLE

SCALE:  1" = '

OTHER (SPECIFY)

Cannon Air Force Base
3. PROJECT

Vista GeoscienceBay West, Inc

23. SIGNATURE OF INSPECTOR

Truck mounted Geoprobe

---TPH------

2. DRILLING CONTRACTOR

19. TOTAL NUMBER OF CORE BOXES

LOCATION SKETCH/COMMENTS

---

Grouted

Omaha District

------ ---

031SB14

Clovis, NM
4. LOCATION

15.0 FT

AND SAMPLING EQUIPMENT
7. SIZES AND TYPES OF DRILLING

OTHER (SPECIFY)OTHER (SPECIFY)METALS

Cannon Air Force Base  Clovis, NM

HTRW DRILLING LOG

ENG FORM 5056-R, AUG 94

21

(Proponent:  CECW-EG)
031SB14

---

6. MANUFACTURER'S DESIGNATION OF DRILL

PROJECT

SHEETS

OF

SHEET

HOLE NO

DISTURBED18. GEOTECHNICAL SAMPLES

VOC

12. OVERBURDEN THICKNESS 15. DEPTH GROUNDWATER ENCOUNTERED

HOLE NUMBER

C. Grubbs

20. SAMPLES FOR CHEMICAL ANALYSIS

2/12/2008

2" Diameter Macrocore

10. DATE STARTED

9. SURFACE ELEVATION

8. HOLE LOCATION

UNDISTURBED

Geoprobe



SILTY SAND (SM) - reddish brown, moist

END OF BORING at 15 ft bgs.  Soil samples
collected from 0-2.5 ft and 2.5-5 ft intervals for
TPH.

889

CALICHE - dry, tan

(f)

BLOW COUNT

(h)

ELEV.

(a)

25.4

2

CALICHE - dry, tan

SILTY SAND (SM) - reddish brown, moist

031SB1400

031SB1402

CONCRETE
CLAY AND GRAVEL (CLG) - dark gray,  odor
0-2 ft, stiff, moist

SILTY CLAY  (CL-ML) -  reddish - brown,
medium-stiff, moist

CALICHE - pink-light tan
CALICHE/SILTY CLAY  (CL-ML) - pink-light
tan, medium-stiff, moist

SILTY SAND (SM) - reddish brown, moist

CALICHE/SILTY CLAY (CL-ML) - pink-light
tan, medium-stiff, moist

1310.3

1309.3

1308.3

1307.3

1306.3

1305.3

1304.3

1303.3

1302.3

1301.3

1300.3

1299.3

1298.3

1297.3

1296.3

1295.3

1294.3

1293.3

1292.3

1291.3
PROJECT

(e)

Cannon Air Force Base
Clovis, NM

REMARKS

031SB14
SHEET

OF

SHEETS

GEOTECH SAMPLE
OR CORE BOX NO.

FIELD SCREENING
RESULTS

Cannon Air Force Base  Clovis, NM
HOLE NO

031SB14
(Proponent:  CECW-EG)

2 2

ENG FORM 5056A-R, AUG 94

HTRW DRILLING LOG

DESCRIPTION OF MATERIALS

HOLE NUMBER

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

19

20

(g)

ANALYTICAL
SAMPLE NO.

(b)

DEPTH

(c)

(CONTINUATION SHEET)

PROJECT INSPECTOR

1311.3 0
(d)



DISTRICT

1. COMPANY NAME

MONITORING WELLBACKFILLED

Cuttings drummed

22. DISPOSITION OF HOLE

13. DEPTH DRILLED INTO ROCK 16. DEPTH TO WATER AND ELAPSED TIME AFTER DRILLING COMPLETED

%
RECOVERY
21. TOTAL COREOTHER (SPECIFY)

SEE FIGURE

SEE LOG

1311.3'

3,807,059.5 North  654,379.3 East

11. DATE COMPLETED

None

5. NAME OF DRILLER

2/12/2008

17. OTHER WATER LEVEL MEASUREMENTS (SPECIFY)14. TOTAL DEPTH OF HOLE

SCALE:  1" = '

OTHER (SPECIFY)

Cannon Air Force Base
3. PROJECT

Vista GeoscienceBay West, Inc

23. SIGNATURE OF INSPECTOR

Truck mounted Geoprobe

---TPH------

2. DRILLING CONTRACTOR

19. TOTAL NUMBER OF CORE BOXES

LOCATION SKETCH/COMMENTS

---

Grouted

Omaha District

------ ---

031SB15

Clovis, NM
4. LOCATION

15.0 FT

AND SAMPLING EQUIPMENT
7. SIZES AND TYPES OF DRILLING

OTHER (SPECIFY)OTHER (SPECIFY)METALS

Cannon Air Force Base  Clovis, NM

HTRW DRILLING LOG

ENG FORM 5056-R, AUG 94

21

(Proponent:  CECW-EG)
031SB15

---

6. MANUFACTURER'S DESIGNATION OF DRILL

PROJECT

SHEETS

OF

SHEET

HOLE NO

DISTURBED18. GEOTECHNICAL SAMPLES

VOC

12. OVERBURDEN THICKNESS 15. DEPTH GROUNDWATER ENCOUNTERED

HOLE NUMBER

C. Grubbs

20. SAMPLES FOR CHEMICAL ANALYSIS

2/12/2008

2" Diameter Macrocore

10. DATE STARTED

9. SURFACE ELEVATION

8. HOLE LOCATION

UNDISTURBED

Geoprobe



(h)

10.4

BLOW COUNTELEV.

(a) (e)

DEPTH

1310.3

1309.3

1308.3

1307.3

1306.3

1305.3

1304.3

1303.3

1302.3

1301.3

1300.3

1299.3

1298.3

1297.3

1296.3

1295.3

1294.3

1293.3

1292.3

1291.3

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

19

20

(f)

SILTY CLAY  (CL-ML) - reddish - brown,
medium-stiff, moist 2.5

031SB1500

CLAY AND GRAVEL (CLG) - dark gray,
slight odor 0-2 ft, stiff, moist

CALICHE - pink-light tan

CALICHE/SILTY CLAY  (CL-ML) - pink-light
tan, medium-stiff, moist

CALICHE - dry, tan

SILT (ML) - reddish brown

CALICHE - dry, tan

END OF BORING at 15 ft bgs.  Soil sample
collected from 0-2 ft interval for TPH.

CONCRETE

SHEET

OF

SHEETS

REMARKS

Cannon Air Force Base  Clovis, NM

Cannon Air Force Base
Clovis, NM

HOLE NO
031SB15

(Proponent:  CECW-EG)

2 2

ENG FORM 5056A-R, AUG 94

HTRW DRILLING LOG

PROJECT

INSPECTOR

HOLE NUMBER

(g)(d)(b)

DESCRIPTION OF MATERIALS

(c)

(CONTINUATION SHEET) 031SB15

1311.3 0

FIELD SCREENING
RESULTS

GEOTECH SAMPLE
OR CORE BOX NO.

ANALYTICAL
SAMPLE NO.

PROJECT



DISTRICT

1. COMPANY NAME

MONITORING WELLBACKFILLED

Cuttings drummed

22. DISPOSITION OF HOLE

13. DEPTH DRILLED INTO ROCK 16. DEPTH TO WATER AND ELAPSED TIME AFTER DRILLING COMPLETED

%
RECOVERY
21. TOTAL COREOTHER (SPECIFY)

SEE FIGURE

SEE LOG

1311.3'

3,807,058.7 North  654,371.1 East

11. DATE COMPLETED

None

5. NAME OF DRILLER

2/12/2008

17. OTHER WATER LEVEL MEASUREMENTS (SPECIFY)14. TOTAL DEPTH OF HOLE

SCALE:  1" = '

OTHER (SPECIFY)

Cannon Air Force Base
3. PROJECT

Vista GeoscienceBay West, Inc

23. SIGNATURE OF INSPECTOR

Truck mounted Geoprobe

---TPH------

2. DRILLING CONTRACTOR

19. TOTAL NUMBER OF CORE BOXES

LOCATION SKETCH/COMMENTS

---

Grouted

Omaha District

------ ---

031SB16

Clovis, NM
4. LOCATION

15.0 FT

AND SAMPLING EQUIPMENT
7. SIZES AND TYPES OF DRILLING

OTHER (SPECIFY)OTHER (SPECIFY)METALS

Cannon Air Force Base  Clovis, NM

HTRW DRILLING LOG

ENG FORM 5056-R, AUG 94

21

(Proponent:  CECW-EG)
031SB16

---

6. MANUFACTURER'S DESIGNATION OF DRILL

PROJECT

SHEETS

OF

SHEET

HOLE NO

DISTURBED18. GEOTECHNICAL SAMPLES

VOC

12. OVERBURDEN THICKNESS 15. DEPTH GROUNDWATER ENCOUNTERED

HOLE NUMBER

C. Grubbs

20. SAMPLES FOR CHEMICAL ANALYSIS

2/12/2008

2" Diameter Macrocore

10. DATE STARTED

9. SURFACE ELEVATION

8. HOLE LOCATION

UNDISTURBED

Geoprobe



ELEV.

(f) (h)(a) (e)

DEPTH

1310.3

1309.3

1308.3

1307.3

1306.3

1305.3

1304.3

1303.3

1302.3

1301.3

1300.3

1299.3

1298.3

1297.3

1296.3

1295.3

1294.3

1293.3

1292.3

1291.3

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

19

20

81

BLOW COUNT

- grading into reddish brown, medium-stiff at
3 ft

5.8

031SB1600

SILTY CLAY  (CL-ML) - dark brown, stiff,
moist, odor 0-1 ft

CALICHE - pink-light tan

CALICHE/SILTY CLAY  (CL-ML)- reddish
brown, medium-stiff, moist

CALICHE - pink-light tan, dry

SILT (ML) - reddish brown

CALICHE - dry, tan

END OF BORING at 15 ft bgs.  Soil sample
collected from 0-2.5 ft interval for TPH.

CONCRETE

SHEET

OF

SHEETS

Cannon Air Force Base  Clovis, NM

Cannon Air Force Base
Clovis, NM

HOLE NO
031SB16

(Proponent:  CECW-EG)

2 2

ENG FORM 5056A-R, AUG 94

HTRW DRILLING LOG

PROJECT

(g)(d)(b)

DESCRIPTION OF MATERIALS

(c)

(CONTINUATION SHEET)

PROJECT
031SB16

INSPECTOR

REMARKS

1311.3 0

FIELD SCREENING
RESULTS

GEOTECH SAMPLE
OR CORE BOX NO.

ANALYTICAL
SAMPLE NO.

HOLE NUMBER



DISTRICT

1. COMPANY NAME

MONITORING WELLBACKFILLED

Cuttings drummed

22. DISPOSITION OF HOLE

13. DEPTH DRILLED INTO ROCK 16. DEPTH TO WATER AND ELAPSED TIME AFTER DRILLING COMPLETED

%
RECOVERY
21. TOTAL COREOTHER (SPECIFY)

SEE FIGURE

SEE LOG

1311.3'

3,807,046.0 North  654,358.6 East

11. DATE COMPLETED

None

5. NAME OF DRILLER

2/13/2008

17. OTHER WATER LEVEL MEASUREMENTS (SPECIFY)14. TOTAL DEPTH OF HOLE

SCALE:  1" = '

OTHER (SPECIFY)

Cannon Air Force Base
3. PROJECT

Vista GeoscienceBay West, Inc

23. SIGNATURE OF INSPECTOR

Truck mounted Geoprobe

---TPH------

2. DRILLING CONTRACTOR

19. TOTAL NUMBER OF CORE BOXES

LOCATION SKETCH/COMMENTS

---

Grouted

Omaha District

------ ---

031SB17

Clovis, NM
4. LOCATION

8.0 FT

AND SAMPLING EQUIPMENT
7. SIZES AND TYPES OF DRILLING

OTHER (SPECIFY)OTHER (SPECIFY)METALS

Cannon Air Force Base  Clovis, NM

HTRW DRILLING LOG

ENG FORM 5056-R, AUG 94

21

(Proponent:  CECW-EG)
031SB17

---

6. MANUFACTURER'S DESIGNATION OF DRILL

PROJECT

SHEETS

OF

SHEET

HOLE NO

DISTURBED18. GEOTECHNICAL SAMPLES

VOC

12. OVERBURDEN THICKNESS 15. DEPTH GROUNDWATER ENCOUNTERED

HOLE NUMBER

C. Grubbs

20. SAMPLES FOR CHEMICAL ANALYSIS

2/13/2008

2" Diameter Macrocore

10. DATE STARTED

9. SURFACE ELEVATION

8. HOLE LOCATION

UNDISTURBED

Geoprobe



DEPTH

(f)

BLOW COUNT

(h)

ELEV.

(e)

1310.3

1309.3

1308.3

1307.3

1306.3

1305.3

1304.3

1303.3

1302.3

1301.3

1300.3

1299.3

1298.3

1297.3

1296.3

1295.3

1294.3

1293.3

1292.3

1291.3

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

19

20

2
(a)

SILTY CLAY  (CL-ML) - dark gray, stiff, moist,
no odor

0

CONCRETE

- reddish brown at 1 ft

CALICHE - pink-light tan

CALICHE/SILTY CLAY  (CL-ML) - pink,
medium-stiff, moist

CALICHE - dry, tan, rocky

REFUSAL at 8 ft bgs.  Soil sample collected
from 0-2.5 ft interval for TPH.

(g)

031SB1700

HOLE NO

SHEET

OF

SHEETS

PROJECT

REMARKS

031SB17
(Proponent:  CECW-EG)

2 2

ENG FORM 5056A-R, AUG 94

HTRW DRILLING LOG

Cannon Air Force Base  Clovis, NM

(d)(b)

DESCRIPTION OF MATERIALS

(c)

(CONTINUATION SHEET)

PROJECT
031SB17

1311.3 0

FIELD SCREENING
RESULTS

GEOTECH SAMPLE
OR CORE BOX NO.

ANALYTICAL
SAMPLE NO.

Cannon Air Force Base
Clovis, NM

HOLE NUMBER

INSPECTOR



DISTRICT

1. COMPANY NAME

MONITORING WELLBACKFILLED

Cuttings drummed

22. DISPOSITION OF HOLE

13. DEPTH DRILLED INTO ROCK 16. DEPTH TO WATER AND ELAPSED TIME AFTER DRILLING COMPLETED

%
RECOVERY
21. TOTAL COREOTHER (SPECIFY)

SEE FIGURE

---

1311.4'

3,807,060.8 North  654,369.0 East

11. DATE COMPLETED

None

5. NAME OF DRILLER

2/13/2008

17. OTHER WATER LEVEL MEASUREMENTS (SPECIFY)14. TOTAL DEPTH OF HOLE

2. DRILLING CONTRACTOR

LOCATION SKETCH/COMMENTS SCALE:  1" = '

OTHER (SPECIFY)

Cannon Air Force Base

Vista GeoscienceBay West, Inc

23. SIGNATURE OF INSPECTOR

Truck mounted Geoprobe

---TPH

3. PROJECT

Grouted

19. TOTAL NUMBER OF CORE BOXES

SEE LOG ------

Omaha District

------ ---

031SB18

Clovis, NM
4. LOCATION

7.0 FT

AND SAMPLING EQUIPMENT
7. SIZES AND TYPES OF DRILLING

OTHER (SPECIFY)OTHER (SPECIFY)METALS

Cannon Air Force Base  Clovis, NM

HTRW DRILLING LOG

ENG FORM 5056-R, AUG 94

21

(Proponent:  CECW-EG)
031SB18

---

6. MANUFACTURER'S DESIGNATION OF DRILL

PROJECT

SHEETS

OF

SHEET

HOLE NO

DISTURBED18. GEOTECHNICAL SAMPLES

VOC

12. OVERBURDEN THICKNESS 15. DEPTH GROUNDWATER ENCOUNTERED

HOLE NUMBER

C. Grubbs

20. SAMPLES FOR CHEMICAL ANALYSIS

2/13/2008

2" Diameter Macrocore

10. DATE STARTED

9. SURFACE ELEVATION

8. HOLE LOCATION

UNDISTURBED

Geoprobe



1310.4

1309.4

1308.4

1307.4

1306.4

1305.4

1304.4

1303.4

1302.4

1301.4

1300.4

1299.4

1298.4

1297.4

1296.4

1295.4

1294.4

1293.4

1292.4

1291.4

(g)(f)

BLOW COUNT

(h)

ELEV.

(a)

DEPTH

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

19

20

37.4
(e)

SILTY CLAY  (CL-ML) - dark gray, stiff, moist,
odor 0-1 ft

0

CONCRETE
(d)

CALICHE/SILTY CLAY  (CL-ML)-
reddish-brown, medium-stiff, moist

CALICHE - dry, tan, rocky

- with silty clay 5-6 ft

REFUSAL at 7 ft bgs.  Soil sample collected
from 0-2 ft interval for TPH.

031SB1800

HOLE NO

SHEET

OF

SHEETS

PROJECT

031SB18

031SB18
(Proponent:  CECW-EG)

2 2

ENG FORM 5056A-R, AUG 94

HTRW DRILLING LOG

Cannon Air Force Base  Clovis, NM

(b)

DESCRIPTION OF MATERIALS

(c)

(CONTINUATION SHEET)

PROJECT INSPECTOR

HOLE NUMBER

1311.4 0

FIELD SCREENING
RESULTS

GEOTECH SAMPLE
OR CORE BOX NO.

ANALYTICAL
SAMPLE NO.

Cannon Air Force Base
Clovis, NM

REMARKS



DISTRICT

1. COMPANY NAME

MONITORING WELLBACKFILLED

Cuttings drummed

22. DISPOSITION OF HOLE

13. DEPTH DRILLED INTO ROCK 16. DEPTH TO WATER AND ELAPSED TIME AFTER DRILLING COMPLETED

%
RECOVERY
21. TOTAL COREOTHER (SPECIFY)

SEE FIGURE

SEE LOG

1311.4'

3,807,063.0 North  654,375.2 East

11. DATE COMPLETED

None

5. NAME OF DRILLER

2/13/2008

17. OTHER WATER LEVEL MEASUREMENTS (SPECIFY)14. TOTAL DEPTH OF HOLE

SCALE:  1" = '

OTHER (SPECIFY)

Cannon Air Force Base
3. PROJECT

Vista GeoscienceBay West, Inc

23. SIGNATURE OF INSPECTOR

Truck mounted Geoprobe

---TPH------

2. DRILLING CONTRACTOR

19. TOTAL NUMBER OF CORE BOXES

LOCATION SKETCH/COMMENTS

---

Grouted

Omaha District

------ ---

031SB19

Clovis, NM
4. LOCATION

15.0 FT

AND SAMPLING EQUIPMENT
7. SIZES AND TYPES OF DRILLING

OTHER (SPECIFY)OTHER (SPECIFY)METALS

Cannon Air Force Base  Clovis, NM

HTRW DRILLING LOG

ENG FORM 5056-R, AUG 94

21

(Proponent:  CECW-EG)
031SB19

---

6. MANUFACTURER'S DESIGNATION OF DRILL

PROJECT

SHEETS

OF

SHEET

HOLE NO

DISTURBED18. GEOTECHNICAL SAMPLES

VOC

12. OVERBURDEN THICKNESS 15. DEPTH GROUNDWATER ENCOUNTERED

HOLE NUMBER

C. Grubbs

20. SAMPLES FOR CHEMICAL ANALYSIS

2/13/2008

2" Diameter Macrocore

10. DATE STARTED

9. SURFACE ELEVATION

8. HOLE LOCATION

UNDISTURBED

Geoprobe



(e) (f)

BLOW COUNT

(h)

0
(a)

DEPTH

1310.4

1309.4

1308.4

1307.4

1306.4

1305.4

1304.4

1303.4

1302.4

1301.4

1300.4

1299.4

1298.4

1297.4

1296.4

1295.4

1294.4

1293.4

1292.4

1291.4

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

19

20

ELEV.

SILTY CLAY  (CL-ML) - dark gray,
medium-stiff to stiff, moist, no odor

0

CONCRETE

-  reddish brown, medium-stiff, moist at 2.5 ft

CALICHE - pink-light tan

CALICHE/SILTY CLAY  (CL-ML) - pink,
medium-stiff, moist

CALICHE - pink-light tan, dry, rocky, with silty
clay

- silty sand lense, reddish-brown, at 12-12.5 ft

END OF BORING at 15 ft bgs.  Soil sample
collected from 0-2.5 ft interval for TPH.

(g)

031SB1900

SHEET

OF

SHEETS
031SB19

Cannon Air Force Base  Clovis, NM

REMARKS

HOLE NO
031SB19

(Proponent:  CECW-EG)

2 2

ENG FORM 5056A-R, AUG 94

HTRW DRILLING LOG

PROJECT

HOLE NUMBER

(d)(b)

DESCRIPTION OF MATERIALS

(c)

(CONTINUATION SHEET)

PROJECT INSPECTOR

1311.4 0

FIELD SCREENING
RESULTS

GEOTECH SAMPLE
OR CORE BOX NO.

ANALYTICAL
SAMPLE NO.

Cannon Air Force Base
Clovis, NM



DISTRICT

1. COMPANY NAME

MONITORING WELLBACKFILLED

Cuttings drummed

22. DISPOSITION OF HOLE

13. DEPTH DRILLED INTO ROCK 16. DEPTH TO WATER AND ELAPSED TIME AFTER DRILLING COMPLETED

%
RECOVERY
21. TOTAL COREOTHER (SPECIFY)

SEE FIGURE

SEE LOG

1311.0'

3,807,039.8 North  654,388.8 East

11. DATE COMPLETED

None

5. NAME OF DRILLER

2/13/2008

17. OTHER WATER LEVEL MEASUREMENTS (SPECIFY)14. TOTAL DEPTH OF HOLE

SCALE:  1" = '

OTHER (SPECIFY)

Cannon Air Force Base
3. PROJECT

Vista GeoscienceBay West, Inc

23. SIGNATURE OF INSPECTOR

Truck mounted Geoprobe

---TPH------

2. DRILLING CONTRACTOR

19. TOTAL NUMBER OF CORE BOXES

LOCATION SKETCH/COMMENTS

---

Grouted

Omaha District

------ ---

031SB20

Clovis, NM
4. LOCATION

6.0 FT

AND SAMPLING EQUIPMENT
7. SIZES AND TYPES OF DRILLING

OTHER (SPECIFY)OTHER (SPECIFY)METALS

Cannon Air Force Base  Clovis, NM

HTRW DRILLING LOG

ENG FORM 5056-R, AUG 94

21

(Proponent:  CECW-EG)
031SB20

---

6. MANUFACTURER'S DESIGNATION OF DRILL

PROJECT

SHEETS

OF

SHEET

HOLE NO

DISTURBED18. GEOTECHNICAL SAMPLES

VOC

12. OVERBURDEN THICKNESS 15. DEPTH GROUNDWATER ENCOUNTERED

HOLE NUMBER

C. Grubbs

20. SAMPLES FOR CHEMICAL ANALYSIS

2/13/2008

2" Diameter Macrocore

10. DATE STARTED

9. SURFACE ELEVATION

8. HOLE LOCATION

UNDISTURBED

Geoprobe



(b) (h)

ELEV.

(a) (e)

DEPTH

(f)

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

19

20

(g)

2.3

1310.0

1309.0

1308.0

1307.0

1306.0

1305.0

1304.0

1303.0

1302.0

1301.0

1300.0

1299.0

1298.0

1297.0

1296.0

1295.0

1294.0

1293.0

1292.0

1291.0

CALICHE/SILTY CLAY  (CL-ML) - pink to
light tan, moist, medium-stiff

031SB2000ASPHALT

BLOW COUNT

SILTY CLAY  (CL-ML) - reddish brown,
medium-stiff, moist

DESCRIPTION OF MATERIALS

REFUSAL at 6 ft bgs.  Soil sample collected
from 0-3 ft interval for TPH.

FILL - sand and gravel, brown, dry, coarse

HOLE NO

(d)

OF

SHEETS

PROJECT
031SB20

(Proponent:  CECW-EG)

2 2

ENG FORM 5056A-R, AUG 94

HTRW DRILLING LOG

Cannon Air Force Base  Clovis, NM

1311.0
(c)

(CONTINUATION SHEET)

PROJECT INSPECTOR SHEET

HOLE NUMBER

0

FIELD SCREENING
RESULTS

GEOTECH SAMPLE
OR CORE BOX NO.

ANALYTICAL
SAMPLE NO.

Cannon Air Force Base
Clovis, NM

REMARKS

031SB20



1. COMPANY NAME

---

Grouted

LOCATION SKETCH/COMMENTS SCALE:  1" = '

OTHER (SPECIFY)

Cannon Air Force Base
3. PROJECT

Vista Geoscience

RECOVERY

1313.8'

21. TOTAL COREOTHER (SPECIFY)

SEE FIGURE

BACKFILLED

5. NAME OF DRILLER

2/13/2008

17. OTHER WATER LEVEL MEASUREMENTS (SPECIFY)14. TOTAL DEPTH OF HOLE

16. DEPTH TO WATER AND ELAPSED TIME AFTER DRILLING COMPLETED13. DEPTH DRILLED INTO ROCK

2. DRILLING CONTRACTOR

MONITORING WELL

Cuttings drummed

22. DISPOSITION OF HOLE

DISTRICT

%

None

3,807,847.1 North  654,898.8 East

19. TOTAL NUMBER OF CORE BOXES

23. SIGNATURE OF INSPECTOR

Truck mounted Geoprobe

PAHTPH---SEE LOG

11. DATE COMPLETED

Bay West, Inc

---

Omaha District

------ ---

127SB01

Clovis, NM
4. LOCATION

15.0 FT

AND SAMPLING EQUIPMENT
7. SIZES AND TYPES OF DRILLING

OTHER (SPECIFY)OTHER (SPECIFY)METALS

Cannon Air Force Base  Clovis, NM

HTRW DRILLING LOG

ENG FORM 5056-R, AUG 94

21

(Proponent:  CECW-EG)
127SB01

---

6. MANUFACTURER'S DESIGNATION OF DRILL

PROJECT

SHEETS

OF

SHEET

HOLE NO

DISTURBED18. GEOTECHNICAL SAMPLES

VOC

12. OVERBURDEN THICKNESS 15. DEPTH GROUNDWATER ENCOUNTERED

HOLE NUMBER

C. Grubbs

20. SAMPLES FOR CHEMICAL ANALYSIS

2/13/2008

2" Diameter Macrocore

10. DATE STARTED

9. SURFACE ELEVATION

8. HOLE LOCATION

UNDISTURBED

Geoprobe



(h)

2

BLOW COUNTELEV.

(a) (e)

DEPTH

1312.8

1311.8

1310.8

1309.8

1308.8

1307.8

1306.8

1305.8

1304.8

1303.8

1302.8

1301.8

1300.8

1299.8

1298.8

1297.8

1296.8

1295.8

1294.8

1293.8

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

19

20

(f)

CALICHE/SILTY CLAY  (CL-ML) - pink-light
tan, with nodules

0

127SB0100

SILTY CLAY  (CL-ML) - dark reddish brown,
medium-stiff, moist, no staining or odor

CALICHE/SILTY CLAY  (CL-ML) - pink-light
tan, medium-stiff, moist

CALICHE - dry, rocky

CALICHE/SILTY CLAY  (CL-ML) - pink-light
tan, medium-stiff, moist

SILTY SAND (SM) - pink, fine grained, dry

CALICHE - dry, rocky
END OF BORING at 15 ft bgs.  Soil sample
collected from 0-3 ft interval for TPH and PAH.

CONCRETE

SHEET

OF

SHEETS

REMARKS

Cannon Air Force Base  Clovis, NM

Cannon Air Force Base
Clovis, NM

HOLE NO
127SB01

(Proponent:  CECW-EG)

2 2

ENG FORM 5056A-R, AUG 94

HTRW DRILLING LOG

PROJECT

INSPECTOR

HOLE NUMBER

(g)(d)(b)

DESCRIPTION OF MATERIALS

(c)

(CONTINUATION SHEET) 127SB01

1313.8 0

FIELD SCREENING
RESULTS

GEOTECH SAMPLE
OR CORE BOX NO.

ANALYTICAL
SAMPLE NO.

PROJECT



DISTRICT

1. COMPANY NAME

MONITORING WELLBACKFILLED

Cuttings drummed

22. DISPOSITION OF HOLE

13. DEPTH DRILLED INTO ROCK 16. DEPTH TO WATER AND ELAPSED TIME AFTER DRILLING COMPLETED

%
RECOVERY
21. TOTAL COREOTHER (SPECIFY)

SEE FIGURE

SEE LOG

1313.7'

3,807,842.0 North  654,901.6 East

11. DATE COMPLETED

None

5. NAME OF DRILLER

2/13/2008

17. OTHER WATER LEVEL MEASUREMENTS (SPECIFY)14. TOTAL DEPTH OF HOLE

SCALE:  1" = '

OTHER (SPECIFY)

Cannon Air Force Base
3. PROJECT

Vista GeoscienceBay West, Inc

23. SIGNATURE OF INSPECTOR

Truck mounted Geoprobe

PAHTPH------

2. DRILLING CONTRACTOR

19. TOTAL NUMBER OF CORE BOXES

LOCATION SKETCH/COMMENTS

---

Grouted

Omaha District

------ ---

127SB02

Clovis, NM
4. LOCATION

15.0 FT

AND SAMPLING EQUIPMENT
7. SIZES AND TYPES OF DRILLING

OTHER (SPECIFY)OTHER (SPECIFY)METALS

Cannon Air Force Base  Clovis, NM

HTRW DRILLING LOG

ENG FORM 5056-R, AUG 94

21

(Proponent:  CECW-EG)
127SB02

---

6. MANUFACTURER'S DESIGNATION OF DRILL

PROJECT

SHEETS

OF

SHEET

HOLE NO

DISTURBED18. GEOTECHNICAL SAMPLES

VOC

12. OVERBURDEN THICKNESS 15. DEPTH GROUNDWATER ENCOUNTERED

HOLE NUMBER

C. Grubbs

20. SAMPLES FOR CHEMICAL ANALYSIS

2/13/2008

2" Diameter Macrocore

10. DATE STARTED

9. SURFACE ELEVATION

8. HOLE LOCATION

UNDISTURBED

Geoprobe



DEPTH

48.2
(f)

BLOW COUNT

(h)

ELEV.

(e)

1312.7

1311.7

1310.7

1309.7

1308.7

1307.7

1306.7

1305.7

1304.7

1303.7

1302.7

1301.7

1300.7

1299.7

1298.7

1297.7

1296.7

1295.7

1294.7

1293.7

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

19

20

(a)

SILTY CLAY  (CL-ML) - dark gray top 6 ",
then reddish brown, medium-stiff, moist, slight
odor

0.5

CONCRETE
(d)

CALICHE/SILTY CLAY  (CL-ML) - pink-light
tan, medium-stiff, moist

CALICHE - dry, rocky with silty clay

SILTY SAND (SM) - pink, fine grained, dry

END OF BORING at 15 ft bgs.  Soil sample
collected from 0-2.5 ft interval for TPH and
PAH.

127SB0200

HOLE NO

SHEET

OF

SHEETS

PROJECT

REMARKS

127SB02
(Proponent:  CECW-EG)

2 2

ENG FORM 5056A-R, AUG 94

HTRW DRILLING LOG

Cannon Air Force Base  Clovis, NM

HOLE NUMBER

(b)

DESCRIPTION OF MATERIALS

(c)

(CONTINUATION SHEET)

PROJECT
127SB02

1313.7 0

FIELD SCREENING
RESULTS

GEOTECH SAMPLE
OR CORE BOX NO.

ANALYTICAL
SAMPLE NO.

Cannon Air Force Base
Clovis, NM

(g)

INSPECTOR



15. DEPTH GROUNDWATER ENCOUNTERED

---
20. SAMPLES FOR CHEMICAL ANALYSIS

2/13/2008

6. MANUFACTURER'S DESIGNATION OF DRILL

2" Diameter Macrocore

UNDISTURBED

10. DATE STARTED

9. SURFACE ELEVATION

8. HOLE LOCATIONGeoprobe

Clovis, NM

13. DEPTH DRILLED INTO ROCK

---

C. Grubbs

4. LOCATION

15.0 FT

AND SAMPLING EQUIPMENT
7. SIZES AND TYPES OF DRILLING

OTHER (SPECIFY)OTHER (SPECIFY)METALSVOC

1313.7'

3,807,836.2 North  654,902.5 East

11. DATE COMPLETED

19. TOTAL NUMBER OF CORE BOXES

5. NAME OF DRILLER

2/13/2008

17. OTHER WATER LEVEL MEASUREMENTS (SPECIFY)14. TOTAL DEPTH OF HOLE

16. DEPTH TO WATER AND ELAPSED TIME AFTER DRILLING COMPLETED

---
DISTURBED18. GEOTECHNICAL SAMPLES

Omaha District
1. COMPANY NAME

12. OVERBURDEN THICKNESS

---

%
RECOVERY
21. TOTAL COREOTHER (SPECIFY)

SEE FIGURE

Cannon Air Force Base  Clovis, NM

HTRW DRILLING LOG

ENG FORM 5056-R, AUG 94

21

(Proponent:  CECW-EG)
127SB03

DISTRICT

---

PROJECT

None

MONITORING WELLBACKFILLED

Cuttings drummed

22. DISPOSITION OF HOLE

HOLE NO

SEE LOG
23. SIGNATURE OF INSPECTOR

Truck mounted Geoprobe

PAHTPH---

Vista Geoscience
SHEETS

OF

SHEET
127SB03

---

HOLE NUMBER

Bay West, Inc
2. DRILLING CONTRACTOR

LOCATION SKETCH/COMMENTS SCALE:  1" = '

OTHER (SPECIFY)

Cannon Air Force Base
3. PROJECT

Grouted



DEPTH

1.2
(f)

BLOW COUNT

(h)

ELEV.

(e)

1312.7

1311.7

1310.7

1309.7

1308.7

1307.7

1306.7

1305.7

1304.7

1303.7

1302.7

1301.7

1300.7

1299.7

1298.7

1297.7

1296.7

1295.7

1294.7

1293.7

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

19

20

(a)

SILTY CLAY  (CL-ML) - dark gray top 6 ",
then reddish brown, medium-stiff, moist, no
odor

0.9

CONCRETE
(d)

CALICHE/SILTY CLAY (CL-ML)  - pink-light
tan, medium-stiff, moist

CALICHE - dry, rocky , light tan

SILTY SAND (SM) - pink, fine grained, dry

END OF BORING at 15 ft bgs.  Soil sample
collected from 0-2.5 ft interval for TPH and
PAH.

127SB0300

HOLE NO

SHEET

OF

SHEETS

PROJECT

REMARKS

127SB03
(Proponent:  CECW-EG)

2 2

ENG FORM 5056A-R, AUG 94

HTRW DRILLING LOG

Cannon Air Force Base  Clovis, NM

HOLE NUMBER

(b)

DESCRIPTION OF MATERIALS

(c)

(CONTINUATION SHEET)

PROJECT
127SB03

1313.7 0

FIELD SCREENING
RESULTS

GEOTECH SAMPLE
OR CORE BOX NO.

ANALYTICAL
SAMPLE NO.

Cannon Air Force Base
Clovis, NM

(g)

INSPECTOR



DISTRICT

1. COMPANY NAME

MONITORING WELLBACKFILLED

Cuttings drummed

22. DISPOSITION OF HOLE

13. DEPTH DRILLED INTO ROCK 16. DEPTH TO WATER AND ELAPSED TIME AFTER DRILLING COMPLETED

%
RECOVERY
21. TOTAL COREOTHER (SPECIFY)

SEE FIGURE

SEE LOG

1313.8'

3,807,830.3 North  654,904.5 East

11. DATE COMPLETED

None

5. NAME OF DRILLER

2/13/2008

17. OTHER WATER LEVEL MEASUREMENTS (SPECIFY)14. TOTAL DEPTH OF HOLE

SCALE:  1" = '

OTHER (SPECIFY)

Cannon Air Force Base
3. PROJECT

Vista GeoscienceBay West, Inc

23. SIGNATURE OF INSPECTOR

Truck mounted Geoprobe

PAHTPH------

2. DRILLING CONTRACTOR

19. TOTAL NUMBER OF CORE BOXES

LOCATION SKETCH/COMMENTS

---

Grouted

Omaha District

------ ---

127SB04

Clovis, NM
4. LOCATION

15.0 FT

AND SAMPLING EQUIPMENT
7. SIZES AND TYPES OF DRILLING

OTHER (SPECIFY)OTHER (SPECIFY)METALS

Cannon Air Force Base  Clovis, NM

HTRW DRILLING LOG

ENG FORM 5056-R, AUG 94

21

(Proponent:  CECW-EG)
127SB04

---

6. MANUFACTURER'S DESIGNATION OF DRILL

PROJECT

SHEETS

OF

SHEET

HOLE NO

DISTURBED18. GEOTECHNICAL SAMPLES

VOC

12. OVERBURDEN THICKNESS 15. DEPTH GROUNDWATER ENCOUNTERED

HOLE NUMBER

C. Grubbs

20. SAMPLES FOR CHEMICAL ANALYSIS

2/13/2008

2" Diameter Macrocore

10. DATE STARTED

9. SURFACE ELEVATION

8. HOLE LOCATION

UNDISTURBED

Geoprobe



(b) (h)

ELEV.

(a) (e)

DEPTH

(f)

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

19

20

(g)

1.2

1312.8

1311.8

1310.8

1309.8

1308.8

1307.8

1306.8

1305.8

1304.8

1303.8

1302.8

1301.8

1300.8

1299.8

1298.8

1297.8

1296.8

1295.8

1294.8

1293.8

CALICHE - dry, rocky , light tan

127SB0400ASPHALT

BLOW COUNT

CALICHE/SILTY CLAY  (CL-ML) - pink-light
tan, medium-stiff, moist

DESCRIPTION OF MATERIALS

END OF BORING at 15 ft bgs.  Soil sample
collected from 0-2.5 ft interval for TPH and
PAH.

SILTY CLAY  (CL-ML) -  reddish brown,
medium-stiff, moist, no odor or staining

HOLE NO

(d)

OF

SHEETS

PROJECT
127SB04

(Proponent:  CECW-EG)

2 2

ENG FORM 5056A-R, AUG 94

HTRW DRILLING LOG

Cannon Air Force Base  Clovis, NM

1313.8
(c)

(CONTINUATION SHEET)

PROJECT INSPECTOR SHEET

HOLE NUMBER

0

FIELD SCREENING
RESULTS

GEOTECH SAMPLE
OR CORE BOX NO.

ANALYTICAL
SAMPLE NO.

Cannon Air Force Base
Clovis, NM

REMARKS

127SB04



DISTRICT

1. COMPANY NAME

MONITORING WELLBACKFILLED

Cuttings drummed

22. DISPOSITION OF HOLE

13. DEPTH DRILLED INTO ROCK 16. DEPTH TO WATER AND ELAPSED TIME AFTER DRILLING COMPLETED

%
RECOVERY
21. TOTAL COREOTHER (SPECIFY)

SEE FIGURE

SEE LOG

1313.8'

3,807,828.4 North  654,899.2 East

11. DATE COMPLETED

None

5. NAME OF DRILLER

2/13/2008

17. OTHER WATER LEVEL MEASUREMENTS (SPECIFY)14. TOTAL DEPTH OF HOLE

SCALE:  1" = '

OTHER (SPECIFY)

Cannon Air Force Base
3. PROJECT

Vista GeoscienceBay West, Inc

23. SIGNATURE OF INSPECTOR

Truck mounted Geoprobe

PAHTPH------

2. DRILLING CONTRACTOR

19. TOTAL NUMBER OF CORE BOXES

LOCATION SKETCH/COMMENTS

---

Grouted

Omaha District

------ ---

127SB05

Clovis, NM
4. LOCATION

15.0 FT

AND SAMPLING EQUIPMENT
7. SIZES AND TYPES OF DRILLING

OTHER (SPECIFY)OTHER (SPECIFY)METALS

Cannon Air Force Base  Clovis, NM

HTRW DRILLING LOG

ENG FORM 5056-R, AUG 94

21

(Proponent:  CECW-EG)
127SB05

---

6. MANUFACTURER'S DESIGNATION OF DRILL

PROJECT

SHEETS

OF

SHEET

HOLE NO

DISTURBED18. GEOTECHNICAL SAMPLES

VOC

12. OVERBURDEN THICKNESS 15. DEPTH GROUNDWATER ENCOUNTERED

HOLE NUMBER

C. Grubbs

20. SAMPLES FOR CHEMICAL ANALYSIS

2/13/2008

2" Diameter Macrocore

10. DATE STARTED

9. SURFACE ELEVATION

8. HOLE LOCATION

UNDISTURBED

Geoprobe



(b) (h)

ELEV.

(a) (e)

DEPTH

(f)

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

19

20

(g)

3.4

1312.8

1311.8

1310.8

1309.8

1308.8

1307.8

1306.8

1305.8

1304.8

1303.8

1302.8

1301.8

1300.8

1299.8

1298.8

1297.8

1296.8

1295.8

1294.8

1293.8

SILTY SAND (SM) - dry, pink

127SB0500ASPHALT

BLOW COUNT

CALICHE/SILTY CLAY (CL-ML)  - pink-light
tan, medium-stiff, moist

DESCRIPTION OF MATERIALS

END OF BORING at 15 ft bgs.  Soil sample
collected from 0-3 ft interval for TPH and PAH.

SILTY CLAY  (CL-ML) -  dark gray top 4",
then reddish brown, medium-stiff, moist, no
odor or staining

HOLE NO

(d)

OF

SHEETS

PROJECT
127SB05

(Proponent:  CECW-EG)

2 2

ENG FORM 5056A-R, AUG 94

HTRW DRILLING LOG

Cannon Air Force Base  Clovis, NM

1313.8
(c)

(CONTINUATION SHEET)

PROJECT INSPECTOR SHEET

HOLE NUMBER

0

FIELD SCREENING
RESULTS

GEOTECH SAMPLE
OR CORE BOX NO.

ANALYTICAL
SAMPLE NO.

Cannon Air Force Base
Clovis, NM

REMARKS

127SB05



2. DRILLING CONTRACTOR

LOCATION SKETCH/COMMENTS SCALE:  1" = '

OTHER (SPECIFY)

Cannon Air Force Base

Vista GeoscienceBay West, Inc

23. SIGNATURE OF INSPECTOR

Truck mounted Geoprobe

PAHTPH

3. PROJECT

Grouted

METALS

SEE LOG ---

------------

---

Clovis, NM
4. LOCATION

15.0 FT

AND SAMPLING EQUIPMENT
7. SIZES AND TYPES OF DRILLING

OTHER (SPECIFY)OTHER (SPECIFY)

HOLE NUMBERHTRW DRILLING LOG

ENG FORM 5056-R, AUG 94

21

(Proponent:  CECW-EG)

127SB06

HOLE NO
Cannon Air Force Base  Clovis, NM

PROJECT

SHEETS

OF

SHEET

---

127SB06

DISTURBED18. GEOTECHNICAL SAMPLES

12. OVERBURDEN THICKNESS

Geoprobe

UNDISTURBED

6. MANUFACTURER'S DESIGNATION OF DRILL

C. Grubbs

2/13/2008

19. TOTAL NUMBER OF CORE BOXES

2" Diameter Macrocore

15. DEPTH GROUNDWATER ENCOUNTERED

10. DATE STARTED

9. SURFACE ELEVATION

8. HOLE LOCATION

20. SAMPLES FOR CHEMICAL ANALYSIS

13. DEPTH DRILLED INTO ROCK
None

MONITORING WELLBACKFILLED

Cuttings drummed

22. DISPOSITION OF HOLE

17. OTHER WATER LEVEL MEASUREMENTS (SPECIFY)

DISTRICT

%
RECOVERY
21. TOTAL COREOTHER (SPECIFY)

SEE FIGURE

VOC

1. COMPANY NAME
Omaha District

1313.8'

3,807,834.2 North  654,897.1 East

11. DATE COMPLETED

16. DEPTH TO WATER AND ELAPSED TIME AFTER DRILLING COMPLETED

14. TOTAL DEPTH OF HOLE

5. NAME OF DRILLER

2/13/2008



2

PROJECT
Cannon Air Force Base  Clovis, NM

HOLE NO
127SB06

(f)

2 OF

ENG FORM 5056A-R, AUG 94

HTRW DRILLING LOG HOLE NUMBER

PROJECT

(Proponent:  CECW-EG)

ANALYTICAL
SAMPLE NO.

INSPECTOR

1313.8 0

GEOTECH SAMPLE
OR CORE BOX NO.

SHEETSCannon Air Force Base
Clovis, NM

REMARKS

127SB06
SHEET

BLOW COUNT
FIELD SCREENING

RESULTS

SILTY CLAY (CL-ML) -  reddish brown,
medium-stiff, moist, no odor or staining

3 127SB0600
FILL - sand and gravel fill, brown

DESCRIPTION OF MATERIALS

CALICHE/SILTY CLAY  (CL-ML) - pink-light
tan, medium-stiff, moist

CALICHE - dry, light pink to light tan

END OF BORING at 15 ft bgs.  Soil sample
collected from 0-3 ft interval for TPH and PAH.

ASPHALT
(h)

ELEV.

(a) (e)

DEPTH

1312.8

1311.8

1310.8

1309.8

1308.8

1307.8

1306.8

1305.8

1304.8

1303.8

1302.8

1301.8

1300.8

1299.8

1298.8

1297.8

1296.8

1295.8

1294.8

1293.8

(CONTINUATION SHEET)

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

19

20

(c) (g)(d)(b)



DISTRICT

1. COMPANY NAME

MONITORING WELLBACKFILLED

Cuttings drummed

22. DISPOSITION OF HOLE

13. DEPTH DRILLED INTO ROCK 16. DEPTH TO WATER AND ELAPSED TIME AFTER DRILLING COMPLETED

%
RECOVERY
21. TOTAL COREOTHER (SPECIFY)

SEE FIGURE

SEE LOG

1313.9'

3,807,840.0 North  654,895.2 East

11. DATE COMPLETED

None

5. NAME OF DRILLER

2/13/2008

17. OTHER WATER LEVEL MEASUREMENTS (SPECIFY)14. TOTAL DEPTH OF HOLE

SCALE:  1" = '

OTHER (SPECIFY)

Cannon Air Force Base
3. PROJECT

Vista GeoscienceBay West, Inc

23. SIGNATURE OF INSPECTOR

Truck mounted Geoprobe

PAHTPH------

2. DRILLING CONTRACTOR

19. TOTAL NUMBER OF CORE BOXES

LOCATION SKETCH/COMMENTS

---

Grouted

Omaha District

------ ---

127SB07

Clovis, NM
4. LOCATION

15.0 FT

AND SAMPLING EQUIPMENT
7. SIZES AND TYPES OF DRILLING

OTHER (SPECIFY)OTHER (SPECIFY)METALS

Cannon Air Force Base  Clovis, NM

HTRW DRILLING LOG

ENG FORM 5056-R, AUG 94

21

(Proponent:  CECW-EG)
127SB07

---

6. MANUFACTURER'S DESIGNATION OF DRILL

PROJECT

SHEETS

OF

SHEET

HOLE NO

DISTURBED18. GEOTECHNICAL SAMPLES

VOC

12. OVERBURDEN THICKNESS 15. DEPTH GROUNDWATER ENCOUNTERED

HOLE NUMBER

C. Grubbs

20. SAMPLES FOR CHEMICAL ANALYSIS

2/13/2008

2" Diameter Macrocore

10. DATE STARTED

9. SURFACE ELEVATION

8. HOLE LOCATION

UNDISTURBED

Geoprobe



(f)

BLOW COUNT

(h)

ELEV.

(a) (e)(d)

1312.9

1311.9

1310.9

1309.9

1308.9

1307.9

1306.9

1305.9

1304.9

1303.9

1302.9

1301.9

1300.9

1299.9

1298.9

1297.9

1296.9

1295.9

1294.9

1293.9

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

19

20

1.2

DEPTH

CALICHE - dry, rocky

127SB0700ASPHALT
FILL - sand and gravel fill, brown

CALICHE/SILTY CLAY  (CL-ML) - pink-light
tan, medium-stiff, moist-dry

END OF BORING at 15 ft bgs.  Soil sample
collected from 0-3 ft interval for TPH and PAH.

(b)

SILTY CLAY  (CL-ML) - reddish brown,
medium-stiff, moist, no odor or staining

HOLE NO

SHEET

OF

SHEETS

PROJECT

(g)

127SB07

127SB07
(Proponent:  CECW-EG)

2 2

ENG FORM 5056A-R, AUG 94

HTRW DRILLING LOG

Cannon Air Force Base  Clovis, NM

1313.9

DESCRIPTION OF MATERIALS

(c)

(CONTINUATION SHEET)

PROJECT INSPECTOR

0

FIELD SCREENING
RESULTS

GEOTECH SAMPLE
OR CORE BOX NO.

ANALYTICAL
SAMPLE NO.

Cannon Air Force Base
Clovis, NM

REMARKS

HOLE NUMBER



DISTRICT

1. COMPANY NAME

MONITORING WELLBACKFILLED

Cuttings drummed

22. DISPOSITION OF HOLE

13. DEPTH DRILLED INTO ROCK 16. DEPTH TO WATER AND ELAPSED TIME AFTER DRILLING COMPLETED

%
RECOVERY
21. TOTAL COREOTHER (SPECIFY)

SEE FIGURE

SEE LOG

1313.9'

3,807,845.4 North  654,893.4 East

11. DATE COMPLETED

None

5. NAME OF DRILLER

2/14/2008

17. OTHER WATER LEVEL MEASUREMENTS (SPECIFY)14. TOTAL DEPTH OF HOLE

SCALE:  1" = '

OTHER (SPECIFY)

Cannon Air Force Base
3. PROJECT

Vista GeoscienceBay West, Inc

23. SIGNATURE OF INSPECTOR

Truck mounted Geoprobe

PAHTPH------

2. DRILLING CONTRACTOR

19. TOTAL NUMBER OF CORE BOXES

LOCATION SKETCH/COMMENTS

---

Grouted

Omaha District

------ ---

127SB08

Clovis, NM
4. LOCATION

15.0 FT

AND SAMPLING EQUIPMENT
7. SIZES AND TYPES OF DRILLING

OTHER (SPECIFY)OTHER (SPECIFY)METALS

Cannon Air Force Base  Clovis, NM

HTRW DRILLING LOG

ENG FORM 5056-R, AUG 94

21

(Proponent:  CECW-EG)
127SB08

---

6. MANUFACTURER'S DESIGNATION OF DRILL

PROJECT

SHEETS

OF

SHEET

HOLE NO

DISTURBED18. GEOTECHNICAL SAMPLES

VOC

12. OVERBURDEN THICKNESS 15. DEPTH GROUNDWATER ENCOUNTERED

HOLE NUMBER

C. Grubbs

20. SAMPLES FOR CHEMICAL ANALYSIS

2/14/2008

2" Diameter Macrocore

10. DATE STARTED

9. SURFACE ELEVATION

8. HOLE LOCATION

UNDISTURBED

Geoprobe



1312.9

1311.9

1310.9

1309.9

1308.9

1307.9

1306.9

1305.9

1304.9

1303.9

1302.9

1301.9

1300.9

1299.9

1298.9

1297.9

1296.9

1295.9

1294.9

1293.9

(g)(f)

BLOW COUNT

(h)

ELEV.

(a)

DEPTH

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

19

20

0
(e)

CALICHE - dry, rocky, light tan

127SB0800ASPHALT
FILL - sand and gravel fill, brown

CALICHE/SILTY CLAY  (CL-ML) - pink-light
tan, medium-stiff, moist

(d)

CALICHE/SILTY CLAY (CL-ML) - with
nodules

END OF BORING at 15 ft bgs.  Soil sample
collected from 0-3 ft interval for TPH and PAH.

SILTY CLAY  (CL-ML) - reddish brown,
medium-stiff, moist, no odor or staining

HOLE NO

SHEET

OF

SHEETS

PROJECT

127SB08

127SB08
(Proponent:  CECW-EG)

2 2

ENG FORM 5056A-R, AUG 94

HTRW DRILLING LOG

Cannon Air Force Base  Clovis, NM

(b)

DESCRIPTION OF MATERIALS

(c)

(CONTINUATION SHEET)

PROJECT INSPECTOR

HOLE NUMBER

1313.9 0

FIELD SCREENING
RESULTS

GEOTECH SAMPLE
OR CORE BOX NO.

ANALYTICAL
SAMPLE NO.

Cannon Air Force Base
Clovis, NM

REMARKS



DISTRICT

1. COMPANY NAME

MONITORING WELLBACKFILLED

Cuttings drummed

22. DISPOSITION OF HOLE

13. DEPTH DRILLED INTO ROCK 16. DEPTH TO WATER AND ELAPSED TIME AFTER DRILLING COMPLETED

%
RECOVERY
21. TOTAL COREOTHER (SPECIFY)

SEE FIGURE

SEE LOG

1314.1'

3,807,851.2 North  654,891.6 East

11. DATE COMPLETED

None

5. NAME OF DRILLER

2/14/2008

17. OTHER WATER LEVEL MEASUREMENTS (SPECIFY)14. TOTAL DEPTH OF HOLE

SCALE:  1" = '

OTHER (SPECIFY)

Cannon Air Force Base
3. PROJECT

Vista GeoscienceBay West, Inc

23. SIGNATURE OF INSPECTOR

Truck mounted Geoprobe

PAHTPH------

2. DRILLING CONTRACTOR

19. TOTAL NUMBER OF CORE BOXES

LOCATION SKETCH/COMMENTS

---

Grouted

Omaha District

------ ---

127SB09

Clovis, NM
4. LOCATION

15.0 FT

AND SAMPLING EQUIPMENT
7. SIZES AND TYPES OF DRILLING

OTHER (SPECIFY)OTHER (SPECIFY)METALS

Cannon Air Force Base  Clovis, NM

HTRW DRILLING LOG

ENG FORM 5056-R, AUG 94

21

(Proponent:  CECW-EG)
127SB09

---

6. MANUFACTURER'S DESIGNATION OF DRILL

PROJECT

SHEETS

OF

SHEET

HOLE NO

DISTURBED18. GEOTECHNICAL SAMPLES

VOC

12. OVERBURDEN THICKNESS 15. DEPTH GROUNDWATER ENCOUNTERED

HOLE NUMBER

C. Grubbs

20. SAMPLES FOR CHEMICAL ANALYSIS

2/14/2008

2" Diameter Macrocore

10. DATE STARTED

9. SURFACE ELEVATION

8. HOLE LOCATION

UNDISTURBED

Geoprobe



CALICHE/SILTY CLAY (CL-ML) - pink-light
tan, medium-stiff, moist-dry

SILT (ML) - reddish brown

END OF BORING at 15 ft bgs.  Soil sample
collected from 0-3 ft interval for TPH and PAH.

HOLE NO

CALICHE/SILTY CLAY  (CL-ML) - pink-light
tan, medium-stiff, moist-dry

(f)

BLOW COUNT

(h)

ELEV.

127SB09
(Proponent:  CECW-EG)

2 2

ENG FORM 5056A-R, AUG 94

HTRW DRILLING LOG

SILTY SAND (SM) - light pink

0

- with nodules

127SB0900ASPHALT
FILL - sand and gravel fill, brown
SILTY CLAY (CL-ML) - reddish brown,
medium-stiff, moist, no odor or staining

DEPTH

HOLE NUMBER

(a)

1314.1 0

FIELD SCREENING
RESULTS

GEOTECH SAMPLE
OR CORE BOX NO.

ANALYTICAL
SAMPLE NO.

Cannon Air Force Base
Clovis, NM

127SB09
SHEET

OF

SHEETS

PROJECT
Cannon Air Force Base  Clovis, NM

REMARKS

(g)

1313.1

1312.1

1311.1

1310.1

1309.1

1308.1

1307.1

1306.1

1305.1

1304.1

1303.1

1302.1

1301.1

1300.1

1299.1

1298.1

1297.1

1296.1

1295.1

1294.1

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

19

20

(e)(d)(b)

DESCRIPTION OF MATERIALS

(c)

(CONTINUATION SHEET)

PROJECT INSPECTOR



DISTRICT

1. COMPANY NAME

MONITORING WELLBACKFILLED

Cuttings drummed

22. DISPOSITION OF HOLE

13. DEPTH DRILLED INTO ROCK 16. DEPTH TO WATER AND ELAPSED TIME AFTER DRILLING COMPLETED

%
RECOVERY
21. TOTAL COREOTHER (SPECIFY)

SEE FIGURE

SEE LOG

1314.0'

3,807,852.9 North  654,896.9 East

11. DATE COMPLETED

None

5. NAME OF DRILLER

2/14/2008

17. OTHER WATER LEVEL MEASUREMENTS (SPECIFY)14. TOTAL DEPTH OF HOLE

SCALE:  1" = '

OTHER (SPECIFY)

Cannon Air Force Base
3. PROJECT

Vista GeoscienceBay West, Inc

23. SIGNATURE OF INSPECTOR

Truck mounted Geoprobe

PAHTPH------

2. DRILLING CONTRACTOR

19. TOTAL NUMBER OF CORE BOXES

LOCATION SKETCH/COMMENTS

---

Grouted

Omaha District

------ ---

127SB10

Clovis, NM
4. LOCATION

15.0 FT

AND SAMPLING EQUIPMENT
7. SIZES AND TYPES OF DRILLING

OTHER (SPECIFY)OTHER (SPECIFY)METALS

Cannon Air Force Base  Clovis, NM

HTRW DRILLING LOG

ENG FORM 5056-R, AUG 94

21

(Proponent:  CECW-EG)
127SB10

---

6. MANUFACTURER'S DESIGNATION OF DRILL

PROJECT

SHEETS

OF

SHEET

HOLE NO

DISTURBED18. GEOTECHNICAL SAMPLES

VOC

12. OVERBURDEN THICKNESS 15. DEPTH GROUNDWATER ENCOUNTERED

HOLE NUMBER

C. Grubbs

20. SAMPLES FOR CHEMICAL ANALYSIS

2/14/2008

2" Diameter Macrocore

10. DATE STARTED

9. SURFACE ELEVATION

8. HOLE LOCATION

UNDISTURBED

Geoprobe



1313.0

1312.0

1311.0

1310.0

1309.0

1308.0

1307.0

1306.0

1305.0

1304.0

1303.0

1302.0

1301.0

1300.0

1299.0

1298.0

1297.0

1296.0

1295.0

1294.0

(g)(f)

BLOW COUNT

(h)

ELEV.

(a)

DEPTH

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

19

20

0
(e)

- light tan

127SB1000ASPHALT
FILL - sand and gravel fill, brown

CALICHE/SILTY CLAY (CL-ML) - pink-light
tan, medium-stiff, moist-dry

(d)

- with nodules

SILT (ML) - reddish brown

END OF BORING at 15 ft bgs.  Soil sample
collected from 0-3 ft interval for TPH and PAH.

SILTY CLAY (CL-ML) - reddish brown,
medium-stiff, moist, no odor or staining

HOLE NO

SHEET

OF

SHEETS

PROJECT

127SB10

127SB10
(Proponent:  CECW-EG)

2 2

ENG FORM 5056A-R, AUG 94

HTRW DRILLING LOG

Cannon Air Force Base  Clovis, NM

(b)

DESCRIPTION OF MATERIALS

(c)

(CONTINUATION SHEET)

PROJECT INSPECTOR

HOLE NUMBER

1314.0 0

FIELD SCREENING
RESULTS

GEOTECH SAMPLE
OR CORE BOX NO.

ANALYTICAL
SAMPLE NO.

Cannon Air Force Base
Clovis, NM

REMARKS



DISTRICT

1. COMPANY NAME

MONITORING WELLBACKFILLED

Cuttings drummed

22. DISPOSITION OF HOLE

13. DEPTH DRILLED INTO ROCK 16. DEPTH TO WATER AND ELAPSED TIME AFTER DRILLING COMPLETED

%
RECOVERY
21. TOTAL COREOTHER (SPECIFY)

SEE FIGURE

SEE LOG

1313.8'

3,807,856.1 North  654,905.5 East

11. DATE COMPLETED

None

5. NAME OF DRILLER

2/14/2008

17. OTHER WATER LEVEL MEASUREMENTS (SPECIFY)14. TOTAL DEPTH OF HOLE

SCALE:  1" = '

OTHER (SPECIFY)

Cannon Air Force Base
3. PROJECT

Vista GeoscienceBay West, Inc

23. SIGNATURE OF INSPECTOR

Truck mounted Geoprobe

PAHTPH------

2. DRILLING CONTRACTOR

19. TOTAL NUMBER OF CORE BOXES

LOCATION SKETCH/COMMENTS

---

Grouted

Omaha District

------ ---

127SB11

Clovis, NM
4. LOCATION

15.0 FT

AND SAMPLING EQUIPMENT
7. SIZES AND TYPES OF DRILLING

OTHER (SPECIFY)OTHER (SPECIFY)METALS

Cannon Air Force Base  Clovis, NM

HTRW DRILLING LOG

ENG FORM 5056-R, AUG 94

21

(Proponent:  CECW-EG)
127SB11

---

6. MANUFACTURER'S DESIGNATION OF DRILL

PROJECT

SHEETS

OF

SHEET

HOLE NO

DISTURBED18. GEOTECHNICAL SAMPLES

VOC

12. OVERBURDEN THICKNESS 15. DEPTH GROUNDWATER ENCOUNTERED

HOLE NUMBER

C. Grubbs

20. SAMPLES FOR CHEMICAL ANALYSIS

2/14/2008

2" Diameter Macrocore

10. DATE STARTED

9. SURFACE ELEVATION

8. HOLE LOCATION

UNDISTURBED

Geoprobe



1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

19

20

(h)

ELEV.

(a) (e)

DEPTH

1312.8

1311.8

1310.8

1309.8

1308.8

1307.8

1306.8

1305.8

1304.8

1303.8

1302.8

1301.8

1300.8

1299.8

1298.8

1297.8

1296.8

1295.8

1294.8

1293.8

1.5
(g)(d)

- pink

127SB1100SILTY CLAY  (CL-ML) - reddish brown,
medium-stiff, dry, no odor or staining

BLOW COUNT

CALICHE - dry, light tan

(f)

END OF BORING at 15 ft bgs.  Soil sample
collected from 0-3 ft interval for TPH and PAH.

(c)

CALICHE/SILTY CLAY  (CL-ML) - pink-light
tan, medium-stiff, dry

HOLE NO

(b)

OF

SHEETS

PROJECT
127SB11

(Proponent:  CECW-EG)

2 2

ENG FORM 5056A-R, AUG 94

HTRW DRILLING LOG

Cannon Air Force Base  Clovis, NM

1313.8

HOLE NUMBER
(CONTINUATION SHEET)

PROJECT INSPECTOR SHEET

DESCRIPTION OF MATERIALS

0

FIELD SCREENING
RESULTS

GEOTECH SAMPLE
OR CORE BOX NO.

ANALYTICAL
SAMPLE NO.

Cannon Air Force Base
Clovis, NM

REMARKS

127SB11



DISTRICT

1. COMPANY NAME

MONITORING WELLBACKFILLED

Cuttings drummed

22. DISPOSITION OF HOLE

13. DEPTH DRILLED INTO ROCK 16. DEPTH TO WATER AND ELAPSED TIME AFTER DRILLING COMPLETED

%
RECOVERY
21. TOTAL COREOTHER (SPECIFY)

SEE FIGURE

SEE LOG

1313.9'

3,807,850.2 North  654,906.9 East

11. DATE COMPLETED

None

5. NAME OF DRILLER

2/14/2008

17. OTHER WATER LEVEL MEASUREMENTS (SPECIFY)14. TOTAL DEPTH OF HOLE

SCALE:  1" = '

OTHER (SPECIFY)

Cannon Air Force Base
3. PROJECT

Vista GeoscienceBay West, Inc

23. SIGNATURE OF INSPECTOR

Truck mounted Geoprobe

PAHTPH------

2. DRILLING CONTRACTOR

19. TOTAL NUMBER OF CORE BOXES

LOCATION SKETCH/COMMENTS

---

Grouted

Omaha District

------ ---

127SB12

Clovis, NM
4. LOCATION

15.0 FT

AND SAMPLING EQUIPMENT
7. SIZES AND TYPES OF DRILLING

OTHER (SPECIFY)OTHER (SPECIFY)METALS

Cannon Air Force Base  Clovis, NM

HTRW DRILLING LOG

ENG FORM 5056-R, AUG 94

21

(Proponent:  CECW-EG)
127SB12

---

6. MANUFACTURER'S DESIGNATION OF DRILL

PROJECT

SHEETS

OF

SHEET

HOLE NO

DISTURBED18. GEOTECHNICAL SAMPLES

VOC

12. OVERBURDEN THICKNESS 15. DEPTH GROUNDWATER ENCOUNTERED

HOLE NUMBER

C. Grubbs

20. SAMPLES FOR CHEMICAL ANALYSIS

2/14/2008

2" Diameter Macrocore

10. DATE STARTED

9. SURFACE ELEVATION

8. HOLE LOCATION

UNDISTURBED

Geoprobe



1.3
(a) (e)

DEPTH

1312.9

1311.9

1310.9

1309.9

1308.9

1307.9

1306.9

1305.9

1304.9

1303.9

1302.9

1301.9

1300.9

1299.9

1298.9

1297.9

1296.9

1295.9

1294.9

1293.9

(h)

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

19

20

BLOW COUNT

(g)(d)(b)

END OF BORING at 15 ft bgs.  Soil sample
collected from 0-3 ft interval for TPH and PAH.

127SB1200SILTY CLAY (CL-ML) - reddish brown,
medium-stiff, dry, no odor or staining, with
gravel 0-1 ft

ELEV.

- pink

(CONTINUATION SHEET)

(f)

CALICHE/SILTY CLAY  (CL-ML) - pink to
white, friable, dry

127SB12

OF

SHEETS

PROJECT
Cannon Air Force Base  Clovis, NM

DESCRIPTION OF MATERIALS

HOLE NO

(Proponent:  CECW-EG)

2 2

ENG FORM 5056A-R, AUG 94

HTRW DRILLING LOG

0

HOLE NUMBER

PROJECT INSPECTOR SHEET

1313.9

FIELD SCREENING
RESULTS

GEOTECH SAMPLE
OR CORE BOX NO.

ANALYTICAL
SAMPLE NO.

Cannon Air Force Base
Clovis, NM

REMARKS

127SB12

(c)



DISTRICT

1. COMPANY NAME

MONITORING WELLBACKFILLED

Cuttings drummed

22. DISPOSITION OF HOLE

13. DEPTH DRILLED INTO ROCK 16. DEPTH TO WATER AND ELAPSED TIME AFTER DRILLING COMPLETED

%
RECOVERY
21. TOTAL COREOTHER (SPECIFY)

SEE FIGURE

SEE LOG

1313.9'

3,807,845.2 North  654,908.7 East

11. DATE COMPLETED

None

5. NAME OF DRILLER

2/14/2008

17. OTHER WATER LEVEL MEASUREMENTS (SPECIFY)14. TOTAL DEPTH OF HOLE

SCALE:  1" = '

OTHER (SPECIFY)

Cannon Air Force Base
3. PROJECT

Vista GeoscienceBay West, Inc

23. SIGNATURE OF INSPECTOR

Truck mounted Geoprobe

PAHTPH------

2. DRILLING CONTRACTOR

19. TOTAL NUMBER OF CORE BOXES

LOCATION SKETCH/COMMENTS

---

Grouted

Omaha District

------ ---

127SB13

Clovis, NM
4. LOCATION

15.0 FT

AND SAMPLING EQUIPMENT
7. SIZES AND TYPES OF DRILLING

OTHER (SPECIFY)OTHER (SPECIFY)METALS

Cannon Air Force Base  Clovis, NM

HTRW DRILLING LOG

ENG FORM 5056-R, AUG 94

21

(Proponent:  CECW-EG)
127SB13

---

6. MANUFACTURER'S DESIGNATION OF DRILL

PROJECT

SHEETS

OF

SHEET

HOLE NO

DISTURBED18. GEOTECHNICAL SAMPLES

VOC

12. OVERBURDEN THICKNESS 15. DEPTH GROUNDWATER ENCOUNTERED

HOLE NUMBER

C. Grubbs

20. SAMPLES FOR CHEMICAL ANALYSIS

2/14/2008

2" Diameter Macrocore

10. DATE STARTED

9. SURFACE ELEVATION

8. HOLE LOCATION

UNDISTURBED

Geoprobe



1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

19

20

(h)

ELEV.

(a) (e)

DEPTH

1312.9

1311.9

1310.9

1309.9

1308.9

1307.9

1306.9

1305.9

1304.9

1303.9

1302.9

1301.9

1300.9

1299.9

1298.9

1297.9

1296.9

1295.9

1294.9

1293.9

1.3
(g)(d)

SILTY SAND (SM) - reddish brown, moist

127SB1300SILTY CLAY  (CL-ML) -  brown, medium-stiff,
moist 2.5-4 ft, no odor or staining, with gravel
0-1 ft

BLOW COUNT

- with nodules

(f)

END OF BORING at 15 ft bgs.  Soil sample
collected from 0-3 ft interval for TPH and PAH.

(c)

CALICHE/SILTY CLAY (CL-ML) - pink, moist

HOLE NO

(b)

OF

SHEETS

PROJECT
127SB13

(Proponent:  CECW-EG)

2 2

ENG FORM 5056A-R, AUG 94

HTRW DRILLING LOG

Cannon Air Force Base  Clovis, NM

1313.9

HOLE NUMBER
(CONTINUATION SHEET)

PROJECT INSPECTOR SHEET

DESCRIPTION OF MATERIALS

0

FIELD SCREENING
RESULTS

GEOTECH SAMPLE
OR CORE BOX NO.

ANALYTICAL
SAMPLE NO.

Cannon Air Force Base
Clovis, NM

REMARKS

127SB13



DISTRICT

1. COMPANY NAME

MONITORING WELLBACKFILLED

Cuttings drummed

22. DISPOSITION OF HOLE

13. DEPTH DRILLED INTO ROCK 16. DEPTH TO WATER AND ELAPSED TIME AFTER DRILLING COMPLETED

%
RECOVERY
21. TOTAL COREOTHER (SPECIFY)

SEE FIGURE

SEE LOG

1313.8'

3,807,838.5 North  654,910.7 East

11. DATE COMPLETED

None

5. NAME OF DRILLER

2/14/2008

17. OTHER WATER LEVEL MEASUREMENTS (SPECIFY)14. TOTAL DEPTH OF HOLE

SCALE:  1" = '

OTHER (SPECIFY)

Cannon Air Force Base
3. PROJECT

Vista GeoscienceBay West, Inc

23. SIGNATURE OF INSPECTOR

Truck mounted Geoprobe

PAHTPH------

2. DRILLING CONTRACTOR

19. TOTAL NUMBER OF CORE BOXES

LOCATION SKETCH/COMMENTS

---

Grouted

Omaha District

------ ---

127SB14

Clovis, NM
4. LOCATION

15.0 FT

AND SAMPLING EQUIPMENT
7. SIZES AND TYPES OF DRILLING

OTHER (SPECIFY)OTHER (SPECIFY)METALS

Cannon Air Force Base  Clovis, NM

HTRW DRILLING LOG

ENG FORM 5056-R, AUG 94

21

(Proponent:  CECW-EG)
127SB14

---

6. MANUFACTURER'S DESIGNATION OF DRILL

PROJECT

SHEETS

OF

SHEET

HOLE NO

DISTURBED18. GEOTECHNICAL SAMPLES

VOC

12. OVERBURDEN THICKNESS 15. DEPTH GROUNDWATER ENCOUNTERED

HOLE NUMBER

C. Grubbs

20. SAMPLES FOR CHEMICAL ANALYSIS

2/14/2008

2" Diameter Macrocore

10. DATE STARTED

9. SURFACE ELEVATION

8. HOLE LOCATION

UNDISTURBED

Geoprobe



(c) (e)

DEPTH

1312.8

1311.8

1310.8

1309.8

1308.8

1307.8

1306.8

1305.8

1304.8

1303.8

1302.8

1301.8

1300.8

1299.8

1298.8

1297.8

1296.8

1295.8

1294.8

1293.8

ELEV.

(h)(g)(d)(b)

2

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

19

20

127SB1400SILTY CLAY (CL-ML) -  reddish brown,
medium-stiff, dry,  no odor or staining, with
gravel 0-0.5 ft

(a)

END OF BORING at 15 ft bgs.  Soil sample
collected from 0-3 ft interval for TPH and PAH.

(CONTINUATION SHEET)

(f)

BLOW COUNT

CALICHE/SILTY CLAY  (CL-ML) - pink to
light tan, dry, friable

127SB14

DESCRIPTION OF MATERIALS

SHEETS

PROJECT
Cannon Air Force Base  Clovis, NM

SHEET

HOLE NO

(Proponent:  CECW-EG)

2 2

ENG FORM 5056A-R, AUG 94

HTRW DRILLING LOG

FIELD SCREENING
RESULTS

PROJECT INSPECTOR

OF

0

HOLE NUMBER

GEOTECH SAMPLE
OR CORE BOX NO.

ANALYTICAL
SAMPLE NO.

Cannon Air Force Base
Clovis, NM

REMARKS

127SB14

1313.8



DISTRICT

1. COMPANY NAME

MONITORING WELLBACKFILLED

Cuttings drummed

22. DISPOSITION OF HOLE

13. DEPTH DRILLED INTO ROCK 16. DEPTH TO WATER AND ELAPSED TIME AFTER DRILLING COMPLETED

%
RECOVERY
21. TOTAL COREOTHER (SPECIFY)

SEE FIGURE

SEE LOG

1313.7'

3,807,832.6 North  654,912.5 East

11. DATE COMPLETED

None

5. NAME OF DRILLER

2/14/2008

17. OTHER WATER LEVEL MEASUREMENTS (SPECIFY)14. TOTAL DEPTH OF HOLE

SCALE:  1" = '

OTHER (SPECIFY)

Cannon Air Force Base
3. PROJECT

Vista GeoscienceBay West, Inc

23. SIGNATURE OF INSPECTOR

Truck mounted Geoprobe

PAHTPH------

2. DRILLING CONTRACTOR

19. TOTAL NUMBER OF CORE BOXES

LOCATION SKETCH/COMMENTS

---

Grouted

Omaha District

------ ---

127SB15

Clovis, NM
4. LOCATION

15.0 FT

AND SAMPLING EQUIPMENT
7. SIZES AND TYPES OF DRILLING

OTHER (SPECIFY)OTHER (SPECIFY)METALS

Cannon Air Force Base  Clovis, NM

HTRW DRILLING LOG

ENG FORM 5056-R, AUG 94

21

(Proponent:  CECW-EG)
127SB15

---

6. MANUFACTURER'S DESIGNATION OF DRILL

PROJECT

SHEETS

OF

SHEET

HOLE NO

DISTURBED18. GEOTECHNICAL SAMPLES

VOC

12. OVERBURDEN THICKNESS 15. DEPTH GROUNDWATER ENCOUNTERED

HOLE NUMBER

C. Grubbs

20. SAMPLES FOR CHEMICAL ANALYSIS

2/14/2008

2" Diameter Macrocore

10. DATE STARTED

9. SURFACE ELEVATION

8. HOLE LOCATION

UNDISTURBED

Geoprobe



1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

19

20

(h)

ELEV.

(a) (e)

DEPTH

1312.7

1311.7

1310.7

1309.7

1308.7

1307.7

1306.7

1305.7

1304.7

1303.7

1302.7

1301.7

1300.7

1299.7

1298.7

1297.7

1296.7

1295.7

1294.7

1293.7

2
(g)(d)

- dark pink with nodules

127SB1500SILTY CLAY  (CL-ML) - reddish  brown,
medium-stiff, dry to moist, no odor or staining,
with gravel 0-1 ft

BLOW COUNT

CALICHE - light pink to light tan, moist

(f)

END OF BORING at 15 ft bgs.  Soil sample
collected from 0-3 ft interval for TPH and PAH.

(c)

CALICHE/SILTY CLAY  (CL-ML) - pinkish
brown, moist

HOLE NO

(b)

OF

SHEETS

PROJECT
127SB15

(Proponent:  CECW-EG)

2 2

ENG FORM 5056A-R, AUG 94

HTRW DRILLING LOG

Cannon Air Force Base  Clovis, NM

1313.7

HOLE NUMBER
(CONTINUATION SHEET)

PROJECT INSPECTOR SHEET

DESCRIPTION OF MATERIALS

0

FIELD SCREENING
RESULTS

GEOTECH SAMPLE
OR CORE BOX NO.

ANALYTICAL
SAMPLE NO.

Cannon Air Force Base
Clovis, NM

REMARKS

127SB15



DISTRICT

1. COMPANY NAME

MONITORING WELLBACKFILLED

Cuttings drummed

22. DISPOSITION OF HOLE

13. DEPTH DRILLED INTO ROCK 16. DEPTH TO WATER AND ELAPSED TIME AFTER DRILLING COMPLETED

%
RECOVERY
21. TOTAL COREOTHER (SPECIFY)

SEE FIGURE

SEE LOG

1313.8'

3,807,844.3 North  654,926.0 East

11. DATE COMPLETED

None

5. NAME OF DRILLER

2/14/2008

17. OTHER WATER LEVEL MEASUREMENTS (SPECIFY)14. TOTAL DEPTH OF HOLE

SCALE:  1" = '

OTHER (SPECIFY)

Cannon Air Force Base
3. PROJECT

Vista GeoscienceBay West, Inc

23. SIGNATURE OF INSPECTOR

Truck mounted Geoprobe

PAHTPH------

2. DRILLING CONTRACTOR

19. TOTAL NUMBER OF CORE BOXES

LOCATION SKETCH/COMMENTS

---

Grouted

Omaha District

------ ---

127SB16

Clovis, NM
4. LOCATION

15.0 FT

AND SAMPLING EQUIPMENT
7. SIZES AND TYPES OF DRILLING

OTHER (SPECIFY)OTHER (SPECIFY)METALS

Cannon Air Force Base  Clovis, NM

HTRW DRILLING LOG

ENG FORM 5056-R, AUG 94

21

(Proponent:  CECW-EG)
127SB16

---

6. MANUFACTURER'S DESIGNATION OF DRILL

PROJECT

SHEETS

OF

SHEET

HOLE NO

DISTURBED18. GEOTECHNICAL SAMPLES

VOC

12. OVERBURDEN THICKNESS 15. DEPTH GROUNDWATER ENCOUNTERED

HOLE NUMBER

C. Grubbs

20. SAMPLES FOR CHEMICAL ANALYSIS

2/14/2008

2" Diameter Macrocore

10. DATE STARTED

9. SURFACE ELEVATION

8. HOLE LOCATION

UNDISTURBED

Geoprobe



(c) (e)

DEPTH

1312.8

1311.8

1310.8

1309.8

1308.8

1307.8

1306.8

1305.8

1304.8

1303.8

1302.8

1301.8

1300.8

1299.8

1298.8

1297.8

1296.8

1295.8

1294.8

1293.8

ELEV.

(h)(g)(d)(b)

2.8

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

19

20

127SB1600SILTY CLAY  (CL-ML) - brown, medium-stiff,
dry, no odor or staining

(a)

END OF BORING at 15 ft bgs.  Soil sample
collected from 0-3 ft interval for TPH and PAH.

(CONTINUATION SHEET)

(f)

BLOW COUNT

CALICHE - light pink to white, soft powder

127SB16

DESCRIPTION OF MATERIALS

SHEETS

PROJECT
Cannon Air Force Base  Clovis, NM

SHEET

HOLE NO

(Proponent:  CECW-EG)

2 2

ENG FORM 5056A-R, AUG 94

HTRW DRILLING LOG

FIELD SCREENING
RESULTS

PROJECT INSPECTOR

OF

0

HOLE NUMBER

GEOTECH SAMPLE
OR CORE BOX NO.

ANALYTICAL
SAMPLE NO.

Cannon Air Force Base
Clovis, NM

REMARKS

127SB16

1313.8



DISTRICT

1. COMPANY NAME

MONITORING WELLBACKFILLED

Cuttings drummed

22. DISPOSITION OF HOLE

13. DEPTH DRILLED INTO ROCK 16. DEPTH TO WATER AND ELAPSED TIME AFTER DRILLING COMPLETED

%
RECOVERY
21. TOTAL COREOTHER (SPECIFY)

SEE FIGURE

SEE LOG

1313.9'

3,807,852.8 North  654,923.5 East

11. DATE COMPLETED

None

5. NAME OF DRILLER

2/14/2008

17. OTHER WATER LEVEL MEASUREMENTS (SPECIFY)14. TOTAL DEPTH OF HOLE

SCALE:  1" = '

OTHER (SPECIFY)

Cannon Air Force Base
3. PROJECT

Vista GeoscienceBay West, Inc

23. SIGNATURE OF INSPECTOR

Truck mounted Geoprobe

PAHTPH------

2. DRILLING CONTRACTOR

19. TOTAL NUMBER OF CORE BOXES

LOCATION SKETCH/COMMENTS

---

Grouted

Omaha District

------ ---

127SB17

Clovis, NM
4. LOCATION

15.0 FT

AND SAMPLING EQUIPMENT
7. SIZES AND TYPES OF DRILLING

OTHER (SPECIFY)OTHER (SPECIFY)METALS

Cannon Air Force Base  Clovis, NM

HTRW DRILLING LOG

ENG FORM 5056-R, AUG 94

21

(Proponent:  CECW-EG)
127SB17

---

6. MANUFACTURER'S DESIGNATION OF DRILL

PROJECT

SHEETS

OF

SHEET

HOLE NO

DISTURBED18. GEOTECHNICAL SAMPLES

VOC

12. OVERBURDEN THICKNESS 15. DEPTH GROUNDWATER ENCOUNTERED

HOLE NUMBER

C. Grubbs

20. SAMPLES FOR CHEMICAL ANALYSIS

2/14/2008

2" Diameter Macrocore

10. DATE STARTED

9. SURFACE ELEVATION

8. HOLE LOCATION

UNDISTURBED

Geoprobe



REMARKS

1313.9 0

FIELD SCREENING
RESULTS

GEOTECH SAMPLE
OR CORE BOX NO.

Cannon Air Force Base
Clovis, NM

INSPECTOR
127SB17

SHEET

0

1312.9

1311.9

1310.9

1309.9

1308.9

1307.9

1306.9

1305.9

1304.9

1303.9

1302.9

1301.9

1300.9

1299.9

1298.9

1297.9

1296.9

1295.9

1294.9

1293.9

ANALYTICAL
SAMPLE NO.

(d)

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

19

20

(g)(b)

DESCRIPTION OF MATERIALS

(c)

(CONTINUATION SHEET)

PROJECT

127SB17

SHEETS

PROJECT
Cannon Air Force Base  Clovis, NM

DEPTH

HOLE NO

(e)

(Proponent:  CECW-EG)

2 2

ENG FORM 5056A-R, AUG 94

HTRW DRILLING LOG

127SB1700SILTY CLAY  (CL-ML) - brown, medium-stiff,
dry, no odor or staining

CALICHE - pinkish brown to white, dry

END OF BORING at 15 ft bgs.  Soil sample
collected from 0-3 ft interval for TPH and PAH.

OF

HOLE NUMBER

(f)

BLOW COUNT

(h)

ELEV.

(a)



DISTRICT

1. COMPANY NAME

MONITORING WELLBACKFILLED

Cuttings drummed

22. DISPOSITION OF HOLE

13. DEPTH DRILLED INTO ROCK 16. DEPTH TO WATER AND ELAPSED TIME AFTER DRILLING COMPLETED

%
RECOVERY
21. TOTAL COREOTHER (SPECIFY)

SEE FIGURE

SEE LOG

1313.9'

3,807,852.4 North  654,939.1 East

11. DATE COMPLETED

None

5. NAME OF DRILLER

2/14/2008

17. OTHER WATER LEVEL MEASUREMENTS (SPECIFY)14. TOTAL DEPTH OF HOLE

SCALE:  1" = '

OTHER (SPECIFY)

Cannon Air Force Base
3. PROJECT

Vista GeoscienceBay West, Inc

23. SIGNATURE OF INSPECTOR

Truck mounted Geoprobe

PAHTPH------

2. DRILLING CONTRACTOR

19. TOTAL NUMBER OF CORE BOXES

LOCATION SKETCH/COMMENTS

---

Grouted

Omaha District

------ ---

127SB18

Clovis, NM
4. LOCATION

15.0 FT

AND SAMPLING EQUIPMENT
7. SIZES AND TYPES OF DRILLING

OTHER (SPECIFY)OTHER (SPECIFY)METALS

Cannon Air Force Base  Clovis, NM

HTRW DRILLING LOG

ENG FORM 5056-R, AUG 94

21

(Proponent:  CECW-EG)
127SB18

---

6. MANUFACTURER'S DESIGNATION OF DRILL

PROJECT

SHEETS

OF

SHEET

HOLE NO

DISTURBED18. GEOTECHNICAL SAMPLES

VOC

12. OVERBURDEN THICKNESS 15. DEPTH GROUNDWATER ENCOUNTERED

HOLE NUMBER

C. Grubbs

20. SAMPLES FOR CHEMICAL ANALYSIS

2/14/2008

2" Diameter Macrocore

10. DATE STARTED

9. SURFACE ELEVATION

8. HOLE LOCATION

UNDISTURBED

Geoprobe



1312.9

1311.9

1310.9

1309.9

1308.9

1307.9

1306.9

1305.9

1304.9

1303.9

1302.9

1301.9

1300.9

1299.9

1298.9

1297.9

1296.9

1295.9

1294.9

1293.9

(f)

BLOW COUNT

(h)

ELEV.

(a)

1.6

DEPTH

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

19

20

(e)

127SB1800

0 127SB1810

SILTY CLAY  (CL-ML) - brown, medium-stiff,
dry, no odor or staining

CALICHE - pinkish brown to white, dry

- with nodules 5.5 to 10 ft

END OF BORING at 15 ft bgs.  Soil sample
collected from 0-3 ft interval for TPH and PAH.

(b)

HOLE NO

(g)

SHEET

OF

SHEETS

PROJECT

127SB18

127SB18
(Proponent:  CECW-EG)

2 2

ENG FORM 5056A-R, AUG 94

HTRW DRILLING LOG

Cannon Air Force Base  Clovis, NM

HOLE NUMBER

DESCRIPTION OF MATERIALS

(c)

(CONTINUATION SHEET)

PROJECT INSPECTOR

(d)

1313.9 0

FIELD SCREENING
RESULTS

GEOTECH SAMPLE
OR CORE BOX NO.

ANALYTICAL
SAMPLE NO.

Cannon Air Force Base
Clovis, NM

REMARKS
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Appendix B 
 

Analytical Data



                              METHOD 3550B/8015 Mod 
                      PETROLEUM HYDROCARBONS BY EXTRACTION 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/11/08 
Project    : SWMU 31 CANNON AFB                  Date   Received: 02/13/08 
Batch No.  : 08B119                              Date  Extracted: 02/18/08 13:45 
Sample   ID: 031SB0100                           Date   Analyzed: 02/20/08 21:12 
Lab Samp ID: B119-01                             Dilution Factor: 1 
Lab File ID: LB20013A                            Matrix         : SOIL 
Ext Btch ID: DSB023S                             % Moisture     : 12.0 
Calib. Ref.: LB20003A                            Instrument ID  : GCT105 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                 (mg/kg)     (mg/kg)           (mg/kg) 
----------                                 -------     -------           ------- 
DIESEL                                       310            11               5.7 
MOTOR OIL                                    340            23               5.7 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
BROMOBENZENE                                   74        50-150 
HEXACOSANE                                    146        50-150 
 
RL      : Reporting Limit            
Parameter       H-C Range 
Diesel          C10-C24 
Motor Oil       C24-C36 



                            METHOD 1311/3010A/6010B 
                            TCLP METALS BY TRACE ICP 
 
 ============================================================================== 
 Client     : TETRA TECH EC, INC.               Date  Collected: 02/14/08 
 Project    : SWMU 127 CANNON AFB               Date   Received: 02/15/08 
 SDG NO.    : 08B175A                           Date  Extracted: 03/24/08 11:00 
 Sample   ID: 127WC01                           Date   Analyzed: 03/26/08 13:43 
 Lab Samp ID: B175-15                           Dilution Factor: 5 
 Lab File ID: I31C005027                        Matrix         : LEACHATE  
 Ext Btch ID: IPC045W                           % Moisture     : NA 
 Calib. Ref.: I31C005018                        Instrument ID  : EMAXTI31 
 ============================================================================== 
 
                                            RESULTS          RL             MDL 
 PARAMETERS                                  (mg/L)      (mg/L)          (mg/L) 
 ----------                                  ------      ------          ------ 
 Arsenic                                       ND        0.0500          0.0250 
 Lead                                          ND        0.0500          0.0150 
 Selenium                                      ND        0.0500          0.0250 
 
 TCLP Extraction Date: 03/20/08 16:00 



                              METHOD 3550B/8015 Mod 
                      PETROLEUM HYDROCARBONS BY EXTRACTION 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/11/08 
Project    : SWMU 31 CANNON AFB                  Date   Received: 02/13/08 
Batch No.  : 08B119                              Date  Extracted: 02/18/08 13:45 
Sample   ID: 031SB0102                           Date   Analyzed: 02/20/08 19:32 
Lab Samp ID: B119-02                             Dilution Factor: 1 
Lab File ID: LB20007A                            Matrix         : SOIL 
Ext Btch ID: DSB023S                             % Moisture     : 12.2 
Calib. Ref.: LB20003A                            Instrument ID  : GCT105 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                 (mg/kg)     (mg/kg)           (mg/kg) 
----------                                 -------     -------           ------- 
DIESEL                                        69            11               5.7 
MOTOR OIL                                     15J           23               5.7 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
BROMOBENZENE                                   78        50-150 
HEXACOSANE                                     90        50-150 
 
RL      : Reporting Limit            
Parameter       H-C Range 
Diesel          C10-C24 
Motor Oil       C24-C36 



                              METHOD 3550B/8015 Mod 
                      PETROLEUM HYDROCARBONS BY EXTRACTION 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/11/08 
Project    : SWMU 31 CANNON AFB                  Date   Received: 02/13/08 
Batch No.  : 08B119                              Date  Extracted: 02/18/08 13:45 
Sample   ID: 031SB0102D                          Date   Analyzed: 02/20/08 19:48 
Lab Samp ID: B119-03                             Dilution Factor: 1 
Lab File ID: LB20008A                            Matrix         : SOIL 
Ext Btch ID: DSB023S                             % Moisture     : 11.7 
Calib. Ref.: LB20003A                            Instrument ID  : GCT105 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                 (mg/kg)     (mg/kg)           (mg/kg) 
----------                                 -------     -------           ------- 
DIESEL                                       100            11               5.7 
MOTOR OIL                                     15J           23               5.7 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
BROMOBENZENE                                   80        50-150 
HEXACOSANE                                     94        50-150 
 
RL      : Reporting Limit            
Parameter       H-C Range 
Diesel          C10-C24 
Motor Oil       C24-C36 



                              METHOD 3550B/8015 Mod 
                      PETROLEUM HYDROCARBONS BY EXTRACTION 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/11/08 
Project    : SWMU 31 CANNON AFB                  Date   Received: 02/13/08 
Batch No.  : 08B119                              Date  Extracted: 02/18/08 13:45 
Sample   ID: 031SB0105                           Date   Analyzed: 02/20/08 20:05 
Lab Samp ID: B119-04                             Dilution Factor: 1 
Lab File ID: LB20009A                            Matrix         : SOIL 
Ext Btch ID: DSB023S                             % Moisture     : 15.6 
Calib. Ref.: LB20003A                            Instrument ID  : GCT105 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                 (mg/kg)     (mg/kg)           (mg/kg) 
----------                                 -------     -------           ------- 
DIESEL                                        ND            12               5.9 
MOTOR OIL                                     ND            24               5.9 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
BROMOBENZENE                                   83        50-150 
HEXACOSANE                                     92        50-150 
 
RL      : Reporting Limit            
Parameter       H-C Range 
Diesel          C10-C24 
Motor Oil       C24-C36 



                              METHOD 3550B/8015 Mod 
                      PETROLEUM HYDROCARBONS BY EXTRACTION 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/11/08 
Project    : SWMU 31 CANNON AFB                  Date   Received: 02/13/08 
Batch No.  : 08B119                              Date  Extracted: 02/18/08 13:45 
Sample   ID: 031SB0200                           Date   Analyzed: 02/20/08 21:28 
Lab Samp ID: B119-05                             Dilution Factor: 1 
Lab File ID: LB20014A                            Matrix         : SOIL 
Ext Btch ID: DSB023S                             % Moisture     : 14.0 
Calib. Ref.: LB20003A                            Instrument ID  : GCT105 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                 (mg/kg)     (mg/kg)           (mg/kg) 
----------                                 -------     -------           ------- 
DIESEL                                       120            12               5.8 
MOTOR OIL                                     72            23               5.8 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
BROMOBENZENE                                   78        50-150 
HEXACOSANE                                     97        50-150 
 
RL      : Reporting Limit            
Parameter       H-C Range 
Diesel          C10-C24 
Motor Oil       C24-C36 



                              METHOD 3550B/8015 Mod 
                      PETROLEUM HYDROCARBONS BY EXTRACTION 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/11/08 
Project    : SWMU 31 CANNON AFB                  Date   Received: 02/13/08 
Batch No.  : 08B119                              Date  Extracted: 02/18/08 13:45 
Sample   ID: 031SB0202                           Date   Analyzed: 02/20/08 20:22 
Lab Samp ID: B119-06                             Dilution Factor: 1 
Lab File ID: LB20010A                            Matrix         : SOIL 
Ext Btch ID: DSB023S                             % Moisture     : 12.0 
Calib. Ref.: LB20003A                            Instrument ID  : GCT105 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                 (mg/kg)     (mg/kg)           (mg/kg) 
----------                                 -------     -------           ------- 
DIESEL                                        ND            11               5.7 
MOTOR OIL                                     ND            23               5.7 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
BROMOBENZENE                                   79        50-150 
HEXACOSANE                                     91        50-150 
 
RL      : Reporting Limit            
Parameter       H-C Range 
Diesel          C10-C24 
Motor Oil       C24-C36 



                              METHOD 3550B/8015 Mod 
                      PETROLEUM HYDROCARBONS BY EXTRACTION 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/11/08 
Project    : SWMU 31 CANNON AFB                  Date   Received: 02/13/08 
Batch No.  : 08B119                              Date  Extracted: 02/18/08 13:45 
Sample   ID: 031SB0300                           Date   Analyzed: 02/21/08 00:31 
Lab Samp ID: B119-07                             Dilution Factor: 1 
Lab File ID: LB20025A                            Matrix         : SOIL 
Ext Btch ID: DSB023S                             % Moisture     : 13.6 
Calib. Ref.: LB20016A                            Instrument ID  : GCT105 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                 (mg/kg)     (mg/kg)           (mg/kg) 
----------                                 -------     -------           ------- 
DIESEL                                       160            12               5.8 
MOTOR OIL                                     64            23               5.8 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
BROMOBENZENE                                   91        50-150 
HEXACOSANE                                    110        50-150 
 
RL      : Reporting Limit            
Parameter       H-C Range 
Diesel          C10-C24 
Motor Oil       C24-C36 



                              METHOD 3550B/8015 Mod 
                      PETROLEUM HYDROCARBONS BY EXTRACTION 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/11/08 
Project    : SWMU 31 CANNON AFB                  Date   Received: 02/13/08 
Batch No.  : 08B119                              Date  Extracted: 02/18/08 13:45 
Sample   ID: 031SB0302                           Date   Analyzed: 02/20/08 20:38 
Lab Samp ID: B119-08                             Dilution Factor: 1 
Lab File ID: LB20011A                            Matrix         : SOIL 
Ext Btch ID: DSB023S                             % Moisture     : 14.4 
Calib. Ref.: LB20003A                            Instrument ID  : GCT105 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                 (mg/kg)     (mg/kg)           (mg/kg) 
----------                                 -------     -------           ------- 
DIESEL                                        ND            12               5.8 
MOTOR OIL                                     ND            23               5.8 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
BROMOBENZENE                                   87        50-150 
HEXACOSANE                                     97        50-150 
 
RL      : Reporting Limit            
Parameter       H-C Range 
Diesel          C10-C24 
Motor Oil       C24-C36 



                              METHOD 3550B/8015 Mod 
                      PETROLEUM HYDROCARBONS BY EXTRACTION 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/11/08 
Project    : SWMU 31 CANNON AFB                  Date   Received: 02/13/08 
Batch No.  : 08B119                              Date  Extracted: 02/18/08 13:45 
Sample   ID: 031SB0402                           Date   Analyzed: 02/20/08 20:55 
Lab Samp ID: B119-09                             Dilution Factor: 1 
Lab File ID: LB20012A                            Matrix         : SOIL 
Ext Btch ID: DSB023S                             % Moisture     : 11.7 
Calib. Ref.: LB20003A                            Instrument ID  : GCT105 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                 (mg/kg)     (mg/kg)           (mg/kg) 
----------                                 -------     -------           ------- 
DIESEL                                        ND            11               5.7 
MOTOR OIL                                     ND            23               5.7 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
BROMOBENZENE                                   97        50-150 
HEXACOSANE                                    106        50-150 
 
RL      : Reporting Limit            
Parameter       H-C Range 
Diesel          C10-C24 
Motor Oil       C24-C36 



                              METHOD 3550B/8015 Mod 
                      PETROLEUM HYDROCARBONS BY EXTRACTION 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/11/08 
Project    : SWMU 31 CANNON AFB                  Date   Received: 02/13/08 
Batch No.  : 08B119                              Date  Extracted: 02/18/08 13:45 
Sample   ID: 031SB0402M                          Date   Analyzed: 02/20/08 22:35 
Lab Samp ID: B119-10                             Dilution Factor: 1 
Lab File ID: LB20018A                            Matrix         : SOIL 
Ext Btch ID: DSB023S                             % Moisture     : 11.3 
Calib. Ref.: LB20016A                            Instrument ID  : GCT105 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                 (mg/kg)     (mg/kg)           (mg/kg) 
----------                                 -------     -------           ------- 
DIESEL                                        ND            11               5.6 
MOTOR OIL                                     ND            23               5.6 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
BROMOBENZENE                                   79        50-150 
HEXACOSANE                                     91        50-150 
 
RL      : Reporting Limit            
Parameter       H-C Range 
Diesel          C10-C24 
Motor Oil       C24-C36 



                              METHOD 3550B/8015 Mod 
                      PETROLEUM HYDROCARBONS BY EXTRACTION 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/11/08 
Project    : SWMU 31 CANNON AFB                  Date   Received: 02/13/08 
Batch No.  : 08B119                              Date  Extracted: 02/18/08 13:45 
Sample   ID: 031SB0500                           Date   Analyzed: 02/21/08 00:48 
Lab Samp ID: B119-11                             Dilution Factor: 1 
Lab File ID: LB20026A                            Matrix         : SOIL 
Ext Btch ID: DSB023S                             % Moisture     : 14.4 
Calib. Ref.: LB20016A                            Instrument ID  : GCT105 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                 (mg/kg)     (mg/kg)           (mg/kg) 
----------                                 -------     -------           ------- 
DIESEL                                        31            12               5.8 
MOTOR OIL                                    170            23               5.8 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
BROMOBENZENE                                   80        50-150 
HEXACOSANE                                    116        50-150 
 
RL      : Reporting Limit            
Parameter       H-C Range 
Diesel          C10-C24 
Motor Oil       C24-C36 



                              METHOD 3550B/8015 Mod 
                      PETROLEUM HYDROCARBONS BY EXTRACTION 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/11/08 
Project    : SWMU 31 CANNON AFB                  Date   Received: 02/13/08 
Batch No.  : 08B119                              Date  Extracted: 02/18/08 13:45 
Sample   ID: 031SB0603                           Date   Analyzed: 02/20/08 23:25 
Lab Samp ID: B119-15                             Dilution Factor: 1 
Lab File ID: LB20021A                            Matrix         : SOIL 
Ext Btch ID: DSB023S                             % Moisture     : 13.4 
Calib. Ref.: LB20016A                            Instrument ID  : GCT105 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                 (mg/kg)     (mg/kg)           (mg/kg) 
----------                                 -------     -------           ------- 
DIESEL                                        10J           12               5.8 
MOTOR OIL                                     ND            23               5.8 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
BROMOBENZENE                                   84        50-150 
HEXACOSANE                                     97        50-150 
 
RL      : Reporting Limit            
Parameter       H-C Range 
Diesel          C10-C24 
Motor Oil       C24-C36 



                              METHOD 3550B/8015 Mod 
                      PETROLEUM HYDROCARBONS BY EXTRACTION 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/12/08 
Project    : SWMU 31 CANNON AFB                  Date   Received: 02/13/08 
Batch No.  : 08B119                              Date  Extracted: 02/18/08 13:45 
Sample   ID: 031SB0900                           Date   Analyzed: 02/21/08 00:15 
Lab Samp ID: B119-17                             Dilution Factor: 1 
Lab File ID: LB20024A                            Matrix         : SOIL 
Ext Btch ID: DSB023S                             % Moisture     : 14.4 
Calib. Ref.: LB20016A                            Instrument ID  : GCT105 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                 (mg/kg)     (mg/kg)           (mg/kg) 
----------                                 -------     -------           ------- 
DIESEL                                        ND            12               5.8 
MOTOR OIL                                     21J           23               5.8 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
BROMOBENZENE                                   79        50-150 
HEXACOSANE                                     95        50-150 
 
RL      : Reporting Limit            
Parameter       H-C Range 
Diesel          C10-C24 
Motor Oil       C24-C36 



                              METHOD 3550B/8015 Mod 
                      PETROLEUM HYDROCARBONS BY EXTRACTION 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/12/08 
Project    : SWMU 31 CANNON AFB                  Date   Received: 02/13/08 
Batch No.  : 08B119                              Date  Extracted: 02/18/08 13:45 
Sample   ID: 031SB1000                           Date   Analyzed: 02/21/08 03:01 
Lab Samp ID: B119-18                             Dilution Factor: 1 
Lab File ID: LB20034A                            Matrix         : SOIL 
Ext Btch ID: DSB023S                             % Moisture     : 15.1 
Calib. Ref.: LB20029A                            Instrument ID  : GCT105 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                 (mg/kg)     (mg/kg)           (mg/kg) 
----------                                 -------     -------           ------- 
DIESEL                                       7.5J           12               5.9 
MOTOR OIL                                     14J           24               5.9 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
BROMOBENZENE                                   84        50-150 
HEXACOSANE                                     96        50-150 
 
RL      : Reporting Limit            
Parameter       H-C Range 
Diesel          C10-C24 
Motor Oil       C24-C36 



                              METHOD 3550B/8015 Mod 
                      PETROLEUM HYDROCARBONS BY EXTRACTION 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/12/08 
Project    : SWMU 31 CANNON AFB                  Date   Received: 02/13/08 
Batch No.  : 08B119                              Date  Extracted: 02/18/08 13:45 
Sample   ID: 031SB1100                           Date   Analyzed: 02/21/08 02:11 
Lab Samp ID: B119-19                             Dilution Factor: 1 
Lab File ID: LB20031A                            Matrix         : SOIL 
Ext Btch ID: DSB023S                             % Moisture     : 12.6 
Calib. Ref.: LB20029A                            Instrument ID  : GCT105 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                 (mg/kg)     (mg/kg)           (mg/kg) 
----------                                 -------     -------           ------- 
DIESEL                                       170            11               5.7 
MOTOR OIL                                     ND            23               5.7 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
BROMOBENZENE                                   80        50-150 
HEXACOSANE                                    100        50-150 
 
RL      : Reporting Limit            
Parameter       H-C Range 
Diesel          C10-C24 
Motor Oil       C24-C36 



                              METHOD 3550B/8015 Mod 
                      PETROLEUM HYDROCARBONS BY EXTRACTION 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/12/08 
Project    : SWMU 31 CANNON AFB                  Date   Received: 02/13/08 
Batch No.  : 08B119                              Date  Extracted: 02/18/08 13:45 
Sample   ID: 031SB1100D                          Date   Analyzed: 02/21/08 02:27 
Lab Samp ID: B119-20                             Dilution Factor: 1 
Lab File ID: LB20032A                            Matrix         : SOIL 
Ext Btch ID: DSB023S                             % Moisture     : 12.4 
Calib. Ref.: LB20029A                            Instrument ID  : GCT105 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                 (mg/kg)     (mg/kg)           (mg/kg) 
----------                                 -------     -------           ------- 
DIESEL                                        38            11               5.7 
MOTOR OIL                                     ND            23               5.7 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
BROMOBENZENE                                   82        50-150 
HEXACOSANE                                     98        50-150 
 
RL      : Reporting Limit            
Parameter       H-C Range 
Diesel          C10-C24 
Motor Oil       C24-C36 



                              METHOD 3550B/8015 Mod 
                      PETROLEUM HYDROCARBONS BY EXTRACTION 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/12/08 
Project    : SWMU 31 CANNON AFB                  Date   Received: 02/13/08 
Batch No.  : 08B119                              Date  Extracted: 02/18/08 15:30 
Sample   ID: 031SB1200                           Date   Analyzed: 02/19/08 20:38 
Lab Samp ID: B119-21                             Dilution Factor: 1 
Lab File ID: LB19038A                            Matrix         : SOIL 
Ext Btch ID: DSB024S                             % Moisture     : 12.2 
Calib. Ref.: LB19028A                            Instrument ID  : GCT105 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                 (mg/kg)     (mg/kg)           (mg/kg) 
----------                                 -------     -------           ------- 
DIESEL                                        ND            11               5.7 
MOTOR OIL                                     13J           23               5.7 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
BROMOBENZENE                                   78        50-150 
HEXACOSANE                                     98        50-150 
 
RL      : Reporting Limit            
Parameter       H-C Range 
Diesel          C10-C24 
Motor Oil       C24-C36 



                              METHOD 3550B/8015 Mod 
                      PETROLEUM HYDROCARBONS BY EXTRACTION 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/12/08 
Project    : SWMU 31 CANNON AFB                  Date   Received: 02/13/08 
Batch No.  : 08B119                              Date  Extracted: 02/18/08 15:30 
Sample   ID: 031SB1300                           Date   Analyzed: 02/19/08 20:55 
Lab Samp ID: B119-22                             Dilution Factor: 1 
Lab File ID: LB19039A                            Matrix         : SOIL 
Ext Btch ID: DSB024S                             % Moisture     : 13.4 
Calib. Ref.: LB19028A                            Instrument ID  : GCT105 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                 (mg/kg)     (mg/kg)           (mg/kg) 
----------                                 -------     -------           ------- 
DIESEL                                        ND            12               5.8 
MOTOR OIL                                     31            23               5.8 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
BROMOBENZENE                                   71        50-150 
HEXACOSANE                                    101        50-150 
 
RL      : Reporting Limit            
Parameter       H-C Range 
Diesel          C10-C24 
Motor Oil       C24-C36 



                              METHOD 3550B/8015 Mod 
                      PETROLEUM HYDROCARBONS BY EXTRACTION 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/12/08 
Project    : SWMU 31 CANNON AFB                  Date   Received: 02/13/08 
Batch No.  : 08B119                              Date  Extracted: 02/18/08 15:30 
Sample   ID: 031SB1400                           Date   Analyzed: 02/19/08 22:01 
Lab Samp ID: B119-23                             Dilution Factor: 1 
Lab File ID: LB19043A                            Matrix         : SOIL 
Ext Btch ID: DSB024S                             % Moisture     : 13.5 
Calib. Ref.: LB19041A                            Instrument ID  : GCT105 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                 (mg/kg)     (mg/kg)           (mg/kg) 
----------                                 -------     -------           ------- 
DIESEL                                      1200            12               5.8 
MOTOR OIL                                    140            23               5.8 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
BROMOBENZENE                                   80        50-150 
HEXACOSANE                                    117        50-150 
 
RL      : Reporting Limit            
Parameter       H-C Range 
Diesel          C10-C24 
Motor Oil       C24-C36 



                              METHOD 3550B/8015 Mod 
                      PETROLEUM HYDROCARBONS BY EXTRACTION 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/12/08 
Project    : SWMU 31 CANNON AFB                  Date   Received: 02/13/08 
Batch No.  : 08B119                              Date  Extracted: 02/18/08 15:30 
Sample   ID: 031SB1402                           Date   Analyzed: 02/19/08 22:18 
Lab Samp ID: B119-24                             Dilution Factor: 1 
Lab File ID: LB19044A                            Matrix         : SOIL 
Ext Btch ID: DSB024S                             % Moisture     : 11.2 
Calib. Ref.: LB19041A                            Instrument ID  : GCT105 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                 (mg/kg)     (mg/kg)           (mg/kg) 
----------                                 -------     -------           ------- 
DIESEL                                        ND            11               5.6 
MOTOR OIL                                     ND            23               5.6 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
BROMOBENZENE                                   82        50-150 
HEXACOSANE                                     97        50-150 
 
RL      : Reporting Limit            
Parameter       H-C Range 
Diesel          C10-C24 
Motor Oil       C24-C36 



                              METHOD 3550B/8015 Mod 
                      PETROLEUM HYDROCARBONS BY EXTRACTION 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/12/08 
Project    : SWMU 31 CANNON AFB                  Date   Received: 02/13/08 
Batch No.  : 08B119                              Date  Extracted: 02/18/08 15:30 
Sample   ID: 031SB1500                           Date   Analyzed: 02/19/08 22:34 
Lab Samp ID: B119-25                             Dilution Factor: 1 
Lab File ID: LB19045A                            Matrix         : SOIL 
Ext Btch ID: DSB024S                             % Moisture     : 20.6 
Calib. Ref.: LB19041A                            Instrument ID  : GCT105 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                 (mg/kg)     (mg/kg)           (mg/kg) 
----------                                 -------     -------           ------- 
DIESEL                                        ND            13               6.3 
MOTOR OIL                                     ND            25               6.3 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
BROMOBENZENE                                   83        50-150 
HEXACOSANE                                    100        50-150 
 
RL      : Reporting Limit            
Parameter       H-C Range 
Diesel          C10-C24 
Motor Oil       C24-C36 



                              METHOD 3550B/8015 Mod 
                      PETROLEUM HYDROCARBONS BY EXTRACTION 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/12/08 
Project    : SWMU 31 CANNON AFB                  Date   Received: 02/13/08 
Batch No.  : 08B119                              Date  Extracted: 02/18/08 15:30 
Sample   ID: 031SB1600                           Date   Analyzed: 02/19/08 22:51 
Lab Samp ID: B119-26                             Dilution Factor: 1 
Lab File ID: LB19046A                            Matrix         : SOIL 
Ext Btch ID: DSB024S                             % Moisture     : 14.2 
Calib. Ref.: LB19041A                            Instrument ID  : GCT105 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                 (mg/kg)     (mg/kg)           (mg/kg) 
----------                                 -------     -------           ------- 
DIESEL                                       190            12               5.8 
MOTOR OIL                                    170            23               5.8 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
BROMOBENZENE                                   79        50-150 
HEXACOSANE                                    121        50-150 
 
RL      : Reporting Limit            
Parameter       H-C Range 
Diesel          C10-C24 
Motor Oil       C24-C36 



                              METHOD 3550B/8015 Mod 
                      PETROLEUM HYDROCARBONS BY EXTRACTION 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/11/08 
Project    : SWMU 31 CANNON AFB                  Date   Received: 02/13/08 
Batch No.  : 08B119                              Date  Extracted: 02/18/08 13:45 
Sample   ID: 031SB0600                           Date   Analyzed: 02/21/08 01:04 
Lab Samp ID: B119-12T                            Dilution Factor: 10 
Lab File ID: LB20027A                            Matrix         : SOIL 
Ext Btch ID: DSB023S                             % Moisture     : 16.7 
Calib. Ref.: LB20016A                            Instrument ID  : GCT105 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                 (mg/kg)     (mg/kg)           (mg/kg) 
----------                                 -------     -------           ------- 
DIESEL                                      1700           120                60 
MOTOR OIL                                    410           240                60 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
BROMOBENZENE                                   DO         50-150 
HEXACOSANE                                     DO         50-150 
 
RL      : Reporting Limit            
Parameter       H-C Range 
Diesel          C10-C24 
Motor Oil       C24-C36 
 
DO: DILUTED OUT 



                              METHOD 3550B/8015 Mod 
                      PETROLEUM HYDROCARBONS BY EXTRACTION 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/11/08 
Project    : SWMU 31 CANNON AFB                  Date   Received: 02/13/08 
Batch No.  : 08B119                              Date  Extracted: 02/18/08 13:45 
Sample   ID: 031SB0600D                          Date   Analyzed: 02/21/08 02:44 
Lab Samp ID: B119-13T                            Dilution Factor: 10 
Lab File ID: LB20033A                            Matrix         : SOIL 
Ext Btch ID: DSB023S                             % Moisture     : 13.9 
Calib. Ref.: LB20029A                            Instrument ID  : GCT105 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                 (mg/kg)     (mg/kg)           (mg/kg) 
----------                                 -------     -------           ------- 
DIESEL                                      2000           120                58 
MOTOR OIL                                    240           230                58 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
BROMOBENZENE                                   DO         50-150 
HEXACOSANE                                     DO         50-150 
 
RL      : Reporting Limit            
Parameter       H-C Range 
Diesel          C10-C24 
Motor Oil       C24-C36 
 
DO: DILUTED OUT 



                              METHOD 3550B/8015 Mod 
                      PETROLEUM HYDROCARBONS BY EXTRACTION 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/11/08 
Project    : SWMU 31 CANNON AFB                  Date   Received: 02/13/08 
Batch No.  : 08B119                              Date  Extracted: 02/18/08 13:45 
Sample   ID: 031SB0700                           Date   Analyzed: 02/20/08 23:41 
Lab Samp ID: B119-14T                            Dilution Factor: 100 
Lab File ID: LB20022A                            Matrix         : SOIL 
Ext Btch ID: DSB023S                             % Moisture     : 9.5 
Calib. Ref.: LB20016A                            Instrument ID  : GCT105 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                 (mg/kg)     (mg/kg)           (mg/kg) 
----------                                 -------     -------           ------- 
DIESEL                                        ND          1100               550 
MOTOR OIL                                   1200J         2200               550 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
BROMOBENZENE                                   DO         50-150 
HEXACOSANE                                     DO         50-150 
 
RL      : Reporting Limit            
Parameter       H-C Range 
Diesel          C10-C24 
Motor Oil       C24-C36 
 
DO: DILUTED OUT 



                              METHOD 3550B/8015 Mod 
                      PETROLEUM HYDROCARBONS BY EXTRACTION 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/12/08 
Project    : SWMU 31 CANNON AFB                  Date   Received: 02/13/08 
Batch No.  : 08B119                              Date  Extracted: 02/18/08 13:45 
Sample   ID: 031SB0800                           Date   Analyzed: 02/20/08 23:58 
Lab Samp ID: B119-16T                            Dilution Factor: 10 
Lab File ID: LB20023A                            Matrix         : SOIL 
Ext Btch ID: DSB023S                             % Moisture     : 11.7 
Calib. Ref.: LB20016A                            Instrument ID  : GCT105 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                 (mg/kg)     (mg/kg)           (mg/kg) 
----------                                 -------     -------           ------- 
DIESEL                                        ND           110                57 
MOTOR OIL                                    130J          230                57 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
BROMOBENZENE                                   DO         50-150 
HEXACOSANE                                     DO         50-150 
 
RL      : Reporting Limit            
Parameter       H-C Range 
Diesel          C10-C24 
Motor Oil       C24-C36 
 
DO: DILUTED OUT 



                              METHOD 3550B/8015 Mod 
                      PETROLEUM HYDROCARBONS BY EXTRACTION 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: NA 
Project    : SWMU 31 CANNON AFB                  Date   Received: 02/18/08 
Batch No.  : 08B119                              Date  Extracted: 02/18/08 13:45 
Sample   ID: MBLK2S                              Date   Analyzed: 02/20/08 18:58 
Lab Samp ID: DSB023SB                            Dilution Factor: 1 
Lab File ID: LB20005A                            Matrix         : SOIL 
Ext Btch ID: DSB023S                             % Moisture     : NA 
Calib. Ref.: LB20003A                            Instrument ID  : GCT105 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                 (mg/kg)     (mg/kg)           (mg/kg) 
----------                                 -------     -------           ------- 
DIESEL                                        ND            10               5.0 
MOTOR OIL                                     ND            20               5.0 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
BROMOBENZENE                                   91        60-150 
HEXACOSANE                                    101        60-140 
 
RL      : Reporting Limit            
Parameter       H-C Range 
Diesel          C10-C24 
Motor Oil       C24-C36 



                              METHOD 3550B/8015 Mod 
                      PETROLEUM HYDROCARBONS BY EXTRACTION 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: NA 
Project    : SWMU 31 CANNON AFB                  Date   Received: 02/18/08 
Batch No.  : 08B119                              Date  Extracted: 02/18/08 15:30 
Sample   ID: MBLK1S                              Date   Analyzed: 02/19/08 20:22 
Lab Samp ID: DSB024SB                            Dilution Factor: 1 
Lab File ID: LB19037A                            Matrix         : SOIL 
Ext Btch ID: DSB024S                             % Moisture     : NA 
Calib. Ref.: LB19028A                            Instrument ID  : GCT105 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                 (mg/kg)     (mg/kg)           (mg/kg) 
----------                                 -------     -------           ------- 
DIESEL                                        ND            10               5.0 
MOTOR OIL                                     ND            20               5.0 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
BROMOBENZENE                                   89        60-150 
HEXACOSANE                                     98        60-140 
 
RL      : Reporting Limit            
Parameter       H-C Range 
Diesel          C10-C24 
Motor Oil       C24-C36 
 



                               METHOD 5030B/M8015 
                 TOTAL PETROLEUM HYDROCARBONS BY PURGE AND TRAP 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/11/08 
Project    : SWMU 31 CANNON AFB                  Date   Received: 02/13/08 
Batch No.  : 08B119                              Date  Extracted: 02/16/08 21:22 
Sample   ID: 031SB0100                           Date   Analyzed: 02/16/08 21:22 
Lab Samp ID: B119-01                             Dilution Factor: 1 
Lab File ID: EB15043A                            Matrix         : SOIL 
Ext Btch ID: VMB011S                             % Moisture     : 12.0 
Calib. Ref.: EB15038A                            Instrument ID  : GCT039 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                 (mg/kg)     (mg/kg)           (mg/kg) 
----------                                 -------     -------           ------- 
GASOLINE                                      ND           1.1              0.57 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
BROMOFLUOROBENZENE                             76        70-140 
 
 
Parameter       H-C Range 
Gasoline        C6-C10 
Methanol Extraction: 02/15/08 17:00 



                               METHOD 5030B/M8015 
                 TOTAL PETROLEUM HYDROCARBONS BY PURGE AND TRAP 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/11/08 
Project    : SWMU 31 CANNON AFB                  Date   Received: 02/13/08 
Batch No.  : 08B119                              Date  Extracted: 02/16/08 22:01 
Sample   ID: 031SB0102                           Date   Analyzed: 02/16/08 22:01 
Lab Samp ID: B119-02                             Dilution Factor: 1 
Lab File ID: EB15044A                            Matrix         : SOIL 
Ext Btch ID: VMB011S                             % Moisture     : 12.2 
Calib. Ref.: EB15038A                            Instrument ID  : GCT039 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                 (mg/kg)     (mg/kg)           (mg/kg) 
----------                                 -------     -------           ------- 
GASOLINE                                      ND           1.1              0.57 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
BROMOFLUOROBENZENE                             84        70-140 
 
 
Parameter       H-C Range 
Gasoline        C6-C10 
Methanol Extraction: 02/15/08 17:00 



                               METHOD 5030B/M8015 
                 TOTAL PETROLEUM HYDROCARBONS BY PURGE AND TRAP 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/11/08 
Project    : SWMU 31 CANNON AFB                  Date   Received: 02/13/08 
Batch No.  : 08B119                              Date  Extracted: 02/16/08 22:39 
Sample   ID: 031SB0102D                          Date   Analyzed: 02/16/08 22:39 
Lab Samp ID: B119-03                             Dilution Factor: 1 
Lab File ID: EB15045A                            Matrix         : SOIL 
Ext Btch ID: VMB011S                             % Moisture     : 11.7 
Calib. Ref.: EB15038A                            Instrument ID  : GCT039 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                 (mg/kg)     (mg/kg)           (mg/kg) 
----------                                 -------     -------           ------- 
GASOLINE                                      ND           1.1              0.57 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
BROMOFLUOROBENZENE                             81        70-140 
 
 
Parameter       H-C Range 
Gasoline        C6-C10 
Methanol Extraction: 02/15/08 17:00 



                               METHOD 5030B/M8015 
                 TOTAL PETROLEUM HYDROCARBONS BY PURGE AND TRAP 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/11/08 
Project    : SWMU 31 CANNON AFB                  Date   Received: 02/13/08 
Batch No.  : 08B119                              Date  Extracted: 02/16/08 23:18 
Sample   ID: 031SB0105                           Date   Analyzed: 02/16/08 23:18 
Lab Samp ID: B119-04                             Dilution Factor: 1 
Lab File ID: EB15046A                            Matrix         : SOIL 
Ext Btch ID: VMB011S                             % Moisture     : 15.6 
Calib. Ref.: EB15038A                            Instrument ID  : GCT039 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                 (mg/kg)     (mg/kg)           (mg/kg) 
----------                                 -------     -------           ------- 
GASOLINE                                      ND           1.2              0.59 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
BROMOFLUOROBENZENE                             82        70-140 
 
 
Parameter       H-C Range 
Gasoline        C6-C10 
Methanol Extraction: 02/15/08 17:00 



                               METHOD 5030B/M8015 
                 TOTAL PETROLEUM HYDROCARBONS BY PURGE AND TRAP 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/11/08 
Project    : SWMU 31 CANNON AFB                  Date   Received: 02/13/08 
Batch No.  : 08B119                              Date  Extracted: 02/16/08 23:56 
Sample   ID: 031SB0200                           Date   Analyzed: 02/16/08 23:56 
Lab Samp ID: B119-05                             Dilution Factor: 1 
Lab File ID: EB15047A                            Matrix         : SOIL 
Ext Btch ID: VMB011S                             % Moisture     : 14.0 
Calib. Ref.: EB15038A                            Instrument ID  : GCT039 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                 (mg/kg)     (mg/kg)           (mg/kg) 
----------                                 -------     -------           ------- 
GASOLINE                                      ND           1.2              0.58 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
BROMOFLUOROBENZENE                             83        70-140 
 
 
Parameter       H-C Range 
Gasoline        C6-C10 
Methanol Extraction: 02/15/08 17:00 



                               METHOD 5030B/M8015 
                 TOTAL PETROLEUM HYDROCARBONS BY PURGE AND TRAP 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/11/08 
Project    : SWMU 31 CANNON AFB                  Date   Received: 02/13/08 
Batch No.  : 08B119                              Date  Extracted: 02/17/08 00:35 
Sample   ID: 031SB0202                           Date   Analyzed: 02/17/08 00:35 
Lab Samp ID: B119-06                             Dilution Factor: 1 
Lab File ID: EB15048A                            Matrix         : SOIL 
Ext Btch ID: VMB011S                             % Moisture     : 12.0 
Calib. Ref.: EB15038A                            Instrument ID  : GCT039 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                 (mg/kg)     (mg/kg)           (mg/kg) 
----------                                 -------     -------           ------- 
GASOLINE                                      ND           1.1              0.57 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
BROMOFLUOROBENZENE                             82        70-140 
 
 
Parameter       H-C Range 
Gasoline        C6-C10 
Methanol Extraction: 02/15/08 17:00 



                               METHOD 5030B/M8015 
                 TOTAL PETROLEUM HYDROCARBONS BY PURGE AND TRAP 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/11/08 
Project    : SWMU 31 CANNON AFB                  Date   Received: 02/13/08 
Batch No.  : 08B119                              Date  Extracted: 02/17/08 01:14 
Sample   ID: 031SB0300                           Date   Analyzed: 02/17/08 01:14 
Lab Samp ID: B119-07                             Dilution Factor: 1 
Lab File ID: EB15049A                            Matrix         : SOIL 
Ext Btch ID: VMB011S                             % Moisture     : 13.6 
Calib. Ref.: EB15038A                            Instrument ID  : GCT039 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                 (mg/kg)     (mg/kg)           (mg/kg) 
----------                                 -------     -------           ------- 
GASOLINE                                      ND           1.2              0.58 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
BROMOFLUOROBENZENE                             77        70-140 
 
 
Parameter       H-C Range 
Gasoline        C6-C10 
Methanol Extraction: 02/15/08 17:00 



                               METHOD 5030B/M8015 
                 TOTAL PETROLEUM HYDROCARBONS BY PURGE AND TRAP 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/11/08 
Project    : SWMU 31 CANNON AFB                  Date   Received: 02/13/08 
Batch No.  : 08B119                              Date  Extracted: 02/17/08 01:52 
Sample   ID: 031SB0302                           Date   Analyzed: 02/17/08 01:52 
Lab Samp ID: B119-08                             Dilution Factor: 1 
Lab File ID: EB15050A                            Matrix         : SOIL 
Ext Btch ID: VMB011S                             % Moisture     : 14.4 
Calib. Ref.: EB15038A                            Instrument ID  : GCT039 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                 (mg/kg)     (mg/kg)           (mg/kg) 
----------                                 -------     -------           ------- 
GASOLINE                                      ND           1.2              0.58 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
BROMOFLUOROBENZENE                             84        70-140 
 
 
Parameter       H-C Range 
Gasoline        C6-C10 
Methanol Extraction: 02/15/08 17:00 



                               METHOD 5030B/M8015 
                 TOTAL PETROLEUM HYDROCARBONS BY PURGE AND TRAP 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/11/08 
Project    : SWMU 31 CANNON AFB                  Date   Received: 02/13/08 
Batch No.  : 08B119                              Date  Extracted: 02/17/08 02:31 
Sample   ID: 031SB0402                           Date   Analyzed: 02/17/08 02:31 
Lab Samp ID: B119-09                             Dilution Factor: 1 
Lab File ID: EB15051A                            Matrix         : SOIL 
Ext Btch ID: VMB011S                             % Moisture     : 11.7 
Calib. Ref.: EB15038A                            Instrument ID  : GCT039 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                 (mg/kg)     (mg/kg)           (mg/kg) 
----------                                 -------     -------           ------- 
GASOLINE                                      ND           1.1              0.57 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
BROMOFLUOROBENZENE                             82        70-140 
 
 
Parameter       H-C Range 
Gasoline        C6-C10 
Methanol Extraction: 02/15/08 17:00 



                               METHOD 5030B/M8015 
                 TOTAL PETROLEUM HYDROCARBONS BY PURGE AND TRAP 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/11/08 
Project    : SWMU 31 CANNON AFB                  Date   Received: 02/13/08 
Batch No.  : 08B119                              Date  Extracted: 02/19/08 20:09 
Sample   ID: 031SB0402M                          Date   Analyzed: 02/19/08 20:09 
Lab Samp ID: B119-10                             Dilution Factor: 1 
Lab File ID: EB19016A                            Matrix         : SOIL 
Ext Btch ID: VMB011S                             % Moisture     : 11.3 
Calib. Ref.: EB19013A                            Instrument ID  : GCT039 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                 (mg/kg)     (mg/kg)           (mg/kg) 
----------                                 -------     -------           ------- 
GASOLINE                                      ND           1.1              0.56 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
BROMOFLUOROBENZENE                             82        70-140 
 
 
Parameter       H-C Range 
Gasoline        C6-C10 
Methanol Extraction: 02/15/08 17:00 



                               METHOD 5030B/M8015 
                 TOTAL PETROLEUM HYDROCARBONS BY PURGE AND TRAP 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/11/08 
Project    : SWMU 31 CANNON AFB                  Date   Received: 02/13/08 
Batch No.  : 08B119                              Date  Extracted: 02/19/08 22:04 
Sample   ID: 031SB0500                           Date   Analyzed: 02/19/08 22:04 
Lab Samp ID: B119-11                             Dilution Factor: 1 
Lab File ID: EB19019A                            Matrix         : SOIL 
Ext Btch ID: VMB011S                             % Moisture     : 14.4 
Calib. Ref.: EB19013A                            Instrument ID  : GCT039 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                 (mg/kg)     (mg/kg)           (mg/kg) 
----------                                 -------     -------           ------- 
GASOLINE                                      ND           1.2              0.58 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
BROMOFLUOROBENZENE                             71        70-140 
 
 
Parameter       H-C Range 
Gasoline        C6-C10 
Methanol Extraction: 02/15/08 17:00 



                               METHOD 5030B/M8015 
                 TOTAL PETROLEUM HYDROCARBONS BY PURGE AND TRAP 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/11/08 
Project    : SWMU 31 CANNON AFB                  Date   Received: 02/13/08 
Batch No.  : 08B119                              Date  Extracted: 02/19/08 22:42 
Sample   ID: 031SB0700                           Date   Analyzed: 02/19/08 22:42 
Lab Samp ID: B119-14                             Dilution Factor: 1 
Lab File ID: EB19020A                            Matrix         : SOIL 
Ext Btch ID: VMB011S                             % Moisture     : 9.5 
Calib. Ref.: EB19013A                            Instrument ID  : GCT039 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                 (mg/kg)     (mg/kg)           (mg/kg) 
----------                                 -------     -------           ------- 
GASOLINE                                    0.71J          1.1              0.55 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
BROMOFLUOROBENZENE                             80        70-140 
 
 
Parameter       H-C Range 
Gasoline        C6-C10 
Methanol Extraction: 02/15/08 17:00 



                               METHOD 5030B/M8015 
                 TOTAL PETROLEUM HYDROCARBONS BY PURGE AND TRAP 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/11/08 
Project    : SWMU 31 CANNON AFB                  Date   Received: 02/13/08 
Batch No.  : 08B119                              Date  Extracted: 02/19/08 15:38 
Sample   ID: 031SB0603                           Date   Analyzed: 02/19/08 15:38 
Lab Samp ID: B119-15                             Dilution Factor: 1 
Lab File ID: EB19009A                            Matrix         : SOIL 
Ext Btch ID: VMB011S                             % Moisture     : 13.4 
Calib. Ref.: EB19002A                            Instrument ID  : GCT039 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                 (mg/kg)     (mg/kg)           (mg/kg) 
----------                                 -------     -------           ------- 
GASOLINE                                      ND           1.2              0.58 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
BROMOFLUOROBENZENE                             79        70-140 
 
 
Parameter       H-C Range 
Gasoline        C6-C10 
Methanol Extraction: 02/15/08 17:00 



                               METHOD 5030B/M8015 
                 TOTAL PETROLEUM HYDROCARBONS BY PURGE AND TRAP 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/12/08 
Project    : SWMU 31 CANNON AFB                  Date   Received: 02/13/08 
Batch No.  : 08B119                              Date  Extracted: 02/19/08 16:16 
Sample   ID: 031SB0800                           Date   Analyzed: 02/19/08 16:16 
Lab Samp ID: B119-16                             Dilution Factor: 1 
Lab File ID: EB19010A                            Matrix         : SOIL 
Ext Btch ID: VMB011S                             % Moisture     : 11.7 
Calib. Ref.: EB19002A                            Instrument ID  : GCT039 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                 (mg/kg)     (mg/kg)           (mg/kg) 
----------                                 -------     -------           ------- 
GASOLINE                                      ND           1.1              0.57 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
BROMOFLUOROBENZENE                             77        70-140 
 
 
Parameter       H-C Range 
Gasoline        C6-C10 
Methanol Extraction: 02/15/08 17:00 



                               METHOD 5030B/M8015 
                 TOTAL PETROLEUM HYDROCARBONS BY PURGE AND TRAP 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/12/08 
Project    : SWMU 31 CANNON AFB                  Date   Received: 02/13/08 
Batch No.  : 08B119                              Date  Extracted: 02/19/08 16:55 
Sample   ID: 031SB0900                           Date   Analyzed: 02/19/08 16:55 
Lab Samp ID: B119-17                             Dilution Factor: 1 
Lab File ID: EB19011A                            Matrix         : SOIL 
Ext Btch ID: VMB011S                             % Moisture     : 14.4 
Calib. Ref.: EB19002A                            Instrument ID  : GCT039 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                 (mg/kg)     (mg/kg)           (mg/kg) 
----------                                 -------     -------           ------- 
GASOLINE                                      ND           1.2              0.58 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
BROMOFLUOROBENZENE                             80        70-140 
 
 
Parameter       H-C Range 
Gasoline        C6-C10 
Methanol Extraction: 02/15/08 17:00 



                               METHOD 5030B/M8015 
                 TOTAL PETROLEUM HYDROCARBONS BY PURGE AND TRAP 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/12/08 
Project    : SWMU 31 CANNON AFB                  Date   Received: 02/13/08 
Batch No.  : 08B119                              Date  Extracted: 02/19/08 17:34 
Sample   ID: 031SB1000                           Date   Analyzed: 02/19/08 17:34 
Lab Samp ID: B119-18                             Dilution Factor: 1 
Lab File ID: EB19012A                            Matrix         : SOIL 
Ext Btch ID: VMB011S                             % Moisture     : 15.1 
Calib. Ref.: EB19002A                            Instrument ID  : GCT039 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                 (mg/kg)     (mg/kg)           (mg/kg) 
----------                                 -------     -------           ------- 
GASOLINE                                      ND           1.2              0.59 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
BROMOFLUOROBENZENE                             72        70-140 
 
 
Parameter       H-C Range 
Gasoline        C6-C10 
Methanol Extraction: 02/15/08 17:00 



                               METHOD 5030B/M8015 
                 TOTAL PETROLEUM HYDROCARBONS BY PURGE AND TRAP 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/12/08 
Project    : SWMU 31 CANNON AFB                  Date   Received: 02/13/08 
Batch No.  : 08B119                              Date  Extracted: 02/20/08 02:34 
Sample   ID: 031SB1100                           Date   Analyzed: 02/20/08 02:34 
Lab Samp ID: B119-19                             Dilution Factor: 1 
Lab File ID: EB19026A                            Matrix         : SOIL 
Ext Btch ID: VMB012S                             % Moisture     : 12.6 
Calib. Ref.: EB19024A                            Instrument ID  : GCT039 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                 (mg/kg)     (mg/kg)           (mg/kg) 
----------                                 -------     -------           ------- 
GASOLINE                                     9.0           1.1              0.57 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
BROMOFLUOROBENZENE                             79        70-140 
 
 
Parameter       H-C Range 
Gasoline        C6-C10 
Methanol Extraction: 02/18/08 11:00 



                               METHOD 5030B/M8015 
                 TOTAL PETROLEUM HYDROCARBONS BY PURGE AND TRAP 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/12/08 
Project    : SWMU 31 CANNON AFB                  Date   Received: 02/13/08 
Batch No.  : 08B119                              Date  Extracted: 02/20/08 03:13 
Sample   ID: 031SB1100D                          Date   Analyzed: 02/20/08 03:13 
Lab Samp ID: B119-20                             Dilution Factor: 1 
Lab File ID: EB19027A                            Matrix         : SOIL 
Ext Btch ID: VMB012S                             % Moisture     : 12.4 
Calib. Ref.: EB19024A                            Instrument ID  : GCT039 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                 (mg/kg)     (mg/kg)           (mg/kg) 
----------                                 -------     -------           ------- 
GASOLINE                                     2.5           1.1              0.57 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
BROMOFLUOROBENZENE                             79        70-140 
 
 
Parameter       H-C Range 
Gasoline        C6-C10 
Methanol Extraction: 02/18/08 11:00 



                               METHOD 5030B/M8015 
                 TOTAL PETROLEUM HYDROCARBONS BY PURGE AND TRAP 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/12/08 
Project    : SWMU 31 CANNON AFB                  Date   Received: 02/13/08 
Batch No.  : 08B119                              Date  Extracted: 02/20/08 03:51 
Sample   ID: 031SB1200                           Date   Analyzed: 02/20/08 03:51 
Lab Samp ID: B119-21                             Dilution Factor: 1 
Lab File ID: EB19028A                            Matrix         : SOIL 
Ext Btch ID: VMB012S                             % Moisture     : 12.2 
Calib. Ref.: EB19024A                            Instrument ID  : GCT039 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                 (mg/kg)     (mg/kg)           (mg/kg) 
----------                                 -------     -------           ------- 
GASOLINE                                      ND           1.1              0.57 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
BROMOFLUOROBENZENE                             80        70-140 
 
 
Parameter       H-C Range 
Gasoline        C6-C10 
Methanol Extraction: 02/18/08 11:00 



                               METHOD 5030B/M8015 
                 TOTAL PETROLEUM HYDROCARBONS BY PURGE AND TRAP 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/12/08 
Project    : SWMU 31 CANNON AFB                  Date   Received: 02/13/08 
Batch No.  : 08B119                              Date  Extracted: 02/20/08 04:30 
Sample   ID: 031SB1300                           Date   Analyzed: 02/20/08 04:30 
Lab Samp ID: B119-22                             Dilution Factor: 1 
Lab File ID: EB19029A                            Matrix         : SOIL 
Ext Btch ID: VMB012S                             % Moisture     : 13.4 
Calib. Ref.: EB19024A                            Instrument ID  : GCT039 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                 (mg/kg)     (mg/kg)           (mg/kg) 
----------                                 -------     -------           ------- 
GASOLINE                                      ND           1.2              0.58 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
BROMOFLUOROBENZENE                             75        70-140 
 
 
Parameter       H-C Range 
Gasoline        C6-C10 
Methanol Extraction: 02/18/08 11:00 



                               METHOD 5030B/M8015 
                 TOTAL PETROLEUM HYDROCARBONS BY PURGE AND TRAP 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/12/08 
Project    : SWMU 31 CANNON AFB                  Date   Received: 02/13/08 
Batch No.  : 08B119                              Date  Extracted: 02/20/08 05:47 
Sample   ID: 031SB1402                           Date   Analyzed: 02/20/08 05:47 
Lab Samp ID: B119-24                             Dilution Factor: 1 
Lab File ID: EB19031A                            Matrix         : SOIL 
Ext Btch ID: VMB012S                             % Moisture     : 11.2 
Calib. Ref.: EB19024A                            Instrument ID  : GCT039 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                 (mg/kg)     (mg/kg)           (mg/kg) 
----------                                 -------     -------           ------- 
GASOLINE                                      ND           1.1              0.56 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
BROMOFLUOROBENZENE                             81        70-140 
 
 
Parameter       H-C Range 
Gasoline        C6-C10 
Methanol Extraction: 02/18/08 11:00 



                               METHOD 5030B/M8015 
                 TOTAL PETROLEUM HYDROCARBONS BY PURGE AND TRAP 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/12/08 
Project    : SWMU 31 CANNON AFB                  Date   Received: 02/13/08 
Batch No.  : 08B119                              Date  Extracted: 02/20/08 06:26 
Sample   ID: 031SB1500                           Date   Analyzed: 02/20/08 06:26 
Lab Samp ID: B119-25                             Dilution Factor: 1 
Lab File ID: EB19032A                            Matrix         : SOIL 
Ext Btch ID: VMB012S                             % Moisture     : 20.6 
Calib. Ref.: EB19024A                            Instrument ID  : GCT039 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                 (mg/kg)     (mg/kg)           (mg/kg) 
----------                                 -------     -------           ------- 
GASOLINE                                      ND           1.3              0.63 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
BROMOFLUOROBENZENE                             79        70-140 
 
 
Parameter       H-C Range 
Gasoline        C6-C10 
Methanol Extraction: 02/18/08 11:00 



                               METHOD 5030B/M8015 
                 TOTAL PETROLEUM HYDROCARBONS BY PURGE AND TRAP 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/11/08 
Project    : SWMU 31 CANNON AFB                  Date   Received: 02/13/08 
Batch No.  : 08B119                              Date  Extracted: 02/19/08 14:20 
Sample   ID: 031SB0600                           Date   Analyzed: 02/19/08 14:20 
Lab Samp ID: B119-12T                            Dilution Factor: 20 
Lab File ID: EB19007A                            Matrix         : SOIL 
Ext Btch ID: VMB011S                             % Moisture     : 16.7 
Calib. Ref.: EB19002A                            Instrument ID  : GCT039 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                 (mg/kg)     (mg/kg)           (mg/kg) 
----------                                 -------     -------           ------- 
GASOLINE                                     110            24                12 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
BROMOFLUOROBENZENE                             DO         70-140 
 
 
Parameter       H-C Range 
Gasoline        C6-C10 
Methanol Extraction: 02/15/08 17:00 
DO: Diluted Out 



                               METHOD 5030B/M8015 
                 TOTAL PETROLEUM HYDROCARBONS BY PURGE AND TRAP 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/11/08 
Project    : SWMU 31 CANNON AFB                  Date   Received: 02/13/08 
Batch No.  : 08B119                              Date  Extracted: 02/19/08 14:59 
Sample   ID: 031SB0600D                          Date   Analyzed: 02/19/08 14:59 
Lab Samp ID: B119-13T                            Dilution Factor: 20 
Lab File ID: EB19008A                            Matrix         : SOIL 
Ext Btch ID: VMB011S                             % Moisture     : 13.9 
Calib. Ref.: EB19002A                            Instrument ID  : GCT039 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                 (mg/kg)     (mg/kg)           (mg/kg) 
----------                                 -------     -------           ------- 
GASOLINE                                     160            23                12 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
BROMOFLUOROBENZENE                             DO         70-140 
 
 
Parameter       H-C Range 
Gasoline        C6-C10 
Methanol Extraction: 02/15/08 17:00 
DO: Diluted Out 



                               METHOD 5030B/M8015 
                 TOTAL PETROLEUM HYDROCARBONS BY PURGE AND TRAP 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/12/08 
Project    : SWMU 31 CANNON AFB                  Date   Received: 02/13/08 
Batch No.  : 08B119                              Date  Extracted: 02/20/08 05:08 
Sample   ID: 031SB1400                           Date   Analyzed: 02/20/08 05:08 
Lab Samp ID: B119-23T                            Dilution Factor: 20 
Lab File ID: EB19030A                            Matrix         : SOIL 
Ext Btch ID: VMB012S                             % Moisture     : 13.5 
Calib. Ref.: EB19024A                            Instrument ID  : GCT039 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                 (mg/kg)     (mg/kg)           (mg/kg) 
----------                                 -------     -------           ------- 
GASOLINE                                     150            23                12 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
BROMOFLUOROBENZENE                             DO         70-140 
 
 
Parameter       H-C Range 
Gasoline        C6-C10 
Methanol Extraction: 02/18/08 11:00 
DO: Diluted Out 



                               METHOD 5030B/M8015 
                 TOTAL PETROLEUM HYDROCARBONS BY PURGE AND TRAP 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/12/08 
Project    : SWMU 31 CANNON AFB                  Date   Received: 02/13/08 
Batch No.  : 08B119                              Date  Extracted: 02/20/08 14:50 
Sample   ID: 031SB1600                           Date   Analyzed: 02/20/08 14:50 
Lab Samp ID: B119-26T                            Dilution Factor: 20 
Lab File ID: EB19045A                            Matrix         : SOIL 
Ext Btch ID: VMB012S                             % Moisture     : 14.2 
Calib. Ref.: EB19036A                            Instrument ID  : GCT039 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                 (mg/kg)     (mg/kg)           (mg/kg) 
----------                                 -------     -------           ------- 
GASOLINE                                      66            23                12 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
BROMOFLUOROBENZENE                             DO         70-140 
 
 
Parameter       H-C Range 
Gasoline        C6-C10 
Methanol Extraction: 02/18/08 11:00 
DO: Diluted Out 



                               METHOD 5030B/M8015 
                 TOTAL PETROLEUM HYDROCARBONS BY PURGE AND TRAP 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: NA 
Project    : SWMU 31 CANNON AFB                  Date   Received: 02/16/08 
Batch No.  : 08B119                              Date  Extracted: 02/16/08 19:27 
Sample   ID: MBLK1S                              Date   Analyzed: 02/16/08 19:27 
Lab Samp ID: VMB011SB                            Dilution Factor: 1 
Lab File ID: EB15040A                            Matrix         : SOIL 
Ext Btch ID: VMB011S                             % Moisture     : NA 
Calib. Ref.: EB15038A                            Instrument ID  : GCT039 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                 (mg/kg)     (mg/kg)           (mg/kg) 
----------                                 -------     -------           ------- 
GASOLINE                                      ND           1.0              0.50 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
BROMOFLUOROBENZENE                             86        70-140 
 
 
Parameter       H-C Range 
Gasoline        C6-C10 
Methanol Extraction: 02/15/08 17:00 



                               METHOD 5030B/M8015 
                 TOTAL PETROLEUM HYDROCARBONS BY PURGE AND TRAP 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: NA 
Project    : SWMU 31 CANNON AFB                  Date   Received: 02/19/08 
Batch No.  : 08B119                              Date  Extracted: 02/19/08 23:21 
Sample   ID: MBLK2S                              Date   Analyzed: 02/19/08 23:21 
Lab Samp ID: VMB012SB                            Dilution Factor: 1 
Lab File ID: EB19021A                            Matrix         : SOIL 
Ext Btch ID: VMB012S                             % Moisture     : NA 
Calib. Ref.: EB19013A                            Instrument ID  : GCT039 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                 (mg/kg)     (mg/kg)           (mg/kg) 
----------                                 -------     -------           ------- 
GASOLINE                                      ND           1.0              0.50 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
BROMOFLUOROBENZENE                             87        70-140 
 
 
Parameter       H-C Range 
Gasoline        C6-C10 
Methanol Extraction: 02/18/08 11:00 
 



                              METHOD 3550B/8015 Mod 
                      PETROLEUM HYDROCARBONS BY EXTRACTION 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/13/08 
Project    : SWMU 127 CANNON AFB                 Date   Received: 02/14/08 
Batch No.  : 08B141                              Date  Extracted: 02/16/08 16:30 
Sample   ID: 127SB0100                           Date   Analyzed: 02/20/08 14:29 
Lab Samp ID: B141-01                             Dilution Factor: 1 
Lab File ID: LB19073A                            Matrix         : SOIL 
Ext Btch ID: DSB022S                             % Moisture     : 13.2 
Calib. Ref.: LB19065A                            Instrument ID  : GCT105 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                 (mg/kg)     (mg/kg)           (mg/kg) 
----------                                 -------     -------           ------- 
DIESEL                                        ND            12               5.8 
MOTOR OIL                                     ND            23               5.8 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
BROMOBENZENE                                   88        50-150 
HEXACOSANE                                    103        50-150 
 
RL      : Reporting Limit            
Parameter       H-C Range 
Diesel          C10-C24 
Motor Oil       C24-C36 



                              METHOD 3550B/8015 Mod 
                      PETROLEUM HYDROCARBONS BY EXTRACTION 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/13/08 
Project    : SWMU 127 CANNON AFB                 Date   Received: 02/14/08 
Batch No.  : 08B141                              Date  Extracted: 02/16/08 16:30 
Sample   ID: 127SB0200                           Date   Analyzed: 02/20/08 14:45 
Lab Samp ID: B141-02                             Dilution Factor: 1 
Lab File ID: LB19074A                            Matrix         : SOIL 
Ext Btch ID: DSB022S                             % Moisture     : 15.1 
Calib. Ref.: LB19065A                            Instrument ID  : GCT105 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                 (mg/kg)     (mg/kg)           (mg/kg) 
----------                                 -------     -------           ------- 
DIESEL                                        26            12               5.9 
MOTOR OIL                                     17J           24               5.9 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
BROMOBENZENE                                   84        50-150 
HEXACOSANE                                    112        50-150 
 
RL      : Reporting Limit            
Parameter       H-C Range 
Diesel          C10-C24 
Motor Oil       C24-C36 



                              METHOD 3550B/8015 Mod 
                      PETROLEUM HYDROCARBONS BY EXTRACTION 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/13/08 
Project    : SWMU 127 CANNON AFB                 Date   Received: 02/14/08 
Batch No.  : 08B141                              Date  Extracted: 02/16/08 16:30 
Sample   ID: 127SB0300                           Date   Analyzed: 02/20/08 15:02 
Lab Samp ID: B141-03                             Dilution Factor: 1 
Lab File ID: LB19075A                            Matrix         : SOIL 
Ext Btch ID: DSB022S                             % Moisture     : 13.0 
Calib. Ref.: LB19065A                            Instrument ID  : GCT105 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                 (mg/kg)     (mg/kg)           (mg/kg) 
----------                                 -------     -------           ------- 
DIESEL                                        ND            11               5.7 
MOTOR OIL                                     ND            23               5.7 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
BROMOBENZENE                                   93        50-150 
HEXACOSANE                                    108        50-150 
 
RL      : Reporting Limit            
Parameter       H-C Range 
Diesel          C10-C24 
Motor Oil       C24-C36 



                              METHOD 3550B/8015 Mod 
                      PETROLEUM HYDROCARBONS BY EXTRACTION 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/13/08 
Project    : SWMU 127 CANNON AFB                 Date   Received: 02/14/08 
Batch No.  : 08B141                              Date  Extracted: 02/16/08 16:30 
Sample   ID: 127SB0400                           Date   Analyzed: 02/20/08 15:19 
Lab Samp ID: B141-04                             Dilution Factor: 1 
Lab File ID: LB19076A                            Matrix         : SOIL 
Ext Btch ID: DSB022S                             % Moisture     : 13.5 
Calib. Ref.: LB19065A                            Instrument ID  : GCT105 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                 (mg/kg)     (mg/kg)           (mg/kg) 
----------                                 -------     -------           ------- 
DIESEL                                        ND            12               5.8 
MOTOR OIL                                     ND            23               5.8 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
BROMOBENZENE                                   84        50-150 
HEXACOSANE                                     98        50-150 
 
RL      : Reporting Limit            
Parameter       H-C Range 
Diesel          C10-C24 
Motor Oil       C24-C36 



                              METHOD 3550B/8015 Mod 
                      PETROLEUM HYDROCARBONS BY EXTRACTION 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/13/08 
Project    : SWMU 127 CANNON AFB                 Date   Received: 02/14/08 
Batch No.  : 08B141                              Date  Extracted: 02/16/08 16:30 
Sample   ID: 127SB0500                           Date   Analyzed: 02/20/08 16:26 
Lab Samp ID: B141-05                             Dilution Factor: 1 
Lab File ID: LB19080A                            Matrix         : SOIL 
Ext Btch ID: DSB022S                             % Moisture     : 12.9 
Calib. Ref.: LB19077A                            Instrument ID  : GCT105 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                 (mg/kg)     (mg/kg)           (mg/kg) 
----------                                 -------     -------           ------- 
DIESEL                                        ND            11               5.7 
MOTOR OIL                                     ND            23               5.7 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
BROMOBENZENE                                   94        50-150 
HEXACOSANE                                    107        50-150 
 
RL      : Reporting Limit            
Parameter       H-C Range 
Diesel          C10-C24 
Motor Oil       C24-C36 



                              METHOD 3550B/8015 Mod 
                      PETROLEUM HYDROCARBONS BY EXTRACTION 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/13/08 
Project    : SWMU 127 CANNON AFB                 Date   Received: 02/14/08 
Batch No.  : 08B141                              Date  Extracted: 02/16/08 16:30 
Sample   ID: 127SB0600                           Date   Analyzed: 02/20/08 16:42 
Lab Samp ID: B141-06                             Dilution Factor: 1 
Lab File ID: LB19081A                            Matrix         : SOIL 
Ext Btch ID: DSB022S                             % Moisture     : 12.6 
Calib. Ref.: LB19077A                            Instrument ID  : GCT105 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                 (mg/kg)     (mg/kg)           (mg/kg) 
----------                                 -------     -------           ------- 
DIESEL                                        ND            11               5.7 
MOTOR OIL                                     ND            23               5.7 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
BROMOBENZENE                                   89        50-150 
HEXACOSANE                                     99        50-150 
 
RL      : Reporting Limit            
Parameter       H-C Range 
Diesel          C10-C24 
Motor Oil       C24-C36 



                              METHOD 3550B/8015 Mod 
                      PETROLEUM HYDROCARBONS BY EXTRACTION 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/13/08 
Project    : SWMU 127 CANNON AFB                 Date   Received: 02/14/08 
Batch No.  : 08B141                              Date  Extracted: 02/16/08 16:30 
Sample   ID: 127SB0700                           Date   Analyzed: 02/20/08 16:59 
Lab Samp ID: B141-07                             Dilution Factor: 1 
Lab File ID: LB19082A                            Matrix         : SOIL 
Ext Btch ID: DSB022S                             % Moisture     : 13.3 
Calib. Ref.: LB19077A                            Instrument ID  : GCT105 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                 (mg/kg)     (mg/kg)           (mg/kg) 
----------                                 -------     -------           ------- 
DIESEL                                        ND            12               5.8 
MOTOR OIL                                     ND            23               5.8 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
BROMOBENZENE                                   90        50-150 
HEXACOSANE                                    100        50-150 
 
RL      : Reporting Limit            
Parameter       H-C Range 
Diesel          C10-C24 
Motor Oil       C24-C36 



                              METHOD 3550B/8015 Mod 
                      PETROLEUM HYDROCARBONS BY EXTRACTION 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: NA 
Project    : SWMU 127 CANNON AFB                 Date   Received: 02/16/08 
Batch No.  : 08B141                              Date  Extracted: 02/16/08 16:30 
Sample   ID: MBLK1S                              Date   Analyzed: 02/20/08 09:12 
Lab Samp ID: DSB022SB                            Dilution Factor: 1 
Lab File ID: LB19054A                            Matrix         : SOIL 
Ext Btch ID: DSB022S                             % Moisture     : NA 
Calib. Ref.: LB19052A                            Instrument ID  : GCT105 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                 (mg/kg)     (mg/kg)           (mg/kg) 
----------                                 -------     -------           ------- 
DIESEL                                        ND            10               5.0 
MOTOR OIL                                     ND            20               5.0 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
BROMOBENZENE                                  101        60-150 
HEXACOSANE                                    116        60-140 
 
RL      : Reporting Limit            
Parameter       H-C Range 
Diesel          C10-C24 
Motor Oil       C24-C36 
 



                               METHOD 5030B/M8015 
                 TOTAL PETROLEUM HYDROCARBONS BY PURGE AND TRAP 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/13/08 
Project    : SWMU 127 CANNON AFB                 Date   Received: 02/14/08 
Batch No.  : 08B141                              Date  Extracted: 02/20/08 07:43 
Sample   ID: 127SB0100                           Date   Analyzed: 02/20/08 07:43 
Lab Samp ID: B141-01                             Dilution Factor: 1 
Lab File ID: EB19034A                            Matrix         : SOIL 
Ext Btch ID: VMB012S                             % Moisture     : 13.2 
Calib. Ref.: EB19024A                            Instrument ID  : GCT039 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                 (mg/kg)     (mg/kg)           (mg/kg) 
----------                                 -------     -------           ------- 
GASOLINE                                      ND           1.2              0.58 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
BROMOFLUOROBENZENE                             81        70-140 
 
 
Parameter       H-C Range 
Gasoline        C6-C10 
Methanol Extraction: 02/18/08 11:00 



                               METHOD 5030B/M8015 
                 TOTAL PETROLEUM HYDROCARBONS BY PURGE AND TRAP 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/13/08 
Project    : SWMU 127 CANNON AFB                 Date   Received: 02/14/08 
Batch No.  : 08B141                              Date  Extracted: 02/20/08 08:21 
Sample   ID: 127SB0200                           Date   Analyzed: 02/20/08 08:21 
Lab Samp ID: B141-02                             Dilution Factor: 1 
Lab File ID: EB19035A                            Matrix         : SOIL 
Ext Btch ID: VMB012S                             % Moisture     : 15.1 
Calib. Ref.: EB19024A                            Instrument ID  : GCT039 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                 (mg/kg)     (mg/kg)           (mg/kg) 
----------                                 -------     -------           ------- 
GASOLINE                                      ND           1.2              0.59 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
BROMOFLUOROBENZENE                             73        70-140 
 
 
Parameter       H-C Range 
Gasoline        C6-C10 
Methanol Extraction: 02/18/08 11:00 



                               METHOD 5030B/M8015 
                 TOTAL PETROLEUM HYDROCARBONS BY PURGE AND TRAP 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/13/08 
Project    : SWMU 127 CANNON AFB                 Date   Received: 02/14/08 
Batch No.  : 08B141                              Date  Extracted: 02/20/08 10:18 
Sample   ID: 127SB0300                           Date   Analyzed: 02/20/08 10:18 
Lab Samp ID: B141-03                             Dilution Factor: 1 
Lab File ID: EB19038A                            Matrix         : SOIL 
Ext Btch ID: VMB012S                             % Moisture     : 13.0 
Calib. Ref.: EB19036A                            Instrument ID  : GCT039 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                 (mg/kg)     (mg/kg)           (mg/kg) 
----------                                 -------     -------           ------- 
GASOLINE                                      ND           1.1              0.57 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
BROMOFLUOROBENZENE                             84        70-140 
 
 
Parameter       H-C Range 
Gasoline        C6-C10 
Methanol Extraction: 02/18/08 11:00 



                               METHOD 5030B/M8015 
                 TOTAL PETROLEUM HYDROCARBONS BY PURGE AND TRAP 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/13/08 
Project    : SWMU 127 CANNON AFB                 Date   Received: 02/14/08 
Batch No.  : 08B141                              Date  Extracted: 02/20/08 10:57 
Sample   ID: 127SB0400                           Date   Analyzed: 02/20/08 10:57 
Lab Samp ID: B141-04                             Dilution Factor: 1 
Lab File ID: EB19039A                            Matrix         : SOIL 
Ext Btch ID: VMB012S                             % Moisture     : 13.5 
Calib. Ref.: EB19036A                            Instrument ID  : GCT039 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                 (mg/kg)     (mg/kg)           (mg/kg) 
----------                                 -------     -------           ------- 
GASOLINE                                      ND           1.2              0.58 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
BROMOFLUOROBENZENE                             83        70-140 
 
 
Parameter       H-C Range 
Gasoline        C6-C10 
Methanol Extraction: 02/18/08 11:00 



                               METHOD 5030B/M8015 
                 TOTAL PETROLEUM HYDROCARBONS BY PURGE AND TRAP 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/13/08 
Project    : SWMU 127 CANNON AFB                 Date   Received: 02/14/08 
Batch No.  : 08B141                              Date  Extracted: 02/20/08 11:36 
Sample   ID: 127SB0500                           Date   Analyzed: 02/20/08 11:36 
Lab Samp ID: B141-05                             Dilution Factor: 1 
Lab File ID: EB19040A                            Matrix         : SOIL 
Ext Btch ID: VMB012S                             % Moisture     : 12.9 
Calib. Ref.: EB19036A                            Instrument ID  : GCT039 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                 (mg/kg)     (mg/kg)           (mg/kg) 
----------                                 -------     -------           ------- 
GASOLINE                                      ND           1.1              0.57 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
BROMOFLUOROBENZENE                             81        70-140 
 
 
Parameter       H-C Range 
Gasoline        C6-C10 
Methanol Extraction: 02/18/08 11:00 



                               METHOD 5030B/M8015 
                 TOTAL PETROLEUM HYDROCARBONS BY PURGE AND TRAP 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/13/08 
Project    : SWMU 127 CANNON AFB                 Date   Received: 02/14/08 
Batch No.  : 08B141                              Date  Extracted: 02/20/08 12:15 
Sample   ID: 127SB0600                           Date   Analyzed: 02/20/08 12:15 
Lab Samp ID: B141-06                             Dilution Factor: 1 
Lab File ID: EB19041A                            Matrix         : SOIL 
Ext Btch ID: VMB012S                             % Moisture     : 12.6 
Calib. Ref.: EB19036A                            Instrument ID  : GCT039 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                 (mg/kg)     (mg/kg)           (mg/kg) 
----------                                 -------     -------           ------- 
GASOLINE                                      ND           1.1              0.57 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
BROMOFLUOROBENZENE                             85        70-140 
 
 
Parameter       H-C Range 
Gasoline        C6-C10 
Methanol Extraction: 02/18/08 11:00 



                               METHOD 5030B/M8015 
                 TOTAL PETROLEUM HYDROCARBONS BY PURGE AND TRAP 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/13/08 
Project    : SWMU 127 CANNON AFB                 Date   Received: 02/14/08 
Batch No.  : 08B141                              Date  Extracted: 02/20/08 12:54 
Sample   ID: 127SB0700                           Date   Analyzed: 02/20/08 12:54 
Lab Samp ID: B141-07                             Dilution Factor: 1 
Lab File ID: EB19042A                            Matrix         : SOIL 
Ext Btch ID: VMB012S                             % Moisture     : 13.3 
Calib. Ref.: EB19036A                            Instrument ID  : GCT039 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                 (mg/kg)     (mg/kg)           (mg/kg) 
----------                                 -------     -------           ------- 
GASOLINE                                      ND           1.2              0.58 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
BROMOFLUOROBENZENE                             85        70-140 
 
 
Parameter       H-C Range 
Gasoline        C6-C10 
Methanol Extraction: 02/18/08 11:00 



                               METHOD 5030B/M8015 
                 TOTAL PETROLEUM HYDROCARBONS BY PURGE AND TRAP 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: NA 
Project    : SWMU 127 CANNON AFB                 Date   Received: 02/19/08 
Batch No.  : 08B141                              Date  Extracted: 02/19/08 23:21 
Sample   ID: MBLK1S                              Date   Analyzed: 02/19/08 23:21 
Lab Samp ID: VMB012SB                            Dilution Factor: 1 
Lab File ID: EB19021A                            Matrix         : SOIL 
Ext Btch ID: VMB012S                             % Moisture     : NA 
Calib. Ref.: EB19013A                            Instrument ID  : GCT039 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                 (mg/kg)     (mg/kg)           (mg/kg) 
----------                                 -------     -------           ------- 
GASOLINE                                      ND           1.0              0.50 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
BROMOFLUOROBENZENE                             87        70-140 
 
 
Parameter       H-C Range 
Gasoline        C6-C10 
Methanol Extraction: 02/18/08 11:00 
 



                                METHOD 3550B/8310 
                        POLYNUCLEAR AROMATIC HYDROCARBONS 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/13/08 
Project    : SWMU 127 CANNON AFB                 Date   Received: 02/14/08 
Batch No.  : 08B141                              Date  Extracted: 02/15/08 11:30 
Sample   ID: 127SB0100                           Date   Analyzed: 02/15/08 18:49 
Lab Samp ID: B141-01                             Dilution Factor: 1 
Lab File ID: RB15006A                            Matrix         : SOIL 
Ext Btch ID: PAB004S                             % Moisture     : 13.2 
Calib. Ref.: RB15002A                            Instrument ID  : T-034 
================================================================================ 
 
                                    RESULTS                 RL       MDL         
PARAMETERS                          (ug/kg)            (ug/kg)     (ug/kg)       
----------                          -------            -------     -------       
NAPHTHALENE                        (ND)|ND                 120      12|12        
ACENAPHTHYLENE                     (ND)|NA                 230      23|23        
ACENAPHTHENE                       (ND)|ND                 120      12|12        
FLUORENE                           (ND)|ND                  23     2.3|2.3       
PHENANTHRENE                       (ND)|ND                  12     1.2|1.2       
ANTHRACENE                         (ND)|ND                  12     1.2|1.2       
FLUORANTHENE                       2.8J|(ND)                23     2.3|2.3       
PYRENE                             2.3J|(ND)                12     1.2|1.2       
BENZO(A)ANTHRACENE               (2.0J)|1.7J                12     1.2|1.2       
CHRYSENE                         (3.3J)|3.8J                12     1.2|1.2       
BENZO(B)FLUORANTHENE               4.0J|(ND)                23     2.3|2.3       
BENZO(K)FLUORANTHENE             (2.3J)|1.9J                12     1.2|1.2       
BENZO(A)PYRENE                   (3.7J)|4.5J                12     1.2|1.2       
DIBENZO(A,H)ANTHRACENE             (ND)|ND                  23     4.6|4.6       
BENZO(G,H,I)PERYLENE             (2.5J)|3.5J                23     2.3|2.3       
INDENO(1,2,3-CD)PYRENE           (3.1J)|3.5J                12     1.2|1.2       
 
SURROGATE PARAMETERS               % RECOVERY           QC LIMIT 
--------------------               ----------           -------- 
P-TERPHENYL-D14                   (108)|104               50-140 
 
 
Left of | is related to UV detector; Right of | related to FL detector 
Final result indicated by ( ) 



                                METHOD 3550B/8310 
                        POLYNUCLEAR AROMATIC HYDROCARBONS 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/13/08 
Project    : SWMU 127 CANNON AFB                 Date   Received: 02/14/08 
Batch No.  : 08B141                              Date  Extracted: 02/15/08 11:30 
Sample   ID: 127SB0200                           Date   Analyzed: 02/15/08 21:09 
Lab Samp ID: B141-02                             Dilution Factor: 1 
Lab File ID: RB15012A                            Matrix         : SOIL 
Ext Btch ID: PAB004S                             % Moisture     : 15.1 
Calib. Ref.: RB15002A                            Instrument ID  : T-034 
================================================================================ 
 
                                    RESULTS                 RL       MDL         
PARAMETERS                          (ug/kg)            (ug/kg)     (ug/kg)       
----------                          -------            -------     -------       
NAPHTHALENE                        (ND)|ND                 120      12|12        
ACENAPHTHYLENE                     (ND)|NA                 240      24|24        
ACENAPHTHENE                       (ND)|ND                 120      12|12        
FLUORENE                           (ND)|ND                  24     2.4|2.4       
PHENANTHRENE                     (9.6J)|8.5J                12     1.2|1.2       
ANTHRACENE                         (ND)|ND                  12     1.2|1.2       
FLUORANTHENE                       (58)|37                  24     2.4|2.4       
PYRENE                             (57)|32                  12     1.2|1.2       
BENZO(A)ANTHRACENE               (7.0J)|5.2J                12     1.2|1.2       
CHRYSENE                           (29)|25                  12     1.2|1.2       
BENZO(B)FLUORANTHENE               (42)|34                  24     2.4|2.4       
BENZO(K)FLUORANTHENE               (18)|17                  12     1.2|1.2       
BENZO(A)PYRENE                     (25)|29                  12     1.2|1.2       
DIBENZO(A,H)ANTHRACENE             (41)|11J                 24     4.7|4.7       
BENZO(G,H,I)PERYLENE               (65)|55                  24     2.4|2.4       
INDENO(1,2,3-CD)PYRENE             (62)|79                  12     1.2|1.2       
 
SURROGATE PARAMETERS               % RECOVERY           QC LIMIT 
--------------------               ----------           -------- 
P-TERPHENYL-D14                    (96)|90                50-140 
 
 
Left of | is related to UV detector; Right of | related to FL detector 
Final result indicated by ( ) 



                                METHOD 3550B/8310 
                        POLYNUCLEAR AROMATIC HYDROCARBONS 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/13/08 
Project    : SWMU 127 CANNON AFB                 Date   Received: 02/14/08 
Batch No.  : 08B141                              Date  Extracted: 02/15/08 11:30 
Sample   ID: 127SB0300                           Date   Analyzed: 02/15/08 19:13 
Lab Samp ID: B141-03                             Dilution Factor: 1 
Lab File ID: RB15007A                            Matrix         : SOIL 
Ext Btch ID: PAB004S                             % Moisture     : 13.0 
Calib. Ref.: RB15002A                            Instrument ID  : T-034 
================================================================================ 
 
                                    RESULTS                 RL       MDL         
PARAMETERS                          (ug/kg)            (ug/kg)     (ug/kg)       
----------                          -------            -------     -------       
NAPHTHALENE                        (ND)|ND                 110      11|11        
ACENAPHTHYLENE                     (ND)|NA                 230      23|23        
ACENAPHTHENE                       (ND)|ND                 110      11|11        
FLUORENE                           (ND)|ND                  23     2.3|2.3       
PHENANTHRENE                       (ND)|ND                  11     1.1|1.1       
ANTHRACENE                         (ND)|ND                  11     1.1|1.1       
FLUORANTHENE                       3.9J|(ND)                23     2.3|2.3       
PYRENE                           (5.4J)|4.9J                11     1.1|1.1       
BENZO(A)ANTHRACENE               (2.4J)|1.3J                11     1.1|1.1       
CHRYSENE                         (4.0J)|4.9J                11     1.1|1.1       
BENZO(B)FLUORANTHENE               8.7J|(ND)                23     2.3|2.3       
BENZO(K)FLUORANTHENE             (4.1J)|3.2J                11     1.1|1.1       
BENZO(A)PYRENE                   (7.3J)|7.0J                11     1.1|1.1       
DIBENZO(A,H)ANTHRACENE             9.1J|(ND)                23     4.6|4.6       
BENZO(G,H,I)PERYLENE             (9.0J)|10J                 23     2.3|2.3       
INDENO(1,2,3-CD)PYRENE           (9.9J)|12                  11     1.1|1.1       
 
SURROGATE PARAMETERS               % RECOVERY           QC LIMIT 
--------------------               ----------           -------- 
P-TERPHENYL-D14                   (109)|102               50-140 
 
 
Left of | is related to UV detector; Right of | related to FL detector 
Final result indicated by ( ) 



                                METHOD 3550B/8310 
                        POLYNUCLEAR AROMATIC HYDROCARBONS 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/13/08 
Project    : SWMU 127 CANNON AFB                 Date   Received: 02/14/08 
Batch No.  : 08B141                              Date  Extracted: 02/15/08 11:30 
Sample   ID: 127SB0400                           Date   Analyzed: 02/15/08 19:36 
Lab Samp ID: B141-04                             Dilution Factor: 1 
Lab File ID: RB15008A                            Matrix         : SOIL 
Ext Btch ID: PAB004S                             % Moisture     : 13.5 
Calib. Ref.: RB15002A                            Instrument ID  : T-034 
================================================================================ 
 
                                    RESULTS                 RL       MDL         
PARAMETERS                          (ug/kg)            (ug/kg)     (ug/kg)       
----------                          -------            -------     -------       
NAPHTHALENE                        (ND)|ND                 120      12|12        
ACENAPHTHYLENE                     (ND)|NA                 230      23|23        
ACENAPHTHENE                       (ND)|ND                 120      12|12        
FLUORENE                           (ND)|ND                  23     2.3|2.3       
PHENANTHRENE                       (ND)|ND                  12     1.2|1.2       
ANTHRACENE                         (ND)|ND                  12     1.2|1.2       
FLUORANTHENE                       (ND)|ND                  23     2.3|2.3       
PYRENE                             (ND)|ND                  12     1.2|1.2       
BENZO(A)ANTHRACENE                 (ND)|ND                  12     1.2|1.2       
CHRYSENE                           (ND)|ND                  12     1.2|1.2       
BENZO(B)FLUORANTHENE               (ND)|ND                  23     2.3|2.3       
BENZO(K)FLUORANTHENE               (ND)|ND                  12     1.2|1.2       
BENZO(A)PYRENE                     (ND)|ND                  12     1.2|1.2       
DIBENZO(A,H)ANTHRACENE             (ND)|ND                  23     4.6|4.6       
BENZO(G,H,I)PERYLENE               (ND)|ND                  23     2.3|2.3       
INDENO(1,2,3-CD)PYRENE             2.0J|(ND)                12     1.2|1.2       
 
SURROGATE PARAMETERS               % RECOVERY           QC LIMIT 
--------------------               ----------           -------- 
P-TERPHENYL-D14                   (101)|96                50-140 
 
 
Left of | is related to UV detector; Right of | related to FL detector 
Final result indicated by ( ) 



                                METHOD 3550B/8310 
                        POLYNUCLEAR AROMATIC HYDROCARBONS 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/13/08 
Project    : SWMU 127 CANNON AFB                 Date   Received: 02/14/08 
Batch No.  : 08B141                              Date  Extracted: 02/15/08 11:30 
Sample   ID: 127SB0500                           Date   Analyzed: 02/15/08 19:59 
Lab Samp ID: B141-05                             Dilution Factor: 1 
Lab File ID: RB15009A                            Matrix         : SOIL 
Ext Btch ID: PAB004S                             % Moisture     : 12.9 
Calib. Ref.: RB15002A                            Instrument ID  : T-034 
================================================================================ 
 
                                    RESULTS                 RL       MDL         
PARAMETERS                          (ug/kg)            (ug/kg)     (ug/kg)       
----------                          -------            -------     -------       
NAPHTHALENE                        (ND)|ND                 110      11|11        
ACENAPHTHYLENE                     (ND)|NA                 230      23|23        
ACENAPHTHENE                       (ND)|ND                 110      11|11        
FLUORENE                           (ND)|ND                  23     2.3|2.3       
PHENANTHRENE                       1.5J|(ND)                11     1.1|1.1       
ANTHRACENE                         (ND)|ND                  11     1.1|1.1       
FLUORANTHENE                       3.9J|(ND)                23     2.3|2.3       
PYRENE                             (ND)|ND                  11     1.1|1.1       
BENZO(A)ANTHRACENE                 (ND)|ND                  11     1.1|1.1       
CHRYSENE                         (1.7J)|1.4J                11     1.1|1.1       
BENZO(B)FLUORANTHENE               (ND)|ND                  23     2.3|2.3       
BENZO(K)FLUORANTHENE               (ND)|ND                  11     1.1|1.1       
BENZO(A)PYRENE                     (ND)|ND                  11     1.1|1.1       
DIBENZO(A,H)ANTHRACENE             (ND)|ND                  23     4.6|4.6       
BENZO(G,H,I)PERYLENE               (ND)|ND                  23     2.3|2.3       
INDENO(1,2,3-CD)PYRENE             1.8J|(ND)                11     1.1|1.1       
 
SURROGATE PARAMETERS               % RECOVERY           QC LIMIT 
--------------------               ----------           -------- 
P-TERPHENYL-D14                   (102)|99                50-140 
 
 
Left of | is related to UV detector; Right of | related to FL detector 
Final result indicated by ( ) 



                                METHOD 3550B/8310 
                        POLYNUCLEAR AROMATIC HYDROCARBONS 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/13/08 
Project    : SWMU 127 CANNON AFB                 Date   Received: 02/14/08 
Batch No.  : 08B141                              Date  Extracted: 02/15/08 11:30 
Sample   ID: 127SB0600                           Date   Analyzed: 02/15/08 20:23 
Lab Samp ID: B141-06                             Dilution Factor: 1 
Lab File ID: RB15010A                            Matrix         : SOIL 
Ext Btch ID: PAB004S                             % Moisture     : 12.6 
Calib. Ref.: RB15002A                            Instrument ID  : T-034 
================================================================================ 
 
                                    RESULTS                 RL       MDL         
PARAMETERS                          (ug/kg)            (ug/kg)     (ug/kg)       
----------                          -------            -------     -------       
NAPHTHALENE                        (ND)|ND                 110      11|11        
ACENAPHTHYLENE                     (ND)|NA                 230      23|23        
ACENAPHTHENE                       (ND)|ND                 110      11|11        
FLUORENE                           (ND)|ND                  23     2.3|2.3       
PHENANTHRENE                       (16)|14                  11     1.1|1.1       
ANTHRACENE                         (ND)|ND                  11     1.1|1.1       
FLUORANTHENE                       (33)|24                  23     2.3|2.3       
PYRENE                             (25)|18                  11     1.1|1.1       
BENZO(A)ANTHRACENE               (6.3J)|7.6J                11     1.1|1.1       
CHRYSENE                         (8.4J)|9.1J                11     1.1|1.1       
BENZO(B)FLUORANTHENE               6.8J|(ND)                23     2.3|2.3       
BENZO(K)FLUORANTHENE             (3.3J)|3.7J                11     1.1|1.1       
BENZO(A)PYRENE                   (5.0J)|5.8J                11     1.1|1.1       
DIBENZO(A,H)ANTHRACENE             (ND)|ND                  23     4.6|4.6       
BENZO(G,H,I)PERYLENE             (3.4J)|4.0J                23     2.3|2.3       
INDENO(1,2,3-CD)PYRENE           (4.2J)|5.1J                11     1.1|1.1       
 
SURROGATE PARAMETERS               % RECOVERY           QC LIMIT 
--------------------               ----------           -------- 
P-TERPHENYL-D14                   (101)|96                50-140 
 
 
Left of | is related to UV detector; Right of | related to FL detector 
Final result indicated by ( ) 



                                METHOD 3550B/8310 
                        POLYNUCLEAR AROMATIC HYDROCARBONS 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/13/08 
Project    : SWMU 127 CANNON AFB                 Date   Received: 02/14/08 
Batch No.  : 08B141                              Date  Extracted: 02/15/08 11:30 
Sample   ID: 127SB0700                           Date   Analyzed: 02/15/08 20:46 
Lab Samp ID: B141-07                             Dilution Factor: 1 
Lab File ID: RB15011A                            Matrix         : SOIL 
Ext Btch ID: PAB004S                             % Moisture     : 13.3 
Calib. Ref.: RB15002A                            Instrument ID  : T-034 
================================================================================ 
 
                                    RESULTS                 RL       MDL         
PARAMETERS                          (ug/kg)            (ug/kg)     (ug/kg)       
----------                          -------            -------     -------       
NAPHTHALENE                        (ND)|ND                 120      12|12        
ACENAPHTHYLENE                     (ND)|NA                 230      23|23        
ACENAPHTHENE                       (ND)|ND                 120      12|12        
FLUORENE                           (ND)|ND                  23     2.3|2.3       
PHENANTHRENE                       1.3J|(ND)                12     1.2|1.2       
ANTHRACENE                         (ND)|ND                  12     1.2|1.2       
FLUORANTHENE                       (ND)|ND                  23     2.3|2.3       
PYRENE                             (ND)|ND                  12     1.2|1.2       
BENZO(A)ANTHRACENE                 (ND)|ND                  12     1.2|1.2       
CHRYSENE                           (ND)|ND                  12     1.2|1.2       
BENZO(B)FLUORANTHENE               (ND)|ND                  23     2.3|2.3       
BENZO(K)FLUORANTHENE               (ND)|ND                  12     1.2|1.2       
BENZO(A)PYRENE                     (ND)|ND                  12     1.2|1.2       
DIBENZO(A,H)ANTHRACENE             (ND)|ND                  23     4.6|4.6       
BENZO(G,H,I)PERYLENE               (ND)|ND                  23     2.3|2.3       
INDENO(1,2,3-CD)PYRENE             (ND)|ND                  12     1.2|1.2       
 
SURROGATE PARAMETERS               % RECOVERY           QC LIMIT 
--------------------               ----------           -------- 
P-TERPHENYL-D14                    (99)|96                50-140 
 
 
Left of | is related to UV detector; Right of | related to FL detector 
Final result indicated by ( ) 



                                METHOD 3550B/8310 
                        POLYNUCLEAR AROMATIC HYDROCARBONS 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: NA 
Project    : SWMU 127 CANNON AFB                 Date   Received: 02/15/08 
Batch No.  : 08B141                              Date  Extracted: 02/15/08 11:30 
Sample   ID: MBLK1S                              Date   Analyzed: 02/15/08 17:39 
Lab Samp ID: PAB004SB                            Dilution Factor: 1 
Lab File ID: RB15003A                            Matrix         : SOIL 
Ext Btch ID: PAB004S                             % Moisture     : NA 
Calib. Ref.: RB15002A                            Instrument ID  : T-034 
================================================================================ 
 
                                    RESULTS                 RL       MDL         
PARAMETERS                          (ug/kg)            (ug/kg)     (ug/kg)       
----------                          -------            -------     -------       
NAPHTHALENE                        (ND)|ND                 100      10|10        
ACENAPHTHYLENE                     (ND)|NA                 200      20|20        
ACENAPHTHENE                       (ND)|ND                 100      10|10        
FLUORENE                           (ND)|ND                  20     2.0|2.0       
PHENANTHRENE                       (ND)|ND                  10     1.0|1.0       
ANTHRACENE                         (ND)|ND                  10     1.0|1.0       
FLUORANTHENE                       (ND)|ND                  20     2.0|2.0       
PYRENE                             (ND)|ND                  10     1.0|1.0       
BENZO(A)ANTHRACENE                 (ND)|ND                  10     1.0|1.0       
CHRYSENE                           (ND)|ND                  10     1.0|1.0       
BENZO(B)FLUORANTHENE               (ND)|ND                  20     2.0|2.0       
BENZO(K)FLUORANTHENE               (ND)|ND                  10     1.0|1.0       
BENZO(A)PYRENE                     (ND)|ND                  10     1.0|1.0       
DIBENZO(A,H)ANTHRACENE             (ND)|ND                  20     4.0|4.0       
BENZO(G,H,I)PERYLENE               (ND)|ND                  20     2.0|2.0       
INDENO(1,2,3-CD)PYRENE             (ND)|ND                  10     1.0|1.0       
 
SURROGATE PARAMETERS               % RECOVERY           QC LIMIT 
--------------------               ----------           -------- 
P-TERPHENYL-D14                   (110)|106               70-130 
 
 
Left of | is related to UV detector; Right of | related to FL detector 
Final result indicated by ( ) 
 



                              METHOD 3550B/8015 Mod 
                      PETROLEUM HYDROCARBONS BY EXTRACTION 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/13/08 
Project    : SWMU 31 CANNON AFB                  Date   Received: 02/14/08 
Batch No.  : 08B147                              Date  Extracted: 02/16/08 16:30 
Sample   ID: 031SB1700                           Date   Analyzed: 02/20/08 11:09 
Lab Samp ID: B147-01                             Dilution Factor: 1 
Lab File ID: LB19061A                            Matrix         : SOIL 
Ext Btch ID: DSB022S                             % Moisture     : 11.6 
Calib. Ref.: LB19052A                            Instrument ID  : GCT105 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                 (mg/kg)     (mg/kg)           (mg/kg) 
----------                                 -------     -------           ------- 
DIESEL                                        ND            11               5.7 
MOTOR OIL                                     ND            23               5.7 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
BROMOBENZENE                                   92        50-150 
HEXACOSANE                                    108        50-150 
 
RL      : Reporting Limit            
Parameter       H-C Range 
Diesel          C10-C24 
Motor Oil       C24-C36 



                              METHOD 3550B/8015 Mod 
                      PETROLEUM HYDROCARBONS BY EXTRACTION 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/13/08 
Project    : SWMU 31 CANNON AFB                  Date   Received: 02/14/08 
Batch No.  : 08B147                              Date  Extracted: 02/16/08 16:30 
Sample   ID: 031SB2000                           Date   Analyzed: 02/20/08 12:48 
Lab Samp ID: B147-04                             Dilution Factor: 1 
Lab File ID: LB19067A                            Matrix         : SOIL 
Ext Btch ID: DSB022S                             % Moisture     : 15.3 
Calib. Ref.: LB19065A                            Instrument ID  : GCT105 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                 (mg/kg)     (mg/kg)           (mg/kg) 
----------                                 -------     -------           ------- 
DIESEL                                        ND            12               5.9 
MOTOR OIL                                     ND            24               5.9 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
BROMOBENZENE                                   94        50-150 
HEXACOSANE                                    108        50-150 
 
RL      : Reporting Limit            
Parameter       H-C Range 
Diesel          C10-C24 
Motor Oil       C24-C36 



                              METHOD 3550B/8015 Mod 
                      PETROLEUM HYDROCARBONS BY EXTRACTION 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/13/08 
Project    : SWMU 31 CANNON AFB                  Date   Received: 02/14/08 
Batch No.  : 08B147                              Date  Extracted: 02/16/08 16:30 
Sample   ID: 031SB1900                           Date   Analyzed: 02/20/08 13:05 
Lab Samp ID: B147-03W                            Dilution Factor: 1 
Lab File ID: LB19068A                            Matrix         : SOIL 
Ext Btch ID: DSB022S                             % Moisture     : 13.8 
Calib. Ref.: LB19065A                            Instrument ID  : GCT105 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                 (mg/kg)     (mg/kg)           (mg/kg) 
----------                                 -------     -------           ------- 
DIESEL                                        ND            12               5.8 
MOTOR OIL                                     16J           23               5.8 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
BROMOBENZENE                                   92        50-150 
HEXACOSANE                                    110        50-150 
 
RL      : Reporting Limit            
Parameter       H-C Range 
Diesel          C10-C24 
Motor Oil       C24-C36 



                              METHOD 3550B/8015 Mod 
                      PETROLEUM HYDROCARBONS BY EXTRACTION 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/13/08 
Project    : SWMU 31 CANNON AFB                  Date   Received: 02/14/08 
Batch No.  : 08B147                              Date  Extracted: 02/16/08 16:30 
Sample   ID: 031SB1800                           Date   Analyzed: 02/20/08 11:25 
Lab Samp ID: B147-02T                            Dilution Factor: 2 
Lab File ID: LB19062A                            Matrix         : SOIL 
Ext Btch ID: DSB022S                             % Moisture     : 15.0 
Calib. Ref.: LB19052A                            Instrument ID  : GCT105 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                 (mg/kg)     (mg/kg)           (mg/kg) 
----------                                 -------     -------           ------- 
DIESEL                                       110            24                12 
MOTOR OIL                                     ND            47                12 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
BROMOBENZENE                                   92        50-150 
HEXACOSANE                                    108        50-150 
 
RL      : Reporting Limit            
Parameter       H-C Range 
Diesel          C10-C24 
Motor Oil       C24-C36 



                              METHOD 3550B/8015 Mod 
                      PETROLEUM HYDROCARBONS BY EXTRACTION 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: NA 
Project    : SWMU 31 CANNON AFB                  Date   Received: 02/16/08 
Batch No.  : 08B147                              Date  Extracted: 02/16/08 16:30 
Sample   ID: MBLK1S                              Date   Analyzed: 02/20/08 09:12 
Lab Samp ID: DSB022SB                            Dilution Factor: 1 
Lab File ID: LB19054A                            Matrix         : SOIL 
Ext Btch ID: DSB022S                             % Moisture     : NA 
Calib. Ref.: LB19052A                            Instrument ID  : GCT105 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                 (mg/kg)     (mg/kg)           (mg/kg) 
----------                                 -------     -------           ------- 
DIESEL                                        ND            10               5.0 
MOTOR OIL                                     ND            20               5.0 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
BROMOBENZENE                                  101        60-150 
HEXACOSANE                                    116        60-140 
 
RL      : Reporting Limit            
Parameter       H-C Range 
Diesel          C10-C24 
Motor Oil       C24-C36 
 



                               METHOD 5030B/M8015 
                 TOTAL PETROLEUM HYDROCARBONS BY PURGE AND TRAP 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/13/08 
Project    : SWMU 31 CANNON AFB                  Date   Received: 02/14/08 
Batch No.  : 08B147                              Date  Extracted: 02/20/08 15:28 
Sample   ID: 031SB1700                           Date   Analyzed: 02/20/08 15:28 
Lab Samp ID: B147-01                             Dilution Factor: 1 
Lab File ID: EB19046A                            Matrix         : SOIL 
Ext Btch ID: VMB012S                             % Moisture     : 11.6 
Calib. Ref.: EB19036A                            Instrument ID  : GCT039 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                 (mg/kg)     (mg/kg)           (mg/kg) 
----------                                 -------     -------           ------- 
GASOLINE                                      ND           1.1              0.57 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
BROMOFLUOROBENZENE                             82        70-140 
 
 
Parameter       H-C Range 
Gasoline        C6-C10 
Methanol Extraction: 02/18/08 11:00 



                               METHOD 5030B/M8015 
                 TOTAL PETROLEUM HYDROCARBONS BY PURGE AND TRAP 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/13/08 
Project    : SWMU 31 CANNON AFB                  Date   Received: 02/14/08 
Batch No.  : 08B147                              Date  Extracted: 02/20/08 17:25 
Sample   ID: 031SB1900                           Date   Analyzed: 02/20/08 17:25 
Lab Samp ID: B147-03                             Dilution Factor: 1 
Lab File ID: EB19049A                            Matrix         : SOIL 
Ext Btch ID: VMB012S                             % Moisture     : 13.8 
Calib. Ref.: EB19048A                            Instrument ID  : GCT039 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                 (mg/kg)     (mg/kg)           (mg/kg) 
----------                                 -------     -------           ------- 
GASOLINE                                      ND           1.2              0.58 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
BROMOFLUOROBENZENE                             81        70-140 
 
 
Parameter       H-C Range 
Gasoline        C6-C10 
Methanol Extraction: 02/18/08 11:00 



                               METHOD 5030B/M8015 
                 TOTAL PETROLEUM HYDROCARBONS BY PURGE AND TRAP 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/13/08 
Project    : SWMU 31 CANNON AFB                  Date   Received: 02/14/08 
Batch No.  : 08B147                              Date  Extracted: 02/20/08 18:03 
Sample   ID: 031SB2000                           Date   Analyzed: 02/20/08 18:03 
Lab Samp ID: B147-04                             Dilution Factor: 1 
Lab File ID: EB19050A                            Matrix         : SOIL 
Ext Btch ID: VMB012S                             % Moisture     : 15.3 
Calib. Ref.: EB19048A                            Instrument ID  : GCT039 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                 (mg/kg)     (mg/kg)           (mg/kg) 
----------                                 -------     -------           ------- 
GASOLINE                                      ND           1.2              0.59 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
BROMOFLUOROBENZENE                             83        70-140 
 
 
Parameter       H-C Range 
Gasoline        C6-C10 
Methanol Extraction: 02/18/08 11:00 



                               METHOD 5030B/M8015 
                 TOTAL PETROLEUM HYDROCARBONS BY PURGE AND TRAP 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/13/08 
Project    : SWMU 31 CANNON AFB                  Date   Received: 02/14/08 
Batch No.  : 08B147                              Date  Extracted: 02/20/08 18:42 
Sample   ID: 031SB1800                           Date   Analyzed: 02/20/08 18:42 
Lab Samp ID: B147-02T                            Dilution Factor: 2 
Lab File ID: EB19051A                            Matrix         : SOIL 
Ext Btch ID: VMB012S                             % Moisture     : 15.0 
Calib. Ref.: EB19048A                            Instrument ID  : GCT039 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                 (mg/kg)     (mg/kg)           (mg/kg) 
----------                                 -------     -------           ------- 
GASOLINE                                      15           2.4               1.2 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
BROMOFLUOROBENZENE                             78         70-140 
 
 
Parameter       H-C Range 
Gasoline        C6-C10 
Methanol Extraction: 02/18/08 11:00 



                               METHOD 5030B/M8015 
                 TOTAL PETROLEUM HYDROCARBONS BY PURGE AND TRAP 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: NA 
Project    : SWMU 31 CANNON AFB                  Date   Received: 02/19/08 
Batch No.  : 08B147                              Date  Extracted: 02/19/08 23:21 
Sample   ID: MBLK1S                              Date   Analyzed: 02/19/08 23:21 
Lab Samp ID: VMB012SB                            Dilution Factor: 1 
Lab File ID: EB19021A                            Matrix         : SOIL 
Ext Btch ID: VMB012S                             % Moisture     : NA 
Calib. Ref.: EB19013A                            Instrument ID  : GCT039 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                 (mg/kg)     (mg/kg)           (mg/kg) 
----------                                 -------     -------           ------- 
GASOLINE                                      ND           1.0              0.50 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
BROMOFLUOROBENZENE                             87        70-140 
 
 
Parameter       H-C Range 
Gasoline        C6-C10 
Methanol Extraction: 02/18/08 11:00 
 



                              METHOD 3550B/8015 Mod 
                      PETROLEUM HYDROCARBONS BY EXTRACTION 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/14/08 
Project    : SWMU 127 CANNON AFB                 Date   Received: 02/15/08 
Batch No.  : 08B175                              Date  Extracted: 02/20/08 14:00 
Sample   ID: 127SB0800                           Date   Analyzed: 02/22/08 14:48 
Lab Samp ID: B175-01                             Dilution Factor: 1 
Lab File ID: LB22006A                            Matrix         : SOIL 
Ext Btch ID: DSB028S                             % Moisture     : 14.0 
Calib. Ref.: LB22002A                            Instrument ID  : GCT105 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                 (mg/kg)     (mg/kg)           (mg/kg) 
----------                                 -------     -------           ------- 
DIESEL                                        ND            12               5.8 
MOTOR OIL                                     ND            23               5.8 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
BROMOBENZENE                                   78        50-150 
HEXACOSANE                                     94        50-150 
 
RL      : Reporting Limit            
Parameter       H-C Range 
Diesel          C10-C24 
Motor Oil       C24-C36 



                              METHOD 3550B/8015 Mod 
                      PETROLEUM HYDROCARBONS BY EXTRACTION 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/14/08 
Project    : SWMU 127 CANNON AFB                 Date   Received: 02/15/08 
Batch No.  : 08B175                              Date  Extracted: 02/20/08 14:00 
Sample   ID: 127SB0900                           Date   Analyzed: 02/22/08 15:04 
Lab Samp ID: B175-02                             Dilution Factor: 1 
Lab File ID: LB22007A                            Matrix         : SOIL 
Ext Btch ID: DSB028S                             % Moisture     : 15.7 
Calib. Ref.: LB22002A                            Instrument ID  : GCT105 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                 (mg/kg)     (mg/kg)           (mg/kg) 
----------                                 -------     -------           ------- 
DIESEL                                        ND            12               5.9 
MOTOR OIL                                     ND            24               5.9 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
BROMOBENZENE                                   73        50-150 
HEXACOSANE                                     95        50-150 
 
RL      : Reporting Limit            
Parameter       H-C Range 
Diesel          C10-C24 
Motor Oil       C24-C36 



                              METHOD 3550B/8015 Mod 
                      PETROLEUM HYDROCARBONS BY EXTRACTION 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/14/08 
Project    : SWMU 127 CANNON AFB                 Date   Received: 02/15/08 
Batch No.  : 08B175                              Date  Extracted: 02/20/08 14:00 
Sample   ID: 127SB1000                           Date   Analyzed: 02/22/08 15:21 
Lab Samp ID: B175-03                             Dilution Factor: 1 
Lab File ID: LB22008A                            Matrix         : SOIL 
Ext Btch ID: DSB028S                             % Moisture     : 13.7 
Calib. Ref.: LB22002A                            Instrument ID  : GCT105 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                 (mg/kg)     (mg/kg)           (mg/kg) 
----------                                 -------     -------           ------- 
DIESEL                                        ND            12               5.8 
MOTOR OIL                                     ND            23               5.8 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
BROMOBENZENE                                   82        50-150 
HEXACOSANE                                     97        50-150 
 
RL      : Reporting Limit            
Parameter       H-C Range 
Diesel          C10-C24 
Motor Oil       C24-C36 



                              METHOD 3550B/8015 Mod 
                      PETROLEUM HYDROCARBONS BY EXTRACTION 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/14/08 
Project    : SWMU 127 CANNON AFB                 Date   Received: 02/15/08 
Batch No.  : 08B175                              Date  Extracted: 02/20/08 14:00 
Sample   ID: 127SB1100                           Date   Analyzed: 02/22/08 15:37 
Lab Samp ID: B175-04                             Dilution Factor: 1 
Lab File ID: LB22009A                            Matrix         : SOIL 
Ext Btch ID: DSB028S                             % Moisture     : 7.6 
Calib. Ref.: LB22002A                            Instrument ID  : GCT105 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                 (mg/kg)     (mg/kg)           (mg/kg) 
----------                                 -------     -------           ------- 
DIESEL                                        ND            11               5.4 
MOTOR OIL                                     ND            22               5.4 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
BROMOBENZENE                                   88        50-150 
HEXACOSANE                                     98        50-150 
 
RL      : Reporting Limit            
Parameter       H-C Range 
Diesel          C10-C24 
Motor Oil       C24-C36 



                              METHOD 3550B/8015 Mod 
                      PETROLEUM HYDROCARBONS BY EXTRACTION 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/14/08 
Project    : SWMU 127 CANNON AFB                 Date   Received: 02/15/08 
Batch No.  : 08B175                              Date  Extracted: 02/20/08 14:00 
Sample   ID: 127SB1200                           Date   Analyzed: 02/22/08 15:54 
Lab Samp ID: B175-05                             Dilution Factor: 1 
Lab File ID: LB22010A                            Matrix         : SOIL 
Ext Btch ID: DSB028S                             % Moisture     : 8.2 
Calib. Ref.: LB22002A                            Instrument ID  : GCT105 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                 (mg/kg)     (mg/kg)           (mg/kg) 
----------                                 -------     -------           ------- 
DIESEL                                        ND            11               5.4 
MOTOR OIL                                     ND            22               5.4 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
BROMOBENZENE                                   81        50-150 
HEXACOSANE                                     95        50-150 
 
RL      : Reporting Limit            
Parameter       H-C Range 
Diesel          C10-C24 
Motor Oil       C24-C36 



                              METHOD 3550B/8015 Mod 
                      PETROLEUM HYDROCARBONS BY EXTRACTION 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/14/08 
Project    : SWMU 127 CANNON AFB                 Date   Received: 02/15/08 
Batch No.  : 08B175                              Date  Extracted: 02/20/08 14:00 
Sample   ID: 127SB1300                           Date   Analyzed: 02/22/08 16:11 
Lab Samp ID: B175-06                             Dilution Factor: 1 
Lab File ID: LB22011A                            Matrix         : SOIL 
Ext Btch ID: DSB028S                             % Moisture     : 8.6 
Calib. Ref.: LB22002A                            Instrument ID  : GCT105 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                 (mg/kg)     (mg/kg)           (mg/kg) 
----------                                 -------     -------           ------- 
DIESEL                                        ND            11               5.5 
MOTOR OIL                                     ND            22               5.5 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
BROMOBENZENE                                   83        50-150 
HEXACOSANE                                     95        50-150 
 
RL      : Reporting Limit            
Parameter       H-C Range 
Diesel          C10-C24 
Motor Oil       C24-C36 



                              METHOD 3550B/8015 Mod 
                      PETROLEUM HYDROCARBONS BY EXTRACTION 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/14/08 
Project    : SWMU 127 CANNON AFB                 Date   Received: 02/15/08 
Batch No.  : 08B175                              Date  Extracted: 02/20/08 14:00 
Sample   ID: 127SB1300M                          Date   Analyzed: 02/22/08 17:51 
Lab Samp ID: B175-07                             Dilution Factor: 1 
Lab File ID: LB22017A                            Matrix         : SOIL 
Ext Btch ID: DSB028S                             % Moisture     : 6.3 
Calib. Ref.: LB22015A                            Instrument ID  : GCT105 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                 (mg/kg)     (mg/kg)           (mg/kg) 
----------                                 -------     -------           ------- 
DIESEL                                        ND            11               5.3 
MOTOR OIL                                    8.5J           21               5.3 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
BROMOBENZENE                                   84        50-150 
HEXACOSANE                                    106        50-150 
 
RL      : Reporting Limit            
Parameter       H-C Range 
Diesel          C10-C24 
Motor Oil       C24-C36 



                              METHOD 3550B/8015 Mod 
                      PETROLEUM HYDROCARBONS BY EXTRACTION 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/14/08 
Project    : SWMU 127 CANNON AFB                 Date   Received: 02/15/08 
Batch No.  : 08B175                              Date  Extracted: 02/20/08 14:00 
Sample   ID: 127SB1300D                          Date   Analyzed: 02/22/08 16:27 
Lab Samp ID: B175-08                             Dilution Factor: 1 
Lab File ID: LB22012A                            Matrix         : SOIL 
Ext Btch ID: DSB028S                             % Moisture     : 10.5 
Calib. Ref.: LB22002A                            Instrument ID  : GCT105 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                 (mg/kg)     (mg/kg)           (mg/kg) 
----------                                 -------     -------           ------- 
DIESEL                                        ND            11               5.6 
MOTOR OIL                                     11J           22               5.6 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
BROMOBENZENE                                   80        50-150 
HEXACOSANE                                     99        50-150 
 
RL      : Reporting Limit            
Parameter       H-C Range 
Diesel          C10-C24 
Motor Oil       C24-C36 



                              METHOD 3550B/8015 Mod 
                      PETROLEUM HYDROCARBONS BY EXTRACTION 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/14/08 
Project    : SWMU 127 CANNON AFB                 Date   Received: 02/15/08 
Batch No.  : 08B175                              Date  Extracted: 02/20/08 14:00 
Sample   ID: 127SB1400                           Date   Analyzed: 02/22/08 16:44 
Lab Samp ID: B175-09                             Dilution Factor: 1 
Lab File ID: LB22013A                            Matrix         : SOIL 
Ext Btch ID: DSB028S                             % Moisture     : 8.7 
Calib. Ref.: LB22002A                            Instrument ID  : GCT105 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                 (mg/kg)     (mg/kg)           (mg/kg) 
----------                                 -------     -------           ------- 
DIESEL                                        ND            11               5.5 
MOTOR OIL                                     ND            22               5.5 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
BROMOBENZENE                                   85        50-150 
HEXACOSANE                                     99        50-150 
 
RL      : Reporting Limit            
Parameter       H-C Range 
Diesel          C10-C24 
Motor Oil       C24-C36 



                              METHOD 3550B/8015 Mod 
                      PETROLEUM HYDROCARBONS BY EXTRACTION 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/14/08 
Project    : SWMU 127 CANNON AFB                 Date   Received: 02/15/08 
Batch No.  : 08B175                              Date  Extracted: 02/20/08 14:00 
Sample   ID: 127SB1500                           Date   Analyzed: 02/22/08 18:41 
Lab Samp ID: B175-10                             Dilution Factor: 1 
Lab File ID: LB22020A                            Matrix         : SOIL 
Ext Btch ID: DSB028S                             % Moisture     : 13.1 
Calib. Ref.: LB22015A                            Instrument ID  : GCT105 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                 (mg/kg)     (mg/kg)           (mg/kg) 
----------                                 -------     -------           ------- 
DIESEL                                        ND            12               5.8 
MOTOR OIL                                     ND            23               5.8 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
BROMOBENZENE                                   78        50-150 
HEXACOSANE                                     96        50-150 
 
RL      : Reporting Limit            
Parameter       H-C Range 
Diesel          C10-C24 
Motor Oil       C24-C36 



                              METHOD 3550B/8015 Mod 
                      PETROLEUM HYDROCARBONS BY EXTRACTION 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/14/08 
Project    : SWMU 127 CANNON AFB                 Date   Received: 02/15/08 
Batch No.  : 08B175                              Date  Extracted: 02/20/08 14:00 
Sample   ID: 127SB1600                           Date   Analyzed: 02/22/08 18:58 
Lab Samp ID: B175-11                             Dilution Factor: 1 
Lab File ID: LB22021A                            Matrix         : SOIL 
Ext Btch ID: DSB028S                             % Moisture     : 6.3 
Calib. Ref.: LB22015A                            Instrument ID  : GCT105 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                 (mg/kg)     (mg/kg)           (mg/kg) 
----------                                 -------     -------           ------- 
DIESEL                                        ND            11               5.3 
MOTOR OIL                                    5.4J           21               5.3 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
BROMOBENZENE                                   79        50-150 
HEXACOSANE                                     97        50-150 
 
RL      : Reporting Limit            
Parameter       H-C Range 
Diesel          C10-C24 
Motor Oil       C24-C36 



                              METHOD 3550B/8015 Mod 
                      PETROLEUM HYDROCARBONS BY EXTRACTION 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/14/08 
Project    : SWMU 127 CANNON AFB                 Date   Received: 02/15/08 
Batch No.  : 08B175                              Date  Extracted: 02/20/08 14:00 
Sample   ID: 127SB1700                           Date   Analyzed: 02/22/08 19:14 
Lab Samp ID: B175-12                             Dilution Factor: 1 
Lab File ID: LB22022A                            Matrix         : SOIL 
Ext Btch ID: DSB028S                             % Moisture     : 6.1 
Calib. Ref.: LB22015A                            Instrument ID  : GCT105 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                 (mg/kg)     (mg/kg)           (mg/kg) 
----------                                 -------     -------           ------- 
DIESEL                                        ND            11               5.3 
MOTOR OIL                                    9.8J           21               5.3 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
BROMOBENZENE                                   86        50-150 
HEXACOSANE                                     99        50-150 
 
RL      : Reporting Limit            
Parameter       H-C Range 
Diesel          C10-C24 
Motor Oil       C24-C36 



                              METHOD 3550B/8015 Mod 
                      PETROLEUM HYDROCARBONS BY EXTRACTION 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/14/08 
Project    : SWMU 127 CANNON AFB                 Date   Received: 02/15/08 
Batch No.  : 08B175                              Date  Extracted: 02/20/08 14:00 
Sample   ID: 127SB1800                           Date   Analyzed: 02/22/08 19:31 
Lab Samp ID: B175-13                             Dilution Factor: 1 
Lab File ID: LB22023A                            Matrix         : SOIL 
Ext Btch ID: DSB028S                             % Moisture     : 7.1 
Calib. Ref.: LB22015A                            Instrument ID  : GCT105 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                 (mg/kg)     (mg/kg)           (mg/kg) 
----------                                 -------     -------           ------- 
DIESEL                                        ND            11               5.4 
MOTOR OIL                                     16J           22               5.4 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
BROMOBENZENE                                   74        50-150 
HEXACOSANE                                     95        50-150 
 
RL      : Reporting Limit            
Parameter       H-C Range 
Diesel          C10-C24 
Motor Oil       C24-C36 



                              METHOD 3550B/8015 Mod 
                      PETROLEUM HYDROCARBONS BY EXTRACTION 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/14/08 
Project    : SWMU 127 CANNON AFB                 Date   Received: 02/15/08 
Batch No.  : 08B175                              Date  Extracted: 02/20/08 14:00 
Sample   ID: 127SB1810                           Date   Analyzed: 02/22/08 19:48 
Lab Samp ID: B175-14                             Dilution Factor: 1 
Lab File ID: LB22024A                            Matrix         : SOIL 
Ext Btch ID: DSB028S                             % Moisture     : 7.8 
Calib. Ref.: LB22015A                            Instrument ID  : GCT105 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                 (mg/kg)     (mg/kg)           (mg/kg) 
----------                                 -------     -------           ------- 
DIESEL                                        ND            11               5.4 
MOTOR OIL                                     ND            22               5.4 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
BROMOBENZENE                                   82        50-150 
HEXACOSANE                                     94        50-150 
 
RL      : Reporting Limit            
Parameter       H-C Range 
Diesel          C10-C24 
Motor Oil       C24-C36 



                              METHOD 3550B/8015 Mod 
                      PETROLEUM HYDROCARBONS BY EXTRACTION 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/14/08 
Project    : SWMU 127 CANNON AFB                 Date   Received: 02/15/08 
Batch No.  : 08B175                              Date  Extracted: 02/20/08 14:00 
Sample   ID: 127SB1700D                          Date   Analyzed: 02/22/08 20:04 
Lab Samp ID: B175-17                             Dilution Factor: 1 
Lab File ID: LB22025A                            Matrix         : SOIL 
Ext Btch ID: DSB028S                             % Moisture     : 5.9 
Calib. Ref.: LB22015A                            Instrument ID  : GCT105 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                 (mg/kg)     (mg/kg)           (mg/kg) 
----------                                 -------     -------           ------- 
DIESEL                                        ND            11               5.3 
MOTOR OIL                                     11J           21               5.3 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
BROMOBENZENE                                   85        50-150 
HEXACOSANE                                     97        50-150 
 
RL      : Reporting Limit            
Parameter       H-C Range 
Diesel          C10-C24 
Motor Oil       C24-C36 



                              METHOD 3550B/8015 Mod 
                      PETROLEUM HYDROCARBONS BY EXTRACTION 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: NA 
Project    : SWMU 127 CANNON AFB                 Date   Received: 02/20/08 
Batch No.  : 08B175                              Date  Extracted: 02/20/08 14:00 
Sample   ID: MBLK1S                              Date   Analyzed: 02/22/08 14:14 
Lab Samp ID: DSB028SB                            Dilution Factor: 1 
Lab File ID: LB22004A                            Matrix         : SOIL 
Ext Btch ID: DSB028S                             % Moisture     : NA 
Calib. Ref.: LB22002A                            Instrument ID  : GCT105 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                 (mg/kg)     (mg/kg)           (mg/kg) 
----------                                 -------     -------           ------- 
DIESEL                                        ND            10               5.0 
MOTOR OIL                                     ND            20               5.0 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
BROMOBENZENE                                   81        60-150 
HEXACOSANE                                     97        60-140 
 
RL      : Reporting Limit            
Parameter       H-C Range 
Diesel          C10-C24 
Motor Oil       C24-C36 
 



                               METHOD 5030B/M8015 
                 TOTAL PETROLEUM HYDROCARBONS BY PURGE AND TRAP 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/14/08 
Project    : SWMU 127 CANNON AFB                 Date   Received: 02/15/08 
Batch No.  : 08B175                              Date  Extracted: 02/21/08 12:52 
Sample   ID: 127SB0800                           Date   Analyzed: 02/21/08 12:52 
Lab Samp ID: B175-01                             Dilution Factor: 1 
Lab File ID: UB21006A                            Matrix         : SOIL 
Ext Btch ID: VMB015S                             % Moisture     : 14.0 
Calib. Ref.: UB21002A                            Instrument ID  : T-034 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                 (mg/kg)     (mg/kg)           (mg/kg) 
----------                                 -------     -------           ------- 
GASOLINE                                      ND           1.2              0.58 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
BROMOFLUOROBENZENE                             90        70-140 
 
 
Parameter       H-C Range 
Gasoline        C6-C10 
Methanol Extraction: 02/20/08 13:00 



                               METHOD 5030B/M8015 
                 TOTAL PETROLEUM HYDROCARBONS BY PURGE AND TRAP 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/14/08 
Project    : SWMU 127 CANNON AFB                 Date   Received: 02/15/08 
Batch No.  : 08B175                              Date  Extracted: 02/21/08 13:26 
Sample   ID: 127SB0900                           Date   Analyzed: 02/21/08 13:26 
Lab Samp ID: B175-02                             Dilution Factor: 1 
Lab File ID: UB21007A                            Matrix         : SOIL 
Ext Btch ID: VMB015S                             % Moisture     : 15.7 
Calib. Ref.: UB21002A                            Instrument ID  : T-034 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                 (mg/kg)     (mg/kg)           (mg/kg) 
----------                                 -------     -------           ------- 
GASOLINE                                      ND           1.2              0.59 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
BROMOFLUOROBENZENE                             89        70-140 
 
 
Parameter       H-C Range 
Gasoline        C6-C10 
Methanol Extraction: 02/20/08 13:00 



                               METHOD 5030B/M8015 
                 TOTAL PETROLEUM HYDROCARBONS BY PURGE AND TRAP 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/14/08 
Project    : SWMU 127 CANNON AFB                 Date   Received: 02/15/08 
Batch No.  : 08B175                              Date  Extracted: 02/21/08 14:00 
Sample   ID: 127SB1000                           Date   Analyzed: 02/21/08 14:00 
Lab Samp ID: B175-03                             Dilution Factor: 1 
Lab File ID: UB21008A                            Matrix         : SOIL 
Ext Btch ID: VMB015S                             % Moisture     : 13.7 
Calib. Ref.: UB21002A                            Instrument ID  : T-034 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                 (mg/kg)     (mg/kg)           (mg/kg) 
----------                                 -------     -------           ------- 
GASOLINE                                      ND           1.2              0.58 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
BROMOFLUOROBENZENE                             88        70-140 
 
 
Parameter       H-C Range 
Gasoline        C6-C10 
Methanol Extraction: 02/20/08 13:00 



                               METHOD 5030B/M8015 
                 TOTAL PETROLEUM HYDROCARBONS BY PURGE AND TRAP 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/14/08 
Project    : SWMU 127 CANNON AFB                 Date   Received: 02/15/08 
Batch No.  : 08B175                              Date  Extracted: 02/21/08 14:35 
Sample   ID: 127SB1100                           Date   Analyzed: 02/21/08 14:35 
Lab Samp ID: B175-04                             Dilution Factor: 1 
Lab File ID: UB21009A                            Matrix         : SOIL 
Ext Btch ID: VMB015S                             % Moisture     : 7.6 
Calib. Ref.: UB21002A                            Instrument ID  : T-034 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                 (mg/kg)     (mg/kg)           (mg/kg) 
----------                                 -------     -------           ------- 
GASOLINE                                      ND           1.1              0.54 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
BROMOFLUOROBENZENE                             96        70-140 
 
 
Parameter       H-C Range 
Gasoline        C6-C10 
Methanol Extraction: 02/20/08 13:00 



                               METHOD 5030B/M8015 
                 TOTAL PETROLEUM HYDROCARBONS BY PURGE AND TRAP 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/14/08 
Project    : SWMU 127 CANNON AFB                 Date   Received: 02/15/08 
Batch No.  : 08B175                              Date  Extracted: 02/21/08 17:26 
Sample   ID: 127SB1200                           Date   Analyzed: 02/21/08 17:26 
Lab Samp ID: B175-05                             Dilution Factor: 1 
Lab File ID: UB21014A                            Matrix         : SOIL 
Ext Btch ID: VMB015S                             % Moisture     : 8.2 
Calib. Ref.: UB21013A                            Instrument ID  : T-034 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                 (mg/kg)     (mg/kg)           (mg/kg) 
----------                                 -------     -------           ------- 
GASOLINE                                      ND           1.1              0.54 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
BROMOFLUOROBENZENE                             94        70-140 
 
 
Parameter       H-C Range 
Gasoline        C6-C10 
Methanol Extraction: 02/20/08 13:00 



                               METHOD 5030B/M8015 
                 TOTAL PETROLEUM HYDROCARBONS BY PURGE AND TRAP 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/14/08 
Project    : SWMU 127 CANNON AFB                 Date   Received: 02/15/08 
Batch No.  : 08B175                              Date  Extracted: 02/21/08 18:00 
Sample   ID: 127SB1300                           Date   Analyzed: 02/21/08 18:00 
Lab Samp ID: B175-06                             Dilution Factor: 1 
Lab File ID: UB21015A                            Matrix         : SOIL 
Ext Btch ID: VMB015S                             % Moisture     : 8.6 
Calib. Ref.: UB21013A                            Instrument ID  : T-034 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                 (mg/kg)     (mg/kg)           (mg/kg) 
----------                                 -------     -------           ------- 
GASOLINE                                      ND           1.1              0.55 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
BROMOFLUOROBENZENE                             93        70-140 
 
 
Parameter       H-C Range 
Gasoline        C6-C10 
Methanol Extraction: 02/20/08 13:00 



                               METHOD 5030B/M8015 
                 TOTAL PETROLEUM HYDROCARBONS BY PURGE AND TRAP 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/14/08 
Project    : SWMU 127 CANNON AFB                 Date   Received: 02/15/08 
Batch No.  : 08B175                              Date  Extracted: 02/21/08 15:09 
Sample   ID: 127SB1300M                          Date   Analyzed: 02/21/08 15:09 
Lab Samp ID: B175-07                             Dilution Factor: 1 
Lab File ID: UB21010A                            Matrix         : SOIL 
Ext Btch ID: VMB015S                             % Moisture     : 6.3 
Calib. Ref.: UB21002A                            Instrument ID  : T-034 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                 (mg/kg)     (mg/kg)           (mg/kg) 
----------                                 -------     -------           ------- 
GASOLINE                                      ND           1.1              0.53 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
BROMOFLUOROBENZENE                             93        70-140 
 
 
Parameter       H-C Range 
Gasoline        C6-C10 
Methanol Extraction: 02/20/08 13:00 



                               METHOD 5030B/M8015 
                 TOTAL PETROLEUM HYDROCARBONS BY PURGE AND TRAP 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/14/08 
Project    : SWMU 127 CANNON AFB                 Date   Received: 02/15/08 
Batch No.  : 08B175                              Date  Extracted: 02/21/08 18:34 
Sample   ID: 127SB1300D                          Date   Analyzed: 02/21/08 18:34 
Lab Samp ID: B175-08                             Dilution Factor: 1 
Lab File ID: UB21016A                            Matrix         : SOIL 
Ext Btch ID: VMB015S                             % Moisture     : 10.5 
Calib. Ref.: UB21013A                            Instrument ID  : T-034 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                 (mg/kg)     (mg/kg)           (mg/kg) 
----------                                 -------     -------           ------- 
GASOLINE                                      ND           1.1              0.56 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
BROMOFLUOROBENZENE                             96        70-140 
 
 
Parameter       H-C Range 
Gasoline        C6-C10 
Methanol Extraction: 02/20/08 13:00 



                               METHOD 5030B/M8015 
                 TOTAL PETROLEUM HYDROCARBONS BY PURGE AND TRAP 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/14/08 
Project    : SWMU 127 CANNON AFB                 Date   Received: 02/15/08 
Batch No.  : 08B175                              Date  Extracted: 02/21/08 19:08 
Sample   ID: 127SB1400                           Date   Analyzed: 02/21/08 19:08 
Lab Samp ID: B175-09                             Dilution Factor: 1 
Lab File ID: UB21017A                            Matrix         : SOIL 
Ext Btch ID: VMB015S                             % Moisture     : 8.7 
Calib. Ref.: UB21013A                            Instrument ID  : T-034 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                 (mg/kg)     (mg/kg)           (mg/kg) 
----------                                 -------     -------           ------- 
GASOLINE                                      ND           1.1              0.55 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
BROMOFLUOROBENZENE                             96        70-140 
 
 
Parameter       H-C Range 
Gasoline        C6-C10 
Methanol Extraction: 02/20/08 13:00 



                               METHOD 5030B/M8015 
                 TOTAL PETROLEUM HYDROCARBONS BY PURGE AND TRAP 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/14/08 
Project    : SWMU 127 CANNON AFB                 Date   Received: 02/15/08 
Batch No.  : 08B175                              Date  Extracted: 02/21/08 19:43 
Sample   ID: 127SB1500                           Date   Analyzed: 02/21/08 19:43 
Lab Samp ID: B175-10                             Dilution Factor: 1 
Lab File ID: UB21018A                            Matrix         : SOIL 
Ext Btch ID: VMB015S                             % Moisture     : 13.1 
Calib. Ref.: UB21013A                            Instrument ID  : T-034 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                 (mg/kg)     (mg/kg)           (mg/kg) 
----------                                 -------     -------           ------- 
GASOLINE                                      ND           1.2              0.58 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
BROMOFLUOROBENZENE                             91        70-140 
 
 
Parameter       H-C Range 
Gasoline        C6-C10 
Methanol Extraction: 02/20/08 13:00 



                               METHOD 5030B/M8015 
                 TOTAL PETROLEUM HYDROCARBONS BY PURGE AND TRAP 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/14/08 
Project    : SWMU 127 CANNON AFB                 Date   Received: 02/15/08 
Batch No.  : 08B175                              Date  Extracted: 02/21/08 20:17 
Sample   ID: 127SB1600                           Date   Analyzed: 02/21/08 20:17 
Lab Samp ID: B175-11                             Dilution Factor: 1 
Lab File ID: UB21019A                            Matrix         : SOIL 
Ext Btch ID: VMB015S                             % Moisture     : 6.3 
Calib. Ref.: UB21013A                            Instrument ID  : T-034 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                 (mg/kg)     (mg/kg)           (mg/kg) 
----------                                 -------     -------           ------- 
GASOLINE                                      ND           1.1              0.53 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
BROMOFLUOROBENZENE                             95        70-140 
 
 
Parameter       H-C Range 
Gasoline        C6-C10 
Methanol Extraction: 02/20/08 13:00 



                               METHOD 5030B/M8015 
                 TOTAL PETROLEUM HYDROCARBONS BY PURGE AND TRAP 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/14/08 
Project    : SWMU 127 CANNON AFB                 Date   Received: 02/15/08 
Batch No.  : 08B175                              Date  Extracted: 02/21/08 20:51 
Sample   ID: 127SB1700                           Date   Analyzed: 02/21/08 20:51 
Lab Samp ID: B175-12                             Dilution Factor: 1 
Lab File ID: UB21020A                            Matrix         : SOIL 
Ext Btch ID: VMB015S                             % Moisture     : 6.1 
Calib. Ref.: UB21013A                            Instrument ID  : T-034 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                 (mg/kg)     (mg/kg)           (mg/kg) 
----------                                 -------     -------           ------- 
GASOLINE                                      ND           1.1              0.53 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
BROMOFLUOROBENZENE                             96        70-140 
 
 
Parameter       H-C Range 
Gasoline        C6-C10 
Methanol Extraction: 02/20/08 13:00 



                               METHOD 5030B/M8015 
                 TOTAL PETROLEUM HYDROCARBONS BY PURGE AND TRAP 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/14/08 
Project    : SWMU 127 CANNON AFB                 Date   Received: 02/15/08 
Batch No.  : 08B175                              Date  Extracted: 02/21/08 21:25 
Sample   ID: 127SB1800                           Date   Analyzed: 02/21/08 21:25 
Lab Samp ID: B175-13                             Dilution Factor: 1 
Lab File ID: UB21021A                            Matrix         : SOIL 
Ext Btch ID: VMB015S                             % Moisture     : 7.1 
Calib. Ref.: UB21013A                            Instrument ID  : T-034 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                 (mg/kg)     (mg/kg)           (mg/kg) 
----------                                 -------     -------           ------- 
GASOLINE                                      ND           1.1              0.54 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
BROMOFLUOROBENZENE                             95        70-140 
 
 
Parameter       H-C Range 
Gasoline        C6-C10 
Methanol Extraction: 02/20/08 13:00 



                               METHOD 5030B/M8015 
                 TOTAL PETROLEUM HYDROCARBONS BY PURGE AND TRAP 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/14/08 
Project    : SWMU 127 CANNON AFB                 Date   Received: 02/15/08 
Batch No.  : 08B175                              Date  Extracted: 02/21/08 21:59 
Sample   ID: 127SB1810                           Date   Analyzed: 02/21/08 21:59 
Lab Samp ID: B175-14                             Dilution Factor: 1 
Lab File ID: UB21022A                            Matrix         : SOIL 
Ext Btch ID: VMB015S                             % Moisture     : 7.8 
Calib. Ref.: UB21013A                            Instrument ID  : T-034 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                 (mg/kg)     (mg/kg)           (mg/kg) 
----------                                 -------     -------           ------- 
GASOLINE                                      ND           1.1              0.54 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
BROMOFLUOROBENZENE                             95        70-140 
 
 
Parameter       H-C Range 
Gasoline        C6-C10 
Methanol Extraction: 02/20/08 13:00 



                               METHOD 5030B/M8015 
                 TOTAL PETROLEUM HYDROCARBONS BY PURGE AND TRAP 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/14/08 
Project    : SWMU 127 CANNON AFB                 Date   Received: 02/15/08 
Batch No.  : 08B175                              Date  Extracted: 02/21/08 22:33 
Sample   ID: 127SB1700D                          Date   Analyzed: 02/21/08 22:33 
Lab Samp ID: B175-17                             Dilution Factor: 1 
Lab File ID: UB21023A                            Matrix         : SOIL 
Ext Btch ID: VMB015S                             % Moisture     : 5.9 
Calib. Ref.: UB21013A                            Instrument ID  : T-034 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                 (mg/kg)     (mg/kg)           (mg/kg) 
----------                                 -------     -------           ------- 
GASOLINE                                      ND           1.1              0.53 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
BROMOFLUOROBENZENE                             95        70-140 
 
 
Parameter       H-C Range 
Gasoline        C6-C10 
Methanol Extraction: 02/20/08 13:00 



                               METHOD 5030B/M8015 
                 TOTAL PETROLEUM HYDROCARBONS BY PURGE AND TRAP 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: NA 
Project    : SWMU 127 CANNON AFB                 Date   Received: 02/21/08 
Batch No.  : 08B175                              Date  Extracted: 02/21/08 11:06 
Sample   ID: MBLK1S                              Date   Analyzed: 02/21/08 11:06 
Lab Samp ID: VMB015SB                            Dilution Factor: 1 
Lab File ID: UB21003A                            Matrix         : SOIL 
Ext Btch ID: VMB015S                             % Moisture     : NA 
Calib. Ref.: UB21002A                            Instrument ID  : T-034 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                 (mg/kg)     (mg/kg)           (mg/kg) 
----------                                 -------     -------           ------- 
GASOLINE                                      ND           1.0              0.50 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
BROMOFLUOROBENZENE                             95        70-140 
 
 
Parameter       H-C Range 
Gasoline        C6-C10 
Methanol Extraction: 02/20/08 13:00 
 



                                METHOD 3550B/8310 
                        POLYNUCLEAR AROMATIC HYDROCARBONS 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/14/08 
Project    : SWMU 127 CANNON AFB                 Date   Received: 02/15/08 
Batch No.  : 08B175                              Date  Extracted: 02/21/08 15:15 
Sample   ID: 127SB0800                           Date   Analyzed: 02/22/08 14:12 
Lab Samp ID: B175-01                             Dilution Factor: 1 
Lab File ID: RB22007A                            Matrix         : SOIL 
Ext Btch ID: PAB006S                             % Moisture     : 14.0 
Calib. Ref.: RB22003A                            Instrument ID  : T-034 
================================================================================ 
 
                                    RESULTS                 RL       MDL         
PARAMETERS                          (ug/kg)            (ug/kg)     (ug/kg)       
----------                          -------            -------     -------       
NAPHTHALENE                        (ND)|ND                 120      12|12        
ACENAPHTHYLENE                     (ND)|NA                 230      23|23        
ACENAPHTHENE                       (ND)|ND                 120      12|12        
FLUORENE                           (ND)|ND                  23     2.3|2.3       
PHENANTHRENE                     (2.9J)|1.8J                12     1.2|1.2       
ANTHRACENE                         (ND)|ND                  12     1.2|1.2       
FLUORANTHENE                       3.4J|(ND)                23     2.3|2.3       
PYRENE                             (ND)|ND                  12     1.2|1.2       
BENZO(A)ANTHRACENE                 (ND)|ND                  12     1.2|1.2       
CHRYSENE                           (ND)|ND                  12     1.2|1.2       
BENZO(B)FLUORANTHENE               (ND)|ND                  23     2.3|2.3       
BENZO(K)FLUORANTHENE               (ND)|ND                  12     1.2|1.2       
BENZO(A)PYRENE                     (ND)|ND                  12     1.2|1.2       
DIBENZO(A,H)ANTHRACENE             (ND)|ND                  23     4.7|4.7       
BENZO(G,H,I)PERYLENE               (ND)|ND                  23     2.3|2.3       
INDENO(1,2,3-CD)PYRENE             1.2J|(ND)                12     1.2|1.2       
 
SURROGATE PARAMETERS               % RECOVERY           QC LIMIT 
--------------------               ----------           -------- 
P-TERPHENYL-D14                    (98)|93                50-140 
 
 
Left of | is related to UV detector; Right of | related to FL detector 
Final result indicated by ( ) 



                                METHOD 3550B/8310 
                        POLYNUCLEAR AROMATIC HYDROCARBONS 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/14/08 
Project    : SWMU 127 CANNON AFB                 Date   Received: 02/15/08 
Batch No.  : 08B175                              Date  Extracted: 02/21/08 15:15 
Sample   ID: 127SB0900                           Date   Analyzed: 02/22/08 14:36 
Lab Samp ID: B175-02                             Dilution Factor: 1 
Lab File ID: RB22008A                            Matrix         : SOIL 
Ext Btch ID: PAB006S                             % Moisture     : 15.7 
Calib. Ref.: RB22003A                            Instrument ID  : T-034 
================================================================================ 
 
                                    RESULTS                 RL       MDL         
PARAMETERS                          (ug/kg)            (ug/kg)     (ug/kg)       
----------                          -------            -------     -------       
NAPHTHALENE                        (ND)|ND                 120      12|12        
ACENAPHTHYLENE                     (ND)|NA                 240      24|24        
ACENAPHTHENE                       (ND)|ND                 120      12|12        
FLUORENE                           (ND)|ND                  24     2.4|2.4       
PHENANTHRENE                     (8.8J)|7.9J                12     1.2|1.2       
ANTHRACENE                         (ND)|ND                  12     1.2|1.2       
FLUORANTHENE                       (32)|17J                 24     2.4|2.4       
PYRENE                             (17)|13                  12     1.2|1.2       
BENZO(A)ANTHRACENE               (6.3J)|7.3J                12     1.2|1.2       
CHRYSENE                         (8.6J)|9.0J                12     1.2|1.2       
BENZO(B)FLUORANTHENE             (8.6J)|5.3J                24     2.4|2.4       
BENZO(K)FLUORANTHENE             (3.4J)|4.5J                12     1.2|1.2       
BENZO(A)PYRENE                   (6.7J)|6.7J                12     1.2|1.2       
DIBENZO(A,H)ANTHRACENE             (ND)|ND                  24     4.7|4.7       
BENZO(G,H,I)PERYLENE             (5.0J)|4.9J                24     2.4|2.4       
INDENO(1,2,3-CD)PYRENE           (6.2J)|7.3J                12     1.2|1.2       
 
SURROGATE PARAMETERS               % RECOVERY           QC LIMIT 
--------------------               ----------           -------- 
P-TERPHENYL-D14                   (101)|96                50-140 
 
 
Left of | is related to UV detector; Right of | related to FL detector 
Final result indicated by ( ) 



                                METHOD 3550B/8310 
                        POLYNUCLEAR AROMATIC HYDROCARBONS 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/14/08 
Project    : SWMU 127 CANNON AFB                 Date   Received: 02/15/08 
Batch No.  : 08B175                              Date  Extracted: 02/21/08 15:15 
Sample   ID: 127SB1000                           Date   Analyzed: 02/22/08 15:22 
Lab Samp ID: B175-03                             Dilution Factor: 1 
Lab File ID: RB22010A                            Matrix         : SOIL 
Ext Btch ID: PAB006S                             % Moisture     : 13.7 
Calib. Ref.: RB22003A                            Instrument ID  : T-034 
================================================================================ 
 
                                    RESULTS                 RL       MDL         
PARAMETERS                          (ug/kg)            (ug/kg)     (ug/kg)       
----------                          -------            -------     -------       
NAPHTHALENE                        (ND)|ND                 120      12|12        
ACENAPHTHYLENE                     (ND)|NA                 230      23|23        
ACENAPHTHENE                       (ND)|ND                 120      12|12        
FLUORENE                           (ND)|ND                  23     2.3|2.3       
PHENANTHRENE                     (8.9J)|7.4J                12     1.2|1.2       
ANTHRACENE                         (ND)|ND                  12     1.2|1.2       
FLUORANTHENE                       (42)|26                  23     2.3|2.3       
PYRENE                             (32)|25                  12     1.2|1.2       
BENZO(A)ANTHRACENE               (9.5J)|11J                 12     1.2|1.2       
CHRYSENE                           (15)|15                  12     1.2|1.2       
BENZO(B)FLUORANTHENE              (13J)|9.4J                23     2.3|2.3       
BENZO(K)FLUORANTHENE             (5.0J)|6.3J                12     1.2|1.2       
BENZO(A)PYRENE                   (9.5J)|8.7J                12     1.2|1.2       
DIBENZO(A,H)ANTHRACENE             (ND)|ND                  23     4.6|4.6       
BENZO(G,H,I)PERYLENE             (7.5J)|8.0J                23     2.3|2.3       
INDENO(1,2,3-CD)PYRENE             (12)|11J                 12     1.2|1.2       
 
SURROGATE PARAMETERS               % RECOVERY           QC LIMIT 
--------------------               ----------           -------- 
P-TERPHENYL-D14                    (95)|91                50-140 
 
 
Left of | is related to UV detector; Right of | related to FL detector 
Final result indicated by ( ) 



                                METHOD 3550B/8310 
                        POLYNUCLEAR AROMATIC HYDROCARBONS 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/14/08 
Project    : SWMU 127 CANNON AFB                 Date   Received: 02/15/08 
Batch No.  : 08B175                              Date  Extracted: 02/21/08 15:15 
Sample   ID: 127SB1100                           Date   Analyzed: 02/22/08 20:03 
Lab Samp ID: B175-04                             Dilution Factor: 1 
Lab File ID: RB22022A                            Matrix         : SOIL 
Ext Btch ID: PAB006S                             % Moisture     : 7.6 
Calib. Ref.: RB22015A                            Instrument ID  : T-034 
================================================================================ 
 
                                    RESULTS                 RL       MDL         
PARAMETERS                          (ug/kg)            (ug/kg)     (ug/kg)       
----------                          -------            -------     -------       
NAPHTHALENE                        (ND)|ND                 110      11|11        
ACENAPHTHYLENE                    (25J)|NA                 220      22|22        
ACENAPHTHENE                       (ND)|ND                 110      11|11        
FLUORENE                           5.0J|(ND)                22     2.2|2.2       
PHENANTHRENE                       (52)|49                  11     1.1|1.1       
ANTHRACENE                         3.6J|(ND)                11     1.1|1.1       
FLUORANTHENE                      (250)|150                 22     2.2|2.2       
PYRENE                            (170)|110                 11     1.1|1.1       
BENZO(A)ANTHRACENE                 (53)|35                  11     1.1|1.1       
CHRYSENE                           (89)|80                  11     1.1|1.1       
BENZO(B)FLUORANTHENE               (84)|63                  22     2.2|2.2       
BENZO(K)FLUORANTHENE               (33)|38                  11     1.1|1.1       
BENZO(A)PYRENE                     (68)|69                  11     1.1|1.1       
DIBENZO(A,H)ANTHRACENE             (45)|16J                 22     4.3|4.3       
BENZO(G,H,I)PERYLENE               (83)|58                  22     2.2|2.2       
INDENO(1,2,3-CD)PYRENE             (78)|71                  11     1.1|1.1       
 
SURROGATE PARAMETERS               % RECOVERY           QC LIMIT 
--------------------               ----------           -------- 
P-TERPHENYL-D14                   (104)|112               50-140 
 
 
Left of | is related to UV detector; Right of | related to FL detector 
Final result indicated by ( ) 



                                METHOD 3550B/8310 
                        POLYNUCLEAR AROMATIC HYDROCARBONS 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/14/08 
Project    : SWMU 127 CANNON AFB                 Date   Received: 02/15/08 
Batch No.  : 08B175                              Date  Extracted: 02/21/08 15:15 
Sample   ID: 127SB1200                           Date   Analyzed: 02/22/08 14:59 
Lab Samp ID: B175-05                             Dilution Factor: 1 
Lab File ID: RB22009A                            Matrix         : SOIL 
Ext Btch ID: PAB006S                             % Moisture     : 8.2 
Calib. Ref.: RB22003A                            Instrument ID  : T-034 
================================================================================ 
 
                                    RESULTS                 RL       MDL         
PARAMETERS                          (ug/kg)            (ug/kg)     (ug/kg)       
----------                          -------            -------     -------       
NAPHTHALENE                        (ND)|ND                 110      11|11        
ACENAPHTHYLENE                    (36J)|NA                 220      22|22        
ACENAPHTHENE                       (ND)|ND                 110      11|11        
FLUORENE                           (ND)|ND                  22     2.2|2.2       
PHENANTHRENE                       3.6J|(ND)                11     1.1|1.1       
ANTHRACENE                         (ND)|ND                  11     1.1|1.1       
FLUORANTHENE                      (14J)|5.8J                22     2.2|2.2       
PYRENE                           (6.8J)|7.8J                11     1.1|1.1       
BENZO(A)ANTHRACENE               (2.6J)|2.2J                11     1.1|1.1       
CHRYSENE                         (5.0J)|5.3J                11     1.1|1.1       
BENZO(B)FLUORANTHENE               5.8J|(ND)                22     2.2|2.2       
BENZO(K)FLUORANTHENE             (2.2J)|2.6J                11     1.1|1.1       
BENZO(A)PYRENE                   (3.6J)|3.8J                11     1.1|1.1       
DIBENZO(A,H)ANTHRACENE             (ND)|ND                  22     4.4|4.4       
BENZO(G,H,I)PERYLENE             (4.0J)|3.6J                22     2.2|2.2       
INDENO(1,2,3-CD)PYRENE           (4.3J)|6.3J                11     1.1|1.1       
 
SURROGATE PARAMETERS               % RECOVERY           QC LIMIT 
--------------------               ----------           -------- 
P-TERPHENYL-D14                   (103)|100               50-140 
 
 
Left of | is related to UV detector; Right of | related to FL detector 
Final result indicated by ( ) 



                                METHOD 3550B/8310 
                        POLYNUCLEAR AROMATIC HYDROCARBONS 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/14/08 
Project    : SWMU 127 CANNON AFB                 Date   Received: 02/15/08 
Batch No.  : 08B175                              Date  Extracted: 02/21/08 15:15 
Sample   ID: 127SB1300                           Date   Analyzed: 02/22/08 20:26 
Lab Samp ID: B175-06                             Dilution Factor: 1 
Lab File ID: RB22023A                            Matrix         : SOIL 
Ext Btch ID: PAB006S                             % Moisture     : 8.6 
Calib. Ref.: RB22015A                            Instrument ID  : T-034 
================================================================================ 
 
                                    RESULTS                 RL       MDL         
PARAMETERS                          (ug/kg)            (ug/kg)     (ug/kg)       
----------                          -------            -------     -------       
NAPHTHALENE                        (ND)|ND                 110      11|11        
ACENAPHTHYLENE                     (ND)|NA                 220      22|22        
ACENAPHTHENE                       (ND)|ND                 110      11|11        
FLUORENE                           8.1J|(ND)                22     2.2|2.2       
PHENANTHRENE                       (91)|92                  11     1.1|1.1       
ANTHRACENE                         5.3J|(ND)                11     1.1|1.1       
FLUORANTHENE                      (470)|270                 22     2.2|2.2       
PYRENE                           (330E)|210                 11     1.1|1.1       
BENZO(A)ANTHRACENE                 (82)|64                  11     1.1|1.1       
CHRYSENE                          (150)|150                 11     1.1|1.1       
BENZO(B)FLUORANTHENE              (170)|150                 22     2.2|2.2       
BENZO(K)FLUORANTHENE               (78)|72                  11     1.1|1.1       
BENZO(A)PYRENE                    (130)|140                 11     1.1|1.1       
DIBENZO(A,H)ANTHRACENE             (98)|29                  22     4.4|4.4       
BENZO(G,H,I)PERYLENE              (170)|130                 22     2.2|2.2       
INDENO(1,2,3-CD)PYRENE            (160)|170                 11     1.1|1.1       
 
SURROGATE PARAMETERS               % RECOVERY           QC LIMIT 
--------------------               ----------           -------- 
P-TERPHENYL-D14                   (108)|139               50-140 
 
 
Left of | is related to UV detector; Right of | related to FL detector 
Final result indicated by ( ) 



                                METHOD 3550B/8310 
                        POLYNUCLEAR AROMATIC HYDROCARBONS 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/14/08 
Project    : SWMU 127 CANNON AFB                 Date   Received: 02/15/08 
Batch No.  : 08B175                              Date  Extracted: 02/21/08 15:15 
Sample   ID: 127SB1300M                          Date   Analyzed: 02/22/08 15:46 
Lab Samp ID: B175-07                             Dilution Factor: 1 
Lab File ID: RB22011A                            Matrix         : SOIL 
Ext Btch ID: PAB006S                             % Moisture     : 6.3 
Calib. Ref.: RB22003A                            Instrument ID  : T-034 
================================================================================ 
 
                                    RESULTS                 RL       MDL         
PARAMETERS                          (ug/kg)            (ug/kg)     (ug/kg)       
----------                          -------            -------     -------       
NAPHTHALENE                        (ND)|ND                 110      11|11        
ACENAPHTHYLENE                     (ND)|NA                 210      21|21        
ACENAPHTHENE                       (ND)|ND                 110      11|11        
FLUORENE                           (ND)|ND                  21     2.1|2.1       
PHENANTHRENE                      (120)|110                 11     1.1|1.1       
ANTHRACENE                         6.8J|(ND)                11     1.1|1.1       
FLUORANTHENE                      (510)|300                 21     2.1|2.1       
PYRENE                           (350E)|260                 11     1.1|1.1       
BENZO(A)ANTHRACENE                (110)|78                  11     1.1|1.1       
CHRYSENE                          (180)|180                 11     1.1|1.1       
BENZO(B)FLUORANTHENE              (170)|140                 21     2.1|2.1       
BENZO(K)FLUORANTHENE               (65)|76                  11     1.1|1.1       
BENZO(A)PYRENE                    (140)|140                 11     1.1|1.1       
DIBENZO(A,H)ANTHRACENE             (94)|31                  21     4.3|4.3       
BENZO(G,H,I)PERYLENE              (170)|140                 21     2.1|2.1       
INDENO(1,2,3-CD)PYRENE            (160)|170                 11     1.1|1.1       
 
SURROGATE PARAMETERS               % RECOVERY           QC LIMIT 
--------------------               ----------           -------- 
P-TERPHENYL-D14                  (168*)|158*              50-140 
 
 
Left of | is related to UV detector; Right of | related to FL detector 
Final result indicated by ( ) 



                                METHOD 3550B/8310 
                        POLYNUCLEAR AROMATIC HYDROCARBONS 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/14/08 
Project    : SWMU 127 CANNON AFB                 Date   Received: 02/15/08 
Batch No.  : 08B175                              Date  Extracted: 02/21/08 15:15 
Sample   ID: 127SB1300D                          Date   Analyzed: 02/22/08 20:49 
Lab Samp ID: B175-08                             Dilution Factor: 1 
Lab File ID: RB22024A                            Matrix         : SOIL 
Ext Btch ID: PAB006S                             % Moisture     : 10.5 
Calib. Ref.: RB22015A                            Instrument ID  : T-034 
================================================================================ 
 
                                    RESULTS                 RL       MDL         
PARAMETERS                          (ug/kg)            (ug/kg)     (ug/kg)       
----------                          -------            -------     -------       
NAPHTHALENE                        (ND)|ND                 110      11|11        
ACENAPHTHYLENE                     (ND)|NA                 220      22|22        
ACENAPHTHENE                       (ND)|ND                 110      11|11        
FLUORENE                           (ND)|ND                  22     2.2|2.2       
PHENANTHRENE                      (120)|130                 11     1.1|1.1       
ANTHRACENE                          10J|(ND)                11     1.1|1.1       
FLUORANTHENE                     (650E)|370                 22     2.2|2.2       
PYRENE                           (450E)|290                 11     1.1|1.1       
BENZO(A)ANTHRACENE                (120)|99                  11     1.1|1.1       
CHRYSENE                          (210)|220                 11     1.1|1.1       
BENZO(B)FLUORANTHENE              (230)|180                 22     2.2|2.2       
BENZO(K)FLUORANTHENE               (88)|100                 11     1.1|1.1       
BENZO(A)PYRENE                    (190)|190                 11     1.1|1.1       
DIBENZO(A,H)ANTHRACENE            (140)|36                  22     4.5|4.5       
BENZO(G,H,I)PERYLENE              (230)|160                 22     2.2|2.2       
INDENO(1,2,3-CD)PYRENE            (220)|210                 11     1.1|1.1       
 
SURROGATE PARAMETERS               % RECOVERY           QC LIMIT 
--------------------               ----------           -------- 
P-TERPHENYL-D14                   (126)|174*              50-140 
 
 
Left of | is related to UV detector; Right of | related to FL detector 
Final result indicated by ( ) 



                                METHOD 3550B/8310 
                        POLYNUCLEAR AROMATIC HYDROCARBONS 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/14/08 
Project    : SWMU 127 CANNON AFB                 Date   Received: 02/15/08 
Batch No.  : 08B175                              Date  Extracted: 02/21/08 15:15 
Sample   ID: 127SB1400                           Date   Analyzed: 02/22/08 17:43 
Lab Samp ID: B175-09                             Dilution Factor: 1 
Lab File ID: RB22016A                            Matrix         : SOIL 
Ext Btch ID: PAB006S                             % Moisture     : 8.7 
Calib. Ref.: RB22015A                            Instrument ID  : T-034 
================================================================================ 
 
                                    RESULTS                 RL       MDL         
PARAMETERS                          (ug/kg)            (ug/kg)     (ug/kg)       
----------                          -------            -------     -------       
NAPHTHALENE                        (ND)|ND                 110      11|11        
ACENAPHTHYLENE                     (ND)|NA                 220      22|22        
ACENAPHTHENE                       (ND)|ND                 110      11|11        
FLUORENE                           (ND)|ND                  22     2.2|2.2       
PHENANTHRENE                     (9.2J)|7.4J                11     1.1|1.1       
ANTHRACENE                         (ND)|ND                  11     1.1|1.1       
FLUORANTHENE                       (30)|22                  22     2.2|2.2       
PYRENE                             (25)|16                  11     1.1|1.1       
BENZO(A)ANTHRACENE               (5.8J)|6.2J                11     1.1|1.1       
CHRYSENE                          (10J)|12                  11     1.1|1.1       
BENZO(B)FLUORANTHENE              (11J)|6.6J                22     2.2|2.2       
BENZO(K)FLUORANTHENE             (4.5J)|6.1J                11     1.1|1.1       
BENZO(A)PYRENE                   (9.1J)|10J                 11     1.1|1.1       
DIBENZO(A,H)ANTHRACENE             6.4J|(ND)                22     4.4|4.4       
BENZO(G,H,I)PERYLENE               8.2J|(ND)                22     2.2|2.2       
INDENO(1,2,3-CD)PYRENE             (11)|9.0J                11     1.1|1.1       
 
SURROGATE PARAMETERS               % RECOVERY           QC LIMIT 
--------------------               ----------           -------- 
P-TERPHENYL-D14                   (103)|101               50-140 
 
 
Left of | is related to UV detector; Right of | related to FL detector 
Final result indicated by ( ) 



                                METHOD 3550B/8310 
                        POLYNUCLEAR AROMATIC HYDROCARBONS 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/14/08 
Project    : SWMU 127 CANNON AFB                 Date   Received: 02/15/08 
Batch No.  : 08B175                              Date  Extracted: 02/21/08 15:15 
Sample   ID: 127SB1500                           Date   Analyzed: 02/22/08 18:29 
Lab Samp ID: B175-10                             Dilution Factor: 1 
Lab File ID: RB22018A                            Matrix         : SOIL 
Ext Btch ID: PAB006S                             % Moisture     : 13.1 
Calib. Ref.: RB22015A                            Instrument ID  : T-034 
================================================================================ 
 
                                    RESULTS                 RL       MDL         
PARAMETERS                          (ug/kg)            (ug/kg)     (ug/kg)       
----------                          -------            -------     -------       
NAPHTHALENE                        (ND)|ND                 120      12|12        
ACENAPHTHYLENE                    (27J)|NA                 230      23|23        
ACENAPHTHENE                       (ND)|ND                 120      12|12        
FLUORENE                           (ND)|ND                  23     2.3|2.3       
PHENANTHRENE                       (40)|37                  12     1.2|1.2       
ANTHRACENE                         (ND)|ND                  12     1.2|1.2       
FLUORANTHENE                      (160)|100                 23     2.3|2.3       
PYRENE                            (120)|78                  12     1.2|1.2       
BENZO(A)ANTHRACENE                 (29)|21                  12     1.2|1.2       
CHRYSENE                           (54)|55                  12     1.2|1.2       
BENZO(B)FLUORANTHENE               (56)|43                  23     2.3|2.3       
BENZO(K)FLUORANTHENE               (31)|25                  12     1.2|1.2       
BENZO(A)PYRENE                     (44)|47                  12     1.2|1.2       
DIBENZO(A,H)ANTHRACENE             (31)|12J                 23     4.6|4.6       
BENZO(G,H,I)PERYLENE               (59)|42                  23     2.3|2.3       
INDENO(1,2,3-CD)PYRENE             (52)|47                  12     1.2|1.2       
 
SURROGATE PARAMETERS               % RECOVERY           QC LIMIT 
--------------------               ----------           -------- 
P-TERPHENYL-D14                   (102)|105               50-140 
 
 
Left of | is related to UV detector; Right of | related to FL detector 
Final result indicated by ( ) 



                                METHOD 3550B/8310 
                        POLYNUCLEAR AROMATIC HYDROCARBONS 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/14/08 
Project    : SWMU 127 CANNON AFB                 Date   Received: 02/15/08 
Batch No.  : 08B175                              Date  Extracted: 02/21/08 15:15 
Sample   ID: 127SB1600                           Date   Analyzed: 02/22/08 18:53 
Lab Samp ID: B175-11                             Dilution Factor: 1 
Lab File ID: RB22019A                            Matrix         : SOIL 
Ext Btch ID: PAB006S                             % Moisture     : 6.3 
Calib. Ref.: RB22015A                            Instrument ID  : T-034 
================================================================================ 
 
                                    RESULTS                 RL       MDL         
PARAMETERS                          (ug/kg)            (ug/kg)     (ug/kg)       
----------                          -------            -------     -------       
NAPHTHALENE                        (ND)|ND                 110      11|11        
ACENAPHTHYLENE                    (47J)|NA                 210      21|21        
ACENAPHTHENE                       (ND)|ND                 110      11|11        
FLUORENE                           (ND)|ND                  21     2.1|2.1       
PHENANTHRENE                       (62)|48                  11     1.1|1.1       
ANTHRACENE                         (ND)|ND                  11     1.1|1.1       
FLUORANTHENE                      (200)|140                 21     2.1|2.1       
PYRENE                            (170)|110                 11     1.1|1.1       
BENZO(A)ANTHRACENE                 (40)|32                  11     1.1|1.1       
CHRYSENE                           (77)|77                  11     1.1|1.1       
BENZO(B)FLUORANTHENE               (81)|64                  21     2.1|2.1       
BENZO(K)FLUORANTHENE               (31)|36                  11     1.1|1.1       
BENZO(A)PYRENE                     (67)|69                  11     1.1|1.1       
DIBENZO(A,H)ANTHRACENE             (47)|16J                 21     4.3|4.3       
BENZO(G,H,I)PERYLENE               (81)|55                  21     2.1|2.1       
INDENO(1,2,3-CD)PYRENE             (79)|86                  11     1.1|1.1       
 
SURROGATE PARAMETERS               % RECOVERY           QC LIMIT 
--------------------               ----------           -------- 
P-TERPHENYL-D14                   (113)|121               50-140 
 
 
Left of | is related to UV detector; Right of | related to FL detector 
Final result indicated by ( ) 



                                METHOD 3550B/8310 
                        POLYNUCLEAR AROMATIC HYDROCARBONS 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/14/08 
Project    : SWMU 127 CANNON AFB                 Date   Received: 02/15/08 
Batch No.  : 08B175                              Date  Extracted: 02/21/08 15:15 
Sample   ID: 127SB1700                           Date   Analyzed: 02/22/08 19:16 
Lab Samp ID: B175-12                             Dilution Factor: 1 
Lab File ID: RB22020A                            Matrix         : SOIL 
Ext Btch ID: PAB006S                             % Moisture     : 6.1 
Calib. Ref.: RB22015A                            Instrument ID  : T-034 
================================================================================ 
 
                                    RESULTS                 RL       MDL         
PARAMETERS                          (ug/kg)            (ug/kg)     (ug/kg)       
----------                          -------            -------     -------       
NAPHTHALENE                        (ND)|ND                 110      11|11        
ACENAPHTHYLENE                     (ND)|NA                 210      21|21        
ACENAPHTHENE                       (ND)|ND                 110      11|11        
FLUORENE                           (ND)|ND                  21     2.1|2.1       
PHENANTHRENE                       (39)|35                  11     1.1|1.1       
ANTHRACENE                         1.4J|(ND)                11     1.1|1.1       
FLUORANTHENE                      (170)|110                 21     2.1|2.1       
PYRENE                            (120)|82                  11     1.1|1.1       
BENZO(A)ANTHRACENE                 (28)|9.7J                11     1.1|1.1       
CHRYSENE                           (53)|53                  11     1.1|1.1       
BENZO(B)FLUORANTHENE               (63)|84                  21     2.1|2.1       
BENZO(K)FLUORANTHENE               (39)|30                  11     1.1|1.1       
BENZO(A)PYRENE                     (51)|54                  11     1.1|1.1       
DIBENZO(A,H)ANTHRACENE             (36)|9.8J                21     4.3|4.3       
BENZO(G,H,I)PERYLENE               (66)|45                  21     2.1|2.1       
INDENO(1,2,3-CD)PYRENE             (60)|63                  11     1.1|1.1       
 
SURROGATE PARAMETERS               % RECOVERY           QC LIMIT 
--------------------               ----------           -------- 
P-TERPHENYL-D14                   (101)|107               50-140 
 
 
Left of | is related to UV detector; Right of | related to FL detector 
Final result indicated by ( ) 



                                METHOD 3550B/8310 
                        POLYNUCLEAR AROMATIC HYDROCARBONS 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/14/08 
Project    : SWMU 127 CANNON AFB                 Date   Received: 02/15/08 
Batch No.  : 08B175                              Date  Extracted: 02/21/08 15:15 
Sample   ID: 127SB1800                           Date   Analyzed: 02/22/08 21:59 
Lab Samp ID: B175-13                             Dilution Factor: 1 
Lab File ID: RB22027A                            Matrix         : SOIL 
Ext Btch ID: PAB006S                             % Moisture     : 7.1 
Calib. Ref.: RB22026A                            Instrument ID  : T-034 
================================================================================ 
 
                                    RESULTS                 RL       MDL         
PARAMETERS                          (ug/kg)            (ug/kg)     (ug/kg)       
----------                          -------            -------     -------       
NAPHTHALENE                        (ND)|ND                 110      11|11        
ACENAPHTHYLENE                    (78J)|NA                 220      22|22        
ACENAPHTHENE                       (ND)|ND                 110      11|11        
FLUORENE                           7.5J|(ND)                22     2.2|2.2       
PHENANTHRENE                         93|(ND)                11     1.1|1.1       
ANTHRACENE                       (3.6J)|13                  11     1.1|1.1       
FLUORANTHENE                        350|(ND)                22     2.2|2.2       
PYRENE                            (260)|160                 11     1.1|1.1       
BENZO(A)ANTHRACENE                 (61)|53                  11     1.1|1.1       
CHRYSENE                          (110)|120                 11     1.1|1.1       
BENZO(B)FLUORANTHENE              (140)|120                 22     2.2|2.2       
BENZO(K)FLUORANTHENE               (47)|57                  11     1.1|1.1       
BENZO(A)PYRENE                    (110)|110                 11     1.1|1.1       
DIBENZO(A,H)ANTHRACENE            (110)|28                  22     4.3|4.3       
BENZO(G,H,I)PERYLENE              (160)|120                 22     2.2|2.2       
INDENO(1,2,3-CD)PYRENE            (160)|150                 11     1.1|1.1       
 
SURROGATE PARAMETERS               % RECOVERY           QC LIMIT 
--------------------               ----------           -------- 
P-TERPHENYL-D14                   (115)|131               50-140 
 
 
Left of | is related to UV detector; Right of | related to FL detector 
Final result indicated by ( ) 



                                METHOD 3550B/8310 
                        POLYNUCLEAR AROMATIC HYDROCARBONS 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/14/08 
Project    : SWMU 127 CANNON AFB                 Date   Received: 02/15/08 
Batch No.  : 08B175                              Date  Extracted: 02/21/08 15:15 
Sample   ID: 127SB1810                           Date   Analyzed: 02/22/08 18:06 
Lab Samp ID: B175-14                             Dilution Factor: 1 
Lab File ID: RB22017A                            Matrix         : SOIL 
Ext Btch ID: PAB006S                             % Moisture     : 7.8 
Calib. Ref.: RB22015A                            Instrument ID  : T-034 
================================================================================ 
 
                                    RESULTS                 RL       MDL         
PARAMETERS                          (ug/kg)            (ug/kg)     (ug/kg)       
----------                          -------            -------     -------       
NAPHTHALENE                        (ND)|ND                 110      11|11        
ACENAPHTHYLENE                     (ND)|NA                 220      22|22        
ACENAPHTHENE                       (ND)|ND                 110      11|11        
FLUORENE                           (ND)|ND                  22     2.2|2.2       
PHENANTHRENE                       1.5J|(ND)                11     1.1|1.1       
ANTHRACENE                         (ND)|ND                  11     1.1|1.1       
FLUORANTHENE                       5.9J|(ND)                22     2.2|2.2       
PYRENE                             (ND)|ND                  11     1.1|1.1       
BENZO(A)ANTHRACENE                 (ND)|ND                  11     1.1|1.1       
CHRYSENE                         (3.0J)|3.3J                11     1.1|1.1       
BENZO(B)FLUORANTHENE               5.8J|(ND)                22     2.2|2.2       
BENZO(K)FLUORANTHENE             (2.0J)|2.1J                11     1.1|1.1       
BENZO(A)PYRENE                   (2.6J)|3.5J                11     1.1|1.1       
DIBENZO(A,H)ANTHRACENE             (ND)|ND                  22     4.3|4.3       
BENZO(G,H,I)PERYLENE               7.0J|(ND)                22     2.2|2.2       
INDENO(1,2,3-CD)PYRENE           (7.0J)|8.6J                11     1.1|1.1       
 
SURROGATE PARAMETERS               % RECOVERY           QC LIMIT 
--------------------               ----------           -------- 
P-TERPHENYL-D14                   (110)|106               50-140 
 
 
Left of | is related to UV detector; Right of | related to FL detector 
Final result indicated by ( ) 



                                METHOD 3550B/8310 
                        POLYNUCLEAR AROMATIC HYDROCARBONS 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/14/08 
Project    : SWMU 127 CANNON AFB                 Date   Received: 02/15/08 
Batch No.  : 08B175                              Date  Extracted: 02/21/08 15:15 
Sample   ID: 127SB1700D                          Date   Analyzed: 02/22/08 19:39 
Lab Samp ID: B175-17                             Dilution Factor: 1 
Lab File ID: RB22021A                            Matrix         : SOIL 
Ext Btch ID: PAB006S                             % Moisture     : 5.9 
Calib. Ref.: RB22015A                            Instrument ID  : T-034 
================================================================================ 
 
                                    RESULTS                 RL       MDL         
PARAMETERS                          (ug/kg)            (ug/kg)     (ug/kg)       
----------                          -------            -------     -------       
NAPHTHALENE                        (ND)|ND                 110      11|11        
ACENAPHTHYLENE                     (ND)|NA                 210      21|21        
ACENAPHTHENE                       (ND)|ND                 110      11|11        
FLUORENE                           (ND)|ND                  21     2.1|2.1       
PHENANTHRENE                       (24)|22                  11     1.1|1.1       
ANTHRACENE                         (ND)|ND                  11     1.1|1.1       
FLUORANTHENE                      (100)|64                  21     2.1|2.1       
PYRENE                             (76)|49                  11     1.1|1.1       
BENZO(A)ANTHRACENE                 (17)|13                  11     1.1|1.1       
CHRYSENE                           (32)|35                  11     1.1|1.1       
BENZO(B)FLUORANTHENE               (36)|22                  21     2.1|2.1       
BENZO(K)FLUORANTHENE               (14)|16                  11     1.1|1.1       
BENZO(A)PYRENE                     (30)|31                  11     1.1|1.1       
DIBENZO(A,H)ANTHRACENE             (22)|7.3J                21     4.3|4.3       
BENZO(G,H,I)PERYLENE               (39)|25                  21     2.1|2.1       
INDENO(1,2,3-CD)PYRENE             (37)|35                  11     1.1|1.1       
 
SURROGATE PARAMETERS               % RECOVERY           QC LIMIT 
--------------------               ----------           -------- 
P-TERPHENYL-D14                   (104)|99                50-140 
 
 
Left of | is related to UV detector; Right of | related to FL detector 
Final result indicated by ( ) 



                                METHOD 3550B/8310 
                        POLYNUCLEAR AROMATIC HYDROCARBONS 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/14/08 
Project    : SWMU 127 CANNON AFB                 Date   Received: 02/15/08 
Batch No.  : 08B175                              Date  Extracted: 02/21/08 15:15 
Sample   ID: 127SB1300DL                         Date   Analyzed: 02/25/08 12:25 
Lab Samp ID: B175-06T                            Dilution Factor: 2 
Lab File ID: RB25003A                            Matrix         : SOIL 
Ext Btch ID: PAB006S                             % Moisture     : 8.6 
Calib. Ref.: RB25002A                            Instrument ID  : T-034 
================================================================================ 
 
                                    RESULTS                 RL       MDL         
PARAMETERS                          (ug/kg)            (ug/kg)     (ug/kg)       
----------                          -------            -------     -------       
NAPHTHALENE                        (ND)|ND                 220      22|22        
ACENAPHTHYLENE                     (ND)|NA                 440      44|44        
ACENAPHTHENE                       (ND)|ND                 220      22|22        
FLUORENE                           (ND)|ND                  44     4.4|4.4       
PHENANTHRENE                       (ND)|ND                  22     2.2|2.2       
ANTHRACENE                         5.8J|(ND)                22     2.2|2.2       
FLUORANTHENE                      (460)|270                 44     4.4|4.4       
PYRENE                            (330)|210                 22     2.2|2.2       
BENZO(A)ANTHRACENE                 (96)|69                  22     2.2|2.2       
CHRYSENE                          (170)|160                 22     2.2|2.2       
BENZO(B)FLUORANTHENE              (170)|140                 44     4.4|4.4       
BENZO(K)FLUORANTHENE               (62)|72                  22     2.2|2.2       
BENZO(A)PYRENE                    (120)|130                 22     2.2|2.2       
DIBENZO(A,H)ANTHRACENE             (95)|28J                 44     8.8|8.8       
BENZO(G,H,I)PERYLENE              (160)|130                 44     4.4|4.4       
INDENO(1,2,3-CD)PYRENE            (160)|170                 22     2.2|2.2       
 
SURROGATE PARAMETERS               % RECOVERY           QC LIMIT 
--------------------               ----------           -------- 
P-TERPHENYL-D14                   (109)|139               50-140 
 
 
Left of | is related to UV detector; Right of | related to FL detector 
Final result indicated by ( ) 



                                METHOD 3550B/8310 
                        POLYNUCLEAR AROMATIC HYDROCARBONS 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/14/08 
Project    : SWMU 127 CANNON AFB                 Date   Received: 02/15/08 
Batch No.  : 08B175                              Date  Extracted: 02/21/08 15:15 
Sample   ID: 127SB1300MDL                        Date   Analyzed: 02/25/08 12:49 
Lab Samp ID: B175-07T                            Dilution Factor: 2 
Lab File ID: RB25004A                            Matrix         : SOIL 
Ext Btch ID: PAB006S                             % Moisture     : 6.3 
Calib. Ref.: RB25002A                            Instrument ID  : T-034 
================================================================================ 
 
                                    RESULTS                 RL       MDL         
PARAMETERS                          (ug/kg)            (ug/kg)     (ug/kg)       
----------                          -------            -------     -------       
NAPHTHALENE                        (ND)|ND                 210      21|21        
ACENAPHTHYLENE                     (ND)|NA                 430      43|43        
ACENAPHTHENE                       (ND)|ND                 210      21|21        
FLUORENE                           (ND)|ND                  43     4.3|4.3       
PHENANTHRENE                      (110)|92                  21     2.1|2.1       
ANTHRACENE                         5.6J|(ND)                21     2.1|2.1       
FLUORANTHENE                      (500)|300                 43     4.3|4.3       
PYRENE                            (350)|220                 21     2.1|2.1       
BENZO(A)ANTHRACENE                 (92)|25                  21     2.1|2.1       
CHRYSENE                          (160)|160                 21     2.1|2.1       
BENZO(B)FLUORANTHENE              (170)|180                 43     4.3|4.3       
BENZO(K)FLUORANTHENE               (66)|77                  21     2.1|2.1       
BENZO(A)PYRENE                    (130)|140                 21     2.1|2.1       
DIBENZO(A,H)ANTHRACENE             (95)|29J                 43     8.5|8.5       
BENZO(G,H,I)PERYLENE              (160)|120                 43     4.3|4.3       
INDENO(1,2,3-CD)PYRENE            (160)|150                 21     2.1|2.1       
 
SURROGATE PARAMETERS               % RECOVERY           QC LIMIT 
--------------------               ----------           -------- 
P-TERPHENYL-D14                   (116)|149*              50-140 
 
 
Left of | is related to UV detector; Right of | related to FL detector 
Final result indicated by ( ) 



                                METHOD 3550B/8310 
                        POLYNUCLEAR AROMATIC HYDROCARBONS 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/14/08 
Project    : SWMU 127 CANNON AFB                 Date   Received: 02/15/08 
Batch No.  : 08B175                              Date  Extracted: 02/21/08 15:15 
Sample   ID: 127SB1300DDL                        Date   Analyzed: 02/25/08 13:12 
Lab Samp ID: B175-08T                            Dilution Factor: 2 
Lab File ID: RB25005A                            Matrix         : SOIL 
Ext Btch ID: PAB006S                             % Moisture     : 10.5 
Calib. Ref.: RB25002A                            Instrument ID  : T-034 
================================================================================ 
 
                                    RESULTS                 RL       MDL         
PARAMETERS                          (ug/kg)            (ug/kg)     (ug/kg)       
----------                          -------            -------     -------       
NAPHTHALENE                        (ND)|ND                 220      22|22        
ACENAPHTHYLENE                     (ND)|NA                 450      45|45        
ACENAPHTHENE                       (ND)|ND                 220      22|22        
FLUORENE                            13J|(ND)                45     4.5|4.5       
PHENANTHRENE                      (120)|110                 22     2.2|2.2       
ANTHRACENE                          11J|(ND)                22     2.2|2.2       
FLUORANTHENE                      (620)|370                 45     4.5|4.5       
PYRENE                            (440)|280                 22     2.2|2.2       
BENZO(A)ANTHRACENE                (140)|90                  22     2.2|2.2       
CHRYSENE                          (240)|210                 22     2.2|2.2       
BENZO(B)FLUORANTHENE              (230)|220                 45     4.5|4.5       
BENZO(K)FLUORANTHENE              (130)|100                 22     2.2|2.2       
BENZO(A)PYRENE                    (180)|180                 22     2.2|2.2       
DIBENZO(A,H)ANTHRACENE            (130)|42J                 45     8.9|8.9       
BENZO(G,H,I)PERYLENE              (220)|160                 45     4.5|4.5       
INDENO(1,2,3-CD)PYRENE            (220)|230                 22     2.2|2.2       
 
SURROGATE PARAMETERS               % RECOVERY           QC LIMIT 
--------------------               ----------           -------- 
P-TERPHENYL-D14                   (125)|169*              50-140 
 
 
Left of | is related to UV detector; Right of | related to FL detector 
Final result indicated by ( ) 



                                METHOD 3550B/8310 
                        POLYNUCLEAR AROMATIC HYDROCARBONS 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: NA 
Project    : SWMU 127 CANNON AFB                 Date   Received: 02/21/08 
Batch No.  : 08B175                              Date  Extracted: 02/21/08 15:15 
Sample   ID: MBLK1S                              Date   Analyzed: 02/22/08 13:26 
Lab Samp ID: PAB006SB                            Dilution Factor: 1 
Lab File ID: RB22005A                            Matrix         : SOIL 
Ext Btch ID: PAB006S                             % Moisture     : NA 
Calib. Ref.: RB22003A                            Instrument ID  : T-034 
================================================================================ 
 
                                    RESULTS                 RL       MDL         
PARAMETERS                          (ug/kg)            (ug/kg)     (ug/kg)       
----------                          -------            -------     -------       
NAPHTHALENE                        (ND)|ND                 100      10|10        
ACENAPHTHYLENE                     (ND)|NA                 200      20|20        
ACENAPHTHENE                       (ND)|ND                 100      10|10        
FLUORENE                           (ND)|ND                  20     2.0|2.0       
PHENANTHRENE                       (ND)|ND                  10     1.0|1.0       
ANTHRACENE                         (ND)|ND                  10     1.0|1.0       
FLUORANTHENE                       (ND)|ND                  20     2.0|2.0       
PYRENE                             (ND)|ND                  10     1.0|1.0       
BENZO(A)ANTHRACENE                 (ND)|ND                  10     1.0|1.0       
CHRYSENE                           (ND)|ND                  10     1.0|1.0       
BENZO(B)FLUORANTHENE               (ND)|ND                  20     2.0|2.0       
BENZO(K)FLUORANTHENE               (ND)|ND                  10     1.0|1.0       
BENZO(A)PYRENE                     (ND)|ND                  10     1.0|1.0       
DIBENZO(A,H)ANTHRACENE             (ND)|ND                  20     4.0|4.0       
BENZO(G,H,I)PERYLENE               (ND)|ND                  20     2.0|2.0       
INDENO(1,2,3-CD)PYRENE             (ND)|ND                  10     1.0|1.0       
 
SURROGATE PARAMETERS               % RECOVERY           QC LIMIT 
--------------------               ----------           -------- 
P-TERPHENYL-D14                   (109)|104               70-130 
 
 
Left of | is related to UV detector; Right of | related to FL detector 
Final result indicated by ( ) 
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                            METHOD 1311/5030B/8260B 
                        TCLP VOLATILE ORGANICS BY GC/MS 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/14/08 
Project    : SWMU 127 CANNON AFB                 Date   Received: 02/15/08 
Batch No.  : 08B175                              Date  Extracted: 02/22/08 11:59 
Sample   ID: 127WC01                             Date   Analyzed: 02/22/08 11:59 
Lab Samp ID: B175-15                             Dilution Factor: 10 
Lab File ID: RBB347                              Matrix         : WATER 
Ext Btch ID: VO03B33                             % Moisture     : NA 
Calib. Ref.: RBB008                              Instrument ID  : T-O03 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                  (ug/L)      (ug/L)            (ug/L) 
----------                                  ------      ------            ------ 
BENZENE                                       ND            50                10 
2-BUTANONE                                    ND           100                50 
CARBON TETRACHLORIDE                          ND            50                10 
CHLOROBENZENE                                 ND            50                10 
CHLOROFORM                                    ND            50                10 
1,4-DICHLOROBENZENE                           ND            50                10 
1,2-DICHLOROETHANE                            ND            50                10 
1,1-DICHLOROETHENE                            ND            50                10 
TETRACHLOROETHENE                             ND            50                10 
TRICHLOROETHENE                               ND            50                10 
VINYL CHLORIDE                                ND            50                10 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
1,2-DICHLOROETHANE-D4                         113        70-140 
4-BROMOFLUOROBENZENE                           98        70-130 
TOLUENE-D8                                     93        70-140 
 
TCLP Extraction Date: 02/20/08 14:00 



                            METHOD 1311/5030B/8260B 
                        TCLP VOLATILE ORGANICS BY GC/MS 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: 02/14/08 
Project    : SWMU 127 CANNON AFB                 Date   Received: 02/15/08 
Batch No.  : 08B175                              Date  Extracted: 02/22/08 12:36 
Sample   ID: 031WC01                             Date   Analyzed: 02/22/08 12:36 
Lab Samp ID: B175-16                             Dilution Factor: 10 
Lab File ID: RBB348                              Matrix         : WATER 
Ext Btch ID: VO03B33                             % Moisture     : NA 
Calib. Ref.: RBB008                              Instrument ID  : T-O03 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                  (ug/L)      (ug/L)            (ug/L) 
----------                                  ------      ------            ------ 
BENZENE                                       ND            50                10 
2-BUTANONE                                    ND           100                50 
CARBON TETRACHLORIDE                          ND            50                10 
CHLOROBENZENE                                 ND            50                10 
CHLOROFORM                                    ND            50                10 
1,4-DICHLOROBENZENE                           ND            50                10 
1,2-DICHLOROETHANE                            ND            50                10 
1,1-DICHLOROETHENE                            ND            50                10 
TETRACHLOROETHENE                             ND            50                10 
TRICHLOROETHENE                               ND            50                10 
VINYL CHLORIDE                                ND            50                10 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
1,2-DICHLOROETHANE-D4                         112        70-140 
4-BROMOFLUOROBENZENE                           96        70-130 
TOLUENE-D8                                     93        70-140 
 
TCLP Extraction Date: 02/20/08 14:00 



                            METHOD 1311/5030B/8260B 
                        TCLP VOLATILE ORGANICS BY GC/MS 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: NA 
Project    : SWMU 127 CANNON AFB                 Date   Received: 02/22/08 
Batch No.  : 08B175                              Date  Extracted: 02/22/08 07:39 
Sample   ID: MBLK1S                              Date   Analyzed: 02/22/08 07:39 
Lab Samp ID: TVB001SB                            Dilution Factor: 10 
Lab File ID: RBB340                              Matrix         : WATER 
Ext Btch ID: VO03B33                             % Moisture     : NA 
Calib. Ref.: RBB008                              Instrument ID  : T-O03 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                  (ug/L)      (ug/L)            (ug/L) 
----------                                  ------      ------            ------ 
BENZENE                                       ND            50                10 
2-BUTANONE                                    ND           100                50 
CARBON TETRACHLORIDE                          ND            50                10 
CHLOROBENZENE                                 ND            50                10 
CHLOROFORM                                    ND            50                10 
1,4-DICHLOROBENZENE                           ND            50                10 
1,2-DICHLOROETHANE                            ND            50                10 
1,1-DICHLOROETHENE                            ND            50                10 
TETRACHLOROETHENE                             ND            50                10 
TRICHLOROETHENE                               ND            50                10 
VINYL CHLORIDE                                ND            50                10 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
1,2-DICHLOROETHANE-D4                         110        70-140 
4-BROMOFLUOROBENZENE                           98        70-130 
TOLUENE-D8                                     94        70-130 
 
TCLP Extraction Date: 02/20/08 14:00 



                            METHOD 1311/5030B/8260B 
                        TCLP VOLATILE ORGANICS BY GC/MS 
 
================================================================================ 
Client     : TETRA TECH EC, INC.                 Date  Collected: NA 
Project    : SWMU 127 CANNON AFB                 Date   Received: 02/22/08 
Batch No.  : 08B175                              Date  Extracted: 02/22/08 07:02 
Sample   ID: MBLK1W                              Date   Analyzed: 02/22/08 07:02 
Lab Samp ID: VO03B33B                            Dilution Factor: 1 
Lab File ID: RBB339                              Matrix         : WATER 
Ext Btch ID: VO03B33                             % Moisture     : NA 
Calib. Ref.: RBB008                              Instrument ID  : T-O03 
================================================================================ 
 
                                           RESULTS          RL               MDL 
PARAMETERS                                  (ug/L)      (ug/L)            (ug/L) 
----------                                  ------      ------            ------ 
BENZENE                                       ND           5.0               1.0 
2-BUTANONE                                    ND            10               5.0 
CARBON TETRACHLORIDE                          ND           5.0               1.0 
CHLOROBENZENE                                 ND           5.0               1.0 
CHLOROFORM                                    ND           5.0               1.0 
1,4-DICHLOROBENZENE                           ND           5.0               1.0 
1,2-DICHLOROETHANE                            ND           5.0               1.0 
1,1-DICHLOROETHENE                            ND           5.0               1.0 
TETRACHLOROETHENE                             ND           5.0               1.0 
TRICHLOROETHENE                               ND           5.0               1.0 
VINYL CHLORIDE                                ND           5.0               1.0 
 
SURROGATE PARAMETERS                    % RECOVERY      QC LIMIT 
--------------------                    ----------      -------- 
1,2-DICHLOROETHANE-D4                         112        70-140 
4-BROMOFLUOROBENZENE                           97        70-130 
TOLUENE-D8                                     93        70-130 
 
 
 



                                                                                   METHOD 1311/7470A 
                                                                                      TCLP MERCURY 
 
    =============================================================================================================================================================================== 
    Client     : TETRA TECH EC, INC.                                                                                                              Matrix         : LEACHATE  
    Project    : SWMU 127 CANNON AFB                                                                                                              Instrument ID  : TI047 
    Batch No.  : 08B175A                                                                                                                           
    =============================================================================================================================================================================== 
 
                             EMAX           RESULTS                      RL       MDL   Analysis      Extraction                                       Collection      Received     
    SAMPLE ID                SAMPLE ID       (ug/L)     DLF MOIST    (ug/L)    (ug/L)   DATETIME       DATETIME     LFID       CAL REF     PREP BATCH   DATETIME       DATETIME     
    ---------                ---------       ------     --- -----    ------    ------   --------       --------    ------      -------     ----------   --------       --------     
    MBLK1W                   HGC033WB          ND        1     NA    0.500     0.100  03/25/0813:21  03/24/0817:30 M47C017035  M47C017032  HGC033W         NA          03/24/08     
    LCS1W                    HGC033WL        4.81        1     NA    0.500     0.100  03/25/0814:36  03/24/0817:30 M47C017070  M47C017068  HGC033W         NA          03/24/08     
    LCD1W                    HGC033WC        4.87        1     NA    0.500     0.100  03/25/0814:38  03/24/0817:30 M47C017071  M47C017068  HGC033W         NA          03/24/08     
    MBLK1S                   TXC007SB          ND       10     NA     5.00      1.00  03/25/0813:27  03/24/0817:30 M47C017038  M47C017032  HGC033W         NA          03/24/08     
    031WC01                  B175-16           ND       10     NA     5.00      1.00  03/25/0813:31  03/24/0817:30 M47C017040  M47C017032  HGC033W      02/14/08       02/15/08     
    031WC01DL                B175-16J          ND       50     NA     25.0      5.00  03/25/0813:33  03/24/0817:30 M47C017041  M47C017032  HGC033W      02/14/08       02/15/08     
    031WC01MS                B175-16M        50.6       10     NA     5.00      1.00  03/25/0813:36  03/24/0817:30 M47C017042  M47C017032  HGC033W      02/14/08       02/15/08     
    031WC01MSD               B175-16S        51.8       10     NA     5.00      1.00  03/25/0813:38  03/24/0817:30 M47C017043  M47C017032  HGC033W      02/14/08       02/15/08     
    127WC01                  B175-15           ND       10     NA     5.00      1.00  03/25/0813:44  03/24/0817:30 M47C017046  M47C017044  HGC033W      02/14/08       02/15/08     
 
    TCLP Extraction Date: 03/20/08 16:00 
 



                            METHOD 1311/3010A/6010B 
                               TCLP METALS BY ICP 
 
 ============================================================================== 
 Client     : TETRA TECH EC, INC.               Date  Collected: 02/14/08 
 Project    : SWMU 127 CANNON AFB               Date   Received: 02/15/08 
 SDG NO.    : 08B175A                           Date  Extracted: 03/24/08 11:00 
 Sample   ID: 127WC01                           Date   Analyzed: 03/25/08 19:16 
 Lab Samp ID: B175-15                           Dilution Factor: 5 
 Lab File ID: I07C004031                        Matrix         : LEACHATE 
 Ext Btch ID: IPC045W                           % Moisture     : NA 
 Calib. Ref.: I07C004020                        Instrument ID  : EMAXTI07 
 ============================================================================== 
 
                                            RESULTS          RL             MDL 
 PARAMETERS                                  (mg/L)      (mg/L)          (mg/L) 
 ----------                                  ------      ------          ------ 
 Barium                                      1.84        0.0500          0.0100 
 Cadmium                                       ND        0.0500          0.0100 
 Chromium                                      ND        0.0500          0.0250 
 Silver                                        ND        0.0500          0.0250 
 
 TCLP Extraction Date: 03/20/08 16:00 



                            METHOD 1311/3010A/6010B 
                               TCLP METALS BY ICP 
 
 ============================================================================== 
 Client     : TETRA TECH EC, INC.               Date  Collected: 02/14/08 
 Project    : SWMU 127 CANNON AFB               Date   Received: 02/15/08 
 SDG NO.    : 08B175A                           Date  Extracted: 03/24/08 11:00 
 Sample   ID: 031WC01                           Date   Analyzed: 03/25/08 19:04 
 Lab Samp ID: B175-16                           Dilution Factor: 5 
 Lab File ID: I07C004028                        Matrix         : LEACHATE  
 Ext Btch ID: IPC045W                           % Moisture     : NA 
 Calib. Ref.: I07C004020                        Instrument ID  : EMAXTI07 
 ============================================================================== 
 
                                            RESULTS          RL             MDL 
 PARAMETERS                                  (mg/L)      (mg/L)          (mg/L) 
 ----------                                  ------      ------          ------ 
 Barium                                      1.97        0.0500          0.0100 
 Cadmium                                       ND        0.0500          0.0100 
 Chromium                                      ND        0.0500          0.0250 
 Silver                                    0.0499J       0.0500          0.0250 
 
 TCLP Extraction Date: 03/20/08 16:00 



                            METHOD 1311/3010A/6010B 
                               TCLP METALS BY ICP 
 
 ============================================================================== 
 Client     : TETRA TECH EC, INC.               Date  Collected: NA 
 Project    : SWMU 127 CANNON AFB               Date   Received: 03/24/08 
 SDG NO.    : 08B175A                           Date  Extracted: 03/24/08 11:00 
 Sample   ID: MBLK1W                            Date   Analyzed: 03/25/08 18:39 
 Lab Samp ID: IPC045WB                          Dilution Factor: 1 
 Lab File ID: I07C004022                        Matrix         : WATER 
 Ext Btch ID: IPC045W                           % Moisture     : NA 
 Calib. Ref.: I07C004020                        Instrument ID  : EMAXTI07 
 ============================================================================== 
 
                                            RESULTS          RL             MDL 
 PARAMETERS                                  (mg/L)      (mg/L)          (mg/L) 
 ----------                                  ------      ------          ------ 
 Barium                                        ND        0.0100         0.00200 
 Cadmium                                       ND        0.0100         0.00200 
 Chromium                                      ND        0.0100         0.00500 
 Silver                                        ND        0.0100         0.00500 
 



                            METHOD 1311/3010A/6010B 
                               TCLP METALS BY ICP 
 
 ============================================================================== 
 Client     : TETRA TECH EC, INC.               Date  Collected: NA 
 Project    : SWMU 127 CANNON AFB               Date   Received: 03/24/08 
 SDG NO.    : 08B175A                           Date  Extracted: 03/24/08 11:00 
 Sample   ID: MBLK1S                            Date   Analyzed: 03/25/08 19:12 
 Lab Samp ID: TXC007SB                          Dilution Factor: 5 
 Lab File ID: I07C004030                        Matrix         : WATER 
 Ext Btch ID: IPC045W                           % Moisture     : NA 
 Calib. Ref.: I07C004020                        Instrument ID  : EMAXTI07 
 ============================================================================== 
 
                                            RESULTS          RL             MDL 
 PARAMETERS                                  (mg/L)      (mg/L)          (mg/L) 
 ----------                                  ------      ------          ------ 
 Barium                                        ND        0.0500          0.0100 
 Cadmium                                       ND        0.0500          0.0100 
 Chromium                                      ND        0.0500          0.0250 
 Silver                                        ND        0.0500          0.0250 
 
 TCLP Extraction Date: 03/20/08 16:00 
 



                            METHOD 1311/3010A/6010B 
                            TCLP METALS BY TRACE ICP 
 
 ============================================================================== 
 Client     : TETRA TECH EC, INC.               Date  Collected: 02/14/08 
 Project    : SWMU 127 CANNON AFB               Date   Received: 02/15/08 
 SDG NO.    : 08B175A                           Date  Extracted: 03/24/08 11:00 
 Sample   ID: 031WC01                           Date   Analyzed: 03/26/08 13:33 
 Lab Samp ID: B175-16                           Dilution Factor: 5 
 Lab File ID: I31C005025                        Matrix         : LEACHATE  
 Ext Btch ID: IPC045W                           % Moisture     : NA 
 Calib. Ref.: I31C005018                        Instrument ID  : EMAXTI31 
 ============================================================================== 
 
                                            RESULTS          RL             MDL 
 PARAMETERS                                  (mg/L)      (mg/L)          (mg/L) 
 ----------                                  ------      ------          ------ 
 Arsenic                                   0.0293J       0.0500          0.0250 
 Lead                                          ND        0.0500          0.0150 
 Selenium                                      ND        0.0500          0.0250 
 
 TCLP Extraction Date: 03/20/08 16:00 



                            METHOD 1311/3010A/6010B 
                            TCLP METALS BY TRACE ICP 
 
 ============================================================================== 
 Client     : TETRA TECH EC, INC.               Date  Collected: NA 
 Project    : SWMU 127 CANNON AFB               Date   Received: 03/24/08 
 SDG NO.    : 08B175A                           Date  Extracted: 03/24/08 11:00 
 Sample   ID: MBLK1W                            Date   Analyzed: 03/26/08 12:24 
 Lab Samp ID: IPC045WB                          Dilution Factor: 1 
 Lab File ID: I31C005012                        Matrix         : WATER 
 Ext Btch ID: IPC045W                           % Moisture     : NA 
 Calib. Ref.: I31C005010                        Instrument ID  : EMAXTI31 
 ============================================================================== 
 
                                            RESULTS          RL             MDL 
 PARAMETERS                                  (mg/L)      (mg/L)          (mg/L) 
 ----------                                  ------      ------          ------ 
 Arsenic                                       ND        0.0100         0.00500 
 Lead                                          ND        0.0100         0.00300 
 Selenium                                      ND        0.0100         0.00500 
 



                            METHOD 1311/3010A/6010B 
                            TCLP METALS BY TRACE ICP 
 
 ============================================================================== 
 Client     : TETRA TECH EC, INC.               Date  Collected: NA 
 Project    : SWMU 127 CANNON AFB               Date   Received: 03/24/08 
 SDG NO.    : 08B175A                           Date  Extracted: 03/24/08 11:00 
 Sample   ID: MBLK1S                            Date   Analyzed: 03/26/08 13:06 
 Lab Samp ID: TXC007SB                          Dilution Factor: 5 
 Lab File ID: I31C005020                        Matrix         : WATER 
 Ext Btch ID: IPC045W                           % Moisture     : NA 
 Calib. Ref.: I31C005018                        Instrument ID  : EMAXTI31 
 ============================================================================== 
 
                                            RESULTS          RL             MDL 
 PARAMETERS                                  (mg/L)      (mg/L)          (mg/L) 
 ----------                                  ------      ------          ------ 
 Arsenic                                       ND        0.0500          0.0250 
 Lead                                          ND        0.0500          0.0150 
 Selenium                                      ND        0.0500          0.0250 
 
 TCLP Extraction Date: 03/20/08 16:00 
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