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From: David E. Broxton [broxton@lanl.gov] 

To: Young, John, NMENV; laramide@netzero.net 

Cc: Thomas J. Whitacre; mjohansen@doeal.gov; Mark Everett 

Subject: R-10 Well Design 

Attachments: 0 R-10 Well Design (final2).pdfC363KB) 

John, 

This is the revised well design for R-10 that we talked about on the 
phone today. Screen 2 has been moved up to be centered on the higher 
permeability zone centered on 1052 ft depth. This should result in 
better development of this zone. Screen 1 remains the same as before. 

If you have any comments or questions about this well design, you can 
reach Mark Everett at 505-667-5931 or me on my cell phone at 
505-699-0950. 

Thanks, 

Dave 

******************************** 
David E. Broxton 
Earth and Environmental Sciences Division 
Hydrology, Geochemistry, and Geology Group 
Los Alamos National Laboratory 
Mail Stop T003 
Los Alamos, NM 87545 

Phone: (505) 667-2492 
Cell Phone: (505) 699-0950 
Fax: (505) 665-8737 
e-mail: broxton@lanl.gov 
****************************** 

Sent: Mon 9/19/2005 4:38 PM 
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Top of well screens at the 
Buckman Well Field 

depth 
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TD 

Top of well screen at PM-1 

Screen #1 cement 
(0-75 ft) 

bentonite 
(75-865 ft) 

-1-1-~-1--- 4.5-in ID, 5.0-in OD 
stainless steel 
well casing 

10/20sand 
(867-908 ft) 

r:::;;;;;;;~~==~-- 20 ft rod-based, 
20 slot, stainless 
steel wire-wrapped 
screen 875-898 ft 

bentonite 
(908-1 030 ft) 

-H,.;.--1--- 4.5-in ID, 5.0-in OD 
stainless steel 
well casing 

bentonite 
(908-1 030 ft) 

~~~=--'+-- 20 ft rod-based, 
20 slot, stainless 
steel wire-wrapped 
screen 1 042-1 065 ft 

·-:4-~-1----- 10/20 sand 

1075 

(1032- 1075ft) 

50/50 bentonite/ sand 
(1075- 1163 ft) 




