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BOTTOM OF BORING   1004.5   (FT BGS)

SURFACE SEAL     8.0  TO  59.5  (FT BGS)

BENTONITE SEAL   59.5  TO  899.5  (FT BGS)

FINE SAND COLLAR 899.5  TO  901.5  (FT BGS)

HYDRATED BENTONITE SEAL
FORM  3⁄8-IN BENTONITE CHIP
QUANTITY USED  767.2 FT3  CALC  900.6 FT3

SURFACE SEAL
MIX (WT%) PORTLAND CEMENT  92  BENTONITE  8
QUANTITY USED  86.7 FT3  CALC  83.1 FT3

WELL COMPLETION BEGAN
DATE 04/03/16  TIME 0930h
WELL COMPLETION FINISHED
DATE 04/11/16   TIME 1230h

STAINLESS-STEEL CENTRALIZERS
USED 4 ea.  AT  5 FT
ABOVE AND BELOW
WELL SCREEN 

DEPTH TO WATER
FOLLOWING INSTALLATION (FT BGS) 898.5 (04/19/16)

TOTAL LENGTH
OF CASING AND SCREEN (FT) 961.1

DIAMETER OF BOREHOLE
24.00 (IN) FROM  0  TO  60 (FT BGS)
18.00 (IN) FROM  60  TO  328  (FT BGS)
17.00 (IN) FROM  328  TO  695  (FT BGS)
15.00 (IN) FROM  695  TO  1004.5  (FT BGS)

FINE SAND COLLAR
SIZE/TYPE  20/40 SILICA
QUANTITY USED  3.0 FT3  CALC  1.6 FT3

HYDRATED BENTONITE BACKFILL
MATERIAL  1⁄4-IN BENTONITE PELLETS
QUANTITY USED  20.1 FT3  CALC  22.0 FT3

FILTER PACK SAND
SIZE/TYPE  10/20 SILICA
QUANTITY USED  53.5 FT3  CALC  45.0 FT3

TYPE OF SCREEN(S)
MATERIAL  A304 STAINLESS STEEL
ID (IN)  8.00  OD (IN) 8.625
SLOT SIZE (IN) 0.040  
JOINT TYPE WELDED

TYPE OF CASING
MATERIAL  PASSIVATED A304 STAINLESS STEEL
ID (IN)  8.00  OD (IN)  8.625 (85⁄8)
JOINT TYPE WELDED

FILTER PACK    901.5  TO  956.3  (FT BGS)

SCREENED INTERVAL 909.6  TO  948.8  (FT BGS)

BENTONITE    956.3  TO  975.0  (FT BGS)

BOTTOM OF CASING   958.7   (FT BGS)

ELEVATIONS (FT AMSL)
WELL CASING   TBD  
PROTECTIVE CASING TBD
GROUND SURFACE TBD  
BRASS CAP (MARKER) TBD
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20-IN CSG  0  TO  60 (FT BGS)

SLOUGH     975.0  TO  1004.5  (FT BGS)

14-IN CASING 182  TO 748  (FT BGS)
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DRILLING INFORMATION
DRILLING COMPANY/PERSONNEL:
Yellow Jacket Drilling
A. Lamon, S. Jorge, E. Johnson

DRILL RIG:  
Foremost DR-24HD

DRILLING METHOD:
0−1004.5 ft bgs:  DUAL ROTARY WITH CASING
ADVANCE USING AIR, WATER, AND FOAM 

DRILLING FLUID TYPE:

AIR, WATER, AQF-2 FOAMING AGENT

DRILLING START/FINISH:
 DATE:  02/17/2016 
DATE:  03/19/2016 

0−1004.5 ft bgs
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