




BOTTOM OF BORING   1292.0   (FT)

SURFACE SEAL    8.0  TO  60.6   (FT)

BENTONITE SEAL   60.6 TO  1059.8 (FT)

FINE SAND COLLAR 1059.8  TO  1061.8 (FT)

HYDRATED BENTONITE SEAL
FORM  3⁄8-IN BENTONITE CHIPS
QUANTITY USED  1394.4 FT3  CALC 1160.7 FT3

WELL COMPLETION BEGAN
DATE 07/03/16  TIME 0730h
WELL COMPLETION FINISHED
DATE 07/24/16   TIME 0600h

STAINLESS-STEEL CENTRALIZERS
USED 4 ea. EVERY 60 FT ON BLANK CASING
USED 4 ea. at 5 FT
ABOVE AND BELOW WELL SCREEN 

DEPTH TO WATER
FOLLOWING INSTALLATION (FT) 1159.1 (07/30/16)

TOTAL LENGTH
OF CASING AND SCREEN (FT) 1245.8

DIAMETER OF BOREHOLE
20.00 (IN) FROM  0  TO  52.0 (FT)
18.00 (IN) FROM  52.0  TO  591.0  (FT)
16.00 (IN) FROM  591.0  TO  911.3  (FT)
15.00 (IN) FROM  911.3  TO  1292.0 (FT)

FINE SAND COLLAR
SIZE/TYPE  20/40 SILICA
QUANTITY USED  1.5 FT3  CALC  1.7 FT3

HYDRATED BENTONITE BACKFILL
MATERIAL  3⁄8-IN BENTONITE CHIPS
AND 10/20 SAND
QUANTITY USED  43.5 FT3  CALC  62.5 FT3

FILTER PACK SAND
SIZE/TYPE  10/20 SILICA
QUANTITY USED  167.5 FT3  CALC  135.1 FT3

TYPE OF SCREEN(S)
MATERIAL  A304 STAINLESS STEEL
ID (IN)  8.00  OD (IN) 8.625
SLOT SIZE (IN) 0.040  
JOINT TYPE WELDED

FILTER PACK    1061.8  TO  1226.4 (FT)

SCREENED INTERVAL 1162.0  TO  1222.0 (FT)

BENTONITE    1226.4  TO  1283.0 (FT)
BOTTOM OF CASING   1243.3   (FT)

ELEVATIONS (FT AMSL)
WELL CASING   TBD  
PROTECTIVE CASING TBD
GROUND SURFACE TBD  
BRASS CAP (MARKER) TBD

SLOUGH     1283.0  TO  1292.0 (FT)
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14-IN CSG AND SHOE
1280.0  TO  1291.8 (FT)

18-IN CSG AND SHOE  579.3  TO  591.0   (FT)

SURFACE SEAL
MIX (WT%) PORTLAND CEMENT  100 
QUANTITY USED  115.5 FT3  CALC  89.8 FT3

TYPE OF CASING
MATERIAL  PASSIVATED A304 STAINLESS STEEL
ID (IN)  8.00  OD (IN)  8.625 (85⁄8)
JOINT TYPE WELDED

ANGLED WELL DRILLED
25° FROM VERTICAL

FEET = LINEAR FEET

EP2016-0106 LA-UR-16-26213
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DRILLING INFORMATION
DRILLING COMPANY/PERSONNEL:
Holt Services
D. Sandy, R. Stadeli, M. McCoy

DRILL RIG:  
Foremost DR-24HD

DRILLING METHOD:
0−1292 ft bgs:  DUAL ROTARY WITH 
CASING ADVANCE 

DRILLING FLUID TYPE:

AIR, WATER, AQF-2 FOAMING AGENT,
EZ-MUD POLYMER

DRILLING START/FINISH:
 DATE:  06/09/16  0730 
DATE:  07/01/16  0630 

0−1292 ft bgs

Cerro Toledo Interval

Tshirege Member
Unit 1v

Cerros del Rio Basalt

Otowi Member

Puye Formation

1156.8 ft (07/01/16)
(1048.4 ft bgs) 
(prior to well installation)   

DEPTH
(LINEAR FT)

560 ft
(507.5 ft bgs)

580 ft
(525.7 ft bgs)

610 ft
(552.8 ft bgs)

1292 ft Total Depth

Tb4

250 ft
(226.6 ft bgs)

970 ft
(879.1 ft bgs)

1292 ft
(1170.0 ft bgs)

Qbt 1v

Qbog

Tpf

Qbo

Tshirege Member
Unit 1g

Qct
280 ft

(253.8 ft bgs)

Qbt 1g

160 ft
(145.0 ft bgs)

Guaje Pumice Bed

Puye Formation

Tpf
Angled well drilled 25° from vertical.
Stratigraphy presented vertically.
Contact depths are in linear feet 
along borehole length. Parenthetical 
depths are approximated projections
to vertical depths.
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