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Gandy Marley Inc. Draft RCRA Part B Permit Review Comments 

Module Section Page Title Comment 

I A 1 of 12 Effect of Permit In the second sentence, "Material Safety Data Sheets (MSDS)" should be replaced by i 

"Waste Profile Sheets." 

I D.8. 4 of 12 Treatment Unit The section should read, " ... Treatment (Surface Impoundment and Tanks), Storage (Tanks 
and Containers), or Disposal (Landfill)." 

I I 11 of 12 Documents to be In the first sentence, "OD treatment unit bunker" should be replaced by "facility." 
) Maintained 

II B.l. 1 of 9 General Waste In the first sentence, "Material Safety Data Sheets (MSDS)" should be replaced by "Waste 
Analysis Profile Sheets or equivalent technical information." 

II C.2. 2 of9 Hazardous Waste Change the second sentence to read, "The first time the generator is to receive hazardous 
from Off-Site waste from an off-site source ... " It would be redundant to require written notification to 

Sources the generator that the facility has the appropriate permits every time a waste is accepted. 

II K.3. 5 of9 Personnel and Clarify that this section refers to senior management personnel, including the site manager 
Telephone Number and other managers authorized to sign reports required by this permit. 

Changes 

III A 1 of 7 Module Highlights Surface impoundment capacity is cited as 73,000 eft. This is incorrect. According to 
Attachment G (11/46), the pond capacity is 3.5 Mgal and has a surface area of 73,000 sf. 

III A. and 1 of 7 Module Highlights We request removing the permit condition limiting the maximum amount of waste treated 
B.2.b. and Permitted and per day in the surface impoundment to 39,500 gallons. The only treatment that occurs in 

Prohibited Waste the unit is evaporation, and the facility has neither the means nor the need to limit this 
Identification amount. Daily evaporation rates are determined by various meteorological conditions such 

as temperature, humidity, and wind speed, which the facility cannot easily control, nor is it 
desirable to minimize evaporation, as that is the desired purpose of the unit. The treatment 
design rate of 39,500 gallons per day listed in the Part A Application is an average rate 
based on average total annual evaporation for the area, but the daily rate on some days may 
be much higher. 
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Gandy Marley Inc. Draft RCRA Part B Permit Review Comments 

Module Section Page Title Comment 

III B.2.a. 1 of 7 Permitted and We request removing the permit condition prohibiting treatment of PCB-containing wastes 
Prohibited Waste that are hazardous. The surface impoundment will be able to separately accept both PCB-

Identification containing wastes and hazardous wastes as long as they meet LDR standards, and these 
wastes will commingle once they are in the impoundment. It is unclear why NMED is 
restricting acceptance of these waste types commingled prior to placing them in the 

I impoundment. 

III D.2. 3 of 7 Leak Control Change the sentence to read, " ... changes in the flow into or out of the impoundment or 
Procedures exi!ected evai!oration rates, ... " 

III F 5 of7 Recordkeeping and Change the sentence to read, " ... changes in the flows into or out of the impoundment or 
Reporting exi!ected evai!Qration rates, ... " 

IV A 1 of 4 Module Highlights Change the storage capacities and maximum amount of waste stored as follows: 
Ty~ of Unit Storage Cai!acitt Max. Amount of 

{grul Waste (gal) 
Drum Handling 1120 55-gallon drum 61,600 

equivalents 
Roll-Off Unit 44-20 cubic yard roll- 177,725 

off equivalents 

IV B.l. 1 of 4 Permitted and Sentence should read, "The Permittee may store only the hazardous wastes listed in the Part 
Prohibited Waste A Permit AI!I!lication. Permit Attachment 0. in containers at the facility ... " 

Identification 

IV B.2. 1 of 4 Permitted and "Mobile" should be changed to "Module." 
Prohibited Waste 

Identification 

IV B.2.a. 1 of 4 Permitted and We request removing the permit condition prohibiting storage of PCB-containing wastes that 
Prohibited Waste are hazardous. The facility will be able to separately accept both PCB-containing wastes 

Identification and hazardous wastes for disposal as long as they meet LDR standards, and these wastes 
will all be placed in the same cell in the landfill. It is unclear why NMED is restricting 
acceptance of these waste types commingled prior to placing them in the landfill. 

--- ----- ---- --
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Gandy Marley Inc. Draft RCRA Part B Pennit Review Comments 

Module Section Page Title Comment 

IV D 2 of 4 Compatibility of In the second sentence, "daily inspection" should be changed to "weekly inspection." Also, 
" Waste with the reference to Permit Attachment C should call it the "Inspection Plan," not the "Security 

Containers Plan." 

v A 1 of 7 Module Highlights Add the stabilization tanks to the summary table, and correct the storage capacities and 
maximum amount of waste treated per day as follows: 
T~a~e of Unit Storage CaQacitx Max. Amt Treated 

~ Qer dax (gal) 
4 aboveground 72,000 N/A 

storage tanks 
4 stabilization N/A 121,200 

tanks 

v B.2.a. 1 of 7 Permitted and We request removing the permit condition prohibiting storage of PCB-containing wastes that 
Prohibited Waste are hazardous. The facility will be able to separately accept both PCB-containing wastes 

Identification and hazardous wastes for disposal as long as they meet LDR standards, and these wastes 
will all be placed in the same cell in the landfill. It is unclear why NMED is restricting 
acceptance of these waste types commingled prior to placing them in the landfill. 

v B.2.b. 2 of7 Permitted and We request removing this condition. It unnecessarily limits the amount of waste placed in 
Prohibited Waste the landfill based on the amount treated in the stabilization tanks. The landfill will also be 

Identification accepting wastes that do not require stabilization prior to disposal. In the event that NMED 
meant for this permit condition to limit only the amount disposed in the landfill from the 
stabilization tanks, this would appear to be limited already by permit condition B.l in this 
module. 

v E.2. 3 of7 Response to Leaks In the second paragraph, the acronym for the Clean Water Act should be corrected to read 
or Spills "CWA." 

VI B.2.a. 1 of 7 Permitted and We request removing the permit condition prohibiting disposal of PCB-containing wastes 
Prohibited Waste that are hazardous. The facility will be able to separately accept both PCB-containing 

Identification wastes and hazardous wastes for disposal as long as they meet LDR standards, and these 
wastes will all be placed in the same cell in the landfill. It is unclear why NMED is 

-~ 

restrictin!_acceptanc_e o~_these \\'~te types_commingled prior toplac~ng them i~ the land~!!J 
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Gandy Marley Inc. Draft RCRA Part B Pennit Review Comments 

Module Section Page Title Comment 

VI C.l. 2 of7 Design and This section states that the MTR liner system shall be installed and then references 
Operating Attachment G (33/46) which describes the alternate system. If MTR is to be cited, then the 

Requirements regulatory section allowing alternative liner designs should also be cited. 

VI C.2. 3 of 7 Design and Change the second sentence to read, "Collected leachate will be sampled and analyzed, and 
Operating if it meets LDR treatment standards for F039 waste it will be placed in the surface 

Requirements impoundment. If the leachate does not meet treatment standards, it will either be stabilized 
and disposed in the landfill or shipped off-site to a permitted hazardous waste management 
facility." 

VII C.2. 1 of 5 Post-Closure Change "groundwater monitoring system" to "vadose zone monitoring system." 
Procedures and Use 

of Property 

VII D 3 of 5 Inspections Post-Closure inspection forms are included in Attachment I, not Attachment C as 
referenced. 

VII H 5 of 5 Post-Closure Care Because the nearest groundwater in the uppermost aquifer is over one-half mile 
Plan downgradient of the Gandy-Marley Inc., landfill, a vadose zone monitoring system will be 

utilized. As described in page 15 of 26 of Attachment J, this monitoring system will be 
implemented after fluids have been identified in the landfill liner leak detection system. 

The existing section should be removed and replaced with "The Permittee shall submit a 
vadose zone monitoring plan to NMED, including a map showing proposed locations of 
monitoring wells, within 30 days of fluids first being detected in the leak detection system 
of the landfill's liner systems." 

VIII 1 - 6 Ground Water We are not monitoring groundwater because the nearest expected groundwater is over one-
Detection half mile downgradient of the facility. To more accurately reflect future monitoring at this 

Monitoring facility, the words, "ground water" should be changed to "vadose zone" throughout this 
module. 

VIII E 2 of6 Ground Water Because a vadose zone monitoring system will be used, Section E on establishing elevations 
Detection of the groundwater surface should be removed. 

Monitoring 
--~ -- --- -------- ------ --
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Gandy Marley Inc. Draft RCRA Part B Permit Review Comments 

Module Section Page Title Comment 

VIII G.3. 3 of6 Ground Water Subsection G.3 on determining ground water flow and direction shall be removed. 
Detection 

Monitoring 

IX B.7. 9 of 62 Information Change second sentence in second paragraph to read "A summary of the planned corrective 
Submittal action reporting requirements ... " There are other RCRA reporting requirements not 

included in Table 1 as it stands. 

IX B.9. 10 of 62 Data Retention The requirement that all raw data be maintained at the facility during the term of the permit 
will only be possible once the facility is constructed. The condition should be changed to 
read " ... shall be maintained by the facility owners or operators during the term of this 
permit ... " 

IX c 11 of 62 Specific Condition - Add the storage tanks and stabilization tanks to the first paragraph. 
Closure 

IX C.ll. 11 of 62 Specific Condition - Change the section to read " ... shall not place waste prohibited by 40 CPR Part 268 into any 
Closure of the regulated disoosal units ... " Also, the numbering for section C should be 1,2,3 

instead of 11,12,13. 

IX D.l. 11 of 62 Operation/ The correct citation for the surface impoundment is 40 CPR 264.221(c), and for the landfill 
Construction of is 40 CPR 264.301(c) or (d). 

Surface 
Impoundments and 

Landfills 

IX E.l. 12 of 62 Specific Condition Change "Within thirty (30) days of the effective date of this Permit" to "Within thirty (30) 
and - Information days after corrective action activities are first required at the facility." 
E.2. Repository 

IX p 14 of 62 Specific Condition Change "Within 180 days of the effective date of this Permit" to "Within 60 days after the 
- Investigation of first hazardous waste is accepted at the facility." The units in question could not possibly 

Area(s) of Concern be SWMUs until after they are constructed and waste is accepted. -- --~ 

--~ -- ---- ----- --------- -~ ---- -
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Gandy Marley Inc. Draft RCRA Part B Permit Review Comments 

Module Section Page Title Comment 

IX G 14 of 62 AA-BB Air 40 CFR Part 264 Subpart CC may apply to air emissions from tanks, containers, and the 
Regulations surface impoundment at the facility, and will likely be in effect at the time the units are put 

into service. The facility would like to incorporate these requirements into the permit, and 
we suggest the following changes: 
I. Change title to "AA-BB-CC Air Regulations." 
2. Add CC to the first sentence in G. 
3. Change the second sentence in G to read "Before putting units into hazardous waste 
service, the Permittee shall submit to the New Mexico Environment Department a report 
covering those units subject to Subparts AA, BB, and CC ... " 

IX G.l. 14 of 62 AA-BB Air Change the last line of G .1. from "10 percent" to "10 ppm." This refers to Subpart AA 
Regulations units. 

IX G.4. 15 of 62 AA-BB Air Delete the current condition G.4, including subsections f. and g. If a closed vent system is 
Regulations required, it must be installed and operating on startup of the affected unit, in accordance 

with § 264.1033(a)(2), and an implementation schedule would not be applicable. If a 
control device is required, the type of device would be provided under condition G.3. 
Add a new condition G.4 to cover Subpart CC. Suggested wording: "If a hazardous waste 
with 100 ppm by weight or greater volatile organics is managed in a tank, surface 
impoundment, or container, the Permittee must provide detail on the emission controls 
provided and comply with § 264.1084(b) and (c), 264.1086(b)(l), and 264.1085(c), or 
demonstrate that wastes are treated to remove or destroy organics to levels specified in § 
264.1082(c)(2). 

IX G.14. 15 of 62 AA-BB Air Add Subpart CC to the first sentence in G.14, and change the section number to G.5. 
Regulations 

IX 1.1. 20 of 62 Reporting Change " ... beginning no later than ninety (90) calendar days from the effective date of this 
Requirements Permit" to "beginning no later than ninety (90) calendar days after corrective action 

activities are first required at the facility." 

IX M.l. 24 of 62 RFI Workplan Change " ... within 180 days of the effective date of this Permit" to "within 60 days after 
corrective action activities are first required at the facility." 

IX u 48 of 62 General RFI Change " ... Within 90 days of the effective date of this Permit" to "within 90 days after 
Reporting corrective action activities are first required at the facility." 

Requirements 
------ -
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Gandy Marley Inc. Draft RCRA Part B Pennit Review Comments 

Module Section Page Title Comment 

IX Table 1 60 of 62 RFI/CMS Change due date for progress reports on all activities to "quarterly; commencing no later 
Submission than 90 days after corrective action activities are first required at the facility." 
Summary 

Attachment B 2 of 4 Maintenance of From here to the end of Attachment B, the text is discussing Organic Air Emissions 
Equipment to requirements, which do not belong in the Security Plan. Possibly a new attachment is 

Prevent Organic Air needed for this information. 
Emissions 

Attachment C 4 of 13 Surface The third paragraph, first sentence should read "Visual inspections will be conducted to 
Impoundment verify the integrity of the liners and associated systems." 

Inspection 
Requirements 

Attachment C 5, 7, 9, Checklists Replace the inspection checklists in the draft permit with those provided in the Response to 
and 11 of NOD Data Package. The new checklists were revised to include daily inspection items for 

13 the landfill and surface impoundment and so that all "no" answers would necessitate a 
remedial action. Copies of the revised checklists are also attached to this document. 

Attachment C Table C- 2 of 13 Gandy Marley, Inc. For the surface impoundment, change the following to match the text changes: 
1 Facility Inspection • LCRS/LDS inspection schedule from "weekly" to "daily" 

Schedule • add "pond level" and "daily" to the inspection schedule (using a measuring staff 
gauged either in inches or in tenths of a foot to measure water level) 

For the landfill, change the following to match text changes: 

• LCRS/LDS inspection schedule from "weekly" to "daily" 

Attachment D 5 of 13 Second bullet Suggest changing "by reaching the facility as soon as he is informed" to "by reaching the 
facility as soon as possible after he is informed about the emergency." 

Attachment D 13 of 13 Second bullet As currently written, "Recordk:eeping" is a bullet under Training for Emergency Response 
Organizations. Rather, "Recordk:eeping" is the title for the next section of Attachment D. 

Attachment D 1 thru 13 Throughout In general, there are problems with the way Attachment Dis numbered. For instance, on 
Attachment D page 7, there are two sections labeled "1 ". 

--------
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Gandy Marley Inc. Draft RCRA Part B Pennit Review Comments 

Module Section Page Title Comment 

Attachment E general comment This attachment is called "Procedures for Handling Ignitable, Reactive, or Incompatible 
Waste," but it also includes general information on procedures to prevent hazards. Either 
the attachment title should be changed, or a new attachment should be added to cover 
procedures to prevent hazards. 

Attachment E 5 of 11 Incompatible Waste Replace this paragraph with the following: "Wastes will be solidified and stabilized prior to 
Handling their placement into the landfill. These processes are performed to bind liquids and prevent 

leaching of any of the wastes' constituents. Any leachate generated within the landfill, 
therefore, is not expected to contain significant levels of hazardous constituents. 
Furthermore, incompatible waste types will be segregated within the landfill. Due to the 
anticipated low concentrations of hazardous constituents in the leachate and geographic 
separation of incompatible waste types, incompatibility problems anywhere within the 
landfill will be negligible." (This was provided in response to Comment 122 of the NOD.) 

Attachment F 13 of 26 Surface In the 9th paragraph, change the regulatory citation from 40 CFR 264.22(a) to 40 CFR 
Impoundment 264.221(a). 

Failure Control 
Procedure 

Attachment F 22 of 26 Appendices F-2 and Appendices F-2 and F-4 should be switched to match the text references. (Alternatively, 
and F-4 the text references on pages 2 of 26, 1st paragraph, and 16 of 26, 1st paragraph, could be 

26 of 26 switched.) 

Attachment G 13 of 46 Berm System Revise the second sentence to read " ... the surface impoundment will be excavated to a 
depth of approximately 10 feet at the shallow end and approximately 18 feet at the sump 
end, and at least 2 feet of freeboard will be maintained in the impoundment at all times." 
(per response to NOD comment 61) 

Attachment G 15 of 46 Liner and The description of the sump geotextile and geocomposite is unclear. The geocomposite ! 

LCRS/LDS layer below the gravel should be pointed out. The geotextile component of the 
Installation geocomposite will serve as a filter to prevent clogging of the underlying geonet component. 

I Attachment G 17 of 46 Warning Signs Procedures to Prevent Hazards are also included in Attachment E. (see general comment 

I 
above on Attachment E.) 

-- --·-· ··---
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Gandy Marley Inc. Draft RCRA Part B Permit Review Comments I 

Module Section Page Title Comment 

Attachment G 18 of 46 Drum Handling Unit This section states that the office will be located inside the building. This is incorrect. The 
office will be located adjacent to the drum building. The ventilation system of the building 
has not been designed nor has the ventilation system of the office. Whether or not there is 
a door leading from the office directly into the drum building will be determined in the final 
design. 

Attachment G 19 of 46 Storage Limits The capacity of the drum handling facility should be 1,120 drums (not 1,110 drums as 

() listed). There are seven areas which each hold 160 drums. 

Attachment G 25 of 46 Containment and Insert the following just before the bullets: "Secondary containment will be emptied by one 
Detection of or more of the following methods:" 

Releases 

Attachment G 38 of 46 Geologic Setting This section states that the base of the landfill will be located on the top of the Lower 
Dockum. This may or may not be the case, depending on the final design of the landfill. 

Attachment G 43 of 46 Third paragraph Revise "No free liquid will be placed in the landfill under any circumstances" to "No free 
liquids will be placed in the landfill under any circumstances except as provided for in 
Module VI.J .3." 

Attachment G 46 of 46 Bullets Each bullet should indicate that the specified activities are to take place only when the 
Action Leakage Rate (ALR) has been exceeded. 

Attachment G 6.2.3.2 12 of 55 Natural Soil The distinction between clay liner in the surface impoundment and prepared subgrade in the 
landfill liner and cover should be made here. It is not intended that the prepared subgrade 
have a maximum permeability of 1 x 10·7 em/sec. The primary purpose of the prepared 
subgrade is to provide a suitable substrate for the overlying geosynthetics. The 1 x 10·7 

em/sec permeability reference is appropriate, however, for the pond liner system. 

Attachment G 6.2.3.3 13 of 55 Drainage Material This section is applicable to the sump gravel only. 

Attachment G 20 of 55 Table 1 Revise titles and notes to reference pond and not landfill liner or cover. 
21 of 55 Table 2 
22 of 55 Table 3 

Attachment G 7.3.2 Anchor Trench This section should include a description of the bench anchor trench detail. 

Attachment G 10.3 52 of 55 Geonet Deploy~ent_ This title should read "Geocomposite Deployment." 
---- ---- --- -- -- --- -- - --- -- ----- - -
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Module Section 

Attachment H 

Attachment H 

Attachment I 

Attachment I 

Attachment I 

Attachment I 

Attachment I 

Attachment J 

Attachment J 

Attachment J 

Attachment J 

Page 

1 of 16 

11 of16 

4 of 12 

4 of 12 

4 of 12 

5 of 12 

12 of 12 

4 of26 

5 of26 

6 of26 

8 of26 

Gandy Marley Inc. Draft RCRA Part B Pennit Review Comments 

Title Comment 

Closure Activities The estimated closure date submitted in the Part B Application was 2030. The date 
currently in the permit is 2005. If the permit will be in effect for 10 years, then a closure 
date at least 10 years from the date of permit issuance should be listed. 

Closure of the In the second sentence, change "surface impoundment" to "landfill." 
Landfill 

Groundwater Change title to "Vadose Zone Monitoring System" and change text to read "The vadose 
Monitoring Wells zone monitoring system will be maintained and monitored throughout the post-closure care 

period. Visible portions of the vadose zone monitoring system will be inspected monthly to 
ensure that they have not been tampered with and are in good condition. 

Sampling and Delete the first sentence of the first paragraph. Groundwater samples will not be collected, 
Analysis but the vadose zone monitoring system will be operated throughout the post-closure care 

period. 

Inspection and Delete the second paragraph dealing with inspections of the groundwater monitoring wells. 
Maintenance 

Recordkeeping Change "sampling results of leachate and groundwater samples" to "sampling results of 
leachate, vadose zone monitoring results," 

Draft Post-Closure Delete this checklist. Gandy-Marley, Inc. will supply a replacement checklist for the 
Inspection Checklist: vadose zone monitoring system after the design has been finalized. 

Groundwater 
Monitoring Wells 

Ground Water The reference to Plate J-1 (fourth paragraph) should be to Plate 3-8. 
Protection I 

Ground Water The permit should include the revised version of Figure J-1 that shows drill hole locations. 
Protection 

Ground Water The reference to Figure J-1 (first paragraph) should be changed to Figure J-2. 
Protection 

Ground Water Plate 3-4 should be included. 
Protection 
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Gandy Marley Inc. Draft RCRA Part B Permit Review Comments 

Module Section Page Title Comment 

Attachment J 9 of26 Ground Water The reference to Figure J-2 (second paragraph) should be changed to J-1. 
Protection 

Attachment J 11 of 26 Ground Water The reference to Plate G (third paragraph) should be changed to Plate 3-8. 
Protection 

The last paragraph on the page describing the unsaturated nature of Upper Dockum 
sediments is out of sequence. It should follow the last paragraph on page 12 of 26. 

Attachment J 16 of 26 Ground Water The first sentence at the top of the page should be rewritten to say "The following vadose 
Protection zone monitoring techniques have been proven effective at other landfill sites and will be 

used at the Gandy-Marley site: 1) soil gas sampling and 2) resistivity blocks." 

The section on Neutron Moderation logging should be removed because this technique will 
not be used at the Gandy-Marley site. 

Attachment J 17 of 26 Ground Water The section on Tensiometers should be removed because this technique will not be used at 
Protection the Gandy-Marley site. 

Attachment J 18 of 26 Ground Water The section on Suction Lysimeters should be removed because this technique will not be 
Protection used at the Gandy-Marley site. 

Attachment J 19 of 26 Ground Water The first paragraph in the section on Vadose Zone Monitoring Network should be removed 
Protection because it has already been stated that resistivity blocks and soil gas sampling will be used. 

Attachment L 1 of 4 Introduction 7th bullet: "EOD personnel" should be changed to "facility personnel." 

Attachment L 2 of4 Air Emissions Suggest this section ought to include Subparts AA and CC as well as Subpart BB. For 
example, replace "in accordance with requirements contained in 40 CPR 264.1064" with 
"in accordance with 40 CPR 264.1035, 264.1064, and 264.1089, if applicable." i 

' Attachment M 2 of3 Corrective Action Suggest either incorporating entire section into Module XI or deleting. 

Attachment N 1 of 1 Closure and Post- Add at end of last sentence: "and Attachment I, Post-Closure Plan." (This attachment is 
Closure Cost not useful and could be deleted.) 

I 
Estimates 
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Gandy Marley Inc. Draft RCRA Part B Pennit Review Comments 

Module Section Page Title Comment 

Attachment 0 7 of 7 Part XIX, Comments The first comment in this section was made in the initial Part A submittal and says we have 
shown only a storage capacity for the surface impoundment. The application has since been 
revised to show a treatment capacity, so this comment should be deleted. 

r 
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II 

DRAFT LANDFILL INSPECTION CHECKLIST 
(Inspection Frequency: Daily/Weekly as Noted) 

Inspector: 
Date: 

0 

DAILY: 

Record amount of liquids removed: 

Leachate collection system 

Leak detection system 

Time: 

Dates: 

WEEKLY: Physical Inspection (check each of the following) 

Leachate collection system pumps functioning properly? 

Leak detection system pumps functioning properly? 

Riser pipes in good structural condition? 

Grout seals in good structural condition? 

Locking caps present and in good structural condition? 

Is landfill free of signs of spills, leaks, odors? 

Run-on and run-off control systems functioning properly? 

Area warning signs present and legible? 

Spill equipment available and accessible? 

Perimeter fence in good structural condition? 

Windblown particulates adequately controlled? 

* For any "No" answer, complete the remedial actions section below. 

Remedial Actions 

Describe corrective actions taken. 

Date corrective action was taken: 

Supervisor notified of problem Date -----

Yes 

Time 

No* 

-------
Emergency Coordinator notified of problem 

(if appropriate) 

Date Time ------ ------



II 
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DRAFT SURF ACE IMPOUNDMENT INSPECTION CHECKLIST 
(Inspection Frequency: Daily/Weekly as Noted) 

Inspector: ----------------------------------------------------------------
Date: Time: 

DAILY: 

Record amount of liquids removed: 

Leachate collection system 

Leak detection system 

Elevation of liquid in impoundment: 

Dates: 

WEEKLY: Physical Inspection (check each of the following) 

Leachate collection system functioning properly? 

Leak detection system functioning properly? 

Riser pipes in good structural condition? 

Grout seals in good structural condition? 

Locking caps present and in good structural condition? 

Proper freeboard (2 feet) maintained? 

Berm free of deterioration and erosion? 

Area warning signs present and legible? 

Spill equipment available and accessible? 

* For any "No" answer, complete the remedial actions section below. 

Remedial Actions 

Describe corrective actions taken. 

Date corrective action was taken: 

Supervisor notified of problem 

Emergency Coordinator notified of problem 

(if appropriate) 

0 

Date --------
Date -------

Yes No* 

Time -------------
Time --------



II 

' -

DRAFT CONTAINER STORAGE AREA INSPECTION CHECKLIST 
(Inspection Frequency: Weekly) 

Inspector: ---------------------------------------------------------------
Date: Time: 

Container Storage Unit I.D.: -------------------------

Physical Inspection (check each of the following) 

Are containers located within authorized boundaries? 

Are area warning signs present and legible? 

Is secondary containment free of cracks and gaps? 

Is secondary containment area and sump free of liquids? 

Are hazardous waste labels correct and legible? 

Are EPA codes present on label? 

Are all containers free of corrosion, buckles, dents, holes, damaged 

seams, or other structural defects or deterioration? 

Are all containers free from signs of overpressurization? 

Is aisle space adequate and clear of obstructions? 

Is spill equipment available and accessible? 

Are perimeter of the building and roof in good structural condition? 

u 

* For any "No" answer, complete the remedial actions section below. 

Remedial Actions 

Describe corrective actions taken. 

Date corrective action was taken: 

Supervisor notified of problem 

Emergency Coordinator notified of problem 

(if appropriate) 

Date ------
Date -----------

Yes No* 

Time -------------
Time -------



II 
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DRAFT TANK STORAGE INSPECTION CHECKLIST 
(Inspection Frequency: Daily) 

Inspector: ----------------------------------------------------------------
Date: Time: 

Tank I.D. Number: ______________________ _ 

Physical Inspection (check each of the following) 

Are area warning signs present and legible? 

Is secondary containment free of cracks and gaps? 

Is secondary containment area and sump free of liquids? 

Are tank and ancillary equipment in good condition? 

Is the stored hazardous waste compatible with the tank? (Signs of 

incompatibility include temperature increases or reactions) 

Are tanks free from signs of leakage? 

Is ancillary equipment free from signs of leakage? 

Is tank accessible (i.e., is the area leading to and in front of 

the tank clear of obstructions?) 
'--' 

Is spill equipment available and accessible? 

Is the overfill prevention equipment present and operable? 

* For any "No" answer, complete the remedial actions section below. 

Remedial Actions 

Describe corrective actions taken. 

Date corrective action was taken: 

Supervisor notified of problem 

Emergency Coordinator notified of problem 

(if appropriate) 

Date _____ _ 

Date -------

Yes No* 

------

------

------ ------

------ ------

Time -------------
Time -------------


