






























































































































































































































































































































































 
 
 
 
 
Appendix D – Investigation Derived 
Waste Management Plan 

 
 

  



Investigation Derived Waste (IDW) Management Plan 
 
All IDW will be properly characterized and disposed of in accordance with all federal, State, and 

local rules and regulations for storage, labeling, handling, transport, and disposal of waste. The 

IDW may be characterized for disposal based on the known or suspected contaminants 

potentially present in the waste. 

 
A dedicated decontamination area will be setup prior to any sample collection activities. The 

decontamination pad will be constructed so as to capture and contain all decontamination fluids 

(e.g., wash water and rinse water) and foreign materials washed off the sampling equipment. The 

fluids will be pumped directly into suitable storage containers (e.g., labeled 55-gallon drums), 

which will be located at satellite accumulation areas until the fluids are disposed in the refinery 

wastewater treatment system upstream of the API separator. The solids captured in the 

decontamination pad will be shoveled into 55-gallon drums and stored at the designated satellite 

accumulation area pending proper waste characterization for off-site disposal. 

 
Drill cuttings generated during installation of soil borings will be placed directly into 55-gallon drums 

and staged in the satellite accumulation area pending results of the waste characterization 

sampling. The portion of soil cores, which are not retained for analytical testing, will be placed into 

the same 55-gallon drums used to store the associated drill cuttings. 

 
The solids (e.g., drill cuttings and used soil cores) will be characterized by testing to determine if 

there are any hazardous characteristics in accordance with 40 Code of Federal Regulations 

(CFR) Part 261. This includes tests for ignitability, corrosivity, reactivity, and toxicity. If the 

materials are not characteristically hazardous, then further testing will be performed pursuant to 

the requirements of the facility to which the materials will be transported. Depending upon the 

results of analyses for individual investigation soil samples, additional analyses may include TPH 

and polynuclear aromatic hydrocarbons (PAHs). 
 




