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PH Calibration Report

Device Serial Number 50582
Sensor Serial Number PP12902
Sensor Mfg Date 6/21/2011
Method Quick Cal

Action COMPLETED

Status Point 1 USER SET: NOMINAL
Date 2011-07-06

Time 093949

Last Cal: 7/6/2011

Cal Points: 1

Point 1:

[}

e Stimulus = 7.00 pH

Response = -5.82401 mV
Final Reading = 7.00 pH
Temperature = 21.5876 C
Slope = -58.4829 mV/pH
Offset = 403.556 mV

ORP Calibration Report

Device Serial Number 50582
Sensor Serial Number PP12902
Sensor Mfg Date 6/21/2011
Method Quick Cal

Action COMPLETED

Status Point 1 USER SET: NOMINAL
Date 2011-07-06

Time 093949

Last Cal: 7/6/2011

Cal Points: 1

Cal Type: Quick Cal Solution pH7
Point 1:

e Quick Cal Solution pH7

e Stimulus = 229.08 mV
Response = 220.612 mV

Final Reading = 229.08 mV
Temperature = 21.5876 C

Offset = -8.46841 mV

Cond Calibration Report

Device Serial Number 50582

Sensor Serial Number LC06428
Sensor Type Conductivity, Low Range
Sensor Mfg Date 3/14/2011

Method Quick Cal

Action COMPLETED
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Status Point 1 USER SET: NOMINAL
Date 2011-07-06

Time 093949

Last Cal: 7/6/2011

Cal Points:

o1

e Custom Cal Solution
Stimulus = 7980 uS/cm
Response = 46.131 ohms
Final Reading = 7980 puS/cm
Temperature = 21.5876 C
Kcell =0.342583
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