
PH Calibration Report 

Device Serial Number 48315  
Sensor Serial Number PP12250  
Sensor Mfg Date 6/17/2010  
Method Quick Cal  
Action COMPLETED  
Status Point 1 STABLE  
Date 2011-09-01  
Time 080131  
Last Cal: 9/1/2011  
Cal Points: 1  
Point 1:  

 
Stimulus = 7.00 pH  
Response = -15.5021 mV  
Final Reading = 7.00 pH  
Temperature = 19.9447 C  
Slope = -58.1569 mV/pH  
Offset = 391.596 mV  

ORP Calibration Report 

Device Serial Number 48315  
Sensor Serial Number PP12250  
Sensor Mfg Date 6/17/2010  
Method Quick Cal  
Action COMPLETED  
Status Point 1 STABLE  
Date 2011-09-01  
Time 080132  
Last Cal: 9/1/2011  
Cal Points: 1  
Cal Type: Quick Cal Solution pH7  
Point 1:  

Quick Cal Solution pH7  
Stimulus = 231.612 mV  
Response = 178.754 mV  
Final Reading = 231.612 mV  
Temperature = 19.9447 C  
Offset = -52.8574 mV  

Cond Calibration Report 

Device Serial Number 48315  
Sensor Serial Number LC06449  
Sensor Type Conductivity, Low Range  
Sensor Mfg Date 3/14/2011  
Method Quick Cal  
Action COMPLETED  

Page 1 of 2QuickCal Calibration Report

9/1/2011file://C:\Win-Situ\Calibration Reports\SN48315\SN48315 2011-09-01 080131 QuickCal.html



Status Point 1 STABLE  
Date 2011-09-01  
Time 080132  
Last Cal: 9/1/2011  
Cal Points:  

1  
Custom Cal Solution  
Stimulus = 7980 µS/cm  
Response = 40.2928 ohms  
Final Reading = 7980 µS/cm  
Temperature = 19.9447 C  
Kcell = 0.288666  
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